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Change 1:
	Constraint name
	cs_CellUpdateCnfDCCH_E_HS_r7

	Reason for change
	At step no: 8 of the testcase Cell-update confirm message is sent to UE. In the cell-update confirm message 
1) RLC parameters such as timerPollProhibit, timerpoll and timerStatusprohibit for RB ID 2, 3, 4 and 25 are not as per 34.123-1 section 8.3.1.44.4.

2) Transmission window size and the receiving window size of RB ID 25 are not as per 34.123-1 section 8.3.1.44.4.

	Summary of change
	Modified the testcase and the constraint cs_CellUpdateCnfDCCH_E_HS_r7 as per 34.123-1 section 8.3.1.44.4.

	Source of change
	

	MCC160 Comments
	 


Before:
[image: image1.png]i
integrityCheckinfo p_IntegrityCheckinfo,
message cellUpdateConfin : later_than_r3
¢
fre_Transactionidentifier p_RRC_TI,
eriicalExtensins criicalExtensions : erficalExtensions ccriicalExtensions ;17
¢
cellUpdateConfirm_r7
{~CellUpdateConfimm_r7_IEs
integrityProtectionodelnf OMIT,
cipheringModelnfo OMIT,
activationTime OMIT,
new_U_RNTI OMIT ,
new_C_RNTI OMIT,
new_H_RNTI p_H_RNTI,
newPrimary_E_RNTI p_E_RNTI,
newSecondary_E_RNTI OMIT,
re_Statelngicator cell_ DCH,
uiran_DRX_CycleLengthCosff OMIT,
wallTime OMIT,
ic_Re_establishindicatorRb2_3ord FALSE,
c_Re_establishindicatorRbsarabove FALSE,
en_infarmationinia OMIT,
ura_ldentity OMIT,
SupporiForChangsOfUE_Capability OMIT,
th_informationReleaseList OMIT,
Th_InfammaTonRecanmgLIsT
©_RB_InformationReconfia_t7(tsc_RE1, OMIT,{ c_RE_MappingOptionSRE_EDCH_HSDSCH_r7tse_UL_DCCH, tse_E_DCH_DDI_1,1,tsc_DL_DCCH) }),
_RB_InformationReconfia_r7(tsc_REZ, c_RLC_InfoAM_Def_17, { c_RB_MappingOptionSRE_EDCH_HSDSCH_r7(tsc_UL_DCCH?, tsc_E_DCH_DDI_3, 2, tsc_DL_DCCH2) })|

©_RB_InformationReconfia_r7{tsc_RE3, ¢_RLC_InfoAM_Def_i7, { ¢_RB_MappingOptionSRE_EDCH_HSDSCH_r7(tsc_UL_DCCHS, tsc_E_DCH_DDI_3, 3, tsc_DL_DCCH3) })|
©_RB_InformationReconfia_t7(tsc_RE4, c_RLC_InfoAM_Def_17, { c_RE_MappingOptionSRB_EDCH_HSDSCH_r7(tsc_UL_DCCHA, tsc_E_DCH_DDI_4, 4, tsc_DL_DCCH4) })|

©_RB_InformationReconfig_r7 (tsc_RE25, c_RLC_InfoAM_Def_17, { c_RB_MappingOptionPS_RAB1_EDCH_HSDSCH_I7 (8) })
L
th_informationAfiecteaList OMIT,
ul_CommonTransChinfa OMIT,
ul_deletedTransChinfoList OMIT,
ul_AdgReconfTransChinfaList
~E-DCH for DCCH and one DTCH;
_UL_AddReconfTransChinfoE_DCH_r7(n_HSUPA_Canfig.t, n_Rel7_Config._DCH_MAC_d_Flowlist_r7)
L
dl_CommonTransChinfa OMIT,
dl_DeletedTransChinfoList OMIT,
d_AddReconfTransChinfoList
HS-DSCH for DTCH and DCCH.
_DL_AddReconfTransChHSDSCHInT_HSENH_I7 (c_HSDSCH_Infa_I7 (n_Rel7_Canfig.nARG_Info_t7, c_AddORecantMAC_dFlow_2Flows(c_MAC_hs_AdtReconiausus_D
TCH1 (336), ¢_MAC_hs_AddReconfQueue_DCCH))
L
frequencyinfo p_Freginfo,
multi_frequencylnfo OMIT,





After: 
[image: image2.png]i
integrityCheckinfo p_IntegrityCheckinfo,
message cellUpdateConfin : later_than_r3
¢
fre_Transactionidentifier p_RRC_TI,
eriicalExtensins criicalExtensions : erficalExtensions ccriicalExtensions ;17
¢
cellUpdateConfirm_r7
{~CellUpdateConfimm_r7_IEs
integrityProtectionodelnf OMIT,
cipheringModelnfo OMIT,
activationTime OMIT,
new_U_RNTI OMIT ,
new_C_RNTI OMIT,
new_H_RNTI p_H_RNTI,
newPrimary_E_RNTI p_E_RNTI,
newSecondary_E_RNTI OMIT,
re_Statelngicator cell_ DCH,
uiran_DRX_CycleLengthCosff OMIT,
wallTime OMIT,
ic_Re_establishindicatorRb2_3ord FALSE,
c_Re_establishindicatorRbsarabove FALSE,
en_infarmationinia OMIT,
ura_ldentity OMIT,
SupporiForChangsOfUE_Capability OMIT,
th_InformationReleaseList OMIT,
th_informationReconigList(
©_RB_InformationReconfia_t7(tsc_RE1, OMIT,{ c_RE_MappingOptionSRE_EDCH_HSDSCH_r7tse_UL_DCCH, tsc_E_DCH_DDI_1,1,tsc_DL_DCCHI) }),
©_RB_InformationReconfia_t7(tsc_REZ, c_RLC_InfoAM_HSU_Common_r7(c_RLC_Size_144, p_RIcCiy.ntindowSize, p_RIcCly bdiindowSize), { ¢_RB_MappingOptions)
RB_EDCH_HSDSCH_t7(tsc_UL_DCCH?, tsc_E_DCH_DDI_2, 2, sc_DL_DCCH) }),
©_RB_InformationReconfia_t7(tsc_RE3, c_RLC_InfoAM_HSU_Common_r7(c_RLC_Size_144, p_RIcCiy.netindowSize, p_RIcCly bdhindowSize), { ¢_RB_MappingOptions
RB_EDCH_HSDSCH_t7(tsc_UL_DCCH3, sc_E_DCH_DDL_3, 3, sc_DL_DCCH3) }),
©_RB_InformationReconfia_t7(tsc_RE4, c_RLC_InfoAM_HSU_Common_r7(c_RLC_Size_144, p_RIcCiy.netindowSize, p_RIcCly bdhindowSize), { ¢_RB_MappingOptions)
RB_EDCH_HSDSCH_17(tsc_UL_DCCH, tsc_E_DCH_DDI_4, 4, 1sc_DL_DCCH4) }),
©_RB_InformationReconfia_t7 (tsc_RE25, c_RLC_InfoAM_HSU_Common_r7(e_DL_RLC_PDU_SizeDef, w768, tw256), { c_RB_MappingOptionPS_RAB1_EDCH_HSDSC
HA7(8)})
L
TS,
ul_CommonTransChinfa OMIT,
ul_deletedTransChinfoList OMIT,
ul_AdgReconfTransChinfaList
~E-DCH for DCCH and one DTCH;
_UL_AddReconfTransChinfoE_DCH_r7(n_HSUPA_Canfig.t, n_Rel7_Config._DCH_MAC_d_Flowlist_r7)
L
dl_CommonTransChinfa OMIT,
dl_DeletedTransChinfoList OMIT,
d_AddReconfTransChinfoList
HS-DSCH for DTCH and DCCH.
_DL_AddReconfTransChHSDSCHInfo_HSENH_I7 (c_HSDSCH_Infa_I7 (n_Rel?_Config.nARG_Info_t7, ¢_AdUORecanfMAC_dFlow_2Flows(c_MAC_hs_AtdRecontQueu
e_DTCH1(336), c_MAC_hs_AddReconiQueus_DCCH))
N
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