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	Reason for change:
(

	Test case fails when UE sends the Poll with oldest unacknowledged PDU as per 25.322 clause 11.3.2 as follows:
1) Current TTCN implementation is only based on the “assumption” that the PDU re-transmission scheme uses “select the AMD PDU with "Sequence Number" equal to VT(S)-1”
2) Current TTCN implementation does not cater for the UE uses the OTHER PDU retransmission scheme of “select an AMD PDU that has not been discarded and has not yet been acknowledged by the peer entity”.
Test case fails as a result of the UE re-transmits RLC PDU “Sequence Number 0” four times (max time) and triggers the discard procedure. I.E. transmission of a MRW PDU to discard the not yet “successfully received SDU “SN_MRW Sequence Number 1” to the TTCN before completion of the test case.
Increase the Maximum number of transmission parameter to avoid the activation of the discard procedure prior to the completion of the test case.
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	Change protocol parameter MaxDat from 4 to 15
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	Conformant UE will not pass the test.
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Change 1
	Constraint
	cds_RLC_InfoAM_7_2_3_24

	Reason for change
	Test case fails when UE sends the Poll with oldest unacknowledged PDU as per 25.322 clause 11.3.2 as follows:

3) Current TTCN implementation is only based on the “assumption” that the PDU re-transmission scheme uses “select the AMD PDU with "Sequence Number" equal to VT(S)-1”
4) Current TTCN implementation does not cater for the UE uses the OTHER PDU retransmission scheme of “select an AMD PDU that has not been discarded and has not yet been acknowledged by the peer entity”.
Test case fails as a result of the UE re-transmits RLC PDU “Sequence Number 0” four times (max time) and triggers the discard procedure. I.E. transmission of a MRW PDU to discard the not yet “successfully received SDU “SN_MRW Sequence Number 1” to the TTCN before completion of the test case.

Increase the Maximum number of transmission parameter to avoid the activation of the discard procedure prior to the completion of the test case.
Note: A prose CR will be raised at the next RAN5 meeting

	Summary of change
	Change protocol parameter MaxDat from 4 to 15

	Source of change
	

	MCC160 Comment
	Accepted


Before:
	ASN.1 Type Constraint Declaration

	 

	Constraint Name:
cds_RLC_InfoAM_7_2_3_24
Group:
Type Name:
RLC_Info
Derivation Path:
cbs_DefaultRLC_InfoAM.
Encoding Variation:
Comments:
This derived constraint is used to replace the default values in clause 7.2.3.1 
with specific parameters as required for execution of test case 7.2.3.24


	 

	Constraint Value
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.timerPollProhibit 
BY tpp500, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.lastTransmissionPDU_Poll 
BY FALSE, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.poll_PDU 
BY pdu2, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.pollWindow 
BY pw50, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.transmissionWindowSize 
BY tw32, 
REPLACE dl_RLC_Mode.dl_AM_RLC_Mode.receivingWindowSize 
BY rw128 



After:
	ASN.1 Type Constraint Declaration

	 

	Constraint Name:
cds_RLC_InfoAM_7_2_3_24
Group:
Type Name:
RLC_Info
Derivation Path:
cbs_DefaultRLC_InfoAM.
Encoding Variation:
Comments:
This derived constraint is used to replace the default values in clause 7.2.3.1 
with specific parameters as required for execution of test case 7.2.3.24


	 

	Constraint Value
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode. transmissionRLC_Discard.maxDAT_Retransmissions.maxDAT 
BY dat15, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.timerPollProhibit 
BY tpp500, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.lastTransmissionPDU_Poll 
BY FALSE, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.poll_PDU 
BY pdu2, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.pollingInfo.pollWindow 
BY pw50, 
REPLACE ul_RLC_Mode.ul_AM_RLC_Mode.transmissionWindowSize 
BY tw32, 
REPLACE dl_RLC_Mode.dl_AM_RLC_Mode.receivingWindowSize 
BY rw128 
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