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Overview

This document lists all the changes needed to correct problems in the TTCN implementation of the Test case 8.3.1.44, which is part of the HS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes Anritsu has successfully verified the CPC test case 8.3.1.44 with Anritsu PTS using HS_ENH_r7_wk38.mp
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 Verification Test Summary

Test Case:
        tc_8_3_1_44 

Test Group:
       RRC\ RRC_CellUpdate
ATS Version:
       HS_ENH_r7_wk43 + Corrections required for test case 8.3.1.44
System Simulator used:
Anritsu Protocol Test System MX785201A
UE used:                            Nokia NoRM-6 UE
Verification Status:
        PASS    
 Corrections required for test case 8.3.1.44
Change 1

	TestStep
	Tc_8_3_1_44

	Reason for change
	The testcase requires the initial configuration of the testcase at RRC Connection Setup procedure to be A2 configuration which is Cell_E_HS_StandAloneSRB. But the present TTCN implementation initialises it to cell_E_HS.



	Summary of change
	Passed the parameter ‘Cell_E_HS_StandAloneSRB’ instead of ‘cell_E_HS ‘ in test step ts_InitVariablesREL7 as shown below


	Test Case

	 

	Test Case Id:
tc_8_3_1_44
Test Group Reference:
RRC/RRC_CellUpdate/
Purpose:
To confirm that the UE enters the CELL_DCH state after it receives a CELL UPDATE CONFIRM message with a physical channel configuration causing it to start E-DCH transmission, HS-DSCH reception and configure UL DTX on a different cell and frequency.
To confirm that the UE enters CELL_PCH state on another frequency and stops E-DCH transmission and HS-DSCH reception when it receives a RADIO BEARER RECONFIGURATION message.
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 +ts_InitVariablesREL7(cell_E_HS)
 
 
 
3
 
 +ts_InitVariablesRel7 (cell_E_HS_StandAloneSRB)
 
 
+ts_InitVariablesREL7(cell_E_HS) 
Anritsu TTCN CR 8.3.1.44
4
 
  +ts_InitDTX_DRX (TRUE)
 
 
 
5
 
   +pr_GotoState6_18_MO_CPC ( tsc_CellA)
 
 
(state 6-18) under condition A20
6
 
    ( tcv_CellInfoF.powerpCPICH := -55 )
 
 
 
7
 
     +ts_SS_CreateCellDCH_r7 ( tsc_CellF )
 
 
 
8
 
      +ts_SS_SwitchCellOff ( tsc_CellF)
 
 
 
9
 
       +ts_SendDefSysInfo_r7 ( tsc_CellF )
 
 
 
10
 
        ( tcv_TestBody := TRUE )
 
 
 
11
 
         +lt_TestBody
 
 
 
12
 
          ( tcv_TestBody := FALSE )
 
 
 
13
 
           +po_ConnectionAndSS_Rels_r7



Branches executed in test 8.3.1.44
The test case implementation executed the PS branch with Kasumi Integrity and Ciphering enabled with legacy F-DPCH

Execution Log Files

Nokia Platform

The Nokia NoRM-6 UE passed this test case in PS domain. Log of the successful test case execution is enclosed in R5s080322.zip.

References

	[1]
	R5s080322
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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