Page 1



3GPP TSG RAN WG5 Testing
(
 R5s110066
01 Jan – 31 Dec 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.8.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to RFT 67 test cases

	
	

	Source to WG:
(

	Anite

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	17/02/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In the RFT 67 testcases,  the actual GSM frequency selection and cell configuration happens based on the following PIXIT setting:

px_ITURegion2_GSM_BandsUnderTest and

px_ITURegion1_GSM_BandsUnderTest

The PIXIT px_GSM_BandUnderTest is not relevant for these testcases.

In case the PIXIT px_ITURegion2_GSM_BandsUnderTest is set as band_900, in the teststep ts_ITU_BandInitializing, the cell configuration parameters for GSM900 (default configuration - c_G_CellConfigInfoGSM900_CellX, where X = A, B, C) cell are allocated for GSM Cell.

Due to this settings, TTCN is scheduling the System inf. Type 2 message with the Neighbor cell description IE’s EXT-IND = 1. But TTCN is not scheduling any SysInfoType2bis message in this case as the SysInfoType2bis will only be scheduled if the PIXIT px_GSM_BandUnderTest is set as tsc_GSM_P_900Band_Test or tsc_GSM_E_900Band_Test in the test step ts_SendGSMSysInfo. 
The PIXIT px_GSM_BandUnderTest is not relevant for RFT67 testcases and need not to set as GSM_P_900 or GSM_E_900 band.

	
	

	Summary of change:
(

	An extra conditional check is added in the line #5 of the test step ts_SendGSMSysInfo to schedule SysInfoType2bis message if the PIXIT px_ITURegion2_GSM_BandsUnderTest is set to band_900.

	
	

	Consequences if 
(

not approved:
	A conformant UE may not able to select a GERAN cell due to non-availability of the required system information.  

	
	

	Clauses affected:
(

	6.2.1.2a, 6.2.1.8a.1, 6.2.1.8a.2 and 6.2.1.8a.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Change1:
	Test Step
	ts_SendGSMSysInfo

	Reason for change
	In the RFT 67 testcases,  the actual GSM frequency selection and cell configuration happens based on the following PIXIT setting:

px_ITURegion2_GSM_BandsUnderTest and

px_ITURegion1_GSM_BandsUnderTest

The PIXIT px_GSM_BandUnderTest is not relevant for these testcases.

In case the PIXIT px_ITURegion2_GSM_BandsUnderTest is set as band_900, in the teststep ts_ITU_BandInitializing, the cell configuration parameters for GSM900 (default configuration - c_G_CellConfigInfoGSM900_CellX, where X = A, B, C) cell are allocated for GSM Cell.

Due to this settings, TTCN is scheduling the System inf. Type 2 message with the Neighbor cell description IE’s EXT-IND = 1. But TTCN is not scheduling any SysInfoType2bis message in this case as the SysInfoType2bis will only be scheduled if the PIXIT px_GSM_BandUnderTest is set as tsc_GSM_P_900Band_Test or tsc_GSM_E_900Band_Test in the test step ts_SendGSMSysInfo. 
The PIXIT px_GSM_BandUnderTest is not relevant for RFT67 testcases and need not to set as GSM_P_900 or GSM_E_900 band.

	Summary of change
	An extra conditional check is added in the line #5 of the test step ts_SendGSMSysInfo to schedule SysInfoType2bis message if the PIXIT px_ITURegion2_GSM_BandsUnderTest is set to band_900.

	Source of change
	

	ETSI Comments 
	Accepted, but implemented for all ITU band combination which contain 900 (regions 1 and 2)
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Test Step Id: ts_SendGSMSysinfo(p_Cellld: INTEGER; p_PhyCh : PhysicalChld; b_GPRS : GSM_GPRSCanfiguration; b_SI2quater : SI2quaterConfiguration)

Test Step Group Ref. M_RAT_HO_SysinfoBroadcastoshy
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11 [TRUE]
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Test Step Id: ts_SendGSMSysinfo(p_Cellld: INTEGER; p_PhyCh : PhysicalChld; bh_GPRS : GSM_GPRSConfiguration; b_SI2quater : SI2quaterConfiguration)
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1 +ts_G_SetTmpCellConfiginfo ( p_Cellld )
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10 +15_SendSysinfaTypet 5 (p_Cellld, p_Ph @sic GP-060908 sic@
yCh, '0'B, c_SI15_RO (0111'8) )
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