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Changes to HSPA7 TTCN

Change 1:

	TestStep
	ts_AT_OrgPS_CallHSU_r7

	Reason for change
	As per Rel-7 version of 27.007, for the AT command CGEQREQ, following parameters are mandatory for specific scenario:

“<Source Statistics Descriptor>: a numeric parameter that specifies characteristics of the source of the submitted SDUs for a PDP context. This parameter should be provided if the Traffic class is specified as conversational or streaming (refer 3GPP TS 24.008 [8] subclause 10.5.6.5).

0 - Characteristics of SDUs is unknown (default value)

1 - Characteristics of SDUs corresponds to a speech source

Other values are reserved.

<Signalling Indication>: a numeric parameter used to indicate signalling content of submitted SDUs for a PDP context. This parameter should be provided if the Traffic class is specified as interactive (refer 3GPP TS 24.008 [8] subclause 10.5.6.5).

0 - PDP context is not optimized for signalling (default value)

1 - PDP context is optimized for signalling<PDP_type>: (see +CGDCONT and +CGDSCONT commands).”

In current TTCN implementation this scenario is not covered, as a result some of the conformant UEs fail specific set of test cases.

	Summary of change
	Based on the check of tcv_RelInd, and to be generic with all scenarios, the fields are always set to:

· source statistics descriptor = ‘0000’B

· signalling indication ‘0’B
Please see below snapshot for implementation details.

Note: A prose CR is needed on 34.123-3

	Source of change
	New Change

	MCC160
	Accepted
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Changes to HSUPA TTCN

Change 2:

	TestStep
	ts_AT_OrgPS_CallHSUPA

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC160
	Accepted
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Changes to HSDPA TTCN

Change 3:

	TestStep
	ts_AT_OrgPS_CallHSDPA

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC160
	Accepted
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Changes to NAS TTCN

Change 4:

	TestStep
	ts_AT_SecondaryPDP_Context

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC160
	Accepted
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Change 5:

	TestStep
	ts_AT_SetQoS_Background

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC160
	Accepted
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Changes to RRC TTCN

Change 6:

	TestStep
	ts_AT_SetQoS_SecPDP

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC160
	Accepted
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Change 7:

	TestStep
	ts_AT_SetQoS

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC160
	Accepted
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Changes to IR_G TTCN

Change 8:

	TestStep
	ts_AT_SetQoS_Type1

	Reason for change
	Same as change 1

	Summary of change
	Same as change 1

	Source of change
	New Change

	MCC 160
	Accepted
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