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	1. Test purpose and Expected sequence of GMM TCs 12.9.12, 12.9.13 and 12.9.14 requires UE to setup QoS with traffic class Background. TC 12.9.12 also requires a secondary PDP context with traffic class Interactive to be setup. This is not reflected in the applicability and selection expression of the TCs.

2. UEs that do not support PICS item  “Support for making an outgoing PS call by AT commands” can not be required to request other traffic class then Subscribed.
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	1. Changed applicability statement and selection expression to include support of Background in TCs 12.9.12, 12.9.13 and 12.9.14 (ICS A.6/4). Changed applicability statement and selection expression to include support of Interactive in TC 12.9.13 (ICS A.6/3).

2. Changed applicability statement and selection expression to concider also ICS A.20/43.

	
	

	Consequences if 
(

not approved:
	1. UEs with no support of Interactive or Background can not execute test cases and will be unfairly failed.

2. UEs which does not support AT commands to make an outgoing PS call can not execute test cases and will be unfairly failed.
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Change in Test Case Selection Expression Definitions:

	Test Step Name
	Test Case Selection Expression Definitions

	Reason for change
	See cover page.

	Summary of change
	See cover page.

	Source of change
	Modification


Before:
	Test Case Selection Expression Definitions


	Group:
	 


	Selection Ref
	Select Expression
	Comments

	CC_EmergSpeech
	pc_EmergSpeech
	Emergency speech call teleservice supported

	CC_MO_Serv
	pc_MO_Serv
	at least one MO circuit switched basic service supported [image: image1.png]


supported

	CC_MT_NotImmConnect
	pc_MT_Serv AND NOT [image: image2.png]


( pc_ImmConnect ) AND NOT [image: image3.png]


( pc_OnlyEmergency)
	C41 - Supported MT circuit switched basic services AND immediate [image: image4.png]



connect is not used [image: image5.png]


supported

	CC_MT_Serv
	pc_MT_Serv
	at least one MT circuit switched basic service supported [image: image6.png]


supported

	GMM_C88d
	pc_SupportOpModeA AND pc_CS_CallEst
	C88d: IF A.3/3 AND A.20/79 THEN R ELSE N/A. [image: image7.png]



@sic R5-100504 sic@

	GMM_SelExp01
	pc_PS
	General selection expression for GMM tests: UE shall support PS services

	GMM_SelExp02
	pc_PS AND pc_SupportOpModeA
	Selection expression for GMM tests which require UE mode of operation A [image: image8.png]


(supporting combined PS/CS procedures)

	GMM_SelExp311
	pc_PS AND pc_SecPDP_Support
	Selection expression for GMM tests which require UE mode PS and [image: image9.png]


UE supports Secondary PDP Context.

	GMM_SelExp379
	pc_UserRequestedPS_Detach AND pc_PS
	Selection expression for GMM tests which require UE supporting PS detach without powering off is supported

	GMM_SelExp78
	pc_SupportOpModeA AND pc_PS_AttachByRequest
	Selection expression for GMM tests which requires UE operation mode A and PS attach attempted automatically by outstanding request. [image: image10.png]



C78 IF A.3/3 AND A.20/42 THEN R ELSE N/A

	GMM_SelExpOpA
	pc_SupportOpModeA
	Selection expression for GMM tests which require UE mode of operation A [image: image11.png]


(supporting combined PS/CS procedures) [image: image12.png]



@sic VB R5s060116 sic@

	GMM_SelExpOpA_SwitchOnOff
	pc_SupportOpModeA AND pc_SwitchOnOff
	UE supporting PS domain services and CS domain services [image: image13.png]


( UE supports UE operation mode A) and supports power on/off. [image: image14.png]



@sic R5s080103 sic@

	GMM_SelExpPS_FOR
	pc_PS AND pc_SupportFollowOnRequest
	Selection expression for GMM tests which require UE mode PS and [image: image15.png]


UE supports follow-on request procedure.

	GMM_SelExpSwitchOnOff
	pc_PS AND pc_SwitchOnOff
	UE supporting PS domain services and supports power on/off. [image: image16.png]



@sic VB R5s060116 sic@

	MM_C98d
	( pc_CS OR pc_SupportOpModeA) AND pc_CS_CallEst
	C98d: IF [image: image17.png]


(A.3/1 OR A.3/3) AND A.20/79 THEN R ELSE N/A. [image: image18.png]



@sic R5-100504 sic@

	MM_SelExp01
	pc_CS
	 

	MM_SelExp02
	MM_SelExp01 AND pc_USIM_Rmv
	 

	MM_SelExp03
	MM_SelExp01 AND pc_NonCallRelSS
	 

	PS_Support
	pc_PS
	 


	Detailed Comment:
	 


After:
	Test Case Selection Expression Definitions


	Group:
	 


	Selection Ref
	Select Expression
	Comments

	CC_EmergSpeech
	pc_EmergSpeech
	Emergency speech call teleservice supported

	CC_MO_Serv
	pc_MO_Serv
	at least one MO circuit switched basic service supported [image: image19.png]


supported

	CC_MT_NotImmConnect
	pc_MT_Serv AND NOT [image: image20.png]


( pc_ImmConnect ) AND NOT [image: image21.png]


( pc_OnlyEmergency)
	C41 - Supported MT circuit switched basic services AND immediate [image: image22.png]



connect is not used [image: image23.png]


supported

	CC_MT_Serv
	pc_MT_Serv
	at least one MT circuit switched basic service supported [image: image24.png]


supported

	GMM_C88d
	pc_SupportOpModeA AND pc_CS_CallEst
	C88d: IF A.3/3 AND A.20/79 THEN R ELSE N/A. [image: image25.png]



@sic R5-100504 sic@

	GMM_SelExp01
	pc_PS
	General selection expression for GMM tests: UE shall support PS services

	GMM_SelExp02
	pc_PS AND pc_SupportOpModeA
	Selection expression for GMM tests which require UE mode of operation A [image: image26.png]


(supporting combined PS/CS procedures)

	GMM_SelExp311
	pc_PS AND pc_SecPDP_Support AND pc_Background AND pc_Interactive AND pc_AT_SupportToInit_PS_Call
	Selection expression for GMM tests which require UE mode PS and [image: image27.png]


UE supports Secondary PDP Context.

	GMM_SelExp3xx
	pc_PS AND pc_Background AND pc_AT_SupportToInit_PS_Call
	

	GMM_SelExp379
	pc_UserRequestedPS_Detach AND pc_PS
	Selection expression for GMM tests which require UE supporting PS detach without powering off is supported

	GMM_SelExp78
	pc_SupportOpModeA AND pc_PS_AttachByRequest
	Selection expression for GMM tests which requires UE operation mode A and PS attach attempted automatically by outstanding request. [image: image28.png]



C78 IF A.3/3 AND A.20/42 THEN R ELSE N/A

	GMM_SelExpOpA
	pc_SupportOpModeA
	Selection expression for GMM tests which require UE mode of operation A [image: image29.png]


(supporting combined PS/CS procedures) [image: image30.png]



@sic VB R5s060116 sic@

	GMM_SelExpOpA_SwitchOnOff
	pc_SupportOpModeA AND pc_SwitchOnOff
	UE supporting PS domain services and CS domain services [image: image31.png]


( UE supports UE operation mode A) and supports power on/off. [image: image32.png]



@sic R5s080103 sic@

	GMM_SelExpPS_FOR
	pc_PS AND pc_SupportFollowOnRequest
	Selection expression for GMM tests which require UE mode PS and [image: image33.png]


UE supports follow-on request procedure.

	GMM_SelExpSwitchOnOff
	pc_PS AND pc_SwitchOnOff
	UE supporting PS domain services and supports power on/off. [image: image34.png]



@sic VB R5s060116 sic@

	MM_C98d
	( pc_CS OR pc_SupportOpModeA) AND pc_CS_CallEst
	C98d: IF [image: image35.png]


(A.3/1 OR A.3/3) AND A.20/79 THEN R ELSE N/A. [image: image36.png]



@sic R5-100504 sic@

	MM_SelExp01
	pc_CS
	 

	MM_SelExp02
	MM_SelExp01 AND pc_USIM_Rmv
	 

	MM_SelExp03
	MM_SelExp01 AND pc_NonCallRelSS
	 

	PS_Support
	pc_PS
	 


	Detailed Comment:
	 


Change in Test Case Index:

	Test Step Name
	Test Case Index

	Reason for change
	See cover page.

	Summary of change
	See cover page.

	Source of change
	Modification


Before:
	Test Case Index


	Test Group Reference
	Test Case Id
	Selection Ref
	Description

	GMM/ServiceRequest_procedures/
	tc_12_9_9
	GMM_SelExp01
	Service Request / Abnormal cases/ Collision with Routing Area Update procedure

	< Text skipped here >
	
	
	

	GMM/ServiceRequest_procedures/
	tc_12_9_12
	GMM_SelExp01
	Service Request / RAB re-establishment / UE initiated / Single PDP context

	GMM/ServiceRequest_procedures/
	tc_12_9_13
	GMM_SelExp311
	Service Request / RAB re-establishment / UE initiated / multiple PDP contexts

	GMM/ServiceRequest_procedures/
	tc_12_9_14
	GMM_SelExp01
	Service Request / RAB re-establishment / Network initiated / single PDP context

	SM/Activation/
	tc_11_1_1_1
	PS_Support
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested

	SM/Deactivation/
	tc_11_3_1
	PS_Support
	PDP context deactivation procedures [image: image37.png]



PDP context deactivation initiated by the UE @sic EW T1-040131 sic@

	SM/Deactivation/
	tc_11_3_2
	PS_Support
	PDP context deactivation initiated by the network @sic EW T1-040131 sic@


	Detailed Comment:
	 


After:

	Test Case Index


	Test Group Reference
	Test Case Id
	Selection Ref
	Description

	GMM/ServiceRequest_procedures/
	tc_12_9_9
	GMM_SelExp01
	Service Request / Abnormal cases/ Collision with Routing Area Update procedure

	< Text skipped here >
	
	
	

	GMM/ServiceRequest_procedures/
	tc_12_9_12
	GMM_SelExp3xx
	Service Request / RAB re-establishment / UE initiated / Single PDP context

	GMM/ServiceRequest_procedures/
	tc_12_9_13
	GMM_SelExp311
	Service Request / RAB re-establishment / UE initiated / multiple PDP contexts

	GMM/ServiceRequest_procedures/
	tc_12_9_14
	GMM_SelExp3xx
	Service Request / RAB re-establishment / Network initiated / single PDP context

	SM/Activation/
	tc_11_1_1_1
	PS_Support
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested

	SM/Deactivation/
	tc_11_3_1
	PS_Support
	PDP context deactivation procedures [image: image38.png]



PDP context deactivation initiated by the UE @sic EW T1-040131 sic@

	SM/Deactivation/
	tc_11_3_2
	PS_Support
	PDP context deactivation initiated by the network @sic EW T1-040131 sic@


	Detailed Comment:
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