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Recommended test case applicability

<TEXT SKIPPED>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	<TEXT SKIPPED>
	
	
	
	

	14.6
	Combinations on DPCH and HS-PDSCH
	
	
	
	

	14.6.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C373
	UE supporting FDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.1a or 14.6.2 is applicable then test case 14.6.1 is optional (14.6.1 considered implicitely covered by 14.6.1a and 14.6.2).
	1 Execution: PS

	14.6.1a
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C373a
	UE supporting FDD and HS-PDSCH and Interactive or Background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.2 is applicable then test case 14.6.1a is optional (14.6.1a considered implicitely covered by 14.6.2).
	1 Execution: PS

	14.6.1b
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Fixed RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: QPSK and 16QAM
	Rel-7
	C373b
	UE supporting FDD and MAC-ehs and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.1c
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM
	Rel-7
	C373c
	UE supporting FDD and (FDD HS-DSCH category 13 or FDD HS-DSCH category 14 or FDD HS-DSCH category 17 or FDD HS-DSCH category 18 or FDD HS-DSCH category 19 or FDD HS-DSCH category 20) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.1d
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM and MIMO
	Rel-7
	C373d
	UE supporting FDD and (FDD HS-DSCH category 15 or FDD HS-DSCH category 16 or FDD HS-DSCH category 17 or FDD HS-DSCH category 18 or FDD HS-DSCH category 19 or FDD HS-DSCH category 20) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	1 Execution: PS

	14.6.1e
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM and MIMO
	Rel-8
	C373e
	UE supporting FDD and (FDD HS-DSCH category 19 or FDD HS-DSCH category 20) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	1 Execution: PS

	14.6.1f
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM and Dual-Cell
	Rel-8
	C373f
	UE supporting FDD and (FDD HS-DSCH category 21 or 22 or 23 or 24) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	1 Execution: PS

	14.6.1g
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM and Dual-Cell
	Rel-8
	C373g
	UE supporting FDD and (FDD HS-DSCH category 23 or 24) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	1 Execution: PS

	14.6.1h
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 16QAM, Dual-Cell and MIMO
	Rel-9
	C373h
	UE supporting FDD and (FDD HS-DSCH category 25 or 26 or 27 or 28) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	1 Execution: PS

	14.6.1i
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM, Dual-Cell and MIMO
	Rel-9
	C373i
	UE supporting FDD and (FDD HS-DSCH category 27 or 28) and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	1 Execution: PS

	14.6.2
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C399
	UE supporting FDD and PS and CS simultaneously and HS-PDSCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS

	14.6.3a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C400
	UE supporting FDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.3 is applicable then test case 14.6.3a is optional (14.6.3a considered implicitly covered by 14.6.3).
	1 Execution: CS+PS

	14.6.4
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C401
	UE supporting FDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS

	14.6.4a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C402
	UE supporting FDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.4 is applicable then test case 14.6.4a is optional (14.6.4a considered implicitly covered by 14.6.4).
	1 Execution: CS+PS

	14.6.5
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C403
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.5a
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C404
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.5 is applicable then test case 14.6.5a is optional (14.6.5a considered implicitly covered by 14.6.5).
	1 Execution: PS

	14.6.6
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C405
	UE supporting FDD and HS-PDSCH and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6a
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: QPSK and 16QAM
	Rel-7
	C405a
	UE supporting FDD and MAC-ehs and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6b
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM
	Rel-7
	C405b
	UE supporting FDD and (FDD HS-DSCH category 13 or FDD HS-DSCH category 14 or FDD HS-DSCH category 17 or FDD HS-DSCH category 18 or FDD HS-DSCH category 19 or FDD HS-DSCH category 20) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6c
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM and MIMO
	Rel-7
	C405c
	UE supporting FDD and (FDD HS-DSCH category 15 or FDD HS-DSCH category 16 or FDD HS-DSCH category 17 or FDD HS-DSCH category 18) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6d
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM and MIMO
	Rel-8
	C405d
	UE supporting FDD and (FDD HS-DSCH category 19 or FDD HS-DSCH category 20) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6e
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM and Dual-Cell
	Rel-8
	C405e
	UE supporting FDD and (FDD HS-DSCH category 21 or 22 or 23 or 24) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6f
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: 64QAM and Dual-Cell
	Rel-8
	C405f
	UE supporting FDD and (FDD HS-DSCH category 23 or 24) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6g
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: combination of 16QAM, Dual-Carrier and MIMO
	Rel-9
	C405g
	UE supporting FDD and (FDD HS-DSCH category 25 or 26 or 27 or 28) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.6h
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / DL: combination of 64QAM, Dual-Carrier and MIMO
	Rel-9
	C405h
	UE supporting FDD and (FDD HS-DSCH category 27 or 28) and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.7
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C406
	UE supporting FDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS

	14.6.8
	Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	Rel-5
	C407
	UE supporting FDD and HS-PDSCH and Wide band speech and PS and CS simultaneously and Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	1 Execution: CS+PS

	14.6.9
	Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / MBMS Selected Service
	Rel-6
	C556
	UE supporting FDD and PS domain services and simultaneous HS-PDSCH and MBMS services and MBMS broadcast services and Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.9m
	Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / MBMS Multicast Service
	Rel-6
	C557
	UE supporting FDD and PS domain services and simultaneous HS-PDSCH and MBMS services and MBMS multicast services and Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.10
	Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB  + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB   + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / MBMS Selected Service
	Rel-6
	C582
	UE supporting FDD and PS domain services and simultaneous HS-PDSCH and MBMS services and MBMS broadcast services and Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB  + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB   + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.6.10m
	Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB  + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB   + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / MBMS Multicast Service
	Rel-6
	C583
	UE supporting FDD and PS domain services and simultaneous HS-PDSCH and MBMS services and MBMS multicast services and Streaming MBMS PTP / unknown / UL:16 DL: [max bit rate depending on UE category] kbps / PS RAB  + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB   + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.7.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-6
	C436
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	14.7.1a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH/ UL 16QAM
	Rel-7
	C586
	UEs supporting FDD and HS-PDSCH and E-DPDCH and UL 16QAM and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	14.7.2
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-6
	C437
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	14.7.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-6
	C561
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	14.7.3a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Flexible RLC, MAC-ehs and MAC-i/is / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH with MAC-ehs and MAC-i/is
	Rel-8
	C438a
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and supporting MAC-i/is
	1 Execution: PS

	14.7.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-6
	C439
	UEs supporting FDD and HS-PDSCH and E-DPDCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	14.7.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-6
	C440
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	14.7.6
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-6
	C562
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	14.7.6a
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH/ UL 16QAM
	Rel-7
	C587
	UEs supporting FDD and HS-PDSCH and E-DPDCH and UL 16QAM and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	14.7.6b
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps with Flexible RLC and MAC-ehs / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and SRBs with Fixed RLC and MAC-ehs on HS-DSCH / UL: QPSK and DL: QPSK
	Rel-7
	C562a
	UEs supporting FDD and MAC-ehs and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	14.7.6c
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps with Flexible RLC, MAC-ehs and MAC-i/is / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Fixed RLC, MAC-ehs and MAC-i/is / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH with MAC-ehs and MAC-i/is / UL: QPSK and DL: QPSK
	Rel-8
	C562b
	UEs supporting FDD and MAC-ehs and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and supporting MAC-i/is
	1 Execution: PS

	14.7.7
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max 
bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-6
	C563
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max 
bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH and fully supporting F-DPCH
	1 Execution: PS

	14.7.8
	Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	Rel-6
	C457
	UEs supporting FDD and HS-PDSCH and E-DPDCH and Wide band speech and PS and CS simultaneously and Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	1 Execution: PS

	14.7.9
	Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-7
	C617
	UE supporting FDD and CS Voice over HSPA and Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

Note: CS Voice over HSPA is an optional Rel-8 feature that may be implemented in Rel-7 UEs.
	1 execution: CS

	14.7.10
	Conversational / speech / UL:(12.65, 8.85, 6.6) kbps DL: (12.65, 8.85, 6.6) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-7
	C618
	UE supporting FDD and CS Voice over HSPA and Conversational / speech / UL:(12.65, 8.85, 6.6) kbps DL: (12.65, 8.85, 6.6) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

Note: CS Voice over HSPA is an optional Rel-8 feature that may be implemented in Rel-7 UEs.
	1 execution: CS

	14.7.11
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH for enhanced uplink/downlink in CELL_FACH
	Rel-8
	C678
	UEs supporting FDD and HS-PDSCH and E-DPDCH and enhanced uplink in Cell_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH for enhanced uplink/downlink in CELL_FACH
	1 Execution: PS

	14.7.11a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH with DRX configured
	Rel-8
	C732
	UEs supporting FDD and HS-DSCH DRX in CELL_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH
	1 Execution: PS

	16
	SMS
	
	
	
	

	16.1.1
	SMS on CS mode / SMS mobile terminated
	R99
	C18
	UE capable of receiving Short Message at any time on CS mode.
	1 Execution: CS

	16.1.2
	SMS on CS mode / SMS mobile originated
	R99
	C20
	UE capable of submitting Short Message at any time on CS mode.
	1 Execution: CS

	16.1.3
	SMS on CS mode / Test of memory full condition and memory available notification
	R99
	C21
	UE capable of sending the correct acknowledgement of memory full condition on CS mode.
	

	16.1.4
	SMS on CS mode / Test of the status report capabilities and of SMS-COMMAND
	R99
	C22
	UEs supporting the status report capabilities on CS mode.
	

	16.1.5.1
	SMS on CS mode / Short message class 0
	R99
	C23
	UE capable of displaying short messages on CS mode
	

	16.1.5.2
	SMS on CS mode / Test of class 1 short messages
	R99
	C24
	UE capable of displaying short messages and storing of received Class 1 Short Messages on CS mode
	

	16.1.5.3
	SMS on CS mode / Test of class 2 short messages
	R99
	C25
	UE capable of displaying short messages and storing of received Class 2 Short Messages in the SIM on CS mode.
	

	16.1.5.4
	SMS on CS mode / Test of class 3 short messages
	R99
	[FFS]
	[FFS]
	

	16.1.6
	SMS on CS mode / Test of short message type 0 (R99 and REL-4 UE)
	R99 and Rel-4
	C18
	UE capable of receiving Short Message on CS mode
	

	16.1.6a
	SMS on CS mode / Test of short message type 0 (≥ REL-5 UE)
	Rel-5
	C18
	UE capable of receiving, displaying and storing of received Short Messages in the UE-/(U)SIM message store on CS mode. 
	

	16.1.7
	SMS on CS mode / Test of the replace mechanism for SM type 1-7
	R99
	C33
	UEs which support Replace Short Messages and display of received Short Messages on CS mode.
	

	16.1.8
	SMS on CS mode / Test of the reply path scheme
	R99
	C34
	UEs which support reply procedures (the class of UEs for which this is mandatory is described in TS 23.040, annex 4) displaying of received Short Messages and submitting Short Messages on CS mode.
	

	16.1.9.1
	SMS on CS mode / Multiple SMS mobile originated / UE in idle mode
	R99
	C35
	UE supporting the ability of sending concatenated multiple short messages on the same RR connection when there is no call in progress on CS mode.
	1 Execution: CS

	16.1.9.2
	SMS on CS mode / Multiple SMS mobile originated / UE in active mode
	R99
	C36d
	UE supporting the ability of sending concatenated multiple short messages on the same RR connection when there is a call in progress on CS mode.
	1 Execution: CS

	16.1.10
	SMS on CS mode / Test of capabilities of simultaneously receiving a short message whilst sending a mobile originated short message
	R99
	C101
	UE capable of receiving Short Message whilst sending Short Message on CS mode.
	1 Execution: CS

	16.2.1
	SMS on PS mode / SMS mobile terminated
	R99
	C26
	UE capable of receiving Short Message at any time on PS mode.
	1 Execution: PS

	16.2.2
	SMS on PS mode / SMS mobile originated
	R99
	C27
	UE capable of submitting Short Message at any time on PS mode.
	1 Execution: PS

	16.2.3
	SMS on PS mode / Test of memory full condition and memory available notification
	R99
	C28
	UE capable of sending the correct acknowledgement of memory full condition in PS mode.
	

	16.2.4
	SMS on PS mode / Test of the status report capabilities and of SMS-COMMAND
	R99
	C29
	UEs supporting the status report capabilities in PS mode.
	

	16.2.5.1
	Short message class 0
	R99
	C30
	UE capable of displaying short messages in PS mode
	

	16.2.5.2
	SMS on PS mode / Test of class 1 short messages
	R99
	C31
	UE capable of displaying short messages and storing of received Class 1 Short Messages in PS mode
	

	16.2.5.3
	SMS on PS mode / Test of class 2 short messages
	R99
	C32
	UE capable of displaying short messages and storing of received Class 2 Short Messages in the SIM in PS mode.
	

	16.2.5.4
	SMS on PS mode / Test of class 3 short messages
	R99
	[FFS]
	[FFS]
	

	16.2.6
	SMS on PS mode / Test of short message type 0 (R99 and REL-4 UE)
	R99 and Rel-4
	C26
	UE capable of receiving Short Message on PS mode
	

	16.2.6a
	SMS on PS mode / Test of short message type 0 (≥ REL-5 UE)
	Rel-5
	C26
	UE capable of receiving, displaying and storing of received Short Messages in the UE-/(U)SIM message store on PS mode. 
	

	16.2.7
	SMS on PS mode / Test of the replace mechanism for SM type 1-7
	R99
	C37
	UEs which support Replace Short Messages and display of received Short Messages in PS mode.
	

	16.2.8
	SMS on PS mode / Test of the reply path scheme
	R99
	C38
	UEs which support reply procedures (the class of UEs for which this is mandatory is described in TS 23.040, annex 4) displaying of received Short Messages and submitting Short Messages in PS mode.
	

	16.2.10
	SMS on PS mode / Test of capabilities of simultaneously receiving a short message whilst sending a mobile originated short message
	R99
	C102
	UE capable of receiving Short Message whilst sending Short Message on PS mode.
	1 Execution: PS

	16.3
	Short message service cell broadcast
	R99
	C219
	UE capable of receiving broadcast messages.
	1 Execution: CS+PS preferred

	16.3a
	Short message service cell broadcast Discontinuous Reception (DRX)
	Rel-5
	C806
	UE capable of receiving broadcast messages and of cell broadcast service DRX .
	1 Execution: CS+PS preferred

	17
	SPECIFIC FEATURES
	
	
	
	

	17.1
	Test of autocalling restrictions
	
	
	
	

	17.1.2
	Constraining the access to a single number
	R99
	C93
	All UEs supporting autocalling
	

	17.1.3
	Constraining the access to a single number
	R99
	C93
	All UEs supporting autocalling
	

	17.1.4
	Behaviour of the MS when its list of blacklisted numbers is full
	R99
	C94
	UEs that are capable of autocalling more than M B-party numbers.
	

	17.2
	Location services
	
	
	
	

	17.2.2.1
	LCS Network Induced location request/ UE-Based GPS/ Emergency Call / with USIM 
	R99
	C365
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.2.2
	LCS Network induced location request/ UE-Based GPS/ Emergency call/ Without USIM
	R99
	C365
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.2.3
	LCS Network induced location request/ UE-Assisted GPS/ Emergency call/ With USIM
	R99
	C383
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.2.4
	LCS Network induced location request/ UE-Assisted GPS/ Emergency call/ Without USIM
	R99
	C383
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS L1 C/A only
	1 Execution: CS

	17.2.3.1
	Void
	
	
	
	

	17.2.3.2
	LCS Mobile originated location request/ UE-Based GPS/ Position estimate request/ Success
	R99
	C460
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.3.3
	LCS Mobile originated location request UE-Based or UE-Assisted GPS / Assistance data request/ Success
	R99
	C388
	UEs supporting FDD and (UE based or UE assisted Network Assisted GPS L1 C/A only) and  MO-LR request for assistance data
	1 Execution: CS

	17.2.3.4
	LCS Mobile originated location request/ UE-Assisted GPS/ Position Estimate/ Success
	R99
	C461
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.3.5
	Void
	
	
	
	

	17.2.3.6
	LCS Mobile originated location request/ UE-Based GPS/ Transfer to third party/ Success
	R99
	C458
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for transfer to 3rd party
	1 Execution: CS

	17.2.3.7
	LCS Mobile originated location request/ UE-Assisted GPS/ Transfer to third party/ Success
	R99
	C459
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MO-LR request for transfer to 3rd party
	1 Execution: CS

	17.2.3.8
	LCS Mobile originated location request/ UE-Based or UE-Assisted GPS/ Assistance data request/ Failure
	R99
	C388
	UEs supporting FDD and (either UE based or UE assisted Network Assisted GPS L1 C/A only) and MO-LR request for assistance data
	1 Execution: CS

	17.2.3.9
	LCS Mobile originated location request/ UE-Based GPS/ Position estimate request/ Failure
	R99
	C460
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MO-LR request for assistance data
	1 Execution: CS

	17.2.4.1
	LCS Mobile terminated location request/ UE-Based GPS
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.2
	LCS Mobile terminated location request/ UE-Based GPS/ Request of additional assistance data/ Success
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.3
	LCS Mobile terminated location request/ UE-Based GPS/ Request for additional assistance data/ Failure
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.4
	LCS Mobile terminated location request/ UE-Assisted GPS
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.5
	LCS Mobile terminated location request/ UE-Assisted GPS/ Request for additional assistance data/ Success
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.6
	LCS Mobile terminated location request/ UE-Based GPS/ Privacy Verification/ Location Allowed if No Response
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.7
	LCS Mobile terminated location request/ UE-Based GPS/ Privacy Verification/ Location Not Allowed if No Response
	R99
	C366
	UEs supporting FDD and UE based Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.8
	LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy Verification/ Location Allowed if No Response
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.9
	LCS Mobile terminated location request/ UE-Assisted GPS/ Privacy Verification/ Location Not Allowed if No Response
	R99
	C384
	UEs supporting FDD and UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.4.10
	LCS Mobile terminated location request/ UE-Based or UE-Assisted GPS/ Configuration incomplete
	R99
	C392
	UEs supporting FDD and UE based and/or UE assisted Network Assisted GPS L1 C/A only and MT-LR LCS location request notification capability, but not UE-based OTDOA
	1 Execution: CS

	17.2.5.1-1
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 1
	Rel-8
	C765
	UEs supporting FDD, emergency speech call and UE based Network Assisted GANSS with GLONASS only
	1 Execution: CS

	17.2.5.1-2
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 2
	Rel-7
	C766
	UEs supporting FDD, emergency speech call and UE based Network Assisted GANSS with Galileo only
	1 Execution: CS

	17.2.5.1-3
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 3
	Rel-8
	C767
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	17.2.5.1-4
	NI-LR Emergency Call: UE-Based A-GNSS

Sub-test 4
	Rel-8
	C768
	UEs supporting FDD, emergency speech call and UE based Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	17.2.5.2-1
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 1
	Rel-8
	C769
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GANSS with GLONASS only
	1 Execution: CS

	17.2.5.2-2
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 2
	Rel-7
	C770
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GANSS with Galileo only
	1 Execution: CS

	17.2.5.2-3
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 3
	Rel-8
	C771
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	17.2.5.2-4
	NI-LR Emergency Call: UE-Assisted A-GNSS

Sub-test 4
	Rel-8
	C772
	UEs supporting FDD, emergency speech call and UE assisted Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	17.2.6.1-1
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 1
	Rel-8
	C773
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.1-2
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 2
	Rel-7
	C774
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.1-3
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 3
	Rel-8
	C775
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.1-4
	MO-LR Position Estimate: UE-Based A-GNSS

Sub-test 4
	Rel-8
	C776
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-1
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 1
	Rel-8
	C777
	UEs supporting FDD and UE assisted Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-2
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 2
	Rel-7
	C778
	UEs supporting FDD and UE assisted Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-3
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 3
	Rel-8
	C779
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.2-4
	MO-LR Position Estimate: UE-Assisted A-GNSS

Sub-test 4
	Rel-8
	C780
	UEs supporting FDD and UE assisted Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-1
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 1
	Rel-8
	C773
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-2
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 2
	Rel-7
	C774
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-3
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 3
	Rel-8
	C775
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.3-4
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 4
	Rel-8
	C776
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only and MO-LR request for a position estimate
	1 Execution: CS

	17.2.6.4-1
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 1
	Rel-8
	C794
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.4-2
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 2
	Rel-7
	C795
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.4-3
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 3
	Rel-8
	C796
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.4-4
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Success

Sub-test 4
	Rel-8
	C797
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-1
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 1
	Rel-8
	C794
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-2
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 2
	Rel-7
	C795
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-3
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 3
	Rel-8
	C796
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.6.5-4
	MO-LR Assistance Data: UE-Based or UE-Assisted A-GNSS – Failure

Sub-test 4
	Rel-8
	C797
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only and MO-LR request for assistance data
	1 Execution: CS

	17.2.7.1-1
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 1
	Rel-8
	C802
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with GLONASS only
	1 Execution: CS

	17.2.7.1-2
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 2
	Rel-7
	C803
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) with Galileo only
	1 Execution: CS

	17.2.7.1 -3
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 3
	Rel-8
	C804
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with Modernized GPS only
	1 Execution: CS

	17.2.7.1-4
	MT-LR UE Based or UE-Assisted A-GNSS – Request for additionnal assistance data/Success

Sub-test 4
	Rel-8
	C805
	UEs supporting FDD and ((UE assisted Network Assisted GPS and GANSS) or (UE based Network Assisted GPS and GANSS)) with GLONASS only
	1 Execution: CS

	17.2.7.2-1
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 1
	Rel-8
	C798
	UEs supporting FDD and UE based Network Assisted GANSS with GLONASS only
	1 Execution: CS

	17.2.7.2-2
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 2
	Rel-7
	C799
	UEs supporting FDD and UE based Network Assisted GANSS with Galileo only
	1 Execution: CS

	17.2.7.2-3
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 3
	Rel-8
	C800
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with Modernized GPS only
	1 Execution: CS

	17.2.7.2-4
	MT-LR Position Estimate: UE-Based A-GNSS – Failure Not Enough Satellites

Sub-test 4
	Rel-8
	C801
	UEs supporting FDD and UE based Network Assisted GPS and GANSS with GLONASS only
	1 Execution: CS

	17.2.7.3
	Location Notification
	Rel-7
	C818
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and  MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.7.4
	Privacy Verification - Location Allowed if No Response
	Rel-7
	C818
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and  MT-LR LCS location request notification capability
	1 Execution: CS

	17.2.7.5
	Privacy Verification - Location Not Allowed if No Response
	Rel-7
	C818
	UEs supporting FDD and (UE assisted Network Assisted GANSS or UE based Network Assisted GANSS) and  MT-LR LCS location request notification capability
	1 Execution: CS

	17.3
	Mobility between 3GPP WLAN Interworking and 3GPP Systems
	
	
	
	

	17.3.1
	Discovery of the Home Agent address via DNS
	Rel-8
	C670
	UEs  supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems and being configured to discovery the Home Agent address via DNS
	

	
	
	
	C671
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems and being configured to discovery the Home Agent address via DNS
	

	17.3.2
	Discovery of the Home Agent address and Home Network Prefix during PDP context activation procedure
	Rel-8
	C759
	UEs  supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems and being configured to discovery the Home Agent address via PCO
	

	
	
	
	C760
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems and being configured to discovery the Home Agent address via PCO
	

	17.3.3
	Void
	
	
	
	

	17.3.4
	Security association establishment
	Rel-8
	C672
	UEs  supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.5
	Registration of a new IPv6 CoA (Binding Update/Acknowledgment procedure in IPv6 network)
	Rel-8
	C672
	UEs  supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.6
	Registration of a new IPv4 CoA

(Binding Update/Acknowledgment procedure in IPv4 only network)
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.7
	Re-registration of IPv6 CoA
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.8
	Re-registration of IPv4 CoA
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.9
	Return to home link
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.11
	Termination of protection of DSMIPv6 tunnel traffic by Home Agent
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.10
	Initiation of protection of DSMIPv6 tunnel traffic by Home Agent
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.12
	Dual-Stack Mobile IPv6 detach in IPv6 network
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	17.3.13
	Dual-Stack Mobile IPv6 detach in IPv4 network
	Rel-8
	C672
	UEs supporting FDD and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	
	
	
	C673
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and mobility between 3GPP WLAN Interworking and 3GPP Systems
	

	18
	Multi-Layer Functional Tests
	
	
	
	

	18.1.2
	RAB Tests for TDD (1.28 Mcps option)

Combinations on DPCH
	
	
	
	

	18.1.2.1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	Rel-4
	C220
	UEs supporting LCRTDD and reference radio bearer configuration 

"Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH"
	

	18.1.2.2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C221
	UEs supporting LCRTDD and reference radio bearer configuration

"Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	Rel-4
	C222
	UEs supporting LCRTDD and reference radio bearer configuration

"Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH"
	

	18.1.2.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C223
	UEs supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.4a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(TDD)
	Rel-7
	C223
	UEs supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C224
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C225
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C226
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C227
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C68
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C69
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C70
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C71
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 20m TTI
	Rel-4
	C72
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	

	18.1.2.13.1a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 20m TTI(TDD)
	Rel-7
	C72
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	

	18.1.2.13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 40m TTI
	Rel-4
	C73
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 40m TTI"
	

	18.1.2.14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI
	Rel-4
	C74
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	

	18.1.2.14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/40m TTI
	Rel-4
	C75
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/40m TTI"
	

	18.1.2.15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C291
	UE supporting LCRTDD and reference radio bearer configuration

"Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C292
	UE supporting LCRTDD and reference radio bearer configuration

"Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.17
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C293
	UE supporting LCRTDD and reference radio bearer configuration

"Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.18
	Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C294
	UE supporting LCRTDD and reference radio bearer configuration

"Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.19
	Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C295
	UE supporting LCRTDD and reference radio bearer configuration

"Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.20
	Void
	
	
	
	

	18.1.2.21
	Void
	
	
	
	

	18.1.2.22
	Void
	
	
	
	

	18.1.2.23.1
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	Rel-4
	C296
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)"
	

	18.1.2.23.2
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	Rel-4
	C297
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)"
	

	18.1.2.23.3
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	Rel-4
	C298
	UE supporting LCRTDD and reference radio bearer configuration 

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)"
	

	18.1.2.23.4
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	Rel-4
	C299
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)"
	

	18.1.2.24.1
	Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC
	Rel-4
	C300
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC"
	

	18.1.2.24.2
	Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / CC
	Rel-4
	C301
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / CC"
	

	18.1.2.25.1
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (TC, 10 ms TTI)
	Rel-4
	C302
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (TC, 10 ms TTI)"
	

	18.1.2.25.2
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	Rel-4
	C303
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)"
	

	18.1.2.25.3
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	Rel-4
	C304
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)"
	

	18.1.2.25.4
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	Rel-4
	C305
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)"
	

	18.1.2.26
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C306
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.27
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C307
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.28
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C308
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.29
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	Rel-4
	C309
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH"
	

	18.1.2.30
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	Rel-4
	C310
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH"
	

	18.1.2.31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	Rel-4
	C312
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI"
	

	18.1.2.31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	Rel-4
	C313
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI"
	

	18.1.2.32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C314
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI"


	

	18.1.2.32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C315
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C316
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C317
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C318
	UEs supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.34.2
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C319
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C320
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C321
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.36.1
	Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C322
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.36.2
	Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C323
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.37.1
	Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C324
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.37.2
	Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C325
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.38.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	Rel-4
	C326
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)"
	

	18.1.2.38.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	Rel-4
	C327
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)"
	

	18.1.2.38.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	Rel-4
	C328
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)"
	

	18.1.2.38.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	Rel-4
	C329
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)"
	

	18.1.2.39.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	Rel-4
	C330
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)"
	

	18.1.2.39.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	Rel-4
	C331
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)"
	

	18.1.2.39.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	Rel-4
	C332
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)"
	

	18.1.2.39.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	Rel-4
	C333
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)"
	

	18.1.2.40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	Rel-4
	C334
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH"
	

	18.1.2.41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C335
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.42.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C336
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.42.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C337
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C338
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C339
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.44.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-4
	C340
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.1.2.44.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C341
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.45
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C342
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.46
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C343
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.47
	Void
	
	
	
	

	18.1.2.48
	Void
	
	
	
	

	18.1.2.49.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C344
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.49.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	Rel-4
	C345
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI"
	

	18.1.2.50.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-4
	C346
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.1.2.50.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	Rel-4
	C347
	UE supporting LCRTDD and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI"
	

	18.1.2.51.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB  / 20 ms TTI  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C348
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB  / 20 ms TTI  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.51.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C464
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.52.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI  + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C350
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI  + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.52.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C351
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.53.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C352
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.53.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C353
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.2.54
	Interactive or background / UL:64 DL:128 kbps / PS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-4
	C354
	UE supporting LCRTDD and PS and CS simultaneously and reference radio bearer configuration

"Interactive or background / UL:64 DL:128 kbps / PS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.1.3
	Combinations on SCCPCH
	
	
	
	

	18.1.3.1
	Stand-alone signalling RB for PCCH
	Rel-4
	C355
	UE supporting LCRTDD and reference radio bearer configuration

"Stand-alone signalling RB for PCCH"
	

	18.1.3.2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	Rel-4
	C361
	UE supporting TDD 1.28 Mcps option  and reference radio bearer configuration

"Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH"
	

	18.1.3.3
	Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
	Rel-4
	C362
	UE supporting TDD 1.28 Mcps option  and reference radio bearer configuration

"Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH"
	

	18.1.3.4
	64.8kbps RB for MTCH with 40 ms TTI / MBMS Broadcast Service
	Rel-6
	C565
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS broadcast services and 64.8kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.3.5
	129.6 kbps RB for MTCH with 40 ms TTI / MBMS Broadcast Service
	Rel-6
	C567
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS broadcast services and 129.6 kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.3.6
	259.2 kbps RB for MTCH with 40 ms TTI I/ MBMS Broadcast Service
	Rel-6
	C569
	UEs supporting 1.28 Mcps TDD and PS domain services and MBMS broadcast services and 259.2 kbps RB for MTCH with 40 ms TTI.
	1 Execution: PS

	18.1.3.7
	128 kbps RB for MBSFN MTCH with 40 ms TTI
	Rel-7
	C644
	UEs supporting 1.28Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 128 kbps RB for MBSFN MTCH with 40 ms TTI.
	

	18.1.3.8
	192 kbps RB for MBSFN MTCH with 40 ms TTI
	Rel-7
	C645
	UEs supporting 1.28Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 192 kbps RB for MBSFN MTCH with 40 ms TTI.
	

	18.1.3.9
	384 kbps RB for MBSFN MTCH with 40 ms TTI
	Rel-7
	C646
	UEs supporting 1.28Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 384 kbps RB for MBSFN MTCH with 40 ms TTI.
	

	18.1.4.1
	Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
	Rel-4
	C363
	UE supporting FDD and reference radio bearer configuration

"Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH"
	

	18.1.5.1
	Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
	Rel-5
	C448
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 18.1.5.4, 18.1.5.3 or 18.1.5.2 is applicable then test case 18.1.5.1 is optional (18.1.5.1 considered implicitely covered by 18.1.5.4, 18.1.5.3 and 18.1.5.2).
	

	18.1.5.1b
	Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (64QAM)
	Rel-8
	C448b
	UE supporting TDD and HS-PDSCH and Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (64QAM)
Note.

For UEs for which test case 18.1.5.5, 18.1.5.4, 18.1.5.3, 18.1.5.2 or 18.1.5.1 is applicable then test case 18.1.5.1b is optional (18.1.5.1b considered implicitely covered by 18.1.5.5,  18.1.5.4, 18.1.5.3, 18.1.5.2 and 18.1.5.1).
	

	18.1.5.2
	Interactive or background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
	Rel-5
	C447
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 18.1.5.4, 18.1.5.3 or 18.1.5.2 is applicable then test case 18.1.5.1 is optional (18.1.5.1 considered implicitely covered by 18.1.5.4, 18.1.5.3 and 18.1.5.2).
	

	18.1.5.3
	Interactive or background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C446
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 18.1.5.4 or 18.1.5.3 is applicable then test case 18.1.5.2 is optional (18.1.5.2 considered implicitely covered by 18.1.5.4 and 18.1.5.3).
	

	18.1.5.4
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
	Rel-5
	C445
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 18.1.5.4 is applicable then test case 18.1.5.3 is optional (18.1.5.3 considered implicitely covered by 18.1.5.4).
	

	18.1.5.5
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
	Rel-5
	C444
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.6
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
	Rel-5
	C452
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 18.1.5.6 is applicable then test case 18.1.5.5 is optional (18.1.5.5 considered implicitely covered by 18.1.5.6).
	

	18.1.5.7
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C453
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.8
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C454
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.9
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C703
	UE supporting TDD and HS-PDSCH and Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.10
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[max bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C704
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[max bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C705
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.12
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C706
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.13
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C707
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.14
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C708
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.15
	Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C709
	UE supporting TDD and HS-PDSCH and Streaming / UL:64 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.16
	Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C710
	UE supporting TDD and HS-PDSCH and Streaming / UL:32 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.5.17
	Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C711
	UE supporting TDD and HS-PDSCH and Streaming / UL:16 DL: [max bit rate depending on UE category] / PS RAB + Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.1.6
	Combinations on HS-PDSCH and E-PUCH
	
	
	
	

	18.1.6.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-7
	C631
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	18.1.6.1a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH/ UL 16QAM
	Rel-7
	C637
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-PUCH and UL 16QAM and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	18.1.6.1b
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (MIMO)
	Rel-8
	C756
	UEs supporting  1.28Mcps TDD and HS-PDSCH and TDD HS-DSCH category 25 or TDD HS-DSCH category 26 or TDD HS-DSCH category 27 and Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.1c
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (64QAM+MIMO)
	Rel-8
	C757
	UEs supporting  1.28Mcps TDD and HS-PDSCH and (TDD HS-DSCH category 28 or TDD HS-DSCH category 29 or TDD HS-DSCH category 30) and Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.2
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C632
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	18.1.6.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-7
	C632
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	1 Execution: PS

	18.1.6.3a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Flexible RLC, MAC-ehs and MAC-i/is / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH with MAC-ehs and MAC-i/is
	Rel-8
	C763
	UEs supporting 1.28Mcps TDD and MAC-i/is and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Flexible RLC, MAC-ehs and MAC-i/is / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH with MAC-ehs and MAC-i/is
	1 Execution: PS

	18.1.6.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C633
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C634
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	18.1.6.6
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C712
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.7
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C713
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.8
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C714
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.9
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C715
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.10
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C716
	UEs supporting 1.28Mcps TDD and E-PUCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C717
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.12
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C718
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.13
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C719
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.14
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C720
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.15
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C721
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.16
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C722
	UEs supporting 1.28Mcps TDD and E-PUCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: CS+PS preferred

	18.1.6.17
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C723
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.18
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C724
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.19
	Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C725
	UEs supporting 1.28Mcps TDD and E-PUCH and Streaming / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.20
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH for enhanced uplink/downlink in CELL_FACH
	Rel-8
	C781
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-DCH and enhanced uplink in Cell_FACH Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH for enhanced uplink/downlink in CELL_FACH
	1 Execution: PS

	18.1.6.20a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH with DRX configured
	Rel-8
	C781
	UEs supporting 1.28Mcps TDD and HS-DSCH DRX in CELL_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH
	1 Execution: PS

	18.1.6.21
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps with Flexible RLC and MAC-ehs / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and SRBs with Fixed RLC and MAC-ehs on HS-DSCH / UL: QPSK and DL: QPSK
	Rel-8
	C764
	UEs supporting 1.28Mcps TDD and MAC-i/is and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps with Flexible RLC and MAC-ehs / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Fixed RLC and MAC-ehs / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and SRBs with Fixed RLC and MAC-ehs on HS-DSCH / UL: QPSK and DL: QPSK
	1 Execution: PS

	18.1.6.22
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps with Flexible RLC, MAC-ehs and MAC-i/is / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Fixed RLC, MAC-ehs and MAC-i/is / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH with MAC-ehs and MAC-i/is / UL: QPSK and DL: QPSK
	Rel-8
	C764
	UEs supporting 1.28Mcps TDD and MAC-i/is and Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps with Flexible RLC, MAC-ehs and MAC-i/is / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] with Fixed RLC, MAC-ehs and MAC-i/is / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH with MAC-ehs and MAC-i/is / UL: QPSK and DL: QPSK
	1 Execution: PS

	18.2
	RAB Tests for TDD (3.84 Mcps option)

Combinations on DPCH
	
	
	
	

	18.2.5
	Combinations on SCCPCH
	
	
	
	

	18.2.5.1
	Stand-alone signalling RB for PCCH
	R99
	C605
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration Stand-alone signalling RB for PCCH.
	

	18.2.5.2
	Interactive/Background PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	R99
	C606
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration Interactive/Background PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH.
	

	18.2.5.3
	Interactive/Background RAB + SRBs for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
	R99
	C607
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration Interactive/Background RAB + SRBs for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH.
	

	18.2.5.4
	RB for CTCH + SRB for CCCH +SRB for BCCH
	R99
	C608
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration RB for CTCH + SRB for CCCH +SRB for BCCH and Cell Broadcast Service (CBS).
	

	18.2.5.5
	64.8kbps RB for MTCH with 80 ms TTI
	Rel-6
	C554
	UEs supporting 3.84Mcps TDD option and PS domain services and MBMS services.
	

	18.2.5.6
	129.6 kbps RB for MTCH with 80 ms TTI
	Rel-6
	C609
	UEs supporting 3.84Mcps TDD option and PS domain services and MBMS services.
	

	18.2.5.7
	259.2 kbps RB for MTCH with 40 ms TTI
	Rel-6
	C610
	UEs supporting 3.84Mcps TDD option and PS domain services and MBMS services.
	

	18.2.5.8
	124.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	C602
	UEs supporting 3.84Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 124.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.2.5.9
	320.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	C603
	UEs supporting 3.84Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 320.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.2.5.10
	497.6 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	C604
	UEs supporting 3.84Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 497.6 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.2.5a
	Combinations on SCCPCH type 2
	
	
	
	

	18.2.5a.1
	124.4kbps RB for MBSFN MTCH with 80 ms TTI 
	Rel-8
	C665
	UEs supporting 3.84 Mcps TDD IMB.
	

	18.2.5a.2
	320.4kbps RB for MBSFN MTCH with 80 ms TTI 
	Rel-8
	C666
	UEs supporting 3.84 Mcps TDD IMB.
	

	18.2.5a.3
	497.6kbps RB for MBSFN MTCH with 80 ms TTI 
	Rel-8
	C667
	UEs supporting 3.84 Mcps TDD IMB.
	

	18.2.7
	Combinations on DPCH and HS-PDSCH
	
	
	
	

	18.2.7.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C468
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH


	

	18.2.7.2
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C467
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.3
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C466
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C469
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB and Interactive or Background / UL384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.5
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: 64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C470
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB and Interactive or Background / UL64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.6
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C471
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB and Interactive or Background / UL384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.7
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C472
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / unknown / UL:64 DL:64 kbps / CS RAB and Interactive or Background / UL64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.8
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C473
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.9
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C474
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.10
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C475
	UE supporting TDD and HS-PDSCH and Streaming / unknown / UL:128 DL: [guaranteed 128/ PS RAB and Interactive or Background / UL64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.7.11
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C476
	UE supporting TDD and HS-PDSCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	

	18.2.8
	Combinations on DPCH, HS-PDSCH and E-PUCH
	
	
	
	

	18.2.8.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-7
	C622
	UEs supporting 3.84 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.2.8.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-7
	C623
	UEs supporting 3.84 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	1 Execution: PS

	18.2.8.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C624
	UEs supporting 3.84 Mcps TDD option and HS-PDSCH and E-PUCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.2.8.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C625
	UEs supporting 3.84 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS

	18.3.2
	RAB Tests for TDD (7.68 Mcps option)

Combinations on DPCH
	
	
	
	

	18.3.2.1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	Rel-7
	C485
	UEs supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH"
	

	18.3.2.2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C486
	UEs supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	Rel-7
	C573
	UEs supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH"
	

	18.3.2.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C488
	UEs supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C489
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C490
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C491
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C492
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C493
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C494
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C495
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C496
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 20ms TTI
	Rel-7
	C497
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	

	18.3.2.13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 40ms TTI
	Rel-7
	C734
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ 40m TTI"
	

	18.3.2.14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20ms TTI
	Rel-7
	C498
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/20m TTI"
	

	18.3.2.14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/40ms TTI
	Rel-7
	C735
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/40m TTI"
	

	18.3.2.15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C499
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C500
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.17
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C501
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH"
	

	18.3.2.18
	Void
	
	
	
	

	18.3.2.19
	Void
	
	
	
	

	18.3.2.20
	Void
	
	
	
	

	18.3.2.21
	Void
	
	
	
	

	18.3.2.22
	Void
	
	
	
	

	18.3.2.23.1
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (PS RAB payload size 320I)
	Rel-7
	C504
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload size 320)"
	

	18.3.2.23.2
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (PS RAB payload size 128)
	Rel-7
	C736
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload size 128)"
	

	18.3.2.23.3
	Void
	
	
	
	

	18.3.2.23.4
	Void
	
	
	
	

	18.3.2.23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	Rel-7
	C737
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40msTTI"
	

	18.3.2.23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 80 ms TTI
	Rel-7
	C738
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 80msTTI"
	

	18.3.2.23b.1
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 320
	Rel-7
	C739
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 320"
	

	18.3.2.23b.2
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 128
	Rel-7
	C740
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 128"
	

	18.3.2.23c.1
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 320
	Rel-7
	C741
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 320"
	

	18.3.2.23c.2
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 128
	Rel-7
	C742
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 128"
	

	18.3.2.23d.1
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 320
	Rel-7
	C743
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI)+ UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 320"
	

	18.3.2.23d.2
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 128
	Rel-7
	C744
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

" Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI)+ UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload size 128"
	

	18.3.2.24.1
	Void
	
	
	
	

	18.3.2.24.2
	Void
	
	
	
	

	18.3.2.25.1
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (PS RAB payload size 320)
	Rel-7
	C506
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (Payload size 320)"
	

	18.3.2.25.2
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (PS RAB payload size 128)
	Rel-7
	C745
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload size 128)"
	

	18.3.2.25.3
	Void
	
	
	
	

	18.3.2.25.4
	Void
	
	
	
	

	18.3.2.26.1
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 320, Physical Configuration 1
	Rel-7
	C507
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload 320)"
	

	18.3.2.26.2
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 128, Physical Configuration 2
	Rel-7
	C746
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload 128)"
	

	18.3.2.27.1
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 320, Physical Configuration 1
	Rel-7
	C508
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload 320)"
	

	18.3.2.27.2
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 128, Physical Configuration 2
	Rel-7
	C747
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload 128)"
	

	18.3.2.28.1
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 320, Physical Configuration 1
	Rel-7
	C509
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload 320)"
	

	18.3.2.28.2
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / Payload 128, Physical Configuration 2
	Rel-7
	C748
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (Payload 128)"
	

	18.3.2.29.1
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / Payload 320, Physical Configuration 1
	Rel-7
	C510
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (Payload 320)"
	

	18.3.2.29.2
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / Payload 128, Physical Configuration 2
	Rel-7
	C749
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / (Payload 128)"
	

	18.3.2.30.1
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / Payload 320, TTI 20 ms
	Rel-7
	C511
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH/ (20ms TTI)"
	

	18.3.2.30.2
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / Payload 128, TTI 40 ms
	Rel-7
	C750
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH/ (40ms TTI)"
	

	18.3.2.31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	Rel-7
	C512
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI"
	

	18.3.2.31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	Rel-7
	C751
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI"
	

	18.3.2.32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-7
	C513
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI"


	

	18.3.2.32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-7
	C752
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.3.2.33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-7
	C514
	UE supporting LCRTDD and reference radio bearer configuration

"Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.3.2.33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-7
	C753
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.3.2.34.1

	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-7
	C515
	UEs supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.3.2.34.2

	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-7
	C754
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.3.2.35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	Rel-7
	C516
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI"
	

	18.3.2.35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	Rel-7
	C755
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

"Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI"
	

	18.3.3
	Combinations on PDSCH, SCCPCH, PUSCH and PRACH
	
	
	
	

	18.3.3.1
	Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	Rel-7
	C517
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL: 3.4/16.8 DL:3.4/ 33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL:16.8 DL: 16 kbps SRBs for SHCCH”
	

	18.3.3.2
	Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 DL: 33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	Rel-7
	C518
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 DL: 33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH”
	

	18.3.3.3
	Interactive or background / UL: 64 DL: 2048 kbps/ PS RAB + UL: 16.8 DL: 33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	Rel-7
	C519
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Interactive or background / UL: 64 DL: 2048 kbps/ PS RAB + UL: 16.8 DL: 33.6 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH”
	

	18.3.3.4
	Interactive or background / UL: 384 DL: 2048 kbps / PS RAB + UL: 3.4 DL: 16.8 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH
	Rel-7
	C520
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Interactive or background / UL: 384 DL: 2048 kbps / PS RAB + UL: 3.4 DL: 16.8 kbps SRBs for DCCH, CCCH and BCCH + UL: 16.8 DL: 16 kbps SRBs for SHCCH”
	

	18.3.4
	Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH
	
	
	
	

	18.3.4.1
	Conversational / speech / UL: 12.2 DL: 12.2 kbps / CS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH + DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
	Rel-7
	C521
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Conversational / speech / UL: 12.2 DL: 12.2 kbps / CS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 256 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH + DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH”


	

	18.3.4.2
	Conversational / speech / UL: 12.2 DL: 12.2 kbps / CS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
	Rel-7
	C522
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Conversational / speech / UL: 12.2 DL: 12.2 kbps / CS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 384 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH+ DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH”
	

	18.3.4.3
	Conversational / speech / UL: 12.2 DL: 12.2 kbps / CS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH + DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH
	Rel-7
	C523
	UE supporting 7.68 Mcps TDD option PDSCH, PUSCH and reference radio bearer configuration

“Conversational / speech / UL: 12.2 DL: 12.2 kbps / CS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH + Interactive or background / UL: 64 DL: 2048 kbps / PS RAB + UL: 16.8 kbps SRBs for CCCH and SHCCH + DL: 33.6 kbps SRBs for CCCH SHCCH and BCCH”
	

	18.3.5
	Combinations on SCCPCH
	
	
	
	

	18.3.5.1
	Stand-alone signalling RB for PCCH
	Rel-7
	C524
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“Stand-alone signalling RB for PCCH”
	

	18.3.5.2
	Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	Rel-7
	C525
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH”
	

	18.3.5.3
	Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
	Rel-7
	C526
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“Interactive/Background 32 kbps RAB + SRB for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH”
	

	18.3.5.4
	RB for CTCH + SRB for CCCH +SRB for BCCH
	Rel-7
	C527
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“RB for CTCH + SRB for CCCH +SRB for BCCH”
	

	18.3.5.5
	64.8kbps RB for MTCH with 80 ms TTI
	Rel-7
	C555
	UEs supporting 7.68Mcps TDD option and PS domain services and MBMS services.
	

	18.3.5.6
	129.6 kbps RB for MTCH with 80 ms TTI
	Rel-7
	C611
	UEs supporting 7.68Mcps TDD option and PS domain services and MBMS services.
	

	18.3.5.7
	259.2 kbps RB for MTCH with 40 ms TTI
	Rel-7
	C612
	UEs supporting 7.68Mcps TDD option and PS domain services and MBMS services.
	

	18.3.5.8
	124.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	C613
	UEs supporting 7.68Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 124.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.3.5.9
	320.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	C614
	UEs supporting 7.68Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 320.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.3.5.10
	497.6 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	C615
	UEs supporting 7.68Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 497.6 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.3.6
	Combinations on PRACH
	
	
	
	

	18.3.6.1
	SRB for CCCH + SRB for DCCH
	Rel-7
	C528
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“SRB for CCCH + SRB for DCCH”
	

	18.3.6.2
	Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
	Rel-7
	C529
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH”
	

	18.3.6.3
	Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH
	Rel-7
	C530
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“Interactive/Background 12.8 kbps PS RAB + Interactive/Background 12.8 kbps PS RAB + SRB for CCCH + SRB for DCCH”
	

	18.3.7
	Combinations on DPCH and HS-PDSCH
	
	
	
	

	18.3.7.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C534
	UE supporting 7.68 Mcps TDD option, HS-DSCH and reference radio bearer configuration

“Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.2
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C533
	UE supporting 7.68 Mcps TDD option, HS-DSCH and reference radio bearer configuration

“Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.3
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C532
	UE supporting 7.68 Mcps TDD option, HS-DSCH and reference radio bearer configuration

“Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C535
	UE supporting 7.68 Mcps TDD option, HS-DSCH, PS and CS simultaneously and reference radio bearer configuration

“Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.5
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: 64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C536
	UE supporting 7.68 Mcps TDD option, HS-DSCH, PS and CS simultaneously and reference radio bearer configuration

“Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: 64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.6
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C537
	UE supporting 7.68 Mcps TDD option, HS-DSCH, PS and CS simultaneously and reference radio bearer configuration

“Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.7
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C538
	UE supporting 7.68 Mcps TDD option, HS-DSCH, PS and CS simultaneously and reference radio bearer configuration

“Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.8
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C539
	UE supporting 7.68 Mcps TDD option, HS-DSCH and reference radio bearer configuration

“Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.9
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C540
	UE supporting 7.68 Mcps TDD option, HS-DSCH and reference radio bearer configuration

“Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.7.10
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C541
	UE supporting 7.68 Mcps TDD option, HS-DSCH and reference radio bearer configuration

“Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”
	

	18.3.8
	Combinations on DPCH, HS-PDSCH and E-PUCH
	
	
	
	

	18.3.8.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-7
	C626
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.3.8.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	Rel-7
	C627
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	1 Execution: PS

	18.3.8.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-7
	C628
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and PS and CS simultaneously and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.3.8.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C629
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS


Table 1a: Applicability of tests Conditions
	C01
IF A.1/1 THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	C05d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.1/4 THEN R ELSE N/A

	C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

	C07
Void

	C08
Void

	C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

	C10
IF A.20/4 THEN R ELSE N/A

	C11
IF A.20/5 THEN R ELSE N/A

	C12
IF A.3/2 THEN R ELSE N/A

	C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A

	C14
IF A.20/4 OR A.20/5 THEN R ELSE N/A

	C15
Void

	C16
Void

	C17
IF A.3/2 AND A.20/7 THEN R ELSE N/A

	C18
IF A.2/3 THEN R ELSE N/A

	C19
Void

	C20
IF A.2/4 THEN R ELSE N/A

	C21
IF A.20/8 AND A.3/1 THEN R ELSE N/A

	C22
IF A.20/9 AND A.3/1 THEN R ELSE N/A

	C23
IF A.3/1 THEN R ELSE N/A

	C24
IF A.20/11 AND A.3/1 THEN R ELSE N/A

	C25
IF A.20/12 AND A.3/1 THEN R ELSE N/A

	C26
IF A.2/5 THEN R ELSE N/A

	C27
IF A.2/6 THEN R ELSE N/A

	C28
IF A.20/8 AND A.3/2 THEN R ELSE N/A

	C29
IF A.20/9 AND A.3/2 THEN R ELSE N/A

	C30
IF A.3/2 AND A.20/31THEN R ELSE N/A

	C31
IF A.20/11 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C32
IF A.20/12 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C33
IF A.20/13 AND A.3/1 THEN R ELSE N/A

	C34
IF A.20/14 AND A.2/4 AND A.3/1 THEN R ELSE N/A

	C35
IF A.20/15 AND A.3/1 AND A.2/4 THEN R ELSE N/A

	C36
IF A.20/16 AND A.3/1 AND A.2/4 THEN R ELSE N/A

	C36d
IF A.20/16 AND A.3/1 AND A.2/4 AND A.20/81 THEN R ELSE N/A

	C37
IF A.20/13 AND A.3/2 THEN R ELSE N/A

	C38
IF A.20/14 AND A.2/6 THEN R ELSE N/A

	C39
Void

	C40
Void

	C41
IF (NOT A.20/17) AND (NOT A.20/6) AND A.20/5 THEN R ELSE N/A

	C42
Void

	C43
Void

	C44
Void

	C45
Void

	C46
Void

	C47
Void

	C48
Void

	C49
Void

	C50
Void

	C51
Void

	C52
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 THEN R ELSE N/A

	C53
IF A.1/3 AND A.3/2 THEN R ELSE N/A

	C54
Void

	C55
Void

	C56
IF (A.1/2 OR A.1/3) AND A.1/4 THEN R ELSE N/A

	C57
IF A.1/1 AND A.18c/5a THEN R ELSE N/A

	C58
IF A.1/1 AND A.18c/7a THEN R ELSE N/A

	C59
IF ((A.1/2 OR A.1/3 OR A.1/8) AND A.1/4) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

	C60
IF ((A.1/2 OR A.1/3 OR A.1/8) AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C61
IF A.1/1 AND A.18e/4 AND A.2/7 THEN R ELSE N/A

	C62
IF A.3/2 AND A.20/7 AND A.20/26 THEN R ELSE N/A

	C62a
IF A.3/2 AND A.20/7 AND A.20/26a THEN R ELSE N/A

	C62b
IF A.13/3 AND C62a THEN R ELSE N/A

	Void

	C63
Void

	C64
IF A.1/1 AND A.18e/5 THEN R ELSE N/A

	C65
IF A.1/1 AND A.18f/2 THEN R ELSE N/A

	C66
IF A.18a/7 THEN R ELSE N/A

	C67
IF A.18b/6 OR A.18b/9 THEN R ELSE N/A

	C68
IF A.1/3 AND A.18g/9 THEN R ELSE N/A

	C69
IF A.1/3 AND A.18g/10 THEN R ELSE N/A

	C70
IF A.1/3 AND A.18g/11 THEN R ELSE N/A

	C71
IF A.1/3 AND A.18g/12 THEN R ELSE N/A

	C72
IF A.1/3 AND A.18g/13.1 THEN R ELSE N/A

	C73
IF A.1/3 AND A.18g/13.2 THEN R ELSE N/A

	C74
IF A.1/3 AND A.18g/14.1 THEN R ELSE N/A

	C75
IF A.1/3 AND A.18g/14.2 THEN R ELSE N/A

	C76
IF A.1/1 AND A.18c/23a.2 THEN R ELSE N/A

	C77
IF A.3/2 AND A.20/42 THEN R ELSE N/A

	C78
IF A.3/3 AND A.20/42 THEN R ELSE N/A

	C79
IF A.3/2 AND A.20/35 THEN R ELSE N/A

	C80
void

	C81
void

	C82
void

	C83
void

	C84
void

	C85
void

	C86
void

	C87
void

	C88
IF A.3/3 THEN R ELSE N/A.

	C88d
IF A.3/3 AND A.20/81 THEN R ELSE N/A.

	C89
IF (A.1/1 AND A.1/4) AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C90
IF A.1/1 AND A.3/3 THEN R ELSE N/A

	C90d
IF A.1/1 AND A.3/3 AND A.20/81THEN R ELSE N/A

	C91
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/3 THEN R ELSE N/A

	C92
Void

	C93
IF A.20/29 THEN R ELSE N/A

	C94
IF A.20/29 AND A.20/30 THEN R ELSE N/A

	C95
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 THEN R ELSE N/A

	C96
IF A.2/2 THEN R ELSE N/A

	C97
Void

	C98
IF A.3/1 OR A.3/3 THEN R ELSE N/A.

	C98d
IF (A.3/1 OR A.3/3) AND A.20/81 THEN R ELSE N/A.

	C99
IF (A.3/1 OR A.3/3) AND A.20/36 THEN R ELSE N/A.

	C100
IF (A.3/1 OR A.3/3) AND A.7/30 THEN R ELSE N/A.

	C101
IF A.2/3 AND A.2/4 THEN R ELSE N/A

	C102
IF A.2/5 AND A.2/6 THEN R ELSE N/A

	C103
IF A.3/3 AND (NOT A.20/38 ) THEN R ELSE N/A

	C104
Void

	C105
Void

	C106
void

	C107
IF A.1/1 AND A.18c/1 THEN R ELSE N/A

	C108
IF A.1/1 AND A.18c/2 THEN R ELSE N/A

	C109
IF A.1/1 AND A.18c/3 THEN R ELSE N/A

	C110
IF A.1/1 AND A.18c/4 THEN R ELSE N/A

	C111
IF A.1/1 AND A.18c/5 THEN R ELSE N/A

	C112
IF A.1/1 AND A.18c/6 THEN R ELSE N/A

	C113
IF A.1/1 AND A.18c/7 THEN R ELSE N/A

	C114
IF A.1/1 AND A.18c/8 THEN R ELSE N/A

	C115
IF A.1/1 AND A.18c/9 THEN R ELSE N/A

	C116
IF A.1/1 AND A.18c/10 THEN R ELSE N/A

	C117
IF A.1/1 AND A.18c/11 THEN R ELSE N/A

	C118
IF A.1/1 AND A.18c/12 THEN R ELSE N/A

	C119
IF A.1/1 AND A.18c/13.1 THEN R ELSE N/A

	C120
IF A.1/1 AND A.18c/13.2 THEN R ELSE N/A

	C121
IF A.1/1 AND A.18c/14.1 THEN R ELSE N/A

	C122
IF A.1/1 AND A.18c/14.2 THEN R ELSE N/A

	C123
IF A.1/1 AND A.18c/15 THEN R ELSE N/A

	C124
IF A.1/1 AND A.18c/16 THEN R ELSE N/A

	C125
IF A.1/1 AND A.18c/17 THEN R ELSE N/A

	C126
Void

	C127
Void

	C128
Void

	C129
Void

	C130
Void

	C131
IF A.1/1 AND A.18c/23.1 THEN R ELSE N/A

	C132
IF A.1/1 AND A.18c/23.2 THEN R ELSE N/A

	C133
IF A.1/1 AND A.18c/23.3 THEN R ELSE N/A

	C134
IF A.1/1 AND A.18c/23.4 THEN R ELSE N/A

	C135
Void

	C136
IF A.1/1 AND A.18c/25.1 THEN R ELSE N/A

	C137
IF A.1/1 AND A.18c/25.2 THEN R ELSE N/A

	C138
IF A.1/1 AND A.18c/25.3 THEN R ELSE N/A

	C139
IF A.1/1 AND A.18c/25.4 THEN R ELSE N/A

	C140
IF A.1/1 AND A.18c/26 THEN R ELSE N/A

	C141
IF A.1/1 AND A.18c/27 THEN R ELSE N/A

	C142
IF A.1/1 AND A.18c/28 THEN R ELSE N/A

	C143
IF A.1/1 AND A.18c/29 THEN R ELSE N/A

	C144
IF A.1/1 AND A.18c/30 THEN R ELSE N/A

	C145
IF A.1/1 AND A.18c/31.1 THEN R ELSE N/A

	C146
IF A.1/1 AND A.18c/31.2 THEN R ELSE N/A

	C147
IF A.1/1 AND A.18c/32.1 THEN R ELSE N/A

	C148
IF A.1/1 AND A.18c/32.2 THEN R ELSE N/A

	C149
IF A.1/1 AND A.18c/33.1 THEN R ELSE N/A

	C150
IF A.1/1 AND A.18c/33.2 THEN R ELSE N/A

	C151
IF A.1/1 AND A.18c/34.1 THEN R ELSE N/A

	C152
IF A.1/1 AND A.18c/34.2 THEN R ELSE N/A

	C153
IF A.1/1 AND A.13/2 AND A.18c/35.1 THEN R ELSE N/A

	C154
IF A.1/1 AND A.13/2 AND A.18c/35.2 THEN R ELSE N/A

	C155
Void

	C156
Void

	C157
Void

	C158
Void

	C159
IF A.1/1 AND A.3/3 AND A.18c/38.1 THEN R ELSE N/A

	C160
IF A.1/1 AND A.3/3 AND A.18c/38.2 THEN R ELSE N/A

	C161
IF A.1/1 AND A.3/3 AND A.18c/38.3 THEN R ELSE N/A

	C162
IF A.1/1 AND A.3/3 AND A.18c/38.4 THEN R ELSE N/A

	C163
IF A.1/1 AND A.3/3 AND A.18c/39.1 THEN R ELSE N/A

	C164
IF A.1/1 AND A.3/3 AND A.18c/39.2 THEN R ELSE N/A

	C165
IF A.1/1 AND A.3/3 AND A.18c/39.3 THEN R ELSE N/A

	C166
IF A.1/1 AND A.3/3 AND A.18c/39.4 THEN R ELSE N/A

	C167
IF A.1/1 AND A.3/3 AND A.18c/40 THEN R ELSE N/A

	C168
IF A.1/1 AND A.3/3 AND A.18c/41 THEN R ELSE N/A

	C169
IF A.1/1 AND A.3/3 AND A.18c/42.1 THEN R ELSE N/A

	C170
IF A.1/1 AND A.3/3 AND A.18c/42.2 THEN R ELSE N/A

	C171
IF A.1/1 AND A.3/3 AND A.18c/43.1 THEN R ELSE N/A

	C172
IF A.1/1 AND A.3/3 AND A.18c/43.2 THEN R ELSE N/A

	C173
IF A.1/1 AND A.3/3 AND A.13/2 AND A.18c/44.1 THEN R ELSE N/A

	C174
IF A.1/1 AND A.3/3 AND A.13/2 AND A.18c/44.2 THEN R ELSE N/A

	C175
IF A.1/1 AND A.18c/45 THEN R ELSE N/A

	C176
Void

	C177
Void

	C178
Void

	C179
IF A.1/1 AND A.18c/49.1 THEN R ELSE N/A

	C180
IF A.1/1 AND A.18c/49.2 THEN R ELSE N/A

	C181
IF A.1/1 AND A.18c/50.1 THEN R ELSE N/A

	C182
IF A.1/1 AND A.18c/50.2 THEN R ELSE N/A

	C183
IF A.1/1 AND A.3/3 AND A.18c/51.1 THEN R ELSE N/A

	C184
IF A.1/1 AND A.3/3 AND A.18c/51.2 THEN R ELSE N/A

	C185
IF A.1/1 AND A.3/3 AND A.18c/52.1 THEN R ELSE N/A

	C186
IF A.1/1 AND A.3/3 AND A.18c/52.2 THEN R ELSE N/A

	C187
IF A.1/1 AND A.3/3 AND A.18c/53.1 THEN R ELSE N/A

	C188
IF A.1/1 AND A.3/3 AND A.18c/53.2 THEN R ELSE N/A

	C189
Void

	C190
Void

	C191
Void

	C192
Void

	C193
IF A.1/1 AND A.18d/2.1 THEN R ELSE N/A

	C194
IF A.1/1 AND A.18d/2.2 THEN R ELSE N/A

	C195
IF A.1/1 AND A.13/2 AND A.18d/3.1 THEN R ELSE N/A

	C196
IF A.1/1 AND A.13/2 AND A.18d/3.2 THEN R ELSE N/A

	C197
Void

	C198
Void

	C199
IF A.1/1 AND A.3/3 AND A.18d/5.1 THEN R ELSE N/A

	C200
IF A.1/1 AND A.3/3 AND A.18d/5.2 THEN R ELSE N/A

	C201
IF A.1/1 AND A.3/3 AND A.13/2 AND A.18d/6.1 THEN R ELSE N/A

	C202
IF A.1/1 AND A.3/3 AND A.13/2 AND A.18d/6.2 THEN R ELSE N/A

	C203
IF A.1/1 AND A.18e/1 THEN R ELSE N/A

	C204
IF A.1/1 AND A.18e/2 THEN R ELSE N/A

	C205
IF A.1/1 AND A.18e/3 THEN R ELSE N/A

	C206
IF A.1/1 AND A.18f/1 THEN R ELSE N/A

	C207
Void

	C208
IF (A.1/2 OR A.1/3) AND A.2/2 THEN R ELSE N/A

	C209
Void

	C210
void

	C211
IF A.3/3 AND A.20/39 THEN R ELSE N/A

	C212
IF A.3/2 AND A.20/40 THEN R ELSE N/A

	C213
IF A.3/2 AND A.19a/1 THEN R ELSE N/A

	C214
IF A.3/2 AND A.19a/1 AND A.19a/3 AND A.19a/4 THEN R ELSE N/A

	C215
IF A.3/2 AND A.19a/1 AND A.19a/2 THEN R ELSE N/A

	C216
IF A.3/2 AND A.2/7 AND A.19b/1 THEN R ELSE N/A

	C217
IF A.3/2 AND A.19b/1 AND A.19b/3 THEN R ELSE N/A

	C218
IF A.3/2 AND A.2/7 AND A.19b/1 AND A.19b/2 THEN R ELSE N/A

	C219
IF A.2/7 THEN R ELSE N/A

	C220
IF A.1/3 AND A.18g/1 THEN R ELSE N/A

	C221
IF A.1/3 AND A.18g/2 THEN R ELSE N/A

	C222
IF A.1/3 AND A.18g/3 THEN R ELSE N/A

	C223
IF A.1/3 AND A.18g/4 THEN R ELSE N/A

	C224
IF A.1/3 AND A.18g/5 THEN R ELSE N/A

	C225
IF A.1/3 AND A.18g/6 THEN R ELSE N/A

	C226
IF A.1/3 AND A.18g/7 THEN R ELSE N/A

	C227
IF A.1/3 AND A.18g/8 THEN R ELSE N/A

	C228
Void

	C291
IF A.1/3 AND A.18g/15 THEN R ELSE N/A

	C292
IF A.1/3 AND A.18g/16 THEN R ELSE N/A

	C293
IF A.1/3 AND A.18g/17 THEN R ELSE N/A

	C294
IF A.1/3 AND A.18g/18 THEN R ELSE N/A

	C295
IF A.1/3 AND A.18g/19 THEN R ELSE N/A

	C296
IF A.1/3 AND A.18g/23.1 THEN R ELSE N/A

	C297
IF A.1/3 AND A.18g/23.2 THEN R ELSE N/A

	C298
IF A.1/3 AND A.18g/23.3 THEN R ELSE N/A

	C299
IF A.1/3 AND A.18g/23.4 THEN R ELSE N/A

	C300
IF A.1/3 AND A.18g/24.1 THEN R ELSE N/A

	C301
IF A.1/3 AND A.18g/24.2 THEN R ELSE N/A

	C302
IF A.1/3 AND A.18g/25.1 THEN R ELSE N/A

	C303
IF A.1/3 AND A.18g/25.2 THEN R ELSE N/A

	C304
IF A.1/3 AND A.18g/25.3 THEN R ELSE N/A

	C305
IF A.1/3 AND A.18g/25.4 THEN R ELSE N/A

	C306
IF A.1/3 AND A.18g/26 THEN R ELSE N/A

	C307
IF A.1/3 AND A.18g/27 THEN R ELSE N/A

	C308
IF A.1/3 AND A.18g/28 THEN R ELSE N/A

	C309
IF A.1/3 AND A.18g/29 THEN R ELSE N/A

	C310
IF A.1/3 AND A.18g/30 THEN R ELSE N/A

	C311
IF A.3/2 AND A.20/26 THEN R ELSE N/A

	C312
IF A.1/3 AND A.18g/31.1 THEN R ELSE N/A

	C313
IF A.1/3 AND A.18g/31.2 THEN R ELSE N/A

	C314
IF A.1/3 AND A.18g/32.1 THEN R ELSE N/A

	C315
IF A.1/3 AND A.18g/32.2 THEN R ELSE N/A

	C316
IF A.1/3 AND A.18g/33.1 THEN R ELSE N/A

	C317
IF A.1/3 AND A.18g/33.2 THEN R ELSE N/A

	C318
IF A.1/3 AND A.18g/34.1 THEN R ELSE N/A

	C319
IF A.1/3 AND A.18g/34.2 THEN R ELSE N/A

	C320
IF A.1/3 AND A.18g/35.1 THEN R ELSE N/A

	C321
IF A.1/3 AND A.18g/35.2 THEN R ELSE N/A

	C322
IF A.1/3 AND A.18g/36.1 THEN R ELSE N/A

	C323
IF A.1/3 AND A.18g/36.2 THEN R ELSE N/A

	C324
IF A.1/3 AND A.18g/37.1 THEN R ELSE N/A

	C325
IF A.1/3 AND A.18g/37.2 THEN R ELSE N/A

	C326
IF A.1/3 AND A.18g/38.1 THEN R ELSE N/A

	C327
IF A.1/3 AND A.3/3 AND A.18g/38.2 THEN R ELSE N/A

	C328
IF A.1/3 AND A.3/3 AND A.18g/38.3 THEN R ELSE N/A

	C329
IF A.1/3 AND A.3/3 AND A.18g/38.4 THEN R ELSE N/A

	C330
IF A.1/3 AND A.3/3 AND A.18g/39.1 THEN R ELSE N/A

	C331
IF A.1/3 AND A.3/3 AND A.18g/39.2 THEN R ELSE N/A

	C332
IF A.1/3 AND A.3/3 AND A.18g/39.3 THEN R ELSE N/A

	C333
IF A.1/3 AND A.3/3 AND A.18g/39.4 THEN R ELSE N/A

	C334
IF A.1/3 AND A.3/3 AND A.18g/40 THEN R ELSE N/A

	C335
IF A.1/3 AND A.3/3 AND A.18g/41 THEN R ELSE N/A

	C336
IF A.1/3 AND A.3/3 AND A.18g/42.1 THEN R ELSE N/A

	C337
IF A.1/3 AND A.3/3 AND A.18g/42.2 THEN R ELSE N/A

	C338
IF A.1/3 AND A.3/3 AND A.18g/43.1 THEN R ELSE N/A

	C339
IF A.1/3 AND A.3/3 AND A.18g/43.2 THEN R ELSE N/A

	C340
IF A.1/3 AND A.3/3 AND A.18g/44.1 THEN R ELSE N/A

	C341
IF A.1/3 AND A.3/3 AND A.18g/44.2 THEN R ELSE N/A

	C342
IF A.1/3 AND A.18g/45 THEN R ELSE N/A

	C343
IF A.1/3 AND A.18g/46 THEN R ELSE N/A

	C344
IF A.1/3 AND A.18g/49.1 THEN R ELSE N/A

	C345
IF A.1/3 AND A.18g/49.2 THEN R ELSE N/A

	C346
IF A.1/3 AND A.18g/50.1 THEN R ELSE N/A

	C347
IF A.1/3 AND A.18g/50.2 THEN R ELSE N/A

	C348
IF A.1/3 AND A.3/3 AND A.18g/51.1 THEN R ELSE N/A

	C349
Void

	C350
IF A.1/3 AND A.18g/52.1 THEN R ELSE N/A

	C351
IF A.1/3 AND A.18g/52.2 THEN R ELSE N/A

	C352
IF A.1/3 AND A.18g/53.1 THEN R ELSE N/A

	C353
IF A.1/3 AND A.18g/53.2 THEN R ELSE N/A

	C354
IF A.1/3 AND A.18g/54 THEN R ELSE N/A

	C355
IF A.1/3 AND A.18h/1 THEN R ELSE N/A

	C356
IF A.1/1 AND A.3/1 AND A.20/81 THEN R ELSE N/A

	C357
IF (A.1/2 OR A.1/3) AND A.3/1 THEN R ELSE N/A

	C358
IF A.1/1 AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C359
IF A.1/1 AND A.3/3 AND (A.18a/8 OR A.18a/9) THEN R ELSE N/A

	C360
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) THEN R ELSE N/A

	C361
IF A.1/3 AND A.18h/2 THEN R ELSE N/A

	C362
IF A.1/3 AND A.18h/3 THEN R ELSE N/A

	C363
IF A.1/3 AND A.18i/1 THEN R ELSE N/A

	C364
IF (A.1/2 OR A.1/3) AND A.20/26 THEN R ELSE N/A

	C365
IF A.1/1 AND A.2/2 AND A.18a/12 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C366
IF A.1/1 AND A.18a/12 AND A.7/34 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C367
Void

	C368
IF A.1/1 AND (A.18a/8 OR A.18a/9) THEN R ELSE N/A

	C369
IF (A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.1/4) AND (A.18a/8a OR A.18a/9a) THEN R ELSE N/A

	C370
Void

	C371
IF A.1/1 AND A.18a/14 THEN R ELSE N/A

	C372
IF A.1/1 AND A.18a/14 AND (A.18a.1/9 OR A.18a.1/10) THEN R ELSE N/A

	C372a
IF A.1/1 AND A.18a/14 AND ((A.18a.1/9 OR A.18a.1/10) OR (A.18a.1a/7 OR A.18a.1a/10 OR A.18a.1a/13 OR A.18a.1a/14 OR A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18)) THEN R ELSE N/A

	C373
IF C374 or C373a THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/1 THEN R ELSE N/A)

	C373a
IF C374 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/1a THEN R ELSE N/A)

	C373b
IF A.1/1 AND A.18a/24 AND A.18f.1/1 THEN R ELSE N/A

	C373c
IF A.1/1 AND (A.18a.1a/13 OR A.18a.1a/14 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) AND A.18f.1/1 THEN R ELSE N/A

	C373d
IF A.1/1 AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) AND A.18f.1/1 THEN R ELSE N/A

	C373e
IF A.1/1 AND (A.18a.1a/19 OR A.18a.1a/20) AND A.18f.1/1 THEN R ELSE N/A

	C373f
IF A.1/1 AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) AND A.18f.1/1 THEN R ELSE N/A

	C373g
IF A.1/1 AND (A.18a.1b/23 OR A.18a.1b/24) AND A.18f.1/1 THEN R ELSE N/A

	C373h
IF A.1/1 AND (A.18a.1c/25 OR A.18a.1c/26 OR A.18a.1c/27 OR A.18a.1c/28) AND A.18f.1/1 THEN R ELSE N/A

	C373i
IF A.1/1 AND (A.18a.1c/27 OR A.18a.1c/28) AND A.18f.1/1 THEN R ELSE N/A

	C374
IF A.1/1 AND A.18a/14 AND A.18f.1/2 THEN R ELSE N/A

	C375
IF (A.1/1 AND A.1/4) AND A.3/1 AND A.18c/15 AND [52] A.25/72 THEN R ELSE N/A

	C376
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C377
IF A.1/3 AND A.18c/63.1 THEN R ELSE N/A

	C378
IF A.1/3 AND A.13/2 AND A.18c/63.2 THEN R ELSE N/A

	C379
IF A.3/2 AND A.20/63 THEN R ELSE N/A

	C380
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18a/14 THEN R ELSE N/A

	C381
IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/14 THEN R ELSE N/A

	C382
IF A.3/2 AND A.19a/5 THEN R ELSE N/A

	C383
IF A.1/1 AND A.2/2 AND A.18a/13 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C384
IF A.1/1 AND A.18a/13 AND A.7/34 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C385
IF A.1/1 AND A.18a/14 AND A.18a/9 THEN R ELSE N/A

	C386
IF A.1/1 AND A.18f.2/1 THEN R ELSE N/A

	C387
IF A.1/1 AND A.2/8 AND A.18c/62 THEN R ELSE N/A

	C388
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND A.7/31 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C389
IF A.3/2 AND A.19a/2 THEN R ELSE N/A

	C390
IF (A.1/1 AND A.18c/40) AND (A.1/4 AND [52] A.2/41) AND A.3/3 THEN R ELSE N/A

	C391
IF A.1/1 AND (A.18a/12 OR A.18a/13) THEN R ELSE N/A

	C392
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND A.7/34 AND (NOT A.8a/3) AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C393
IF A.1/1 AND A.3/3 AND A.18a/14 AND (A.2/1 OR A.3/4) THEN R ELSE N/A

	C394
IF (A.1/1 AND A.18c/40) AND (A.1/4 AND [52] A.2/41 AND (A.1/7)) AND A.3/3 THEN R ELSE N/A

	C395
IF A.3/2 AND A.20/66 THEN R ELSE N/A

	C396
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) AND A.20/67 THEN R ELSE N/A

	C397
IF A.18a/4 THEN R ELSE N/A

	C398
IF A.1/1 AND A.18c/23a.1 THEN R ELSE N/A

	C399
IF A.1/1 AND A.18a/14 AND A.3/3 AND A.18f.1/3 THEN R ELSE N/A

	C400
IF C399 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.3/3 AND A.18f.1/3a THEN R ELSE N/A)

	C401
IF A.1/1 AND A.18a/14 AND A.3/3 AND A.18f.1/4 THEN R ELSE N/A

	C402
IF C401 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.3/3 AND A.18f.1/4a THEN R ELSE N/A)

	C403
IF A.1/1 AND A.18a/14 AND A.18f.1/5 THEN R ELSE N/A

	C404
IF C403 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/5a THEN R ELSE N/A)

	C405
IF A.1/1 AND A.18a/14 AND A.18f.1/6 THEN R ELSE N/A

	C405a
IF A.1/1 AND A.18a/24 AND A.18f.1/6 THEN R ELSE N/A

	C405b
IF A.1/1 AND (A.18a.1a/13 OR A.18a.1a/14 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) AND A.18f.1/6 THEN R ELSE N/A

	C405c
IF A.1/1 AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18 ) AND A.18f.1/6 THEN R ELSE N/A

	C405d
IF A.1/1 AND (A.18a.1a/19 OR A.18a.1a/20) AND A.18f.1/6 THEN R ELSE N/A

	C405e
IF A.1/1 AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) AND A.18f.1/6 THEN R ELSE N/A

	C405f
IF A.1/1 AND A.18a/24 AND (A.18a.1b/23 OR A.18a.1b/24) AND A.18f.1/6 THEN R ELSE N/A

	C405g
IF A.1/1 AND A.18a/24 AND (A.18a.1c/25 OR A.18a.1c/26 OR A.18a.1c/27 OR A.18a.1c/28) AND A.18f.1/6 THEN R ELSE N/A

	C405h
IF A.1/1 AND A.18a/24 AND (A.18a.1c/27 OR A.18a.1c/28) AND A.18f.1/6 THEN R ELSE N/A

	C406
IF A.1/1 AND A.18a/14 AND A.3/3 AND A.18f.1/7 THEN R ELSE N/A

	C407
IF A.1/1 AND A.18a/14 AND A.2/8 AND A.3/3 AND A.18f.1/8 THEN R ELSE N/A

	C408
IF A.1/1 AND A.18a/14 AND A.18a/18 THEN R ELSE N/A

	C409
IF A.1/1 AND A.3/3 AND A.20/81 AND A.20/72 THEN R ELSE N/A

	C410
IF (A.1/2 OR A.1/3) AND A.3/3 AND A.20/72 THEN R ELSE N/A

	C411
IF (A.3/1 OR A.3/3) AND A.20/81 AND A.20/72 THEN R ELSE N/A

	C412
IF A.3/2 AND A.20/72 THEN R ELSE N/A

	C413
IF A.3/3 AND A.20/72 THEN R ELSE N/A

	C414
IF A.1/1 AND A.3/3 AND A.18c/38d THEN R ELSE N/A

	C415
IF A.1/1 AND A.3/3 AND A.18c/38g THEN R ELSE N/A

	C416
IF A.1/1 AND A.3/3 AND A.18c/38h THEN R ELSE N/A

	C417
IF A.1/1 AND A.3/3 AND A.18c/38i THEN R ELSE N/A

	C418
IF A.1/1 AND A.3/3 AND A.18c/38j THEN R ELSE N/A

	C419
IF A.1/1 AND A.18c/56 THEN R ELSE N/A

	C420
IF A.1/1 AND A.18c/4a THEN R ELSE N/A

	C421
IF A.1/1 AND A.18c/23b THEN R ELSE N/A

	C422
IF A.1/1 AND A.18c/23c THEN R ELSE N/A

	C423
IF A.1/1 AND A.18c/23d THEN R ELSE N/A

	C424
IF A.1/1 AND A.3/3 AND A.18c/38a THEN R ELSE N/A

	C425
IF A.1/1 AND A.3/3 AND A.18c/38b THEN R ELSE N/A

	C426
IF A.1/1 AND A.3/3 AND A.18c/38c THEN R ELSE N/A

	C427
IF A.1/1 AND A.3/3 AND A.18c/38e THEN R ELSE N/A

	C428
IF A.1/1 AND A.3/3 AND A.18c/38f THEN R ELSE N/A

	C429
IF A.1/1 AND A.3/3 AND A.18c/51a THEN R ELSE N/A

	C430
IF A.1/1 AND A.3/3 AND A.18c/51b THEN R ELSE N/A

	C431
IF A.1/1 AND A.18c/57 THEN R ELSE N/A

	C432
IF A.1/1 AND A.18c/58 THEN R ELSE N/A

	C433
IF A.1/1 AND A.18c/58a THEN R ELSE N/A

	C434
IF A.1/1 AND A.18c/4b THEN R ELSE N/A

	C435
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.18c/16 OR A.18c/17) AND [52] A.25/72 THEN R ELSE N/A

	C436
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/1 THEN R ELSE N/A

	C437
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/2 THEN R ELSE N/A

	C438
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.3/3 AND A.18f.3/3 THEN R ELSE N/A

	C438a
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.3/3 AND A.18f.3/3 AND A.18a/33 THEN R ELSE N/A

	C439
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/4 THEN R ELSE N/A

	C440
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/5 THEN R ELSE N/A

	C441
void

	C442
IF A.1/1 AND A.3/3 AND A.18a/14 AND A.18a/18 AND (A.18a.2/2 OR A.18a.2/4 OR A.18a.2/6) THEN R ELSE N/A

	C442a
IF A.1/1 AND A.3/3 AND A.18a/14 AND A.18a/18 AND (A.18a.2/2 OR A.18a.2/4 OR A.18a.2/6 OR A.18a.2a/1) THEN R ELSE N/A

	C443
IF A.1/3 AND A.18b/10 THEN R ELSE N/A

	C444
IF A.1/3 AND A.18b/10 AND A.18j/5 THEN R ELSE N/A

	C445
IF C444 THEN O ELSE (IF A.1/3 AND A.18b/10 AND A.18j/4 THEN R ELSE N/A)

	C446
IF C444 or C445 THEN O ELSE (IF A.1/3 AND A.18b/10 AND A.18j/3 THEN R ELSE N/A)

	C447
IF C444 or C445 or C446 THEN O ELSE (IF A.1/3 AND A.18b/10 AND A.18j/2 THEN R ELSE N/A)

	C448
IF C444 or C445 or C446 or C447 THEN O ELSE (IF A.1/3 AND A.18b/10 AND A.18j/1 THEN R ELSE N/A)

	C448b
IF C444 or C445 or C446 or C447 or C448 THEN O ELSE (IF A.1/3 AND A.18b/10 AND A.18j/1 THEN R ELSE N/A)

	C449
IF A.1/3 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18b/10 THEN R ELSE N/A

	C450
IF A.1/3 AND A.18g/26 AND A.1/4 AND [52] A.2/41 AND A.18b/10 THEN R ELSE N/A

	C451
IF A.1/3 AND A.3/3 AND A.18b/10 THEN R ELSE N/A

	C452
IF A.1/3 AND A.18b/10 AND A.18j/6 THEN R ELSE N/A

	C453
IF C452 THEN O ELSE (IF A.1/3 AND A.18b/10 AND A.18j/5THEN R ELSE N/A)

	C454
IF A.1/3 AND A.18b/10 AND A.18j/7 THEN R ELSE N/A

	C455
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/6 THEN R ELSE N/A

	C456
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/7 THEN R ELSE N/A

	C457
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.2/8 AND A.3/3 AND A.18f.3/8 THEN R ELSE N/A

	C458
IF A.1/1 AND A.18a/12 AND A.7/33 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C459
IF A.1/1 AND A.18a/13 AND A.7/33 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C460
IF A.1/1 AND A.18a/12 AND A.7/32 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C461
IF A.1/1 AND A.18a/13 AND A.7/32 AND NOT (A.8a/5 OR A.8a/6) THEN R ELSE N/A

	C462
IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/14 AND A.18a/18 THEN R ELSE N/A

	C463
IF A.1/1 AND (A.2/1 OR A.2/2) AND A.3/3 AND A.18a/14 AND A.18a/18 THEN R ELSE N/A

	C464
IF A.1/3 AND A.3/3 AND A.18g/51.2 THEN R ELSE N/A

	C465
IF A.1/2 AND A.18b/10 THEN R ELSE N/A

	C466
IF A.1/2 AND A.18b/10 AND A.18p/3 THEN R ELSE N/A

	C467
IF C466 THEN O ELSE (IF A.1/2 AND A.18b/10 AND A.18p/2 THEN R ELSE N/A)

	C468
IF C466 OR C467 THEN O ELSE (IF A.1/2 AND A.18b/10 AND A.18p/1 THEN R ELSE N/A)

	C469
IF A.1/2 AND A.18b/10 AND A.18p/4 THEN R ELSE N/A

	C470
IF C468 THEN O ELSE (IF A.1/2 AND A.18b/10 AND A.18p/5 THEN R ELSE N/A)

	C471
IF A.1/2 AND A.18b/10 AND A.18p/6 THEN R ELSE N/A

	C472
IF C471 THEN O ELSE (IF A.1/2 AND A.18b/10 AND A.18p/7 THEN R ELSE N/A)

	C473
IF A.1/2 AND A.18b/10 AND A.18p/8 THEN R ELSE N/A

	C474
IF C473 THEN O ELSE (IF A.1/2 AND A.18b/10 AND A.18p/9 THEN R ELSE N/A)

	C475
IF A.1/2 AND A.18b/10 AND A.18p/10 THEN R ELSE N/A

	C476
IF A.1/2 AND A.18b/10 AND A.18p/11 THEN R ELSE N/A

	C477
Void

	C478
IF A.1/1 AND A.3/2 AND A.10/4 THEN R ELSE N/A

	C479
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18a/19 THEN R ELSE N/A

	C480
IF A.3/2 AND A.10/4 THEN R ELSE N/A

	C481
IF A.1/1 AND A.15/21 THEN R ELSE N/A

	C481d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.15/21 THEN R ELSE N/A

	C482
IF A.1/1 AND A.3/2 AND A.15/21 THEN R ELSE N/A

	C483
IF A.1/1 AND ((A.18c/12 AND A.18c/17) OR (A.18c/23c AND A.18c/26)) THEN R ELSE N/A

	C484
Void

	C485
IF A.1/8 AND A.18q/1 THEN R ELSE N/A

	C486
IF A.1/8 AND A.18q/2 THEN R ELSE N/A

	C487
IF A.1/8 AND A.18q/3 THEN R ELSE N/A

	C488
IF A.1/8 AND A.18q/4 THEN R ELSE N/A

	C489
IF A.1/8 AND A.18q/5 THEN R ELSE N/A

	C490
IF A.1/8 AND A.18q/6 THEN R ELSE N/A

	C491
IF A.1/8 AND A.18q/7 THEN R ELSE N/A

	C492
IF A.1/8 AND A.18q/8 THEN R ELSE N/A

	C493
IF A.1/8 AND A.18q/9 THEN R ELSE N/A

	C494
IF A.1/8 AND A.18q/10 THEN R ELSE N/A

	C495
IF A.1/8 AND A.18q/11 THEN R ELSE N/A

	C496
IF A.1/8 AND A.18q/12 THEN R ELSE N/A

	C497
IF A.1/8 AND A.18q/13.1 THEN R ELSE N/A

	C498
IF A.1/8 AND A.18q/14.1 THEN R ELSE N/A

	C499
IF A.1/8 AND A.18q/15 THEN R ELSE N/A

	C500
IF A.1/8 AND A.18q/16 THEN R ELSE N/A

	C501
IF A.1/8 AND A.18q/17 THEN R ELSE N/A

	C504
IF A.1/8 AND A.18q/23 THEN R ELSE N/A

	C506
IF A.1/8 AND A.18q/25.1 THEN R ELSE N/A

	C507
IF A.1/8 AND A.18q/26.1 THEN R ELSE N/A

	C508
IF A.1/8 AND A.18q/27.1 THEN R ELSE N/A

	C509
IF A.1/8 AND A.18q/28.1 THEN R ELSE N/A

	C510
IF A.1/8 AND A.18q/29.1 THEN R ELSE N/A

	C511
IF A.1/8 AND A.18q/30.1 THEN R ELSE N/A

	C512
IF A.1/8 AND A.18q/31.1 THEN R ELSE N/A

	C513
IF A.1/8 AND A.18q/32.1 THEN R ELSE N/A

	C514
IF A.1/8 AND A.18q/33.1 THEN R ELSE N/A

	C515
IF A.1/8 AND A.18q/34.1 THEN R ELSE N/A

	C516
IF A.1/8 AND A.18q/35.1 THEN R ELSE N/A

	C517
IF A.1/8 AND A.18r/1 THEN R ELSE N/A

	C518
IF A.1/8 AND A.18r/2 THEN R ELSE N/A

	C519
IF A.1/8 AND A.18r/3 THEN R ELSE N/A

	C520
IF A.1/8 AND A.18r/4 THEN R ELSE N/A

	C521
IF A.1/8 AND A.18s/1 THEN R ELSE N/A

	C522
IF A.1/8 AND A.18s/2 THEN R ELSE N/A

	C523
IF A.1/8 AND A.18s/3 THEN R ELSE N/A

	C524
IF A.1/8 AND A.18t/1 THEN R ELSE N/A

	C525
IF A.1/8 AND A.18t/2 THEN R ELSE N/A

	C526
IF A.1/8 AND A.18t/3 THEN R ELSE N/A

	C527
IF A.1/8 AND A.18t/4 THEN R ELSE N/A

	C528
IF A.1/8 AND A.18u/1 THEN R ELSE N/A

	C529
IF A.1/8 AND A.18u/2 THEN R ELSE N/A

	C530
IF A.1/8 AND A.18u/3 THEN R ELSE N/A

	C531
IF A.1/8 AND A.18b/10 THEN R ELSE N/A

	C532
IF A.1/8 AND A.18b/10 AND A.18v/3 THEN R ELSE N/A

	C533
IF C466 THEN O ELSE (IF A.1/8 AND A.18b/10 AND A.18v/2 THEN R ELSE N/A)

	C534
IF C466 OR C467 THEN O ELSE (IF A.1/8 AND A.18b/10 AND A.18v/1 THEN R ELSE N/A)

	C535
IF A.1/8 AND A.18b/10 AND A.18v/4 THEN R ELSE N/A

	C536
IF C468 THEN O ELSE (IF A.1/8 AND A.18b/10 AND A.18v/5 THEN R ELSE N/A)

	C537
IF A.1/8 AND A.18b/10 AND A.18v/6 THEN R ELSE N/A

	C538
IF C471 THEN O ELSE (IF A.1/8 AND A.18b/10 AND A.18v/7 THEN R ELSE N/A)

	C539
IF A.1/8 AND A.18b/10 AND A.18v/8 THEN R ELSE N/A

	C540
IF C473 THEN O ELSE (IF A.1/8 AND A.18b/10 AND A.18v/9 THEN R ELSE N/A)

	C541
IF A.1/8 AND A.18b/10 AND A.18v/10 THEN R ELSE N/A

	C542
IF A.3/2 AND A.10/5 THEN R ELSE N/A

	C543
IF A.1/1 AND A.3/2 AND A.10/5 THEN R ELSE N/A

	C544
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18a/19 THEN R ELSE N/A

	C545
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18e/6 THEN R ELSE N/A

	C546
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18e/6 THEN R ELSE N/A

	C547
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18e/7 THEN R ELSE N/A

	C548
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18e/7 THEN R ELSE N/A

	C549
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18e/8 THEN R ELSE N/A

	C550
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18e/8 THEN R ELSE N/A

	C551
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18a/20 THEN R ELSE N/A

	C552
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18a/20 THEN R ELSE N/A

	C553
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18a/20 AND A.18a/21 THEN R ELSE N/A

	C554
IF A.1/2 AND A.3/2 AND A.10/4 AND A.18n/5 THEN R ELSE N/A

	C555
IF A.1/8 AND A.3/2 AND A.10/4 AND A.18t/5 THEN R ELSE N/A

	C556
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/4 AND A.18f.1/9 THEN R ELSE N/A

	C557
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/5 AND A.18f.1/9 THEN R ELSE N/A

	C558
IF (A.3/2 OR A.10/6) AND A.19a/5 THEN R ELSE N/A

	C559
IF (A.3/2 OR A.10/6) AND A.19a/5 AND A.19a/7 THEN R ELSE N/A

	C560
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18a/22 THEN R ELSE N/A

	C561
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.3/3 AND A.18f.3/3 AND A.18a/22 THEN R ELSE N/A

	C562
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/6 AND A.18a/22 THEN R ELSE N/A

	C562a
IF A.1/1 AND A.18a/24 AND A.18a/18 AND A.18f.3/6 AND A.18a/22 THEN R ELSE N/A

	C562b
IF A.1/1 AND A.18a/24 AND A.18a/18 AND A.18f.3/6 AND A.18a/33 THEN R ELSE N/A

	C563
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/7 AND A.18a/22 THEN R ELSE N/A

	C564
IF C560 THEN O ELSE ( IF C408 THEN R ELSE N/A)

	C565
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/4 THEN R ELSE N/A

	C566
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/4 THEN R ELSE N/A

	C567
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/5 THEN R ELSE N/A

	C568
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/5 THEN R ELSE N/A

	C569
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/6 THEN R ELSE N/A

	C570
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/6 THEN R ELSE N/A

	C571
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 THEN R ELSE N/A

	C572
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/5 THEN R ELSE N/A

	C573
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 AND A.18b/11 THEN R ELSE N/A

	C574
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/5 AND A.18b/11 THEN R ELSE N/A

	C575
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 AND A.18b/12 AND A.18b/13 THEN R ELSE N/A

	C576
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 AND A.18b/12 THEN R ELSE N/A

	C577
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/5 AND A.18b/12 THEN R ELSE N/A

	C578
IF A.1/1 AND A.18a/24 THEN R ELSE N/A

	C579
IF A.1/1 AND A.18a/25 THEN R ELSE N/A

	C580
IF A.1/1 AND A.18a/27 THEN R ELSE N/A

	C581
IF A.1/1 AND A.18a/25 AND A.18a/26 THEN R ELSE N/A

	C582
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/4 AND A.18f.1/10 THEN R ELSE N/A

	C583
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/5 AND A.18f.1/10 THEN R ELSE N/A

	C584
IF (A.1/2 AND A.1/8) AND A.18b/10 AND A.18b/14 THEN R ELSE N/A

	C585
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18a/28 THEN R ELSE N/A

	C586
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/1 AND A.18a/28 THEN R ELSE N/A

	C587
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/6 AND A.18a/22 AND A.18a/28 THEN R ELSE N/A

	C588
IF A.1/1 AND A.18a/24 AND (A.18a.1a/13 OR A.18a.1a/14 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C589
IF A.1/1 AND A.10/8 THEN R ELSE N/A

	C590
IF A.1/2 AND A.10/8 THEN R ELSE N/A

	C591
IF A.1/1 AND A.18a/29 THEN R ELSE N/A

	C592
IF A.1/1 AND A.18a/30 THEN R ELSE N/A

	C593
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND [52] A.2/73 THEN R ELSE N/A

	C594
IF A.1/1 AND A.3/3 AND (A.2/1 OR A.3/4) THEN R ELSE N/A

	C595
IF A.1/1 AND A.3/3 AND A.2/1 THEN R ELSE N/A

	C596
IF A.1/1 AND A.3/3 AND (A.18a/8 OR A.18a/9) AND (A.2/1 OR A.3/4) THEN R ELSE N/A

	C597
IF A.1/1 AND A.10/9 THEN R ELSE N/A

	C598
IF A.1/2 AND A.10/9 THEN R ELSE N/A

	C599
IF (A.1/2 OR A.1/8 OR A.1/9 OR A.1/10) AND A.10/10 AND (A.18b/15 OR A.18b/16) THEN R ELSE N/A

	C600
void

	C601
void

	C602
IF (A.1/2 OR A.1/9) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/10 AND A.18n/9 THEN R ELSE N/A

	C603
IF (A.1/2 OR A.1/9) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/10 AND A.18n/10 THEN R ELSE N/A

	C604
IF (A.1/2 OR A.1/9) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/10 AND A.18n/11 THEN R ELSE N/A

	C605
IF A.1/2 AND A.18n/1 THEN R ELSE N/A

	C606
IF A.1/2 AND A.18n/2 THEN R ELSE N/A

	C607
IF A.1/2 AND A.18n/3 THEN R ELSE N/A

	C608
IF A.1/2 AND A.18n/4 AND A.2/7 THEN R ELSE N/A

	C609
IF A.1/2 AND A.3/2 AND A.10/4 AND A.18n/6 THEN R ELSE N/A

	C610
IF A.1/2 AND A.3/2 AND A.10/4 AND A.18n/7 THEN R ELSE N/A

	C611
IF A.1/8 AND A.3/2 AND A.10/4 AND A.18t/6 THEN R ELSE N/A

	C612
IF A.1/8 AND A.3/2 AND A.10/4 AND A.18t/7 THEN R ELSE N/A

	C613
IF (A.1/8 OR A.1/10) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/10 AND A.18t/9 THEN R ELSE N/A

	C614
IF (A.1/8 OR A.1/10) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/10 AND A.18t/10 THEN R ELSE N/A

	C615
IF (A.1/8 OR A.1/10) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/10 AND A.18t/11 THEN R ELSE N/A

	C616
IF A.1/1 AND A.18a/32 THEN R ELSE N/A

	C617
IF A.1/1 AND A.18a/30 AND A.18f.3/9 THEN R ELSE N/A

	C618
IF A.1/1 AND A.18a/30 AND A.18f.3/10 THEN R ELSE N/A

	C619
IF A.3/3 AND A.20/35 THEN R ELSE N/A.

	C620
IF A.1/1 AND A.10/11 THEN R ELSE N/A

	C621
IF A.1/2 AND A.10/11 THEN R ELSE N/A

	C622
IF A.1/2 AND A.18b/10 AND A.18b/14 AND A.18p2/1 THEN R ELSE N/A

	C623
IF A.1/2 AND A.18b/10 AND A.18b/14 AND A.18p2/2 THEN R ELSE N/A

	C624
IF A.1/2 AND A.18b/10 AND A.18b/14 AND A.18p2/3 THEN R ELSE N/A

	C625
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18p2/4 THEN R ELSE N/A

	C626
IF A.1/8 AND A.18b/10 AND A.18b/14 AND A.18v2/1 THEN R ELSE N/A

	C627
IF A.1/8 AND A.18b/10 AND A.18b/14 AND A.18v2/2 THEN R ELSE N/A

	C628
IF A.1/8 AND A.18b/10 AND A.18b/14 AND A.18v2/3 THEN R ELSE N/A

	C629
IF A.1/8 AND A.18b/10 AND A.18b/14 AND A.18v2/4 THEN R ELSE N/A

	C630
IF A.1/3 AND A.18b/10 AND A.18b/14 THEN R ELSE N/A

	C631
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/1 THEN R ELSE N/A

	C632
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/2 THEN R ELSE N/A

	C632
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.3/3 AND A.18k/3 THEN R ELSE N/A

	C633
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/4 THEN R ELSE N/A

	C634
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/5 THEN R ELSE N/A

	C635
IF A.1/3 AND A.18g/26 AND A.1/4 AND [52] A.2/41 AND A.18b/10 AND A.18b/14 THEN R ELSE N/A

	C636
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18b/15 THEN R ELSE N/A

	C637
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/1 AND A.18b/15 THEN R ELSE N/A

	C638
IF A.1/1 AND A.18a/33 THEN R ELSE N/A

	C638a
IF A.1/1 AND A.18a/33 AND A.18a/28 THEN R ELSE N/A

	C639
IF A.1/1 AND A.18a/29 AND A.18f/3 THEN R ELSE N/A

	C640
IF (A.15/3 OR A.15/15 OR A.15/16 OR A.15/22 OR A.15/24 OR A.15/25 OR A.15/26) AND ([52] A.1/1 OR [52] A.1/2 OR [52] A.1/4) THEN R ELSE N/A

	C641
IF ((A.15/2 OR A.15/18 OR A.15/19) AND ([52] A.1/18 OR [52] A.1/55)) OR ((A.15/3 OR A.15/15 OR A.15/16 OR A.15/22 OR A.15/24 OR A.15/25 OR A.15/26) AND ([52] A.1/1 OR [52] A.1/2 OR [52] A.1/4)) THEN R ELSE N/A

	C642
IF A.1/1 AND A.10/10 THEN R ELSE N/A

	C643
IF A.1/3 AND A.10/10 THEN R ELSE N/A

	C644
IF A.1/3 AND A.10/10 AND A.18h/7 THEN R ELSE N/A

	C645
IF A.1/3 AND A.10/10 AND A.18h/8 THEN R ELSE N/A

	C646
IF A.1/3 AND A.10/10 AND A.18h/9 THEN R ELSE N/A

	C647
IF A.1/1 AND A.18a/34 THEN R ELSE N/A

	C648
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18) THEN R ELSE N/A

	C649
IF A.1/1 AND A.18a/14 AND A.18a/22 AND A.18a/28 OR A.18a.2a/1 THEN R ELSE N/A

	C650
IF A.1/1 AND A.10/12 THEN R ELSE N/A

	C651
IF ( A.3/1 OR A.3/3 ) AND A.10/12 THEN R ELSE N/A

	C652
IF A.3/3 AND A.10/12 THEN R ELSE N/A

	C653
IF A.3/2 AND A.10/12 THEN R ELSE N/A

	C654
IF A.1/1 AND A.18a/24 AND A.18a/22 AND (A.18a.1a/13 OR A.18a.1a/14 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C655
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) THEN R ELSE N/A

	C656
IF A.1/1 AND A.3/1 AND A.18a/35 THEN R ELSE N/A

	C657
IF A.1/1 AND A.3/2 AND A.18a/35 THEN R ELSE N/A

	C658
IF A.1/1 AND A.3/3 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.18a/35 THEN R ELSE N/A

	C659
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.18a/35 THEN R ELSE N/A

	C660
IF A.1/1 AND A.18a/22 AND A.18a/24 THEN R ELSE N/A

	C661
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18a/35 THEN R ELSE N/A

	C662
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) AND A.18a/35 THEN R ELSE N/A

	C663
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C664
IF A.1/11 AND A.10/13 AND A.18b/18 THEN R ELSE N/A

	C665
IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/1 THEN R ELSE N/A

	C666
IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/2 THEN R ELSE N/A

	C667
IF A.1/11 AND A.18b/18 AND A.3/2 AND A.10/13 AND A.18w/3 THEN R ELSE N/A

	C668
IF A.1/1 AND A.10/14 THEN R ELSE N/A

	C669
IF A.1/1 AND A.10/15 THEN R ELSE N/A

	C670
IF A.1/1 AND A.20/79 AND A.20/80 THEN R ELSE N/A

	C671
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.20/79 AND A.20/80 THEN R ELSE N/A

	C672
IF A.1/1 AND A.20/79 THEN R ELSE N/A

	C673
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.20/79 THEN R ELSE N/A

	C674
IF A.1/1 AND A.10/14 AND A.10/19 THEN R ELSE N/A

	C675
IF A.1/1 AND A.10/14 AND A.10/18 THEN R ELSE N/A

	C676
IF A.1/1 AND A.10/15 AND A.10/17 THEN R ELSE N/A

	C677
IF A.1/1 AND A.10/15 AND A.10/16 THEN R ELSE N/A

	C678
IF A.1/1 AND A.18a/34 AND A.18f.3/3 THEN R ELSE N/A

	C679
IF A 1/1 AND A.2/9 THEN R ELSE N/A

	C680
IF A 1/1 AND A.2/9 AND A.18a/32 THEN R ELSE N/A

	C681
IF A 1/1 AND A.2/9 AND A.18a/29 THEN R ELSE N/A

	C682
IF A 1/1 AND A.2/9 AND A.18a/29 AND A.18a/26 THEN R ELSE N/A

	C683
IF A 1/1 AND A.2/9 AND A.18a/29 AND A.18a/32 THEN R ELSE N/A

	C684
IF A.1/3 AND A.18g/55 THEN R ELSE N/A

	C685
IF A.1/3 AND A.18g/56 THEN R ELSE N/A

	C686
IF A.1/3 AND A.18g/57 THEN R ELSE N/A

	C687
IF A.1/3 AND A.18g/58 THEN R ELSE N/A

	C688
IF A.1/3 AND A.18g/59 THEN R ELSE N/A

	C689
IF A.1/3 AND A.18g/60 THEN R ELSE N/A

	C690
IF A.1/3 AND A.18g/61 THEN R ELSE N/A

	C691
IF A.1/3 AND A.18g/62 THEN R ELSE N/A

	C692
IF A.1/3 AND A.18g/63 THEN R ELSE N/A

	C693
IF A.1/3 AND A.18g/64 THEN R ELSE N/A

	C694
IF A.1/3 AND A.18g/65 THEN R ELSE N/A

	C695
IF A.1/3 AND A.18g/66 THEN R ELSE N/A

	C696
IF A.1/3 AND A.18g/67 THEN R ELSE N/A

	C697
IF A.1/3 AND A.18g/68 THEN R ELSE N/A

	C698
IF A.1/3 AND A.18g/69 THEN R ELSE N/A

	C699
IF A.1/3 AND A.18g/70 THEN R ELSE N/A

	C700
IF A.1/3 AND A.18g/71 THEN R ELSE N/A

	C701
IF A.1/3 AND A.18g/72 THEN R ELSE N/A

	C702
IF A.1/3 AND A.18g/73 THEN R ELSE N/A

	C703
IF A.1/3 AND A.18b/10 AND A.18j/9 THEN R ELSE N/A

	C704
IF A.1/3 AND A.18b/10 AND A.18j/10 THEN R ELSE N/A

	C705
IF A.1/3 AND A.18b/10 AND A.18j/11 THEN R ELSE N/A

	C706
IF A.1/3 AND A.18b/10 AND A.18j/12 THEN R ELSE N/A

	C707
IF A.1/3 AND A.18b/10 AND A.18j/13 THEN R ELSE N/A

	C708
IF A.1/3 AND A.18b/10 AND A.18j/14 THEN R ELSE N/A

	C709
IF A.1/3 AND A.18b/10 AND A.18j/15 THEN R ELSE N/A

	C710
IF A.1/3 AND A.18b/10 AND A.18j/16 THEN R ELSE N/A

	C711
IF A.1/3 AND A.18b/10 AND A.18j/17 THEN R ELSE N/A

	C712
IF A.1/3 AND A.18b/14 AND A.18k/6 THEN R ELSE N/A

	C713
IF A.1/3 AND A.18b/14 AND A.18k/7 THEN R ELSE N/A

	C714
IF A.1/3 AND A.18b/14 AND A.18k/8 THEN R ELSE N/A

	C715
IF A.1/3 AND A.18b/14 AND A.18k/9 THEN R ELSE N/A

	C716
IF A.1/3 AND A.18b/14 AND A.18k/10 THEN R ELSE N/A

	C717
IF A.1/3 AND A.18b/14 AND A.18k/11 THEN R ELSE N/A

	C718
IF A.1/3 AND A.18b/14 AND A.18k/12 THEN R ELSE N/A

	C719
IF A.1/3 AND A.18b/14 AND A.18k/13 THEN R ELSE N/A

	C720
IF A.1/3 AND A.18b/14 AND A.18k/14 THEN R ELSE N/A

	C721
IF A.1/3 AND A.18b/14 AND A.18k/15 THEN R ELSE N/A

	C722
IF A.1/3 AND A.18b/14 AND A.18k/16 THEN R ELSE N/A

	C723
IF A.1/3 AND A.18b/14 AND A.18k/17 THEN R ELSE N/A

	C724
IF A.1/3 AND A.18b/14 AND A.18k/18 THEN R ELSE N/A

	C725
IF A.1/3 AND A.18b/14 AND A.18k/19 THEN R ELSE N/A

	C726
IF A.1/3 AND A.16/12 THEN R ELSE N/A

	C727
IF A.1/3 AND A.18b/19 THEN R ELSE N/A

	C728
IF A.1/3 AND A.18b/20 THEN R ELSE N/A

	C729
IF A.1/3 AND A.18b/10 AND A18.b/x1 AND A.18k/1 THEN R ELSE N/A

	C730
IF A.1/3 AND A.18b/10 AND A18.b/x2 AND A.18k/1 THEN R ELSE N/A

	C731
IF A.1/1 AND A.18a/36 THEN R ELSE N/A

	C732
IF A.1/1 AND A.18a/36 AND 18f.3/3 THEN R ELSE N/A

	C733
IF C655 THEN O ELSE ( IF A.1/1 AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) THEN R ELSE N/A

	C734
IF A.1/8 AND A.18q/13.2 THEN R ELSE N/A

	C735
IF A.1/8 AND A.18q/14.2 THEN R ELSE N/A

	C736
IF A.1/8 AND A.18q/23.2 THEN R ELSE N/A

	C737
IF A.1/8 AND A.18q/23a.1 THEN R ELSE N/A

	C738
IF A.1/8 AND A.18q/23a.2 THEN R ELSE N/A

	C739
IF A.1/8 AND A.18q/23b.1 THEN R ELSE N/A

	C740
IF A.1/8 AND A.18q/23b.2 THEN R ELSE N/A

	C741
IF A.1/8 AND A.18q/23c.1 THEN R ELSE N/A

	C742
IF A.1/8 AND A.18q/23c.2 THEN R ELSE N/A

	C743
IF A.1/8 AND A.18q/23d.1 THEN R ELSE N/A

	C744
IF A.1/8 AND A.18q/23d.2 THEN R ELSE N/A

	C745
IF A.1/8 AND A.18q/25.2 THEN R ELSE N/A

	C746
IF A.1/8 AND A.18q/26.2 THEN R ELSE N/A

	C747
IF A.1/8 AND A.18q/27.2 THEN R ELSE N/A

	C748
IF A.1/8 AND A.18q/28.2 THEN R ELSE N/A

	C749
IF A.1/8 AND A.18q/29.2 THEN R ELSE N/A

	C750
IF A.1/8 AND A.18q/30.2 THEN R ELSE N/A

	C751
IF A.1/8 AND A.18q/31.2 THEN R ELSE N/A

	C752
IF A.1/8 AND A.18q/32.2 THEN R ELSE N/A

	C753
IF A.1/8 AND A.18q/33.2 THEN R ELSE N/A

	C754
IF A.1/8 AND A.18q/34.2 THEN R ELSE N/A

	C755
IF A.1/8 AND A.18q/35.2 THEN R ELSE N/A

	C756
IF A.1/3 AND A.18b/10 AND A.18k/1 AND (A.18b.1a /10 OR A.18b.1a /11 OR A.18b.1a /12)THEN R ELSE N/A

	C757
IF A.1/3 AND A.18b/10 AND A.18k/1 AND (A.18b.1a /13 OR A.18b.1a /14 OR A.18b.1a /15)THEN R ELSE N/A

	C758
IF A.1/3 AND ( A.18b/23 or A.18b/24 ) THEN R ELSE N/A

	C759
IF A.1/1 AND A.20/78 AND A.20/82 THEN R ELSE N/A

	C760
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.20/78 AND A.20/82 THEN R ELSE N/A

	C761
Void

	C762
IF A.1/1 AND A.18a/25 AND A.18a/26 AND A.18a/37 THEN R ELSE N/A

	C763
IF A.1/3 AND A.18b/20 AND A.18k/2 THEN R ELSE N/A

	C764
IF A.1/3 AND A.18b/20 AND A.18k/20 THEN R ELSE N/A

	C765
IF A.1/1 AND A.8a/5 AND A.8a/7 AND NOT (A.18a/12 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C766
IF A.1/1 AND A.8a/5 AND A.8a/9 AND NOT (A.18a/12 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C767
IF A.1/1 AND A.18a/12 AND A.8a/5 AND A.8a/8 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C768
IF A.1/1 AND A.18a/12 AND A.8a/5 AND A.8a/7 AND NOT A.8a/9 THEN R ELSE N/A

	C769
IF A.1/1 AND A.8a/6 AND A.8a/7 AND NOT (A.18a/13 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C770
IF A.1/1 AND A.8a/6 AND A.8a/9 AND NOT (A.18a/13 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C771
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/8 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C772
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/7 AND NOT A.8a/9 THEN R ELSE N/A

	C773
IF A.1/1 AND A.8a/5 AND A.8a/7 AND A.7/32 AND NOT (A.18a/12 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C774
IF A.1/1 AND A.8a/5 AND A.8a/9 AND A.7/32 AND NOT (A.18a/12 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C775
IF A.1/1 AND A.18a/12 AND A.8a/5 AND A.8a/8 AND A.7/32 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C776
IF A.1/1 AND A.18a/12 AND A.8a/5 AND A.8a/7 AND A.7/32 AND NOT A.8a/9 THEN R ELSE N/A

	C777
IF A.1/1 AND A.8a/6 AND A.8a/7 AND A.7/32 AND NOT (A.18a/13 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C778
IF A.1/1 AND A.8a/6 AND A.8a/9 AND A.7/32 AND NOT (A.18a/13 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C779
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/8 AND A.7/32 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C780
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/7 AND A.7/32 AND NOT A.8a/9 THEN R ELSE N/A

	C781
IF A.1/3 AND A.18b/23 AND A.18k/3 THEN R ELSE N/A

	C782
IF A.1/1 AND A.10/14 AND A.10/17 THEN R ELSE N/A

	C783
IF A.1/1 AND A.1/4 AND A.10/12 THEN R ELSE N/A

	C784
IF A.1/1 AND (A.18a.1a/13 OR A.18a.1a/14 OR A.18a.1a/17 OR A.18a.1a/18) THEN R ELSE N/A 

	C785
IF A.1/1 AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C786
IF A.1/3 AND A.3/2 AND A.16/12 THEN R ELSE N/A

	C787
IF A.1/3 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.16/12 THEN R ELSE N/A

	C788
IF A.1/1 AND (A.10/12 AND A.10/21) THEN R ELSE N/A

	C789
IF A.1/1 AND (A.10/12 AND (A.10/21 AND A.10/20)) THEN R ELSE N/A

	C790
IF A.1/1 AND A.18a/24 THEN R ELSE N/A

	C791
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1c/25 OR A.18a.1c/26 OR A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A

	C792
IF C791 THEN O ELSE ( IF A.1/1 AND (A.18a.1c/25 OR A.18a.1c/26 OR A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A)

	C793
IF A.1/3 AND A.18b/10 AND A.16/12 THEN R ELSE N/A

	C794
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/7 AND A.7/31 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C795
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/9 AND A.7/31 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C796
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/9 AND A.7/31 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C797
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/7 AND A.7/31 AND NOT A.8a/9 THEN R ELSE N/A

	C798
IF A.1/1 AND A.8a/6 AND A.8a/7 AND NOT (A.18a/13 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C799
IF A.1/1 AND A.8a/6 AND A.8a/9 AND NOT (A.18a/13 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C800
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/8 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C801
IF A.1/1 AND A.18a/13 AND A.8a/6 AND A.8a/7 AND NOT A.8a/9 THEN R ELSE N/A

	C802
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/7 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/8 OR A.8a/9) THEN R ELSE N/A

	C803
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.8a/9 AND NOT (A.18a/13 OR A.18a/12 OR A.8a/7 OR A.8a/8) THEN R ELSE N/A

	C804
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/9 AND NOT (A.8a/7 OR A.8a/9) THEN R ELSE N/A

	C805
IF A.1/1 AND ((A.8a/5 AND A.18a/12) OR (A.8a/6 AND A.18a/13)) AND A.8a/7 AND NOT A.8a/9 THEN R ELSE N/A

	C806
IF A.2/7 AND A.10/22 THEN R ELSE N/A

	C807
Void

	C808
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1c/27 OR A.18a.1c/28) THEN R ELSE N/A

	C809
IF A.1/1 AND (A.10/12 AND A.10/23) THEN R ELSE N/A

	C810
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.16/12  THEN R ELSE N/A

	C811
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND (A.10/12 AND A.10/21) THEN R ELSE N/A

	C812
IF A.1/1 AND A.10/23 THEN R ELSE N/A

	C813
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18)  AND (A.1/4 AND [52] A.2/41) THEN R ELSE N/A

	C814
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22  OR A.18a.1b/23 OR A.18a.1b/24) THEN R ELSE N/A

	C815
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/23 OR A.18a.1b/24)  THEN R ELSE N/A

	C816
IF A.10/24 AND A.10/25 THEN R ELSE N/A

	C817
IF A.10/24 THEN R ELSE N/A

	C818
IF A.1/1 AND (A.8a/5 OR A.8a/6) AND A.7/34 THEN R ELSE N/A

	C819
IF A.1/3 AND A.18b/10 AND A.18b/25 THEN R ELSE N/A

	C820
IF A.1/3 AND A.18b/10 AND A.18b/19 AND A.18b/25 THEN R ELSE N/A

	C821
IF A.1/1 AND A.20/38 THEN R ELSE N/A

	C822
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22  OR A.18a.1b/23 OR A.18a.1b/24) AND (A.18a.2b/1 OR A.18a.2b/2) THEN R ELSE N/A

	C823
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/23 OR A.18a.1b/24) AND (A.18a.2b/1 OR A.18a.2b/2)  THEN R ELSE N/A

	C824
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) AND (A.18a.2b /1 OR A.18a.2b /2) THEN R ELSE N/A

	C825
IF A.1/1 AND (A.18a.2b/1 OR A.18a.2b/2) THEN R ELSE N/A

	C826
IF A.1/1 AND ((A.10/12 AND A.10/23) AND A.10/26) THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.
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