Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG5 Testing  
(
R5s120875
01 Jan – 31 Dec 2012

	CR-Form-v10

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to UTRA GMM test case 12.2.1.5d

	
	

	Source to WG:
(

	Anite

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI5_Test
	
	Date: (

	2012-11-30

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In Test case 12.2.1.5d  at step 7 in test procedure sequence, SS transmits a DETACH REUEST message with the Detach Type set to ' re-attach required'. Then at step 10, SS expects Attach request from the UE on the existing RRC Connection.

However, core specification does not indicate if UE should wait for the release of existing RRC Connection or send the Attach Request on the existing connection.

Similar changes has previously been agreed for test cases in 36.523 (9.3.1.7, 9.3.1.7a and 9.2.3.1.13) by CRs R5-106114 and R5-110306 and 34.123 (12.4.1.3) by CR R5-125746.
NOTE: A draft prose CR is attached.

	
	

	Summary of change:
(

	An optional Step 9a, has been added to allow transmission of Attach request message on the new RRC Connection as well as the existing RRC connection.

A new local test step lt_ContinueAttachSteps_10To11 is also added to send the Attach Reject message.
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1.1 Change 1
	Object name 
	lt_Steps_10To11

	Reason for change
	In Test case 12.2.1.5d  at step 7 in test procedure sequence, SS transmits a DETACH REUEST message with the Detach Type set to ' re-attach required'. Then at step 10, SS expects Attach request from the UE on the existing RRC Connection.

However, core specification does not indicate if UE should wait for the release of existing RRC Connection or send the Attach Request on the existing connection.

Similar changes has previously been agreed for test cases in 36.523 (9.3.1.7, 9.3.1.7a and 9.2.3.1.13) by CRs R5-106114 and R5-110306 and 34.123 (12.4.1.3) by CR R5-125746.

NOTE: A draft prose CR is attached.

	Summary of change
	An optional Step 9a, has been added to allow transmission of Attach request message on the new RRC Connection as well as the existing RRC connection.
A new local test step lt_ContinueAttachSteps_10To11 is also added to send the Attach Reject message.
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