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	Reason for change:
	The decoding/encoding  rule for the choice in module TCAP_Definitions_Para is set to   'DIRECT_EncRule'. 

The type components defined in module CompoentsType is also set to encode 'DIRECT_EncRule'
Since the same encoding rule is specified for TTCN-3 types and ASN.1 type, its not easy for SS decoder to apply different variations.
In TTCN-2, the type “Components”  (and the other types defined in TCAP_Definitions_Para”) is defined as ASN.1 and therefore the same encoding variation “DIRECT” can be applied.


	
	

	Summary of change:
	Encoding rule for module TCAP_Definitions_Para is renamed to DIRECT_EncChoiceRule so that SS decoder can distinguish between the rules to be applied in decoding the IEs.

	
	

	Consequences if not approved:
	Choices in TCAP_Definitions_Para will not be decoded correctly.
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2 Corrections to Encoding Rules 
2.1 Renaming of encoding rule for module TCAP_Definitions_Para
	Object name 
	Applicable to all modules importing module TCAP_Definitions_Para

	Reason for change
	The decoding/encoding  rule for the choice in module TCAP_Definitions_Para is set to   'DIRECT_EncRule'. 

The type components defined in module CompoentsType is also set to encode 'DIRECT_EncRule'
Since the same encoding rule is specified for TTCN-3 types and ASN.1 type, its not easy for SS decoder to apply different variations.
In TTCN-2, the type “Components”  (and the other types defined in TCAP_Definitions_Para”) is defined as ASN.1 and therefore the same encoding variation “DIRECT” can be applied.

	Summary of change
	Encoding rule for module TCAP_Definitions_Para is renamed to DIRECT_EncChoiceRule so that SS decoder can distinguish between the rules to be applied in decoding the IEs.

	Source of change
	

	Label
	

	MCC160 Comments
	Accepted in principle, but propose to change the encoding rule for the ComponentsType instead, as shown below.  


Before:

	import from TCAP_Definitions_Para language "ASN.1:2002" all with {encode "DIRECT_EncRule"};



After:

	import from TCAP_Definitions_Para language "ASN.1:2002" all with {encode "DIRECT_EncChoiceRule"};



MCC160 implementation:

   group SS_Asn_Entry {

  type set of Component  Components;     /* @status    APPROVED (POS) */

  } with { encode "DIRECT_TTCN3EncRule"}
