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	Reason for change:
	In TTCN3 the default value of PICS pc_devicetype is set to FALSE. According to the PICS definition in 34.123-2, “Capable of benefiting from battery consumption optimisation”, the default value should be set to TRUE.

According to 25.331, cl 10.3.3.42, the IE will not be present if the UE is capable of benefiting from battery consumption optimisation other wise UE may set the value to DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW.
Hence the default value of PC_DeviceType should be TRUE from definition in 34.123-2 cl A.21/38 and 25.331, cl 10.3.3.42.


	
	

	Summary of change:
	Changed the Default value of PICS PC_DeviceType to TRUE.

	
	

	Consequences if not approved:
	The default value of PC_DeviceType is not inline with spec.

	
	

	Clauses affected:
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Change 1

	Function Name
	UTRAN34_Parameters

	Reason for change
	In TTCN3 the default value of PICS pc_devicetype is set to FALSE. According to the PICS definition in 34.123-2, “Capable of benefiting from battery consumption optimisation”, the default value should be set to TRUE.

According to 25.331, cl 10.3.3.42, the IE will not be present if the UE is capable of benefiting from battery consumption optimisation other wise UE may set the value to DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW.

Hence the default value of PC_DeviceType should be TRUE from definition in 34.123-2 cl A.21/38 and 25.331, cl 10.3.3.42.



	Summary of change
	Changed the Default value of PICS PC_DeviceType to TRUE.

	Source of change
	UTRAN34_Parameters.ttcn

	
	


Before:
	 module UTRAN34_Parameters {

  import from CommonDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;
…

//****************************************************************************

  // PICS Parameters

  //----------------------------------------------------------------------------

  modulepar boolean                     pc_4C_DBCC12                := false;
…

  modulepar boolean                     pc_DTM_SingleSlotAllocation := false;           // @desc  DTM single slot allocaUsed in Classmark 3

                                                                                        // Reference: 51.010-2 Table A.1/62

  modulepar boolean                     pc_DeviceType               := false;           // @desc  Capable of benefitting from battery consumption optimisation

                                                                                        // Reference: 34.123-2 Table A.21/38


After:
	  module UTRAN34_Parameters {

  import from CommonDefs all;

  import from UTRAN_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from UTRAN_ASP_Definitions language "ASN.1:2002" all;
…

//****************************************************************************

  // PICS Parameters

  //----------------------------------------------------------------------------

  modulepar boolean                     pc_4C_DBCC12                := false;
…

  modulepar boolean                     pc_DTM_SingleSlotAllocation := false;           // @desc  DTM single slot allocaUsed in Classmark 3

                                                                                        // Reference: 51.010-2 Table A.1/62

  modulepar boolean                     pc_DeviceType               := true;           // @desc  Capable of benefitting from battery consumption optimisation

                                                                                        // Reference: 34.123-2 Table A.21/38    


