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2 Corrections to FACILITY IE type definition
2.1 FACILITY
	Object name 
	FACILITY

	Reason for change
	The FACILITY message is incomplete, see TS 24.008 9.3.9.2 Facility (mobile station to network direction).

	Summary of change
	Optional SS_VersionInd is added.

	Module
	NAS_CommonTypeDefs.ttcn

	Label
	


Before:

	  type record FACILITY {
    TI              ti,                   // transaction identifier BITSTRING [4]
    ProtocolDiscriminator sS_ProtocolDiscriminator, // "1011" Protocol discriminator for supplementary services BITSTRING [4]
    MessageType     msgType,              // message type BITSTRING [8], for n->ue "00111010", for ue->n "xx111010" (see 24.007)
    FacilityIE      facility_Str          // M, BER enconded ASN.1 object
  };



After:

	    type record FACILITY {
    TI              ti,                   // transaction identifier BITSTRING [4]
    ProtocolDiscriminator sS_ProtocolDiscriminator, // "1011" Protocol discriminator for supplementary services BITSTRING [4]
    MessageType     msgType,              // message type BITSTRING [8], for n->ue "00111010", for ue->n "xx111010" (see 24.007)
    FacilityIE      facility_Str,          // M, BER enconded ASN.1 object
    SS_VersionInd   sS_VersionInd  optional // O for ue->n, N/A for n->ue

};
  


