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1.1 Change 1

	Function Name
	f_TC_15_3_1_UTRAN

	Reason for change
	At step 10, it is to check the response with string (“TESTNAME”), however, the current implementation will result a string of (" & v_Name & ").

	Summary of change
	changed code (""" & v_Name & """) to ("""" & v_Name & """")

	Source of change
	CLIP_CLIR_CNAP.ttcn

	
	


Before:
	function f_TC_15_3_1_UTRAN() runs on UTRAN_PTC

  { /* CNAP / Normal Operation */

    var charstring v_Name := "TESTNAME";

    var octetstring v_EncodedComponents;

    //Initialise all UTRAN cells according to 34.108

    f_UTRAN34_Init();

    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);

    f_UTRAN34_SendDefSysInfo(utran34_Cell1);

    f_UTRAN34_Preamble(utran34_Cell1);

    f_UT_SupplementaryService_CNAP(UT, ACTIVATE_MODE); // @sic R5s140990 sic@

    f_UTRAN_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UTRAN_PageCS(utran34_Cell1, terminatingConversationalCall, oct2bit(px_TMSI_Def));

    f_UTRAN34_RRC_ConnEst(utran34_Cell1, ?);

    // @siclog "Step 2" siclog@

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated,

                                        tsc_RB3,

                                        cr_U_PagRsp(?, ?)));

    // @siclog "Step 3 - 4" siclog@

    f_UTRAN_MM_Authentication();

    // @siclog "Step 5 - 6" siclog@

    f_UTRAN_RRC_Security(utran34_Cell1, true, cs_domain);

    // @siclog "Step 7" siclog@

    v_EncodedComponents := f_SS_EncodeComponents(cs_Components(cs_InvokeComponent(cs_InvokeNotify(tsc_InvokeId, '19'O, -, -, -, -, -, cs_NameIndicator(v_Name))))); // @sic R5s140990 sic@

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_SetupMTCall_SS(cs_BcapSpeechMT, -, cs_FacilityIE_tlv(v_EncodedComponents))));

    // @siclog "Step 8" siclog@

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_CallConfirmed(?)));

    // @siclog "Step 9" siclog@

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_Alerting(?)));

    // @siclog "Step 10" siclog@

    if (f_UT_ChkNameDisplayed(UT, """ & v_Name & """)) { // @sic R5s140990, R5s150084 sic@

      f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 10");

    } else {

      f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 10");

    }

    f_UTRAN_TestBody_Set(false);

    f_UTRAN_CC_Disconnect(utran34_Cell1, cs_TI_MT); // @sic R5s140611 sic@

    f_UTRAN34_SwitchPower_Off(utran34_Cell1, U2_CONNECTED, NotSpecified);

    f_UTRAN_ReleaseCell(utran34_Cell1, f_UTRAN_CellInfo_GetConfigType(utran34_Cell1));

  }

…


After:
	function f_TC_15_3_1_UTRAN() runs on UTRAN_PTC

  { /* CNAP / Normal Operation */

    var charstring v_Name := "TESTNAME";

    var octetstring v_EncodedComponents;

    //Initialise all UTRAN cells according to 34.108

    f_UTRAN34_Init();

    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);

    f_UTRAN34_SendDefSysInfo(utran34_Cell1);

    f_UTRAN34_Preamble(utran34_Cell1);

    f_UT_SupplementaryService_CNAP(UT, ACTIVATE_MODE); // @sic R5s140990 sic@

    f_UTRAN_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UTRAN_PageCS(utran34_Cell1, terminatingConversationalCall, oct2bit(px_TMSI_Def));

    f_UTRAN34_RRC_ConnEst(utran34_Cell1, ?);

    // @siclog "Step 2" siclog@

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated,

                                        tsc_RB3,

                                        cr_U_PagRsp(?, ?)));

    // @siclog "Step 3 - 4" siclog@

    f_UTRAN_MM_Authentication();

    // @siclog "Step 5 - 6" siclog@

    f_UTRAN_RRC_Security(utran34_Cell1, true, cs_domain);

    // @siclog "Step 7" siclog@

    v_EncodedComponents := f_SS_EncodeComponents(cs_Components(cs_InvokeComponent(cs_InvokeNotify(tsc_InvokeId, '19'O, -, -, -, -, -, cs_NameIndicator(v_Name))))); // @sic R5s140990 sic@

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_SetupMTCall_SS(cs_BcapSpeechMT, -, cs_FacilityIE_tlv(v_EncodedComponents))));

    // @siclog "Step 8" siclog@

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_CallConfirmed(?)));

    // @siclog "Step 9" siclog@

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_Alerting(?)));

    // @siclog "Step 10" siclog@

    if (f_UT_ChkNameDisplayed(UT, """" & v_Name & """")) { // @sic R5s140990, R5s150084 sic@ //Anite

      f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 10");

    } else {

      f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 10");

    }

    f_UTRAN_TestBody_Set(false);

    f_UTRAN_CC_Disconnect(utran34_Cell1, cs_TI_MT); // @sic R5s140611 sic@

    f_UTRAN34_SwitchPower_Off(utran34_Cell1, U2_CONNECTED, NotSpecified);

    f_UTRAN_ReleaseCell(utran34_Cell1, f_UTRAN_CellInfo_GetConfigType(utran34_Cell1));

  }

…


1.2 Change 2

	Function Name
	f_TC_15_3_2_UTRAN

	Reason for change
	At step 11, it is to check the response with string (“TESTNAME”), however, the current implementation will result a string of (" & v_Name & ").

	Summary of change
	changed code (""" & v_Name & """) to ("""" & v_Name & """")

	Source of change
	CLIP_CLIR_CNAP.ttcn

	
	


Before:
	function f_TC_15_3_2_UTRAN() runs on UTRAN_PTC

  { /* CNAP/Normal Operation: Name indication contained in Facility message */

    var charstring v_Name := "TESTNAME";

    var octetstring v_EncodedComponents;

    var TI v_TI_R := f_NAS_TI_Init(cs_TI_MT);

    var TI v_TI_S;

    //Initialise all UTRAN cells according to 34.108

    f_UTRAN34_Init();

    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);

    f_UTRAN34_SendDefSysInfo(utran34_Cell1);

    f_UTRAN34_Preamble(utran34_Cell1);

    f_UTRAN_TestBody_Set(true);

    f_UT_SupplementaryService_CNAP(UT, ACTIVATE_MODE); // @sic R5s140992 sic@

    // @siclog "Step 1" siclog@

    // Mobile terminated establishment of Radio Resource Connection

    f_UTRAN_PageCS(utran34_Cell1, terminatingConversationalCall, oct2bit(px_TMSI_Def));

    f_UTRAN34_RRC_ConnEst(utran34_Cell1, ?);

    // @siclog "Step 2" siclog@

    // PAGING RESPONSE

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated,

                                        tsc_RB3,

                                        cr_U_PagRsp(?, ?)));

    // @siclog "Step 3 - 4" siclog@

    // AUTHENTICATION REQUEST/RESPONSE

    f_UTRAN_MM_Authentication();

    // @siclog "Step 5 - 6" siclog@

    // SECURITY MODE COMMAND/COMPLETE

    f_UTRAN_RRC_Security(utran34_Cell1, true, cs_domain);

    // @siclog "Step 7" siclog@

    // Send SETUP

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_SetupMTCall_SS(cs_BcapSpeechMT, -, -))); // @sic R5s140992 sic@

    // @siclog "Step 8" siclog@

    // Receive CALL CONFIRMED

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_CallConfirmed(?)));

    // @siclog "Step 9" siclog@

    // Receive ALERTING message

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_Alerting(?)));

    v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '0'B); // @sic R5s140992 sic@

    // @siclog "Step 10" siclog@

    // Send FACILITY

    v_EncodedComponents := f_SS_EncodeComponents(cs_Components(cs_InvokeComponent(cs_InvokeNotify(tsc_InvokeId, '19'O, -, -, -, -, -, cs_NameIndicator(v_Name))))); // @sic R5s140990 sic@

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_Facility_CallControl(v_TI_S, cs_FacilityIE_lv(v_EncodedComponents)))); // @sic R5s140992 sic@

    // @siclog "Step 11" siclog@

    // The UE shall display the calling nameIndicator.

    if (f_UT_ChkNameDisplayed(UT, """ & v_Name & """)) { // @sic R5s140990, R5s150084 sic@

      f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 11");

    } else {

      f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 11");

    }

    …


After:
	function f_TC_15_3_2_UTRAN() runs on UTRAN_PTC

  { /* CNAP/Normal Operation: Name indication contained in Facility message */

    var charstring v_Name := "TESTNAME";

    var octetstring v_EncodedComponents;

    var TI v_TI_R := f_NAS_TI_Init(cs_TI_MT);

    var TI v_TI_S;

    //Initialise all UTRAN cells according to 34.108

    f_UTRAN34_Init();

    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);

    f_UTRAN34_SendDefSysInfo(utran34_Cell1);

    f_UTRAN34_Preamble(utran34_Cell1);

    f_UTRAN_TestBody_Set(true);

    f_UT_SupplementaryService_CNAP(UT, ACTIVATE_MODE); // @sic R5s140992 sic@

    // @siclog "Step 1" siclog@

    // Mobile terminated establishment of Radio Resource Connection

    f_UTRAN_PageCS(utran34_Cell1, terminatingConversationalCall, oct2bit(px_TMSI_Def));

    f_UTRAN34_RRC_ConnEst(utran34_Cell1, ?);

    // @siclog "Step 2" siclog@

    // PAGING RESPONSE

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated,

                                        tsc_RB3,

                                        cr_U_PagRsp(?, ?)));

    // @siclog "Step 3 - 4" siclog@

    // AUTHENTICATION REQUEST/RESPONSE

    f_UTRAN_MM_Authentication();

    // @siclog "Step 5 - 6" siclog@

    // SECURITY MODE COMMAND/COMPLETE

    f_UTRAN_RRC_Security(utran34_Cell1, true, cs_domain);

    // @siclog "Step 7" siclog@

    // Send SETUP

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_SetupMTCall_SS(cs_BcapSpeechMT, -, -))); // @sic R5s140992 sic@

    // @siclog "Step 8" siclog@

    // Receive CALL CONFIRMED

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_CallConfirmed(?)));

    // @siclog "Step 9" siclog@

    // Receive ALERTING message

    U_Dc.receive(car_UplinkDirectTransfer(utran_CellDedicated,

                                          tsc_RB3,

                                          cr_U_Alerting(?)));

    v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '0'B); // @sic R5s140992 sic@

    // @siclog "Step 10" siclog@

    // Send FACILITY

    v_EncodedComponents := f_SS_EncodeComponents(cs_Components(cs_InvokeComponent(cs_InvokeNotify(tsc_InvokeId, '19'O, -, -, -, -, -, cs_NameIndicator(v_Name))))); // @sic R5s140990 sic@

    U_Dc.send(cas_DataReq_CS(utran_CellDedicated,

                             tsc_RB3,

                             cs_U_Facility_CallControl(v_TI_S, cs_FacilityIE_lv(v_EncodedComponents)))); // @sic R5s140992 sic@

    // @siclog "Step 11" siclog@

    // The UE shall display the calling nameIndicator.

    if (f_UT_ChkNameDisplayed(UT, """" & v_Name & """")) { // @sic R5s140990, R5s150084 sic@

      f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 11");

    } else {

      f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 11");

    }

    f_UTRAN_TestBody_Set(false);

    f_UTRAN_CC_Disconnect(utran34_Cell1, cs_TI_MT); // @sic R5s140611 sic@

    f_UTRAN34_SwitchPower_Off(utran34_Cell1, U2_CONNECTED, NotSpecified);

    f_UTRAN_ReleaseCell(utran34_Cell1, f_UTRAN_CellInfo_GetConfigType(utran34_Cell1));

  } 

…

…


