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2 Correction to test case 8.1.5.7
2.1 fl_UTRAN34_CheckCapabilitiesIn_RrcConnectionRequest
	Object name 
	fl_UTRAN34_CheckCapabilitiesIn_RrcConnectionRequest

	Reason for change
	If pc_eTDD or pc_eFDD condition is met,  and the pre_redirectionInfo IE is not present, then TTCN assigns a fail verdict and does not exit the condition, it carries on to perform Xor (if (pc_eFDD xor p_RRCConnectionRequest.) to check for supportEUTRA_FDD. 
If the IE is not sent by the UE, xor function will result in runtime error

	Summary of change
	Modified the function to perform ispresent on pre_redirectionInfo and perform the necessary check and assign a fail verdict if the IE is not present.
2) correct pre-redirection spelling.

	Module
	/UTRAN/8_1/UTRAN34_UE_CapabilityInfo.ttcn

	Label
	WA#


Before change: 

	  function fl_UTRAN34_CheckCapabilitiesIn_RrcConnectionRequest(RRCConnectionRequest p_RRCConnectionRequest) runs on UTRAN_PTC

  {

    var UTRAN_FddTddMessageClass_Type v_TestCaseRelease := f_UTRAN_ConfigurationInfo_TestCaseRelease_Get();

    // Pre-redirection info

    if (pc_eTDD or pc_eFDD) {

      // Pre-redirection info shall be present

      if (not ispresent(p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Pre-redirection info shall be present");

      }

      if (pc_eFDD xor p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo.supportEUTRA_FDD) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_eFDD pre-redrection info not matching received template");

      }

      if (pc_eTDD xor p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo.supportEUTRA_TDD) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_eTDD pre-redrection info not matching received template");

      }



After change: 

	  function fl_UTRAN34_CheckCapabilitiesIn_RrcConnectionRequest(RRCConnectionRequest p_RRCConnectionRequest) runs on UTRAN_PTC

  {

    var UTRAN_FddTddMessageClass_Type v_TestCaseRelease := f_UTRAN_ConfigurationInfo_TestCaseRelease_Get();

    // Pre-redirection info

    if (pc_eTDD or pc_eFDD) {

     //WA#8_1_5_7 changing the logic as pre_redirectionInfo.supportEUTRA_FDD is not present then using xor will cause run time error and corrected spelling errors

      // Pre-redirection info shall be present
      if (ispresent(p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo)) 

      {

      if (pc_eFDD xor p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo.supportEUTRA_FDD) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_eFDD pre-redirection info not matching received template");

      }

      if (pc_eTDD xor p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo.supportEUTRA_TDD) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_eTDD pre-redirection info not matching received template");

      }

      } 

      else {

        f_SetVerdict(fail, __FILE__, __LINE__, "Pre-redirection info shall be present");

      }
    } else if (ispresent(p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo)) {

      // If Pre-redirection info is present, FDD and TDD fields shall be set to false

      if (p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo.supportEUTRA_FDD) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_eFDD pre-redirection info not matching received template");

      }

      if (p_RRCConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.v690NonCriticalExtensions.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v7b0NonCriticalExtensions.v860NonCriticalExtensions.rrcConnectionRequest_v860ext.pre_redirectionInfo.supportEUTRA_TDD) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_eTDD pre-redirection info not matching received template");

      }

    }


2.2 fl_UTRAN34_CheckCapabilityContainerExtension
	Object name 
	fl_UTRAN34_CheckCapabilityContainerExtension

	Reason for change
	In this function the detail checking of bands 
Bands 1..7 (fl_UTRAN34_CheckBands1_To7)

Bands 8..22(fl_UTRAN34_CheckBands8_To22)

Bands 23 and above (fl_UTRAN34_CheckBands23_AndAbove)

Is checked in detail only if one of the appropriate band pics are set.

For e.g if none of the 8..22 band pics are set then the check for bands 8..22 is not performed and could cause a non conformant UE to pass the test case.

	Summary of change
	Added an else condition to cross check if none of the bands are set then to check for presence of the relavent Ies for the appropriate band and assign a fail verdict.

	Module
	/UTRAN/8_1/UTRAN34_UE_CapabilityInfo.ttcn

	Label
	WA#


Before change: 

	  function  fl_UTRAN34_CheckCapabilityContainerExtension(RRCConnectionSetupComplete p_RRCConnectionSetupComplete,

                                                         RRCConnectionSetupComplete_r3_add_ext_IEs p_UE_CapabilityContainer_r3_add_ext)

  {

   …
    // Check Bands 1 to 7

    if (pc_Band1_Supp or pc_Band2_Supp or pc_Band3_Supp or pc_Band4_Supp or pc_Band5_Supp or pc_Band7_Supp) {

      if (not ispresent(p_RRCConnectionSetupComplete.v370NonCriticalExtensions)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 1 to 7 not reported in rrcConnectionSetupComplete_v370ext");

      } else {

        fl_UTRAN34_CheckBands1_To7(p_RRCConnectionSetupComplete.v370NonCriticalExtensions.rrcConnectionSetupComplete_v370ext.ue_RadioAccessCapability_v370ext.ue_RadioAccessCapabBandFDDList);

      }

    }

    // Check bands from 8 to 22

    if (pc_Band8_Supp or pc_Band9_Supp  or pc_Band10_Supp or pc_Band11_Supp or pc_Band12_Supp or pc_Band13_Supp or

        pc_Band14_Supp or pc_Band19_Supp or pc_Band21_Supp or pc_Band22_Supp) {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.rrcConnectionSetupComplete_v650ext)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 8 to 22 not reported in rrcConnectionSetupComplete_v650ext");

      } else {

        fl_UTRAN34_CheckBands8_To22(p_UE_CapabilityContainer_r3_add_ext.rrcConnectionSetupComplete_v650ext.ue_RadioAccessCapability_v650ext.ue_RadioAccessCapabBandFDDList2);

      }

    }

    // Check bands above band 22

    if (pc_Band25_Supp or pc_Band26_Supp)  {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.rrcConnectionSetupCompleteBand_va40ext.ue_RadioAccessCapabBand)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Bands above 23 not reported in rrcConnectionSetupComplete");

      } else {

        fl_UTRAN34_CheckBands23_AndAbove(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.rrcConnectionSetupCompleteBand_va40ext.ue_RadioAccessCapabBand.ue_RadioAccessCapabBandFDDList5);

      }

    }

  }


After change: 

	    function  fl_UTRAN34_CheckCapabilityContainerExtension(RRCConnectionSetupComplete p_RRCConnectionSetupComplete,

                                                         RRCConnectionSetupComplete_r3_add_ext_IEs p_UE_CapabilityContainer_r3_add_ext)

  {

   …
    // Check Bands 1 to 7

    if (pc_Band1_Supp or pc_Band2_Supp or pc_Band3_Supp or pc_Band4_Supp or pc_Band5_Supp or pc_Band7_Supp) {

      if (not ispresent(p_RRCConnectionSetupComplete.v370NonCriticalExtensions)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 1 to 7 not reported in rrcConnectionSetupComplete_v370ext");

      } else {

        fl_UTRAN34_CheckBands1_To7(p_RRCConnectionSetupComplete.v370NonCriticalExtensions.rrcConnectionSetupComplete_v370ext.ue_RadioAccessCapability_v370ext.ue_RadioAccessCapabBandFDDList);

      }

    }

    else { //WA#8.1.5.7

    if  (ispresent(p_RRCConnectionSetupComplete.v370NonCriticalExtensions)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 1to 7 does not match the pics declaration");
   }

   }

    // Check bands from 8 to 22

    if (pc_Band8_Supp or pc_Band9_Supp  or pc_Band10_Supp or pc_Band11_Supp or pc_Band12_Supp or pc_Band13_Supp or

        pc_Band14_Supp or pc_Band19_Supp or pc_Band21_Supp or pc_Band22_Supp) {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.rrcConnectionSetupComplete_v650ext)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 8 to 22 not reported in rrcConnectionSetupComplete_v650ext");

      } else {

        fl_UTRAN34_CheckBands8_To22(p_UE_CapabilityContainer_r3_add_ext.rrcConnectionSetupComplete_v650ext.ue_RadioAccessCapability_v650ext.ue_RadioAccessCapabBandFDDList2);

      }

    }

    else { //WA#8.1.5.7

    if  (ispresent(p_UE_CapabilityContainer_r3_add_ext.rrcConnectionSetupComplete_v650ext)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 8 to 22 does not match the pics declaration");
   }

   }

    // Check bands above band 22

    if (pc_Band25_Supp or pc_Band26_Supp)  {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.rrcConnectionSetupCompleteBand_va40ext.ue_RadioAccessCapabBand)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Bands above 23 not reported in rrcConnectionSetupComplete");

      } else {

        fl_UTRAN34_CheckBands23_AndAbove(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.rrcConnectionSetupCompleteBand_va40ext.ue_RadioAccessCapabBand.ue_RadioAccessCapabBandFDDList5);

      }

    }

    else { //WA#8.1.5.7

    if (ispresent(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.rrcConnectionSetupCompleteBand_va40ext.ue_RadioAccessCapabBand)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Bands above 23 does not match the pics declaration");
   }



2.3 fl_UTRAN34_CheckCapabilityContainerExtension
	Object name 
	fl_UTRAN34_CheckCapabilityContainerExtension_InUECapabilityInformation

	Reason for change
	In this function the detail checking of bands 

Bands 1..7 (fl_UTRAN34_CheckBands1_To7)

Bands 8..22(fl_UTRAN34_CheckBands8_To22)

Bands 23 and above (fl_UTRAN34_CheckBands23_AndAbove)

Is checked in detail only if one of the appropriate band pics are set.

For e.g if none of the 8..22 band pics are set then the check for bands 8..22 is not performed and could cause a non conformant UE to pass the test case.

	Summary of change
	Added an else condition to cross check if none of the bands are set then to check for presence of the relavent Ies for the appropriate band and assign a fail verdict.

	Module
	/UTRAN/8_1/UTRAN34_UE_CapabilityInfo.ttcn

	Label
	WA#


Before change: 

	    function fl_UTRAN34_CheckCapabilityContainerExtension_InUECapabilityInformation(UECapabilityInformation p_UECapabilityInformation,

                                                                                  UECapabilityInformation_r3_add_ext_IEs p_UE_CapabilityContainer_r3_add_ext)

  {

   ….
    // Check Bands 1 to 7

    if (pc_Band1_Supp or pc_Band2_Supp or pc_Band3_Supp or pc_Band4_Supp or pc_Band5_Supp or pc_Band7_Supp) {

      if (not ispresent(p_UECapabilityInformation.v370NonCriticalExtensions)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 1 to 7 not reported in ueCapabilityInformation-v370ext");

      } else {

        fl_UTRAN34_CheckBands1_To7(p_UECapabilityInformation.v370NonCriticalExtensions.ueCapabilityInformation_v370ext.ue_RadioAccessCapability_v370ext.ue_RadioAccessCapabBandFDDList);

      }

    }

    // Check bands from 8 to 22

    if (pc_Band8_Supp or pc_Band9_Supp  or pc_Band10_Supp or pc_Band11_Supp or pc_Band12_Supp or pc_Band13_Supp or

        pc_Band14_Supp or pc_Band19_Supp or pc_Band21_Supp or pc_Band22_Supp) {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.ueCapabilityInformation_v650ext)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 8 to 22 not reported in rrcConnectionSetupComplueCapabilityInformationete_v650ext");

      } else {

        fl_UTRAN34_CheckBands8_To22(p_UE_CapabilityContainer_r3_add_ext.ueCapabilityInformation_v650ext.ue_RadioAccessCapability_v650ext.ue_RadioAccessCapabBandFDDList2);

      }

    }

    // Check bands above band 22

    if (pc_Band25_Supp or pc_Band26_Supp)  {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.ueCapabilityInformation_va40ext.ue_RadioAccessCapabBand)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Bands above 23 not reported in rrcConnectionSetupComplete");

      } else {

        fl_UTRAN34_CheckBands23_AndAbove(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.ueCapabilityInformation_va40ext.ue_RadioAccessCapabBand.ue_RadioAccessCapabBandFDDList5);

      }

    }

  }



After change: 

	     function fl_UTRAN34_CheckCapabilityContainerExtension_InUECapabilityInformation(UECapabilityInformation p_UECapabilityInformation,

                                                                                  UECapabilityInformation_r3_add_ext_IEs p_UE_CapabilityContainer_r3_add_ext)

  {

    // Check band 1 only

    // If UE supports only FDD band 1 and UE does not support GSM and UE does not support E-UTRA

    // Check the band capabilities in RRCConnectionSetupComplete.ue-RadioAccessCapability

    if (pc_Band1_Supp and

        not (pc_Band2_Supp or pc_Band3_Supp or pc_Band4_Supp or pc_Band5_Supp or pc_Band7_Supp or pc_Band8_Supp

             or pc_Band9_Supp  or pc_Band10_Supp or pc_Band11_Supp or pc_Band12_Supp or pc_Band13_Supp or pc_Band14_Supp

             or pc_Band19_Supp or pc_Band21_Supp or pc_Band22_Supp or pc_Band25_Supp or pc_Band26_Supp

             or pc_GSM_450_BAND or pc_GSM_480_BAND or pc_GSM_850_BAND or pc_P_GSM_900_BAND or pc_E_GSM_900_BAND or pc_DCS_1800_BAND or pc_PCS_1900_BAND

             or pc_eFDD or pc_eTDD)) {

      // Check RF capability FDD

      if (not ispresent(p_UECapabilityInformation.ue_RadioAccessCapability.rf_Capability.fddRF_Capability)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "RF capability FDD reported not included");

      }

      else {

        //  Check UE power class

        fl_CheckUE_PowerClass(p_UECapabilityInformation.ue_RadioAccessCapability.rf_Capability.fddRF_Capability.ue_PowerClass); //@sic R5-144227 sic@

        if (not match(p_UECapabilityInformation.ue_RadioAccessCapability.rf_Capability.fddRF_Capability.txRxFrequencySeparation, default_TxRx_separation)) {

          f_SetVerdict(fail, __FILE__, __LINE__, "txRxFrequencySeparation does not match received statement");

        }

      }

    }

    // Check Bands 1 to 7

    if (pc_Band1_Supp or pc_Band2_Supp or pc_Band3_Supp or pc_Band4_Supp or pc_Band5_Supp or pc_Band7_Supp) {

      if (not ispresent(p_UECapabilityInformation.v370NonCriticalExtensions)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 1 to 7 not reported in ueCapabilityInformation-v370ext");

      } else {

        fl_UTRAN34_CheckBands1_To7(p_UECapabilityInformation.v370NonCriticalExtensions.ueCapabilityInformation_v370ext.ue_RadioAccessCapability_v370ext.ue_RadioAccessCapabBandFDDList);

      }

    }

    else { //WA#8.1.5.7

    if  (ispresent(p_UECapabilityInformation.v370NonCriticalExtensions)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 1to 7 does not match the pics declaration");
   }

   }

    // Check bands from 8 to 22

    if (pc_Band8_Supp or pc_Band9_Supp  or pc_Band10_Supp or pc_Band11_Supp or pc_Band12_Supp or pc_Band13_Supp or

        pc_Band14_Supp or pc_Band19_Supp or pc_Band21_Supp or pc_Band22_Supp) {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.ueCapabilityInformation_v650ext)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 8 to 22 not reported in rrcConnectionSetupComplueCapabilityInformationete_v650ext");

      } else {

        fl_UTRAN34_CheckBands8_To22(p_UE_CapabilityContainer_r3_add_ext.ueCapabilityInformation_v650ext.ue_RadioAccessCapability_v650ext.ue_RadioAccessCapabBandFDDList2);

      }

    }

     else { //WA#8.1.5.7

    if  (ispresent(p_UE_CapabilityContainer_r3_add_ext.ueCapabilityInformation_v650ext)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Band 8 to 22 does not match the pics declaration");
   }

   }

    // Check bands above band 22

    if (pc_Band25_Supp or pc_Band26_Supp)  {

      if (not ispresent(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.ueCapabilityInformation_va40ext.ue_RadioAccessCapabBand)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Bands above 23 not reported in rrcConnectionSetupComplete");

      } else {

        fl_UTRAN34_CheckBands23_AndAbove(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.ueCapabilityInformation_va40ext.ue_RadioAccessCapabBand.ue_RadioAccessCapabBandFDDList5);

      }

    }

    else { //WA#8.1.5.7

    if  (ispresent(p_UE_CapabilityContainer_r3_add_ext.v680NonCriticalExtensions.v7e0NonCriticalExtensions.v7f0NonCriticalExtensions.va40NonCriticalExtensions.ueCapabilityInformation_va40ext.ue_RadioAccessCapabBand)) {

        f_SetVerdict(fail, __FILE__, __LINE__, "Bands above 23  does not match the pics declaration");

   }
   }

  }


2.4 fl_UTRAN34_CheckCapabilityContainerExtension
	Object name 
	fl_UTRAN34_CheckCapabilityContainerExtension_InUECapabilityInformation

	Reason for change
	The conditon is checking the HSDPA category of the UE, but the fail verdict does not indicate the correct pics that it is checking against

	Summary of change
	Changed the fail verdict comment to pc_HSDSCH_UE_Category_FDD

	Module
	/UTRAN/8_1/UTRAN34_UE_CapabilityInfo.ttcn

	Label
	WA#


Before change: 

	     function fl_UTRAN34_CheckCapabilitiesRRCConnectionSetupComplete(RRCConnectionSetupComplete p_RRCConnectionSetupComplete) runs on UTRAN_PTC

  {

    var UTRAN_FddTddMessageClass_Type v_TestCaseRelease :=  f_UTRAN_ConfigurationInfo_TestCaseRelease_Get();

  …
    // If present, check the category is correctly set

    if (ischosen(p_RRCConnectionSetupComplete.v370NonCriticalExtensions.v380NonCriticalExtensions.v3a0NonCriticalExtensions.laterNonCriticalExtensions.v3g0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.rrcConnectionSetupComplete_v590ext.ue_RadioAccessCapability_v590ext.physicalChannelCapability.fdd_hspdsch.supported)) {

      // @sic R5w140207 sic@

      if (pc_HSDSCH_UE_Category_FDD != p_RRCConnectionSetupComplete.v370NonCriticalExtensions.v380NonCriticalExtensions.v3a0NonCriticalExtensions.laterNonCriticalExtensions.v3g0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.rrcConnectionSetupComplete_v590ext.ue_RadioAccessCapability_v590ext.physicalChannelCapability.fdd_hspdsch.supported.hsdsch_physical_layer_category) {

        f_SetVerdict(fail, __FILE__, __LINE__, " pc_HSDPA_FDD not matching the received statement");//WA#8.1.5.7

      }

    }



After change: 

	     function fl_UTRAN34_CheckCapabilitiesRRCConnectionSetupComplete(RRCConnectionSetupComplete p_RRCConnectionSetupComplete) runs on UTRAN_PTC

  {

    var UTRAN_FddTddMessageClass_Type v_TestCaseRelease :=  f_UTRAN_ConfigurationInfo_TestCaseRelease_Get();

  …
    // If present, check the category is correctly set

    if (ischosen(p_RRCConnectionSetupComplete.v370NonCriticalExtensions.v380NonCriticalExtensions.v3a0NonCriticalExtensions.laterNonCriticalExtensions.v3g0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.rrcConnectionSetupComplete_v590ext.ue_RadioAccessCapability_v590ext.physicalChannelCapability.fdd_hspdsch.supported)) {

      // @sic R5w140207 sic@

      if (pc_HSDSCH_UE_Category_FDD != p_RRCConnectionSetupComplete.v370NonCriticalExtensions.v380NonCriticalExtensions.v3a0NonCriticalExtensions.laterNonCriticalExtensions.v3g0NonCriticalExtensions.v4b0NonCriticalExtensions.v590NonCriticalExtensions.rrcConnectionSetupComplete_v590ext.ue_RadioAccessCapability_v590ext.physicalChannelCapability.fdd_hspdsch.supported.hsdsch_physical_layer_category) {

        f_SetVerdict(fail, __FILE__, __LINE__, "pc_HSDSCH_UE_Category_FDD not matching the received statement");//WA#8.1.5.7

      }

    }



