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	Reason for change:
	At step1 , the AT command used was to change the password instead of activating the BOIC (Barring of outgoing international calls) supplementary service

	
	

	Summary of change:
	BOIC (Barring of outgoing international calls) supplementary service Activation AT command is used instead of the change password AT command

	
	

	Consequences if not approved:
	A Conformant UE may fail this test case
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	Other comments:
	To correct the TTCN implementation w.r.t CR R5-153702

	
	


Change 1 
	Function name
	function f_TC_15_8_5_UTRAN

	Reason for change
	At step1 , the AT command used was to change the password instead of activating the BOIC (Barring of outgoing international calls) supplementary service.

	Summary of change
	BOIC (Barring of outgoing international calls) supplementary service Activation AT command is used instead of the change password AT command 

	TTCN module
	SSNITZ/15/CallRestriction.ttcn

	MCC160 Comment
	


Before change

  function f_TC_15_8_5_UTRAN() runs on UTRAN_PTC

  { /* Call restriction - Rejection after invoke of ActivateSS operation */

    var SS_ReceiveRegisterResult_Type v_ReceiveRegisterResult;

    var Components v_FacilityInvokeBarring;

    var octetstring v_FacilityReturn;

    var TI v_TI_R;

    var TI v_TI_S;
//…

    // @siclog "Step 1" siclog@

    // The UE is made to initiate an activation of BOIC (Barring of outgoing international calls) supplementary service

    f_UT_SS_ChangePassword(UT,

                           SS_BOIC,

                           tsc_SS_Password, //Old PWD

                           tsc_SS_NewPassword);
//….

    }

  };
 After change

function f_TC_15_8_5_UTRAN() runs on UTRAN_PTC

  { /* Call restriction - Rejection after invoke of ActivateSS operation */

    var SS_ReceiveRegisterResult_Type v_ReceiveRegisterResult;

    var Components v_FacilityInvokeBarring;

    var octetstring v_FacilityReturn;

    var TI v_TI_R;

    var TI v_TI_S;
//…

    // @siclog "Step 1" siclog@

    // The UE is made to initiate an activation of BOIC (Barring of outgoing international calls) supplementary service

        f_UT_SupplementaryService_CallBarring(UT,

                                          ACTIVATE_MODE,

                                          SS_BOIC);
//….

    }

  };
