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1. Introduction
RP-100885, for agreed for specifing HRPD over head message contents in 36.508. 3GPP-2 sourced document R5-104643 "C2k OTA recommended parameters settings" and was noted in RAN5#48; RP-100885 was based on previous informal version of over head parameters provided by 3GPP-2; This document attempts to compare RP-100885 specified parameters with latest suggested values in R5-104643 to study if further changes are needed;

2. Comparison
Following convention is followed in preparing this document;

· Parameters in RP-100885 are taken as starting point

· Parameters which have same values as in  R5-104643, not disturbed
· for parameters, which have differnt values, R5-104643 values are added with change marks
· parameters non existing in RP-100885 but defined in R5-104643 are introduced with change marks and highlighted with RED;
2.1 QuickConfig
Table 4.4.7.1-1: QuickConfig in 36.508
	Derivation Path: C.S0024-B clause 7.11.6.2.1

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	0x0
	0-255;
	

	ColorCode
	See table 4.4.2-3
	0 – 255
	

	SectorID24
	Least significant 24 bits of Sector ID given in table 4.4.2-3
	24 bits
	

	SectorSignature
	0x4 or 0x1 Derived
	16 bits
	

	AccessSignature
	0x1 Derived
	16 bits
	

	Redirect
	0X0
	0-1 
	

	RPCCount63To0
	59
	0-63
	

	ForwardTrafficValid63To0
	0x1
	0-1; RPCCount63To0 occurances
	

	RPCCount127To64Included
	0x1 Derived.
	0 or 1 bits
	

	RPCCount127To64
	63 Derived.
	0 or 6 bits
	

	ForwardTrafficValid127To64
	0x0
	0 or 1 bits;RPCCount127To64 occurances
	

	RPCCount130To383Included
	Not Present Derived.
	0 or 1 bits
	

	RPCCount130To383
	Not Present Derived.
	0 or 8 bits
	

	ForwardTrafficValid130To383
	Not Present 0x1
	0 or 1 bits
	

	OtherRATAvailable
	1/0/Omit
	If included, use 1 for for Inter Technology Handoff tests, otherwise 0.
	

	OtherRATTXCycle
	‘000’
	
	

	OtherRATSignature
	Derived.
	Based on OtherRAT Overhead changes.
	

	APIDMIncluded
	Not Included
	Used for Femto Access Point.
	

	APIDTMIncluded 
	Not Included
	Used for Femto Access Point.
	

	APPIMIncluded
	Not Included
	Used for Femto Access Point.
	

	APPIMTXCycle
	Not Included
	Used for Femto Access Point.
	

	Reserved
	0X0
	0 – 7 bits as needed all set to zero
	


Conclusion: Values defined in RP-100885 seems fine; New fields identified in R5-104643 are not defined in version 3.0 of C.S0024-B.
2.2 SectorParameters
The SectorParameters message is used to convey sector specific information to the access terminals.

Table 4.4.7.1-2: SectorParameters in 36.508
	Derivation Path: C.S0024-B clause 7.11.6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	0x01
	0-255
	

	CountryCode
	See table 4.4.2-3 0x1
	0 – 999;Depends on test case
	

	SectorID
	See table 4.4.2-3 0x80
	128 bit value ;
	

	SubnetMask
	0x40
	8 bits
	

	SectorSignature
	0x4 or 0x1
	16 bits
	

	Latitude
	0x0 or 686512
	22 bits
	

	Longitude
	0x0 or -1686032
	23 bits
	

	RouteUpdateRadiusOverhead
	0x0
	11 bits
	

	LeapSeconds
	0x0 dynamic
	8 bits
	

	LocalTimeOffset
	0x0
	11 bits
	

	ReverseLinkSilenceDuration
	0x1 or 0x0
	2 bits
	

	ReverseLinkSilencePeriod
	0x1 or 0x0
	2 bits
	

	ChannelCount
	0x1
	5 bits
	

	Channel
	
	24 bits; ChannelCount occurances;
Sub-clause 13.1 in 3GPP2 C.S0024-B v3.0
	

	    SystemType
	0x00
	8 bits
	

	    BandClass
	Set according to PIXIT parameter
	5 bits; Depends on test case
	

	    ChannelNumber
	Set according to PIXIT parameter
	11 bits; Depends on BandClass
	

	NeighborCount
	0x0
	5 bits;
	No_NeighPNInc

	
	16
	
	NeighPNInc

	NeighborPilotPN
	Not Present 
	
	No_NeighPNInc

	
	Pilots PN's of configured cells [FFS]
	
	NeighPNInc

	NeighborChannelIncluded
	0x0
	1 bit
	

	NeighborChannel
	Not Present
	0 or 24 bits; NeighbourCount occurances
	

	NeighborSearchWindowSizeIncluded
	0x0
	1 bit
	

	NeighborSearchWindowSize
	Not Present
	0 or 4 bits; NeighbourCount occurances
	

	NeighborSearchWindowOffsetIncluded
	0x0
	1 bit
	

	NeighborSearchWindowOffset
	Not Present
	0 or 3 bits; NeighbourCount occurances
	

	ExtendedChannelIncluded
	0x0 or Not Present
	0 or 1 bits;

The number of cdma2000 high rate packet data extended channels  available to the access terminal on this sector;

Note 1;
	

	ExtendedChannelCount
	Not Present
	0 or 5 bits
	

	ExtendedChannel
	Not Present
	24 bits; 0 or ExtendedChannelCount occurances
	

	AccessHashingChannelMaskIncluded
	0x0 or Not Present
	0 or 1 bits; AccessHashingChannelMaskLength occurances of this field and AccessHashingChannelMask if set as AccessHashingChannelMask;

Note 1;
	

	AccessHashingMaskLength
	Not Present
	0 or 4 bits; 0<=AccessHashingChannelMaskLength<=(ChannelCount + ExtendedChannelCount),
	

	AccessHashingChannelMaskSameAsPrevious
	Not Present
	1 bit; AccessHashingChannelMaskLength occurances of this field and AccessHashingChannelMask if set as AccessHashingChannelMask
	

	AccessHashingChannelMask
	Not Present
	0 or AccessHashingMaskLength+1
	

	RouteUpdateTriggerCodeIncluded
	0x0 or Not Present
	0 or 1 bits; Note 1;
	

	RouteUpdateTriggerCode
	Not Present
	0 or 12 bits
	

	RouteUpdateTriggerMaxAge
	Not Present
	0 or 4 bits
	

	PriorSessionGAUP
	0x0 or Not Present 0x1
	0 or 1 bits; Note 1;
	

	FPDCHSupportedInclude
	0x0 or Not Present
	0 or 1 bits; Note 1; 
	

	FPDCHSupported
	Not Present
	0 or 1 bits
	

	SecondaryColorCodeIncluded
	0x0 or Not Present
	0 or 1 bits; Note 1;
	

	SecondaryColorCodeCount
	Not Present
	0 or 3 bits
	

	SecondaryColorCode
	Not Present
	8 bits
	

	PilotGroupIDLoopIncluded
	0x0 or Not Present
	0 or 1 bits; Note 1;
	

	PilotGroupIDIncluded
	Not Present
	0 or 1 bits
	

	PilotGroupID
	Not Present
	0 or 3 bits
	

	IsSectorMultiCarrierCapable
	0x0 or Not Present
	0 or 1 bits; Note 1;
	

	ReverseBandClass 
	Not Present
	0 or 5 bits
	

	ReverseChannelNumber 
	Not Present
	0 or 11 bits
	

	Reserved
	0X0
	0 – 7 bits as needed all set to zero
	

	Note 1: As no Non reserved fields following this are included, it can be Not Present; If not present, AT assumes as 0x0.


	Condition
	Explanation

	No_NeighPNInc
	No neighbor Pilot PN included 

	NeighPNInc
	Neighbor Pilot PN's included


Conclusion: Values defined in Rp-100885 seems fine except for LeapSeconds
2.3 AccessParameters
Table 4.4.7.1-3: AccessParameters in 36.508
	Derivation Path: C.S0024-B clause 9.4.6.2.6

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	0x1
	0-255
	

	Access Cycle Duration
	16 slots or 64 slots
	16,12,64,128 slots
	

	Access Signature
	0x1
	16 bits
	

	OpenLoopAdjust
	Set according to PIXIT parameter for default open loop adjust 0x52
	8bits(-84 – 115 dB); Actual value is -1 times
	

	ProbeInitialAdjust
	0x0(0 dB)
	5 bits(-16 – 15 db); 
	

	ProbeNumStep
	0x5
	4bits(1 – 15)
	

	PowerStep
	0x8(4 dB)
	4 bits(0 – 7.5 dB)
	

	PreambleLength
	0x2
	3bits(1 – 7)
	

	CapsuleLengthMax
	0x2
	4 bits
	

	APersistence
	0x0 or 0x1
	6 bits; 'NACMPAPersist = 4' occurances
	

	APersistence
	0x0 or 0x1
	6 bits; 
	

	APersistence
	0x0 or 0x1
	6 bits; 
	

	APersistence
	0x0 or 0x1
	6 bits; 
	

	EnhancedAccessParametersIncluded
	0x1
	
	

	PreambleLengthSlots
	0x0
	
	

	AccessOffset
	0x2
	
	

	SectorAccessMaxRate
	0x2
	
	

	ProbeTimeOutAdjust
	0x0
	
	

	PilotStrengthNominal
	0x0
	
	

	PilotStrengthCorrectionMin
	0x0
	
	

	
	
	
	

	Reserved
	0X0
	0 – 7 bits as needed all set to zero
	


Conclusion: Values defined in RP-100885 seems fine; new fields identified in R5-104643 are not defined in version 3.0 of C.S0024-B.
2.4 Sync
Table 4.4.7.1-4: Sync in 36.508
	Derivation Path: C.S0024-B clause 7.3.6.2.1

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	0x0
	0-255
	

	MaximumRevision
	0x1
	8 bits ; Clause 1.15 of 3GPP2 C.S0024-B v3.0
	

	MinimumRevision
	0x1
	8 bits; Clause 1.15 of 3GPP2 C.S0024-B v3.0
	

	Pilot PN Offset
	135
	0 – 511
	

	CDMA System Time
	A valid value, calculated and updated by the SS
	37 bits
	


Conclusion: Values in both documents are same.
3. Summary
· Comparison of parameters as agreed in RP-100885 and sugested in R5-104643 is made; 

· Except for parameter LeapSeconds in SectorParameters, all parameters as defined in RP-100885 seem accceptable

· RAN5 CR to be raised, to change LeapSeconds in SectorParameters to 'A valid value, calculated and updated by the SS' for RAN5#49

