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1. EUTRA_CellIdList_Type, used in PrimaryCellInfo_Type has been changed.
The change was made to facilitate development of generic function which can add/release 0 or more Scells.

Status: Included in draft delivery
type record length (0..7)of  EUTRA_CellId_Type  EUTRA_CellIdList_Type;

2.  Addition of inactive Scell indication in initial cell configuration;

The previous proposal to add inactive scell type within CellConfigCapability_Type   was not agreed and the 36.508 was updated to define Scell  types independent of Cell config capabilities.

Status: Not implemented in draft delivery. Will be implemented in next delivery wk15 on 12-Apr.

type record BasicCellConfig_Type {

    CellConfigCapability_Type   ConfigCapability      optional, /* mandatory for the initial configuration; to be omitted afterwards */

    StaticCellInfo_Type         StaticCellInfo        optional, /* … */

    // Physical layer:

    PhysicalLayerConfigDL_Type  PhysicalLayerConfigDL optional, /* …*/

    InitialCellPower_Type       InitialCellPower      optional, /* … */

    // MAC: locical channels shared by all UEs

    BcchConfig_Type             BcchConfig            optional, /* … */

    PcchConfig_Type             PcchConfig            optional,  /* … */,

  Null_Type   ScellConfigCapability      optional, /* provided for the initial configuration if the cell will some time be configured as a Scell and when configured as Scell will remain as inactive scell; to be omitted afterwards ; Always omit for normal cell,  Pcell  or active Scell*/

  };
