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6.4
GERAN ASP Definitions

6.4.1
ASPs for Control Primitive Transmission

	TTCN-3 ASP Definition

	Type Name
	G__CPHY_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CL1

	G_CL1_CreateCell_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_DeleteCell_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CreateBasicPhyCh_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CreateMultiSlotConfig_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_DeleteChannel_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ChangePowerLevel_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CipheringControl_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CipherModeModify_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ChModeModify_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ComingFN_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL2_HoldPhyInfo_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL1_L1Header_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL2_MeasRptControl_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_NoUAforSABM_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_ResumeUAforSABM_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_Release_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL1_SetNewKey_REQ
	TS 34.123-3, clause 7.3.4.3.2.1


	TTCN-3 ASP Definition

	Type Name
	G_CPHY_CONFIG_CNF

	TTCN-3 Type
	Union

	Port
	GERAN_CL1

	ComingFN
	RFN

	L1Header
	L1Header

	None
	This choice used when neither of the other choices are selected


	TTCN-3 ASP Definition

	Type Name
	G_CRLC_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CRLC

	G_CRLC_CreateRLC_MAC_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_DeleteRLC_MAC_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_DL_TBF_Config_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_UL_TBF_Config_REQ
	TS 34.123-3, clause 7.3.4.3.2.3


	TTCN-3 ASP Definition

	Type Name
	G_CRLC_CONFIG CNF

	TTCN-3 Type
	empty record

	Port
	GERAN_CRLC


	TTCN-3 ASP Definition

	Type Name
	G_CLLC_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CLLC

	G_CLLC_Assign_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_Reassign_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_CreateLLE_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_DeleteLLE_REQ
	TS 34.123-3, clause 7.3.4.3.2.4


	TTCN-3 ASP Definition

	Type Name
	G_CLLC_CONFIG_CNF

	TTCN-3 Type
	empty record

	Port
	GERAN_CLLC


	ASP Name
	G_CSNDCP_Activate_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to activate the SNDCP entity 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier of the cell

	lLMEId
	LLMEId
	Logical link management entity Id

	nSAPI
	integer
	The Network Service Access Point Identifier

	sAPI
	SAPI
	LLC SAPI

	PCI_Compression
	INTEGER
	0 - RFC 1144 [54] compress;

1 - RFC 2507 [55] compression;

32 - no compression

	dataCompression
	INTEGER
	0 - ITU-T Recommendation V.42bis [56] compression;

1 - ITU-T Recommendation V.44 [57] compression;

32 - no compression

	nPDUNumberSync
	INTEGER
	0 - Asynchronous

1 - Synchronous

	Detailed Comments
	


	ASP Name
	G_CSNDCP_Activate_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to get the confirmation of a G_CSNDCP_Activate_REQ 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	SNDCPentity identifier 

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
	


	ASP Name
	G_CSNDCP_Release_REQ

	PCO Type
	G_CSAP 

	Comments
	This ASP is used to inform that the NSAPI is in use and the acknowledge mode peer to peer LLC operation for the requested SAPI is established. 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	nSAPI
	integer
	The Network Service Access Point Identifier

	Detailed Comments
	


	TTCN-3 ASP Definition

	Type Name
	G_SNDCP_CONFIG_CNF

	TTCN-3 Type
	Record

	Port
	GERAN_CSNDCP


	TTCN-3 ASP Definition

	Type Name
	G_SNDCP_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CSNDCP

	G_CSNDCP_Activate_REQ
	

	G_CSNDCP_Release_REQ
	


	ASP Name
	G_CLLC_XID_Config_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to send the XID information received from the UE to the SS

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	xID_Info
	XID_Info
	the XID parameters requested by the UE/MS

	Detailed Comments
	


6.4.2
ASPs for Data Transmission and Reception

	TTCN-3 ASP Definition

	Type Name
	G__L2_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_L2

	G_L2_UNITDATA_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Release_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_SYSINFO_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Paging_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_PagingGPRS_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_DATA_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_GTTP_REQ
	TS 34.123-3, clause 7.3.4.3.1.1


The SysInfoType is replaced with:

	Type Name
	SysInfoMsg

	TTCN-3 Type
	Union

	
	SYSTEMINFORMATIONTYPE1

	
	SYSTEMINFORMATIONTYPE2

	
	SYSTEMINFORMATIONTYPE3

	
	SYSTEMINFORMATIONTYPE4

	
	SYSTEMINFORMATIONTYPE5

	
	SYSTEMINFORMATIONTYPE6

	
	SYSTEMINFORMATIONTYPE13

	
	SYSTEMINFORMATIONTYPE15

	
	SYSTEMINFORMATIONTYPE2bis

	
	SYSTEMINFORMATIONTYPE2ter

	
	SYSTEMINFORMATIONTYPE2quater

	
	SYSTEMINFORMATIONTYPE5bis


	TTCN-3 ASP Definition

	Type Name
	G__L2_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_L2

	G_L2_UNITDATA_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Release_CNF
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Release_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Estab_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_GTTP_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_DATA_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_ACCESS_IND
	TS 34.123-3, clause 7.3.4.3.1.1


	TTCN-3 ASP Definition

	Type Name
	G__RLC_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_RLC

	G__RLC_ControlMsg_REQ
	TS 34.123-3, clause 7.3.4.3.1.2


	TTCN-3 ASP Definition

	Type Name
	G__RLC_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_RLC

	G__RLC_ControlMsg_IND
	TS 34.123-3, clause 7.3.4.3.1.2


	TTCN-3 ASP Definition

	Type Name
	G__LLC_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_LLC

	G_LLC_UNITDATA_REQ
	TS 34.123-3, clause 7.3.4.3.1.3

	G_LLC_XID_RES
	TS 34.123-3, clause 7.3.4.3.1.3


	ASP Name
	G_LLC_NULL_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive the LLC NULL frame, sent by the UE for Cell Update.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	Detailed Comments
	


	TTCN-3 ASP Definition

	Type Name
	G__LLC_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_LLC

	G_LLC_UNITDATA_IND
	TS 34.123-3, clause 7.3.4.3.1.3

	G_LLC_XID_IND
	TS 34.123-3, clause 7.3.4.3.1.3

	G_LLC_NULL_IND
	


	ASP Name
	G_SN_UNIDATA_REQ

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to send a valid IP datagram on the specified NSAPI to the UE/MS by unacknowledged transmission.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	integer
	5 to 15

	n_PDU 
	N_PDU 
	Valid IPv4 or IPv6 datagram

	Detailed Comments
	Unacknowledged transmission mode


	ASP Name
	G_SN_UNITDATA_IND

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to receive an IP datagram on the specified NASPI from the UE/MS in unacknowledged transmission mode.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	integer
	5 to 15

	n_PDU 
	N_PDU 
	IPv4 or IPv6 datagram

	Detailed Comments
	Unacknowledged transmission mode


	Type Name
	SNDCPId

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	The identifier of the SNDCP entity in SGSN


	TTCN-3 ASP Definition

	Type Name
	G__SN_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_SNDCP

	G_SN_UNITDATA_REQ
	


	TTCN-3 ASP Definition

	Type Name
	G__SN_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_SNDCP

	G_SN_UNITDATA_IND
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