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	Reason for change:
	For feICIC test case 8.2.2.8, to guarantee that the UE is taking into account SIB1 received in RRCConnectionReconfiguration message, but not the broadcasted SIB1, it is required to transmit SIB1 with CRC errors.

	
	

	Summary of change:
	Enhance ASP DL_SCH_CRC_Type

	
	

	Consequences if not approved:
	Test case 8.2.2.8 cannot be implemented. 
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	Other comments:
	


	type union DL_SCH_CRC_Type {

    /* NOTE:

     * CRC error mode for RA_RNTI is not addressed as it will be configured in RACHProcedureConfig */

    MAC_Test_DL_SCH_CRC_Mode_Type  C_RNTI,      /* to configure mode for CRC bit for all MAC PDU's for which C-RNTI is used in PDCCH transmission */

    MAC_Test_DL_SCH_CRC_Mode_Type  SI_RNTI,     /* to configure mode for CRC bit for all MAC PDU's for which SI-RNTI is used in PDCCH transmission */

    MAC_Test_DL_SCH_CRC_Mode_Type  SPS_RNTI ,    /* to configure mode for CRC bit for all MAC PDU's for which SPS-RNTI is used in PDCCH transmission */
MAC_Test_DL_SCH_CRC_Mode_Type  SI_RNTI_SIB1Only     /* to configure mode for CRC for MAC PDU's containing SIB1, for which SI-RNTI is used in PDCCH transmission. For MAC PDU’s using S-RNTI in PDCCH but not containing SIB1 the default normal mode applies. */

  };

  


