1 ASN.1 Baseline Moving - 36.331-c50
1.1 ASN.1 Changes

1.1.1 Type change of nonCriticalExtension

	LoggedMeasurementConfiguration-v1130-IEs
	LoggedMeasurementConfiguration-v1250-IEs

	MBSFNAreaConfiguration-v930-IEs
	MBSFNAreaConfiguration-v1250-IEs

	RRCConnectionReconfiguration-v1130-IEs
	RRCConnectionReconfiguration-v1250-IEs

	RRCConnectionReconfigurationComplete-v1130-IEs
	RRCConnectionReconfigurationComplete-v1250-IEs

	RRCConnectionReestablishmentComplete-v1130-IEs
	RRCConnectionReestablishmentComplete-v1250-IEs

	RRCConnectionSetupComplete-v1130-IEs
	RRCConnectionSetupComplete-v1250-IEs

	SystemInformationBlockType1-v1130-IEs
	SystemInformationBlockType1-v1250-IEs

	UECapabilityEnquiry-v8a0-IEs
	UECapabilityEnquiry-v1180-IEs

	UECapabilityInformation-v8a0-IEs
	UECapabilityInformation-v1250-IEs

	UEInformationRequest-v1130-IEs
	UEInformationRequest-v1250-IEs

	UEInformationResponse-v1130-IEs
	UEInformationResponse-v1250-IEs

	UE-EUTRA-Capability-v10c0-IEs
	UE-EUTRA-Capability-v10f0-IEs

	UE-EUTRA-Capability-v1170-IEs
	UE-EUTRA-Capability-v1180-IEs


( no changes in TTCN

1.1.2 Additional branches in choices

· SystemInformation-r8-IEs
· ReportConfigEUTRA.triggerType.event.eventId
( no changes in TTCN

1.1.3 Non-critical extensions with extension marker (ellipsis)

	IdleModeMobilityControlInfo
	freqPriorityListExtEUTRA-r12
	set to “omit” in 
cs_IdleModeMobCntrlInfo_3Entries, cs_IdleModeMobCntrlInfo_2Entries, cs_IdleModeMobCntrlInfo_Common

	RLF-Report-r9
	failedPCellId-v1250

measResultLastServCell-v1250

lastServCellRSRQ-Type-r12

measResultListEUTRA-v1250
	set to "*" in cr_RLF_Report_1Entry

	LogMeasInfo-r10
	measResultListMBSFN-r12

measResultServCell-v1250

servCellRSRQ-Type-r12

measResultListEUTRA-v1250
	set to "*" in cr_LogMeasInfo_r10

	ConnEstFailReport-r11
	measResultFailedCell_v1250

failedCellRSRQ_Type_r12

measResultListEUTRA_v1250s
	set to "*" in cr_UEInformationResponse_v1130_IEs

	SystemInformationBlockType2
	ac-BarringSkipForMMTELVoice-r12

ac-BarringSkipForMMTELVideo-r12

ac-BarringSkipForSMS-r12

ac-BarringPerPLMN-List-r12
	set to “omit” in 

cs_508_SystemInformationBlockType2_Def

	SystemInformationBlockType3
	q-QualMinRSRQ-OnAllSymbols-r12
	set to “omit” in 

cs_508_SystemInformationBlockType3_Def,

cs_508_SystemInformationBlockType3_Common

	SystemInformationBlockType5
	interFreqCarrierFreqList-v1250
interFreqCarrierFreqListExt-r12
	set to “omit” in cs_508_SystemInformationBlockType5_Def

	SystemInformationBlockType6
	carrierFreqListUTRA-FDD-v1250

carrierFreqListUTRA-TDD-v1250

carrierFreqListUTRA-FDD-Ext-r12

carrierFreqListUTRA-TDD-Ext-r12
	set to “omit” in 

cs_508_SystemInformationBlockType6_Def, cs_508_SystemInformationBlockType6_ReslcUTRA

	CSI-Process-r11
	alternativeCodebookEnabledFor4TXProc-r12

csi-IM-ConfigIdList-r12

cqi-ReportAperiodicProc2-r12
	(not used yet)

	EPDCCH-SetConfig-r11
	csi-RS-ConfigZPId2-r12
	set to “omit” in cs_EPDCCH_Config_r11_Def

	LogicalChannelConfig
	logicalChannelSR-Prohibit-r12
	set to “omit” in
cs_508_LogicalChannelConfig_DRB_UM
cs_508_LogicalChannelConfig_DRB_AM

	MAC-MainConfig
	e-HARQ-Pattern-r12

dualConnectivityPHR

logicalChannelSR-Config-r12
	set to “omit” in

cs_MAC_MainConfig_Common,
cs_MAC_MainConfiguration_RECONFIG,
cs_MAC_MainConfig_SCell_AddMod

	PDCP-Config
	ul-DataSplitDRB-ViaSCG-r12

t-Reordering-r12
	set to “omit” in

cs_508_PDCP_Config_DRB_UM
cs_508_PDCP_Config_DRB_AM
cs_508_PDCP_Config_DRB_UM_8_2_1_8

	PhysicalConfigDedicated
	antennaInfo-v1250

eimta-MainConfig-r12

eimta-MainConfigPCell-r12

pucch-ConfigDedicated-v1250

cqi-ReportConfigPCell-v1250

uplinkPowerControlDedicated-v1250

pusch-ConfigDedicated-v1250

csi-RS-Config-v1250
	set to “omit” in

cs_508_PhysicalConfigDedicated_Default_SRB1
cs_508_PhysicalConfigDedicated_Default_HO
cs_PhysicalConfigDedicated_PUCCH_Resync
cs_PhysicalConfigDedicated_DSR_Transmax
cs_508_PhysicalConfigDedicated_UL_Comp
cs_508_PhysicalConfigDedicated_ePDCCH
cs_PhysicalConfigDedicated_CSIConfig
cs_508_PhysicalConfigDedicated_Default_HO_CA
cs_508_PhysicalConfigDedicated_Default_SCell_AddMod

	PhysicalConfigDedicatedSCell-r10
	antennaInfo-v1250

eimta-MainConfigSCell-r12

cqi-ReportConfigSCell-v1250

uplinkPowerControlDedicatedSCell-v1250

csi-RS-Config-v1250
	set to “omit” in

cs_PhysicalConfigDedicatedSCell_r10_DEFAULT

	RadioResourceConfigCommonSIB
	rach-ConfigCommon-v1250
	set to “omit” in cs_RadioResourceConfigCommon_AllParams

	RadioResourceConfigDedicated
	naics-Info-r12
	set to “omit” in

cs_RadioResourceConfigDedicated_MacPhy
cs_RadioResourceConfigDedicated_SrbDrbConfig
cs_RadioResourceConfigDedicated_DRB_Release
cs_508_RadioResourceConfigDedicated_RFL_Timer_Release
cs_RadioResourceConfigDedicated_MeasSfPtnPCell_r10

	RadioResourceConfigDedicatedSCell-r10
	naics-Info-r12
	set to “omit” in

cs_RadioResourceConfigDedicatedSCell_r10

	DRB-ToAddMod
	drb-TypeChange-r12
rlc-Config-v1250
	set to “omit” in

cs_508_DRB_ToAddMod_Common
cs_508_DRB_ToAddMod_RECONFIG
cs_DRB_ToAddMod_RLC_AM_Reconfig

	SPS-ConfigUL.setup
	p0-PersistentSubframeSet2-r12
	set to “omit” in

cs_SpsConfigUL_FDD

	MeasConfig
	allowInterruptions-r11
measScaleFactor-r12
measIdToRemoveListExt-r12
measIdToAddModListExt-r12
measRSRQ-OnAllSymbols-r12
	set to “omit” in

cs_MeasConfig

	MeasObjectEUTRA
	altTTT-CellsToRemoveList-r12

altTTT-CellsToAddModList-r12

t312-r12

reducedMeasPerformance-r12

measDS-Config-r12
	set to “omit” in

cs_MeasObject_measObjectEUTRA_Common

	MeasObjectUTRA
	reducedMeasPerformance-r12
	set to “omit” in

cs_MeasObject_measObjectUTRA

	MeasResults
	measId-v1250

measResultPCell-v1250

measResultCSI-RS-List-r12
	set to “*” in

cr_MeasurementReport,
cr_MeasurementReport_r10

	MeasResultEUTRA.measResult
	primaryPLMN-Suitable-r12

measResult-v1250
	set to “*” in

cr_MeasResultNeighCells_measResultListEUTRA_1Entry,
cr_MeasResultNeighCells_measResultListEUTRA_2Entries,
cr_MeasResultList2EUTRA_r9_1Entry

	MeasResultServFreq-r10
	measResultSCell-v1250
measResultBestNeighCell-v1250
	set to “*” in

cr_MeasResultServFreqList_NeighCell,
cr_MeasResultServFreqList

	MeasResultUTRA.measResult
	additionalSI-Info-r9

primaryPLMN-Suitable-r12
	set to “omit” in

cr_MeasResultNeighCells_measResultListUTRA_1Entry_FDD,

cr_MeasResultNeighCells_measResultListUTRA_1Entry_TDD,

cr_MeasResultNeighCells_measResultListUTRA_2Entries_FDD,

cr_MeasResultNeighCells_measResultListUTRA_2Entries_TDD,

cr_MeasResultList2UTRA_r9_1Entry

	QuantityConfig
	quantityConfigEUTRA-v1250
	set to “omit” in

cs_QuantityConfig

	ReportConfigEUTRA
	alternativeTimeToTrigger-r12

useT312-r12

usePSCell-r12

aN-Threshold1-v1250

a5-Threshold2-v1250

reportStrongestCSI-RSs-r12

reportCRS-Meas-r12

triggerQuantityCSI-RS-r12
	set to “omit” in

cs_ReportConfig_reportConfigEUTRA_event,
cs_ReportConfig_reportConfigEUTRA_periodical,
cs_ReportConfig_reportConfigEUTRA_eventA6

	ReportConfigInterRAT
	b2-Threshold1-v1250
	set to “omit” in

cs_ReportConfig_reportConfigInterRAT_eventB1_UTRA,
cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_RSCP,

cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_EcN0,

cs_ReportConfig_reportConfigInterRAT_eventB2_RSRQ,

cs_ReportConfig_reportConfigInterRAT_eventB2_GERAN,

cs_ReportConfig_reportConfigInterRAT_periodical,

cs_508_ReportConfigInterRAT_B2_CDMA2000


1.1.4 New enumerated values

· AccessStratumRelease: rel12
rel12 branch added to f_ConvertAccessStratumReleaseToInteger
· SIB-Type: sibType17-v1250, sibType18-v1250, sibType19-v1250
(no TTCN changes)

· RLF-Report-r9.basicFields-r11.rlf-Cause-r11: t312-Expiry-r12
(no TTCN changes)

· CQI-ReportModeAperiodic: rm32-v1250
(no TTCN changes)
1.1.5 Further changes affecting TTCN

1.1.5.1 MAC-MainConfig.ul-SCH-Config.periodicBSR-Timer
ENUMERATED replaced by PeriodicBSR-Timer-r12
( PeriodicBSR_Timer_Type replaced by PeriodicBSR_Timer_r12

1.1.5.2 MAC-MainConfig.ul-SCH-Config.retxBSR-Timer
ENUMERATED replaced by RetxBSR-Timer-r12
( RetxBSR_Timer_Type replaced by RetxBSR-Timer-r12

1.1.5.3 SecurityAlgorithmConfig.cipheringAlgorithm
ENUMERATED replaced by CipheringAlgorithm-r12
( CipheringAlgorithm_Type replaced by CipheringAlgorithm-r12
( ASP change: AS_CipheringInfo_Type
( Type change for px_RRC_CipheringAlgorithm
( formal parameters of external functions: fx_AsCiphering, fx_AsDeciphering

1.1.5.4 MBSFN-AreaInfo-r9.mbsfn-AreaId-r9
( Mbsfn_AreaId_r9_Type replaced by MBSFN-AreaId-r12
( Asp Change: MCCH_Data_Types
1.2 EUTRA ASP Changes

1.2.1 Enhancements System Configuration Types

1.2.1.1 AntennaInfoDedicated_R10andLater_Type:

	  type record AntennaInfoDedicated_R10andLater_Type {

    AntennaInfoDedicated_r10  antennaInfo,

    AntennaInfoUL_r10 antennaInfoUL  optional, 
    AntennaInfoDedicated_v1250 antennaInfoDedicated_v1250  optional
  };


( cs_AntennaInfoDedicated_R10andLater enhanced accordingly

1.2.1.2 CQI_ReportConfig_R10andLater_Type:

	  type record CQI_ReportConfig_R10andLater_Type {

    CQI_ReportConfig_r10 cqi_ReportConfig_r10,

    CQI_ReportConfig_v1130 cqi_ReportConfig_v1130 optional,

    CQI_ReportConfig_v1250 cqi_ReportConfig_v1250 optional
  };


( cas_CellConfig_CQI_ReportConfig_r10 enhanced accordingly

1.2.1.3 PUCCH_ConfigDedicated_R8andLater_Type:

	  type record PUCCH_ConfigDedicated_R8andLater_Type {

    PUCCH_ConfigDedicated pucch_ConfigDedicated,

    PUCCH_ConfigDedicated_v1020 pucch_ConfigDedicated_v1020 optional,

    PUCCH_ConfigDedicated_v1130 pucch_ConfigDedicated_v1130 optional,

    PUCCH_ConfigDedicated_v1250 pucch_ConfigDedicated_v1250 optional
  };


( cs_PUCCH_ConfigDedicated_r8 enhanced accordingly

1.2.1.4 PUSCH_ConfigDedicated_R8andLater_Type:

	  type record PUSCH_ConfigDedicated_R8andLater_Type {

    PUSCH_ConfigDedicated pusch_ConfigDedicated,

    PUSCH_ConfigDedicated_v1020 pusch_ConfigDedicated_v1020 optional,

    PUSCH_ConfigDedicated_v1130 pusch_ConfigDedicated_v1130 optional,

    PUSCH_ConfigDedicated_v1250 pusch_ConfigDedicated_v1250 optional
  };


( cs_PUSCH_ConfigDedicated_r8 enhanced accordingly

1.2.1.5 UplinkPowerControlCommon_R8andLater_Type:

	  type record UplinkPowerControlCommon_R8andLater_Type {

    UplinkPowerControlCommon uplinkPowerControlCommon,
    UplinkPowerControlCommon_v1020 uplinkPowerControlCommon_v1020 optional,
    UplinkPowerControlCommonSCell_v1130 uplinkPowerControlCommonSCell_v1130 optional,

    UplinkPowerControlCommonPSCell_r12 uplinkPowerControlCommonPSCell_r12 optional
  }


( cs_UplinkPowerControlCommon_r8 enhanced accordingly;

( cs_UplinkPowerControlCommon_r10 replaced by cs_UplinkPowerControlCommon_r8 (as being identical)

( cs_UplinkPowerControlCommon_r8 renamed to cs_UplinkPowerControlCommon_r8andLater

1.2.1.6 UplinkPowerControlDedicated_R8andLater_Type
	  type record UplinkPowerControlDedicated_R8andLater_Type {

    UplinkPowerControlDedicated uplinkPowerControlDedicated,
    UplinkPowerControlDedicated_v1020 uplinkPowerControlDedicated_v1020 optional,
    SCellPathlossReferenceLinking_Type pathlossReferenceLinking optional,
    UplinkPowerControlDedicated_v1130 uplinkPowerControlDedicated_v1130 optional,

    UplinkPowerControlDedicated_v1250 uplinkPowerControlDedicated_v1250 optional
  };


( cs_UplinkPowerControlDedicated_r8 enhanced accordingly

1.2.1.7 RACH_ConfigCommon_Type
	  type union RACH_ConfigCommon_Type {

    RACH_ConfigCommon R8,
    RACH_ConfigCommon_R8andLater_Type R8andLater
  };

	  type record RACH_ConfigCommon_R8andLater_Type {

    RACH_ConfigCommon  rach_ConfigCommon,   /* All parameters in RACH_ConfigCommonScell_r11 are covered by RACH_ConfigCommon; 

                                               RACH_ConfigCommon will be used in Scell also for a complete set of RACH parameters both when configured as a Scell or normal RACH procedure when it seazes to exist as Scell; 

                                               when cell is configured as Scell, additional parameters shall be ignored by SS */

    RACH_ConfigCommon_v1250  rach_ConfigCommon_v1250 optional
  };


NOTE: 
After a grace period cs_RACH_ConfigCommon_r8 shall be replaced by cs_RACH_ConfigCommon_r8andLater (with type RACH_ConfigCommon_R8andLater_Type) and the R8 branch of RACH_ConfigCommon_Type shall be removed (as done earlier for other types; ( R5w110104)
1.2.2 Further potential ASP enhancements
1.2.2.1 DRX_Config_Type
	  type union DRX_Config_Type {

    DRX_Config R8,

    DRX_Config_R8andLater_Type R8andLater
  };

	  type record DRX_Config_R8andLater_Type {

    DRX_Config drx_Config,

    DRX_Config_v1130 drx_Config_v1130 optional

  };


NOTE: 

This change has not been done for the last baseline moving as there is no IDC Work Item in RAN5 yet.

( drx_Config_v1130 will be included per need when an IDC Work Item has been created
(Further note that this will cause further TTCN changes).
1.2.2.2 CSI_RS_Config_Type:

	  type record CSI_RS_Config_Type {

    CSI_RS_Config_r10 R10

  };


There are several new types defined in ASN.1 
· CSI-RS-ConfigNZP-r11
· CSI-RS-ConfigZP-r11
· CSI-RS-Config-v1250
CSI-RS-ConfigNZP-r11 and CSI-RS-ConfigZP-r11 have not been added at the last baseline moving; CSI-RS-Config-v1250 is new for this baseline.
( No change for this baseline moving but changes will be done per need.

1.2.3 Further ASP changes
· TDD_Config_R8andLater renamed to TDD_Config_R8andLater_Type[image: image1.png]



