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This scheduling scheme multiplexes the different kinds of PDSCH transmissions in the frequency domain of a single BWP by exclusively using resource allocation type 1 with non-interleaved VRB-to-PRB mapping. Assuming the resource blocks being numbered from 0 to NBWP-1 (with NBWP being the size of the BWP) the following allocation is done:
Table 7.1.2.2.3.1-1: Resource allocation for frequency domain multiplexing, RA type1, non-interleaved
	Kind of PDSCH transmission (Note 1)
	CORESET#
	SSB index of the cell (Note 4)
	Resource block allocation (Note 2)

	
	
	
	RBstart
(Note 2)
	LRBs,max (Note 2)

	System information
	0
	SSB#1
	0
	7

	
	
	SSB#0
	NBWP-7
	7

	Paging (Note 3)
	0
	SSB#1
	7
	NBWP-7

	
	
	SSB#0
	0
	NBWP-7

	Random access response (Note 3)
	0
	SSB#1
	7
	NBWP-7

	
	
	SSB#0
	0
	NBWP-7

	CCCH (Note 3)
	0
	SSB#1
	7
	NBWP-7

	
	
	SSB#0
	0
	NBWP-7

	CCCH/DCCH/DTCH transmissions (Note 3)
	1
	SSB#1
	7+(ΔFOffsetCORESET-0-Carrier
/ CRBsize) (Note 5)
	NBWP-7

	
	
	SSB#0
	0
	NBWP-7

	NOTE 1:	In context of a generic 5G test model it is not relevant whether or not there is SI and Paging for a given deployment option (e.g. EN-DC). 
NOTE 2:	LRBs ≤ LRBs,max with LRBs: number of resource blocks being eventually used for a particular transmission. LRBs and RBstart are as specified in TS 38.214 [22] subclause 5.1.2.2.2.
NOTE 3:	In general Paging, Random access response and CCCH/DCCH/DTCH transmissions are mutual exclusive and therefore share the same allocation.
NOTE 4:	The SSB index used by an NR Cell is specified in TS 38.508-1 [5] Table 4.4.2-2. 
NOTE 5:	ΔFOffsetCORESET-0-Carrier and CRBsize  are specified in TS 38.508-1 [5] Annex C.



In order to achieve a test case behaviour being independent from the frequency channel bandwidth NBWP is limited to the minimum value of 24 RBs in accordance to Table 5.3.2-1 of TS 38.101-1/2 [5, 6]. This implies that LRBs,max< 24 RBs for all configurations.
In general PDCCH and corresponding PDSCH transmissions are in the same slot (K0 = 0).
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