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1
Introduction
Several updates have been found to be required for RAN5 PRD12 document.

2
Summary of changes

The main updates are: 
-
RAN5 PRD12 MS Word document: 

-
Article 6.3.2: 5GS Frequency Range verification requirements
-
The current text does not cover the case of FR1+FR2 band combinations, e.g. used in case of NR CA inter-band test cases. 
-
It is proposed that an FR1+FR2 band combination is equivalent to an FR2+FR2 band combination, because in both cases the OTA test environment shall be used. So to verify the ‘FR2 branch’, any one of FR2+FR2 or FR1+FR2 band combination may be used. A Note has been added to capture this. 
-
Article 8.2:
-
More and more we have the situation that for a given TTCN specification more than one test case has the same number in the RAN5 test specifications, e.g. test case 8.1 exists in both 34.229-1 & 34.229-5. When a TTCN CR is raised to any of those two test cases, it matches to the same TTCN specification 34.229-3. 

-
So, to unambiguously identify which test case is targeted by the TTCN CR, it will be mandated from now on to indicate, on the TTCN CR coversheet ‘Clauses affected’ the test case number exactly as found in the latest TTCN CR Agreement Status Report. E.g. for a TTCN CR to 34.229-5 test case 8.1, ‘Clauses affected’ shall list: “8.1.NR5GC”.

-
The same requirement applies to SSLog_Coversheet.txt. 
-
TTCN_CR_Template-2020.doc: 

-
Coversheet: updated

-
To use CR template v12.1. 

-
As per new requirement above on article 8.2.
-
Section 3: 


-
Please always indicate the band / band combination used in the SS log(s) for a Cat.B TTCN CR. 
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