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11.3.124	Coverage Class
This information element is used to indicate the uplink and downlink Coverage Class associated with a given MS supporting EC operation. The element coding is:
Table 11.3.124.a: Coverage Class IE
	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator

	octet 3
	spare
	DL Coverage Class
	UL Coverage Class



UL Coverage Class: Octet 3, bits 1 to 3, contain the value part of the uplink Coverage Class. 
DL Coverage Class: Octet 3, bits 4 to 6, contain the value part of the downlink Coverage Class.
The UL Coverage Class field is coded as shown below:
Table 11.3.124.b: UL Coverage Class field
	Coding
	Semantic

	000
	reserved

	001
	UL Coverage Class 1

	010
	UL Coverage Class 2

	011
	UL Coverage Class 3

	100
	UL Coverage Class 4

	101
	UL Coverage Class 5

	All other values are reserved.



The DL Coverage Class field is coded as shown below:
Table 11.3.124.c: DL Coverage Class field
	Coding
	Semantic

	000
	reserved

	001
	DL Coverage Class 1

	010
	DL Coverage Class 2

	011
	DL Coverage Class 3

	100
	DL Coverage Class 4

	All other values are reserved.



Spare bits are reserved and coded with zeroes.


