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8.2.2.2a
Initiation of handover from GERAN Iu mode
To initiate the handover from GERAN Iu mode, UTRAN should:

1>
provide a RADIO BEARER RECONFIGURATION message to be encapsulated in INTERSYSTEM HANDOVER TO UTRAN COMMAND message, sent on the downlink SRB2 in GERAN Iu mode;
1>
in case UTRAN decides to use a predefined or default radio configuration that is stored in the UE, it should include the following information in the RADIO BEARER RECONFIGURATION message:

-
PhyCH information elements; and
-
either:

-
the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB, transport channel and physical channel parameters shall be used; or

-
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB, transport channel and physical channel parameters shall be used.
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8.2.2.9
Transmission of a response message by the UE, failure case
The UE shall:

1>
in case of reception of a RADIO BEARER SETUP message:

2>
if the radio bearer establishment procedure affects several radio bearers:

3>
(may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER SETUP FAILURE message.

2>
transmit a RADIO BEARER SETUP FAILURE as response message on the DCCH using AM RLC.

1>
in case of reception of a RADIO BEARER RECONFIGURATION message:

2>
if the radio bearer reconfiguration procedure affects several radio bearers:

3>
(may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER RECONFIGURATION FAILURE message.

2>
transmit a RADIO BEARER RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.

1>
in case of reception of a RADIO BEARER RECONFIGURATION message encapsulated in INTERSYSTEM HANDOVER TO UTRAN COMMAND message in GERAN Iu mode:

2>
perform the actions.
1>
in case of reception of a RADIO BEARER RELEASE message:

2>
if the radio bearer release procedure affects several radio bearers:

3>
(may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER RELEASE FAILURE message.

2>
transmit a RADIO BEARER RELEASE FAILURE as response message on the DCCH using AM RLC.

1>
in case of reception of a TRANSPORT CHANNEL RECONFIGURATION message:

2>
transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.

1>
in case of reception of a PHYSICAL CHANNEL RECONFIGURATION message:

2>
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.

1>
when the response message has been submitted to lower layers for transmission:

2>
continue with any ongoing processes and procedures as if no reconfiguration attempt had occurred.
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8.3.7.3
Reception of a HANDOVER FROM UTRAN COMMAND message by the UE
The UE shall be able to receive a HANDOVER FROM UTRAN COMMAND message and perform an inter-RAT handover, even if no prior UE measurements have been performed on the target cell.
The UE shall:

1>
For FDD: 

2>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the HANDOVER FROM UTRAN COMMAND the UE may:

3>
abort the pending CM activation;

3>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

2>
otherwise:

3>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.
1>
if the IE "NONCE" in IE "SR-VCC Info" is present:

2>
perform security configurations according to subclause 8.6.3.15.

1>
if the IE "rSR-VCC Info" is included:

2>
act as specified in subclause 8.6.3.16.

1>
establish the connection to the target radio access technology, by using the contents of the IE "Inter-RAT message". This IE contains a message specified in another standard, as indicated by the IE "System type", and carries information about the candidate/ target cell identifier(s) and radio parameters relevant for the target radio access technology. The correspondence between the value of the IE "System type", the standard to apply and the message contained within IE "Inter RAT message" is shown in the following:

	Value of the IE "System type"
	Standard to apply
	Inter-RAT Message

	GSM
	GSM TS 04.18, version 8.5.0 or later, or 3GPP TS 44.018

3GPP TS 44.060, version 6.13.0 or later

3GPP TS 44.060, version 7.6.0 or later
	HANDOVER COMMAND

PS HANDOVER COMMAND

DTM HANDOVER COMMAND

	
	
	

	cdma2000
	TIA/EIA/IS-2000 or later, TIA/EIA/IS-833 or later, TIA/EIQ/IS-834 or later
	

	E-UTRA
	3GPP TS 36.331
	DL-DCCH-Message containing RRCConnectionReconfiguration


1>
if the IE "RAB info to replace" is present:

2>
indicate to the upper layers that the radio access bearer identified by the IE "RAB info to replace" is released as part of a SR-VCC procedure.

1>
if the IE "System type" has the value "GSM" or "GERAN Iu":

2>
if the IE "Frequency band" has the value "GSM /DCS 1800 band used":

3>
set the BAND_INDICATOR [45] to "ARFCN indicates 1800 band".

2>
if the IE "Frequency band" has the value " GSM /PCS 1900 band used":

3>
set the BAND_INDICATOR [45] to "ARFCN indicates 1900 band".

1>
apply the "Inter RAT Message" according to the "standard to apply" in the table above.

1>
if the IE "RAB information List" is included in the HANDOVER FROM UTRAN COMMAND message:

2>
if the IE "RAB information List" includes one IE "RAB Info" with the IE "CN domain Identity" set to "CS domain":

3>
connect upper layer entities corresponding to the indicated CS domain RAB to the radio resources indicated in the inter-RAT message.

2>
if the IE "RAB information List" includes one IE "RAB Info" with the IE "CN domain Identity" set to "PS domain":

3> connect upper layer entities corresponding to the indicated PS domain RAB to the radio resources indicated in the inter-RAT message.

3> if the "System type" is "GSM":

4>
use the contents of the IE "GERAN system information" as the system information to begin access on the target GERAN cell.
NOTE1:
In this version of the specification the maximum number of CS domain RABs which may be included in the IE "RAB information List" is limited to 1.

NOTE2:
In handover to GERAN Iu mode, the RAB information is included in the RADIO BEARER RECONFIGURATION message.
NOTE3:
Requirements concerning the establishment of the radio connection towards the other radio access technology and the signalling procedure are outside the scope of this specification.

NOTE4:
The UE may ignore the IE "NAS synchronisation indicator" if included in the HANDOVER FROM UTRAN COMMAND message;

NOTE5:
The UE behaviour is undefined if the IE "Re-establishment timer" in the IE "RAB info" indicates a timer different from the timer currently configured for this RAB.

NOTE6:
The IE "GERAN System Information" is constructed in the same way as in 2G to 2G PS Handover in [44].
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8.3.7.4
Successful completion of the inter-RAT handover
Upon successfully completing the handover, UTRAN should:

1>
release the radio connection; and

1>
remove all context information for the concerned UE.

Upon successfully completing the handover, the UE shall:

1>
if inter-RAT handover to GERAN Iu mode is performed:

2>
perform the actions on reception of the RADIO BEARER RECONFIGURATION message.

1>
if inter-RAT handover to GERAN Iu mode is performed and if there are any NAS messages for which the successful delivery of the INITIAL DIRECT TRANSFER message or UPLINK DIRECT TRANSFER message on signalling radio bearer RB3 or signalling radio bearer RB4 has not yet been confirmed by RLC; or

1>
if inter-RAT handover to other RAT than GERAN Iu mode and E-UTRAN is performed and if there are any NAS messages with the IE "CN domain identity" set to "CS domain" for which the successful delivery of the INITIAL DIRECT TRANSFER message or UPLINK DIRECT TRANSFER message on signalling radio bearer RB3 or signalling radio bearer RB4 that have not yet been confirmed by RLC:

2>
retransmit those NAS messages to the network on the newly established radio connection to the target radio access technology.

1>
if inter-RAT handover or rSR-VCC to E-UTRAN is performed and if there are any NAS messages for which the successful delivery of the INITIAL DIRECT TRANSFER message or UPLINK DIRECT TRANSFER message on signalling radio bearer RB3 or signalling radio bearer RB4 has not yet been confirmed by RLC:
2>
discard those NAS messages.
1>
clear or set variables upon leaving UTRA RRC connected mode as specified in subclause 13.4;

NOTE:
The release of the UMTS radio resources is initiated from the target RAT.
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8.3.9.2a
Initiation of inter-RAT cell reselection to GERAN Iu mode
When the UE in CELL_PCH or CELL_FACH state performs an inter-RAT cell reselection to GERAN Iu mode, according to the criteria specified in [4], the UE shall:

1>
initiate the cell update procedure, setting the U-RNTI in the IE "G-RNTI".

When the UE in URA_PCH state performs an  inter-RAT cell reselection to GERAN Iu mode, according to the criteria specified in [4], the UE shall:

1>
compare the URA identity which the UE had been assigned to in UTRAN against the GRA identities which are broadcast in the GERAN cell;

1>
If the assigned URA identity is not present in the list of GRA identities that are broadcast in the GERAN cell:

2>
initiate the GRA update procedure, setting the U-RNTI in the IE "G-RNTI".
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10.2.15
HANDOVER FROM UTRAN COMMAND
This message is used for handover from UMTS to another system e.g. GSM. One or several messages from the other system can be included in the Inter-RAT message information element in this message. These messages are structured and coded according to that systems specification.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	SR-VCC Info
	CV-SRVCC
	
	SR-VCC info 10.3.4.24a
	
	REL-8

	rSR-VCC info
	CV-rSRVCC
	
	rSR-VCC Info
10.3.3.36a
	
	REL-11

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	RB information elements
	
	
	
	
	

	RAB information list
	OP
	1 to <maxRABsetup>
	
	For each RAB to be handed over. In handover to GERAN Iu mode the RAB information is included in the GERAN Iu message below.
	

	>RAB info
	MP
	
	RAB info 10.3.4.8
	
	

	RAB info to replace
	CV-SRVCC
	
	RAB info to replace 10.3.4.11a
	
	REL-8

	Other information elements
	
	
	
	
	

	CHOICE System type
	MP
	
	
	This IE indicates which specification to apply, to decode the transported messages
	

	>GSM
	
	
	
	
	

	>>Frequency band
	MP
	
	Enumerated (GSM/DCS 1800 band used), GSM/PCS 1900 band used)
	
	

	>>CHOICE GSM message
	
	
	
	
	

	>>>Single GSM message
	MP
	
	Bit string (no explicit size constraint)
	Formatted and coded according to GSM specifications The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the GSM message.
	

	>>>GSM message List
	MP
	1.to.<maxInterSysMessages>
	Bit string (1..512)
	Formatted and coded according to GSM specifications. The first/leftmost/most significant bit of the bit string contains  bit 8 of the first octet of the GSM message.
	

	>>CHOICE GERAN System Info type
	OP
	
	
	
	REL-6

	>>>SI
	MP
	
	GERAN system information

10.3.8.4f
	See [44]
	REL-6

	>>>PSI
	MP
	
	GERAN system information

10.3.8.4f
	See [44]
	REL-6

	>GERAN Iu
	
	
	
	
	REL-5

	>>Frequency band
	MP
	
	Enumerated (GSM/DCS 1800 band used), GSM/PCS 1900 band used)
	
	REL-5

	>>CHOICE GERAN Iu message
	
	
	
	
	REL-5

	>>>Single GERAN Iu message
	MP
	
	Bit string (no explicit size constraint)
	The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the message.
	REL-5

	>>>GERAN Iu message List
	MP
	1 to <maxInterSysMessages>
	Bit string (1..32768)
	The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the message.
	REL-5

	>cdma2000
	
	
	
	
	

	>>cdma2000MessageList
	MP
	1.to.<maxInterSysMessages>
	
	
	

	>>>MSG_TYPE(s)
	MP
	
	Bit string (8)
	Formatted and coded according to cdma2000 specifications. The MSG_TYPE bits are numbered b0 to b7. The first/leftmost/most significant bit of the bit string contains bit 7 of the MSG_TYPE.
	

	>>>cdma2000Messagepayload(s)
	MP
	
	Bit string (1..512)
	Formatted and coded according to cdma2000 specifications. The first/leftmost/most significant bit of the bit string contains the bit 7 of the first octet of the cdma2000 message.
	

	>E-UTRA
	
	
	
	
	REL-8

	>>E-UTRA message
	MP
	
	Octet string
	Formatted and coded according to E-UTRA specifications The first/leftmost/most significant bit of the octet string contains bit 8 of the first octet of the E-UTRA message.
	REL-8


	Condition
	Explanation

	SRVCC
	This IE is mandatory present when an SR-VCC procedure is initiated and not needed otherwise.

	rSRVCC
	This IE is mandatory present when an rSR-VCC procedure is initiated and not needed otherwise.
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10.2.16
HANDOVER FROM UTRAN FAILURE
This message is sent on the RRC connection used before the Inter-RAT Handover was executed. The message indicates that the UE has failed to seize the new channel in the other system.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Other information elements
	
	
	
	
	

	Inter-RAT handover failure
	OP
	
	Inter-RAT handover failure 10.3.8.6
	
	

	CHOICE System type
	OP
	
	
	This IE indicates which specification to apply to decode the transported messages
	

	>GSM
	
	
	
	
	

	>>GSM message List
	MP
	1.to.<maxInterSysMessages>
	Bit string (1..512)
	Formatted and coded according to GSM specifications. The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the GSM message.
	

	>GERAN Iu
	
	
	
	
	REL-5

	>>GERAN Iu message List
	MP
	1 to <maxInterSysMessages>
	Bit string (1..32768)
	The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the message.
	REL-5

	>cdma2000
	
	
	
	
	

	>>cdma2000MessageList
	MP
	1.to.<maxInterSysMessages>
	
	
	

	>>>MSG_TYPE(s)
	MP
	
	Bit string (8)
	Formatted and coded according to cdma2000 specifications. The MSG_TYPE bits are numbered b0 to b7. The first/leftmost/most significant bit of the bit string contains bit 7 of the MSG_TYPE.
	

	>>>cdma2000Messagepayload(s)
	MP
	
	Bit string (1..512)
	Formatted and coded according to cdma2000 specifications. The first/leftmost/most significant bit of the bit string contains bit 7 of  the first octet of the cdma2000 message.
	

	>E-UTRA
	
	
	
	
	REL-8

	>>E-UTRA message
	OP
	
	Octet string
	Formatted and coded according to E-UTRA specifications. The first/leftmost/most significant bit of the octet string contains bit 8 of the first octet of the E-UTRA message.
	REL-8


	  9th Modification        


10.3.8.7
Inter-RAT UE radio access capability
This Information Element contains the inter-RAT UE radio access capability that is structured and coded according to the specification used for the corresponding system type.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	MP
	
	
	
	

	>GSM
	
	
	
	
	

	>>Mobile Station Classmark 2
	MP
	
	Octet string (5)
	This IE is formatted as 'TLV' and is coded in the same way as the Mobile Station Classmark 2 information element in [5]. The first octet is the Mobile station classmark 2 IEI and its value shall be set to 33H (except in the case of NOTE 2). The second octet is the Length of mobile station classmark 2 and its value shall be set to 3.

The octet 3 contains the first octet of the value part of the Mobile Station Classmark 2 information element, the octet 4 contains the second octet of the value part of the Mobile Station Classmark 2 information element and so on. For each of these octets, the first/ leftmost/ most significant bit of the octet contains b8 of the corresponding octet of the Mobile Station Classmark 2.
See NOTE 2.
	

	>>Mobile Station Classmark 3
	MP
	
	Octet string (1..32)
	 This IE is formatted as 'V' and is coded in the same way as the value part in the Mobile station classmark 3 information element in [5].

The first octet contains octet 1 of the value part of Mobile station classmark 3, the second octet contains octet 2 of the value part of Mobile station classmark 3 and so on.
See NOTE 1, NOTE 2.
	

	>>MS Radio Access Capability
	OP
	
	Octet string (1..64)
	This IE is formatted as 'V' and is coded in the same way as the value part in the MS Radio Access Capability information element in [5].
	REL-6

	>GERAN Iu
	
	
	
	
	REL-5

	>>MS GERAN Iu mode Radio Access Capability
	MP
	
	Bit string (1..170)
	The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the IE.
	REL-5

	>cdma2000
	
	
	
	
	

	>>cdma2000Message
	MP
	1.to.<maxInterSysMessages>
	
	
	

	>>>MSG_TYPE(s)
	MP
	
	Bit string (8)
	Formatted and coded according to cdma2000 specifications. The first/leftmost/most significant bit of the bit string contains bit 7 of the MSG_TYPE.
	

	>>>cdma2000Messagepayload(s)
	MP
	
	Bit string (1..512)
	Formatted and coded according to cdma2000 specifications. The first/leftmost/most significant bit of the bit string contains bit 7 of the first octet of the cdma2000 message.
	

	>E-UTRA
	
	
	
	
	REL-8

	>>UE E-UTRA Capability
	MP
	
	Octet string
	Formatted and coded according to the UE-EUTRA-Capability information element in [67]. The first/leftmost/most significant bit of the first octet of the octetstring contains bit 8 of octet 1 of the UE-EUTRA-Capability IE.
	REL-8

	NOTE 1:
The value part is specified by means of CSN.1, which encoding results in a bit string, to which final padding may be appended upto the next octet boundary [5]. The first/ leftmost bit of the CSN.1 bit string is placed in the first/ leftmost/ most significant bit of the first octet. This continues until the last bit of the CSN.1 bit string, which is placed in the last/ rightmost/ least significant bit of the last octet.

	NOTE 2:
The information in these IEs is optionally present in the INTER RAT HANDOVER INFO WITH INTER RAT CAPABILITIES message, otherwise it is mandatory present. If the information in the IEs "Mobile Station Classmark 2" and "Mobile Station Classmark 3" is not included, it is indicated by setting the first octet (IEI) of the IE "Mobile Station Classmark 2" to 00H. In this case, the receiver should ignore the value parts of the Mobile Station Classmark 2 and the Mobile Station Classmark 3. The contents of those are set to zero.


	  End of Modifications        


