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	In RAN# 76 the Work Item (WI) on “a simplified HS-SCCH for UMTS” was approved, which consists in making “known in advance” the bits corresponding to the “Modulation Scheme” and the “Number of codes” (i.e., QPSK and 1 code).
The reason for change consists in introducing the HS-SCCH orders required by the triggering mechanism based on HS-SCCH orders, which is a triggering mechanisms that can additionally be used (i.e., on top of the baseline triggering mechanism based on legacy CQI reports) by the simplified HS-SCCH type 1 operation.
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------------------------------------------------------------------- Text Start ----------------------------------------------------------------
4.6C.2.2.5
Orders for switching the E-DCH TTI, and for start/stop a simplified HS-SCCH type 1 transmission interval
If the order is transmitted from the serving HS-DSCH cell or a secondary serving HS-DSCH cell, for this Order type, the meaning of the orders for single cell E-DCH is listed in Table 14B.3A and the meaning of the orders for dual cell E-DCH is listed in Table 14B.3B.

Table 14B.3A: Orders for switching the E-DCH TTI for single cell E-DCH and for start/stop a simplified HS-SCCH type 1 transmission interval
	Extended
Order Type
	Order Type
	Order Mapping
	Interpretation

	xeodt,1, xeodt,2
	xodt,1, xodt,2, xodt,3
	xord,1
	xord,2
	xord,3
	

	11
	011
	0
	0
	0
	TTI switch order from 2ms to 10ms

	
	
	0
	0
	1
	TTI switch order from 10ms to 2ms

	
	
	0
	1
	0
	Start simplified HS-SCCH type 1 transmission interval order

	
	
	0
	1
	1
	Stop simplified HS-SCCH type 1 transmission interval order

	
	
	1
	0
	0
	Unused (Reserved) for single cell E-DCH

	
	
	1
	0
	1
	Unused (Reserved) for single cell E-DCH

	
	
	1
	1
	0
	Unused (Reserved) for single cell E-DCH

	
	
	1
	1
	1
	Unused (Reserved) for single cell E-DCH


---------------------------------------------------------------------- Text End --------------------------------------------------------------
