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Beginning of changes

11.5
RRC information between network nodes
Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


T-305,


TransportChannelCapability,

<Skipped Unmodified changes>
SRNC-RelocationInfo-LaterCriticalExtensions ::=
   SEQUENCE {

criticalExtensions






CHOICE {



r14









SEQUENCE {




sRNC-RelocationInfo-r14


SRNC-RelocationInfo-r14-IEs,




sRNC-RelocationInfo-r14-add-ext
BIT STRING
OPTIONAL,




nonCriticalExtensions
SEQUENCE {}
OPTIONAL



},



sRNC-RelocationInfo-CriticalExtensions-r15-IEs


SRNC-RelocationInfo-CriticalExtensions-r15-IEs

}

}

SRNC-RelocationInfo-CriticalExtensions-r15-IEs ::=
SEQUENCE {


criticalExtensions






CHOICE {



r15









SEQUENCE {




sRNC-RelocationInfo-r15


SRNC-RelocationInfo-r15-IEs,




sRNC-RelocationInfo-r15-add-ext
BIT STRING
OPTIONAL,




nonCriticalExtensions
SEQUENCE {}
OPTIONAL



},



criticalExtensions





SEQUENCE {}


}

}

End of changes

