

	
[bookmark: _Hlk15564674]3GPP TSG RAN WG6 meeting #15 							                                      R6-200028
Electronic Agreement Meeting (13 January – 3 February, 2020) 
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	45.008
	CR
	0684
	rev
	-
	Current version:
	15.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Removal of brackets for MTA related parameter value 

	
	

	Source to WG:
	  Nokia, Nokia Shanghai Bell

	Source to TSG:
	R6

	
	

	Work item code:
	ePOS_GERAN-Core
	
	Date:
	23/01/2020

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Square brackets for MTA related parameter value still exist in this specification, which need to be removed. 

	
	

	Summary of change:
	In subclause 6.6.1a.3, brackets are removed for the time period from last cell reselection to reception of paging for positioning request, required for evaluating the condition if a cell reselection procedure shall be triggered by the MS. 
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	  1st Modification



[bookmark: _Toc19034928]6.6.1a	Reduced Monitoring of received signal level and (EC-)BCCH data
[bookmark: _Toc19034931]…
6.6.1a.3	Criteria for triggering measurements for cell re-selection
The MS shall proceed as described in sub-clause 6.6.1a.4 if any of the following criteria are fulfilled:
-	Cell selection has been completed and monitoring of non-serving cells for cell reselection has not yet been performed;
-	C1 ≤ 0;
-	A change in BSIC is detected;
-	A downlink signalling failure is declared;
-	C1a – C1b > C1_DELTA, or
-	More than 24 hours have passed since the last evaluation of C1 and C2 of non-serving cells;
-	A MS that has enabled PEO or EC operation and supports the MTA procedure receives a paging request message that indicates a positioning event is pending (see 3GPP TS 44.018 and 3GPP TS 43.059) except if a cell re-selection has been performed within the last [60] seconds.
-	A MS for which the use of enhanced coverage was previously restricted, receives a paging request message that indicates the removed restriction for use of enhanced coverage (see 3GPP TS 44.018).
The MS need not monitor the BCCH carriers of the non-serving cells as long as none of these criteria are fulfilled.
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