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8
Deployment-related requirements

8.1
Spectrum flexibility

a)
Support for spectrum allocations of different size
1)
E-UTRA shall operate in spectrum allocations of different sizes, including 1.25 MHz, 2.5 MHz, 5 MHz, 10 MHz, 15 MHz and 20 MHz. in both the uplink and downlink. Operation in paired and unpaired spectrum shall be supported.
2)
Unnecessary fragmentation of technologies for paired and unpaired band operation shall be avoided. This shall be achieved with minimal additional complexity.
b)
Support for diverse spectrum arrangements
1)
The system shall be able to support (same and different) content delivery over an aggregation of resources including Radio Band Resources (as well as power, adaptive scheduling, etc) in the same and different bands, in both uplink and downlink and in both adjacent and non-adjacent channel arrangements.
2)
The degree to which the above requirement is supported is conditioned on the increase in UE and network complexity and cost.
3)
 A "Radio Band Resource" is defined as all spectrum available to an operator.
8.2
Spectrum deployment
E-UTRA is required to cope with following scenarios:

a)
Co-existence in the same geographical area and co-location with GERAN/3G on adjacent channels.

b)
Co-existence in the same geographical area and co-location between operators on adjacent channels.

c)
Co-existence on overlapping and/or adjacent spectrum at country borders.

d)
E-UTRA shall be possible to operate standalone, i.e. there is no need for any other carrier to be available.

e)
All frequency bands should be allowed following release independent frequency band principles

Note
In case of border co-ordination requirement, other aspects such as possible scheduling solutions should be considered together with physical layer behaviour.
8.3
Co-existence and interworking with 3GPP RAT

The following requirements are applicable to inter-working between E-UTRA and other 3GPP systems:

a)
E-UTRAN Terminals supporting also UTRAN and/or GERAN operation should be able to support measurement of, and handover from and to, both 3GPP UTRA and 3GPP GERAN systems correspondingly with acceptable impact on terminal complexity and network performance.
b)
E-UTRAN is required to efficiently support inter-RAT measurements with acceptable impact on terminal complexity and network performance, by e.g. providing UE's with measurement opportunities through downlink and uplink scheduling.

c)
The interruption time during a handover of real-time services between E-UTRAN and UTRAN is less than 300 msec
d)
The interruption time during a handover of non real-time services between E-UTRAN and UTRAN should be less than 500 msec

e)
The interruption time during a handover of real-time services between E-UTRAN and GERAN is less than 300 msec
f)
The interruption time during a handover of non real-time services between E-UTRAN and GERAN should be less than 500 msec
g)
Non-active terminals (such as one being in Release 6 idle mode or CELL_PCH) which support UTRAN and/or GERAN in addition to E-UTRAN shall not need to monitor paging messages only from one of GERAN, UTRA or E-UTRA
h)
For inter-system interworking, transitions between all RRC states of UTRAN/GERAN and all active/non-active (TBD) states of EUTRAN might not be required.
Reduction in network and terminal complexity and cost by not mandating support for the measurements and handovers to/from GERAN/UTRAN should be considered.

Note:
The interruption times above are to be considered as maximum values. These values may be revisited when the overall architecture and the E-UTRA physical layer has been defined in more detail.
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