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8
Elements for layer-to-layer communication

The interaction between the RLC layer and other layers are described in terms of primitives where the primitives represent the logical exchange of information and control between the RLC layer and other layers. The primitives shall not specify or constrain implementations.

8.1
Primitives between RLC and higher layers

The primitives between RLC and upper layers are shown in Table 8.1.

Table 8.1: Primitives between RLC and upper layers

Generic Name
Parameter


Req.
Ind.
Resp.
Conf.

RLC-AM-DATA
Data, CNF, MUI
Data, DiscardInfo
Not Defined
MUI

RLC-UM-DATA
Data, 
Data
Not Defined
Not Defined

RLC-TR-DATA
Data
Data
Not Defined
Not Defined

CRLC-CONFIG
E/R, Ciphering Elements (UM/AM only), AM_parameters (AM only)
Not Defined
Not Defined
Not Defined

CRLC-SUSPEND (UM/AM only)
N
Not Defined
Not Defined
VT(US) (UM only), VT(S) (AM only)

CRLC-RESUME (UM/AM only)
No Parameter
Not Defined
Not Defined
Not Defined

CRLC-STATUS
Not Defined
EVC
Not Defined
Not Defined

Each Primitive is defined as follows:

RLC-AM-DATA-Req/Ind/Conf

-
RLC-AM-DATA-Req is used by higher layers to request transmission of a higher layer PDU in acknowledged mode.

-
RLC-AM-DATA-Ind is used by RLC to deliver to higher layers RLC SDUs, that have been transmitted in acknowledged mode and to indicate higher layers of the discarded RLC SDU in the receiving RLC.

-
RLC-AM-DATA-Conf is used by RLC to confirm to higher layers the transmission of a RLC SDU.

RLC-UM-DATA-Req/Ind

-
RLC-UM-DATA-Req is used by higher layers to request transmission of a higher layer PDU in unacknowledged mode.

-
RLC-UM-DATA-Ind is used by RLC to deliver to higher layers RLC SDUs, that have been transmitted in unacknowledged mode.

RLC-TR-DATA-Req/Ind

-
RLC-TR-DATA-Req is used by higher layers to request transmission of a higher layer PDU in transparent mode.

-
RLC-TR-DATA-Ind is used by RLC to deliver to higher layers RLC SDUs, that have been transmitted in transparent mode.

CRLC-CONFIG-Req

This primitive is used by RRC to establish, re-establish, release or reconfigure the RLC. Ciphering elements are included for UM and AM operation.

CRLC-SUSPEND-Req/Conf

This primitive is used by RRC to suspend the RLC. The N parameter indicates that RLC shall not send a PDU with SN>=VT(S)+N, where N is an integer. RLC informs RRC of the VT(S) value in the confirm primitive.

CRLC-RESUME-Req

This primitive is used by RRC to resume RLC when RLC has been suspended.

CRLC-STATUS-Ind

It is used by the RLC to send status information to RRC.

Following parameters are used in the primitives:

1)
The parameter Data is the RLC SDU that is mapped onto the Data field in RLC PDUs. The Data parameter may be divided over several RLC PDUs. In case of a RLC-AM-DATA or a RLC-UM-DATA primitive the length of the Data parameter shall be octet-aligned.

2)
The parameter Confirmation request (CNF) indicates whether the RLC needs to confirm the correct transmission of the RLC SDU.

3)
The parameter Message Unit Identifier (MUI) is an identity of the RLC SDU, which is used to indicate which RLC SDU that is confirmed with the RLC-AM-DATA conf. primitive.

4)
The parameter E/R indicates (re-)establishment, release or modification of RLC. If it indicates establishment, the state variables in 9.4 shall be set to their initial value, the configurable parameters shall be set to their configured value and RLC shall enter the data transfer ready state. If it indicates re-establishment, the state variables in 9.4 shall be set to their initial value, the configurable parameters shall be set to their configured value, the RLC buffers shall be emptied and RLC shall enter the data transfer ready state. If it indicates release, all protocol parameters, variables and timers shall be released and RLC shall exit the data transfer ready state. If it indicates modification, the protocol parameters indicated by RRC (e.g. ciphering parameters) shall only be modified with keeping the other protocol parameters, the protocol variables, the protocol timers and the protocol state. RLC shall always be re-established if the PU size is changed. 
5)
The parameter Event Code (EVC) indicates the reason for the CRLC-STATUS-ind (i.e., unrecoverable errors such as data link layer loss or recoverable status events such as reset, etc.).

6)
The parameter ciphering elements are only applicable for UM and AM operation. These parameters are Ciphering Mode, Ciphering Key, Activation Time (SN to activate a new ciphering configuration) and HFN (Hyper Frame Number).

7)
The AM_parameters is only applicable for AM operation. It contains PU size, Timer values (see subclause 9.5), Protocol parameter values (see subclause 9.6), Polling triggers (see subclause 9.7.1), Status triggers (see subclause 9.7.2), SDU discard mode (see subclause 9.7.3).

8)
The parameter DiscardInfo indicates the upper layer of each of the discarded RLC SDU. It is applicable only when in-sequence delivery is active and it is purposed to be used when the upper layer requires the reliable data transfer and especially the information of the discarded RLC SDU.

9.2.2.8
Length Indicator (LI)

The Length Indicator is used to indicate, each time, the end of an SDU occurs in the PU. The Length Indicator points out the number of octets between the end of the last Length Indicator field and up to and including the octet at the end of an SDU segment. Length Indicators are included in the PUs that they refer to. The size of the Length Indicator may be either 7bits or 15bits. The maximum value of a Length Indicator in AM will be no greater than the RLC PDU size – AMD PDU Header – PADDING. The maximum value of a Length Indicator in UM will be no greater than the RLC PDU size – UMD PDU Header – PADDING.

A Length Indicator group is a set of Length Indicators that refer to a PU. Length Indicators that are part of a Length Indicator group must never be reordered within the Length Indicator group or removed from the Length Indicator group.

If there can be more than one Length Indicator, each specifying the end of an SDU in a PU, the order of these Length Indicators must be in the same order as the SDUs that they refer to.

In the case where the end of last segment of an SDU exactly ends at the end of a PDU, the next Length Indicator, shall be placed as the first Length Indicator in the following PU and have value LI=0. 

In the case where the last segment of an RLC SDU is one octet short of exactly filling the previous RLC PU, and 15-bit Length Indicators are used, the next Length Indicator shall be placed as the first Length Indicator in the following PU and have value LI=111 1111 1111 1011. The remaining one octet in the previous RLC PU shall be ignored.
A PU that has unused space, to be referred to as padding, must use a Length Indicator to indicate that this space is used as padding. A padding Length Indicator must be placed after any Length Indicators for a PU. 

All unused space in a PU must be located at the end of the PDU, be a homogeneous space and is referred to as padding. Predefined values of the Length Indicator are used to indicate this. The values that are reserved for special purposes are listed in the tables below depending on the size of the Length Indicator. Only predefined Length Indicator values can refer to the padding space.

STATUS PDUs can be piggybacked on the AMD PDU by using part or all of the padding space. A Length Indicator must be used to indicate the piggybacked STATUS PDU. This Length Indicator takes space from the padding space or piggybacked STATUS PDU and not the PDU data and will always be the last Length Indicator. Where only part of the padding space is used by a piggybacked STATUS PDU then the end of the piggybacked STATUS PDU is determined by one of the SUFI fields NO_MORE or ACK, thus no additional Length Indicator is required to show that there is still padding in the PDU. The padding/piggybacked STATUS PDU predefined Length Indicators shall be added after the very last (i.e. there could be more than one SDU that end within a PDU) Length Indicator that indicates the end of the last SDU segment in the PU. 
If SDU discard with explicit signalling is used an AMD PDU can contain a maximum number of 15 LIs indicating the end of an SDU and the rest of the AMD PDU space shall be used as padding/piggybacked STATUS PDU.
For AM, 7bit indicators shall be used if the AMD PDU size is ( l26 octets. Otherwise 15bit indicators shall be used. For UM, 7bit indicators shall be used if the UMD PDU size is ( l25 octets. Otherwise 15bit indicators shall be used.

The length of the Length Indicator only depends on the size of the largest RLC PDU. The length of the Length Indicator is always the same for all PUs, for one RLC entity.

For Release 99, there is one PU in a AMD PDU.

Length: 7bit

Bit
Description

0000000
The previous RLC PDU was exactly filled with the last segment of a RLC SDU.

1111100
Reserved (PDUs with this coding will be discarded by this version of the protocol).

1111101
Reserved (PDUs with this coding will be discarded by this version of the protocol).

1111110
AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

1111111
The rest of the RLC PDU is padding.

Length: 15bit

Bit
Description

000000000000000
The previous RLC PDU was exactly filled with the last segment of a RLC SDU.

111111111111011
The last segment of an RLC SDU was one octet short of exactly filling the previous RLC PDU. The remaining one octet in the previous RLC PDU is ignored.

111111111111100
Reserved (PDUs with this coding will be discarded by this version of the protocol). 

111111111111101
Reserved (PDUs with this coding will be discarded by this version of the protocol).l

111111111111110
AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

111111111111111
The rest of the RLC PDU is padding.

9.2.2.13
Reset Sequence Number (RSN)

Length: 1 bit

This field is used to indicate the sequence number of the transmitted RESET PDU. If this RESET PDU is a retransmission of the original RESET PDU then the retransmitted RESET PDU would have the same sequence number value as the original RESET PDU. Otherwise it will have the next reset sequence number. The initial value of this field is zero. The value of this field shall be reinitialized when the RLC is re-established. It shall not be reinitialized when the RLC is reset.
9.3.3
State model for acknowledged mode entities

Figure 9.18 illustrates the state model for the acknowledged mode RLC entity (both transmitting and receiving). An acknowledged mode entity can be in one of following states.

9.3.3.1
Null State

In the null state the RLC entity does not exist and therefore it is not possible to transfer any data through it.

Upon reception of an CRLC-CONFIG-Req from higher layer the RLC entity is created and acknowledged data transfer ready state is entered.

9.3.3.2
Acknowledged Data Transfer Ready State

In the acknowledged data transfer ready state, acknowledged mode data can be exchanged between the entities. Upon reception of a CRLC-CONFIG-Req from higher layer the RLC entity is terminated and the null state is entered.

Upon errors in the protocol, the RLC entity sends a RESET PDU to its peer and enters the reset pending state.

Upon reception of a RESET PDU, the RLC entity resets the protocol (resets the state variables in 9.4 to their initial value and resets configurable parameters to their configured value, increments the hyper frame number if the RSN field indicates that the RESET PDU is not a retransmitted RESET PDU) and responds to the peer entity with a RESET ACK PDU.

Upon reception of a RESET ACK PDU, the RLC takes no action.

9.3.3.3
Reset Pending State

In the reset pending state the entity waits for a response from its peer entity and no data can be exchanged between the entities. Upon reception of CRLC-CONFIG-Req from higher layer the RLC entity is terminated and the null state is entered.

Upon reception of a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU, the RLC entity resets the protocol (resets the state variables in 9.4 to their initial value, resets configurable parameters to their configured value, increments the hyper frame number) and enters the acknowledged data transfer ready state.
Upon reception of a RESET ACK PDU with a different RSN value as in the corresponding RESET PDU the RESET ACK PDU is discarded.
Upon reception of a RESET PDU, the RLC entity resets the protocol (resets the state variables in 9.4 to their initial value, resets configurable parameters to their configured value, increments the hyper frame number if the RSN field indicates that the RESET PDU is not a retransmitted RESET PDU), sends a RESET ACK PDU and stays in the reset pending state.
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Figure 9.18: The state model for the acknowledged mode entities when reset is performed

9.3.3.4
Local Suspend State

Upon reception of CRLC-SUSPEND-Req from higher layer (RRC) the RLC entity is suspended and the Local Suspend state is entered. In the Local Suspend state RLC shall not send a RLC-PDUs with a SN>=VT(S)+N. Upon reception of CRLC-RESUME-Req from higher layer (RRC) the RLC entity is resumed and the Data Transfer Ready state is entered.
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Figure 9.19: The state model for the acknowledged mode entities when local suspend is performed

9.4
State variables

This sub-clause describes the state variables used in the specification of the peer-to-peer protocol. PUs are sequentially and independently numbered and may have the value 0 through n minus 1 (where n is the modulus of the sequence numbers). The modulus equals 212 for AM and 27 for UM; the sequence numbers cycle through the entire range: 0 through 212 – 1 for AM and 0 through 27 – 1 for UM. All arithmetic operations on the following state variables and sequence numbers contained in this specification are affected by the modulus: VT(S), VT(A), VT(MS), VR(R), VR(H), VR(MR), VT(US) and VR(US). When performing arithmetic comparisons of transmitter variables, VT(A) is assumed to be the base. When performing arithmetic comparisons of receiver variables, VR(R) is assumed to be the base. 

The RLC maintains the following state variables at the transmitter.

a)
VT(S) - Send state variable.


The sequence number of the next PU to be transmitted for the first time (i.e. excluding retransmission). It is updated after transmission of a PDU, which includes not earlier transmitted PUs. The initial value of this variable is 0.

b)
VT(A) - Acknowledge state variable.


The sequence number of the next in-sequence PU expected to be acknowledged, which forms the lower edge of the window of acceptable acknowledgements. VT(A) is updated based on receipt of a STATUS PDU including an ACK super-field. The initial value of this variable is 0.

c)
VT(DAT). 


This state variable counts the number of times a PU has been transmitted. There is one VT(DAT) for each PU and it is incremented each time the PU is transmitted. The initial value of this variable is 0.

d)
VT(MS) - Maximum Send state variable.


The sequence number of the first PU not allowed by the peer receiver [i.e. the receiver will allow up to VT(MS) – 1], VT(MS) = VT(A) + Tx_Window_Size. This value represents the upper edge of the transmit window. The transmitter shall not transmit a new PU if VT(S) 
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VT(MS). VT(MS) is updated based on receipt of a STATUS PDU including an ACK and/or a WINDOW super‑field.

e)
VT(US) – UM data state variable.


This state variable gives the sequence number of the next UMD PDU to be transmitted. It is updated each time a UMD PDU is transmitted. The initial value of this variable is 0.

f)
VT(PU).


This state variable is used when the poll every Poll_PU PU function is used. It is incremented with 1 for each PU that is transmitted. It should be incremented for both new and retransmitted PUs. When it reaches Poll_PU a new poll is transmitted and the state variable is set to zero. The initial value of this variable is 0.

g)
VT(SDU).


This state variable is used when the poll every Poll_SDU SDU function is used. It is incremented with 1 for each SDU that is transmitted. When it reaches Poll_SDU a new poll is transmitted and the state variable is set to zero. The poll bit should be set in the PU that contains the last segment of the SDU. The initial value of this variable is 0.

h)
VT(RST) - Reset state variable.


It is used to count the number of times a RESET PDU is transmitted. VT(RST) is incremented with 1 each time a RESET PDU is transmitted. VT(RST) is reset only upon the reception of a RESET ACK PDU, i.e. VT(RST) is not reset when a RLC reset occurs which was initiated from the peer RLC entity. The initial value of this variable is 0.

i)
VT(MRW) – MRW command send state variable.


It is used to count the number of times a MRW command is transmitted. VT(MRW) is incremented with 1 each time an MRW command is transmitted. VT(MRW) is reset upon the reception of a STATUS PDU which suggests the acknowledgement of a MRW command in the receiver or the occurrence of discarding new SDU. The initial value of this variable is 0.

The RLC maintains the following state variables at the receiver:

a)
VR(R) - Receive state variable.


The sequence number of the next in-sequence PU expected to be received. It is set equal to SNmax+1 upon receipt of the next in-sequence PU, where SNmax is the sequence number of the highest received in-sequence PU. The initial value of this variable is 0.

b)
VR(H) - Highest expected state variable.


The sequence number of the highest expected PU. This state variable is set equal to SN+1 onlywhen a new PU is received with VR(MR)>SN(VR(H). The initial value of this variable is 0.

c)
VR(MR) - Maximum acceptable Receive state variable.


The sequence number of the first PU not allowed by the receiver [i.e. the receiver will allow up to VR(MR) – 1], VR(MR) = VR(R) + Rx_Window_Size. The receiver shall discard PUs with SN 
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 VR(MR).

d)
VR(US) - Receiver Send Sequence state variable.


The sequence number of the next PDU to be received. It shall set equal to SN + 1 upon reception of a PDU. The initial value of this variable is 0.

e)
VR(EP) – Estimated PDU Counter state variable.


The number of PUs that should be received yet as a consequence of the transmission of the latest status report. In acknowledged mode, this state variable is updated at the end of each transmission time interval. It is decremented by the number of PUs that should have been received during the transmission time interval. If VR(EP) is equal to zero, then check if all PUs requested for retransmission in the latest status report have been received.
9.5
Timers

a)
Timer_Poll.

This timer is only used when the poll timer trigger is used. It is started when the transmitting side sends a poll to the peer entity. The timer is stopped when receiving a STATUS PDU that contains an acknowledgement or negative acknowledgement of the AMD PDU with SN=VT(S)-1 at the time the poll was transmitted. The value of the timer is signalled by RRC.


If the timer expires and no STATUS PDU containing an acknowledgement or negative acknowledgement of the AMD PDU with SN=VT(S)-1 at the time the poll was transmitted has been received, the receiver is polled once more (either by the transmission of a PDU which was not yet sent, or by a retransmission) and the timer is restarted with a new value of VT(S)-1. If there is no PU to be transmitted and all PUs have already been acknowledged, the receiver shall not be polled.


If a new poll is sent when the timer is running it is restarted.

b)
Timer_Poll_Prohibit.

This timer is only used when the poll prohibit function is used. It is used to prohibit transmission of polls within a certain period. A poll shall be delayed until the timer expires if a poll is triggered when the timer is active. Only one poll shall be transmitted when the timer expires even if several polls were triggered when the timer was active. If there is no PU to be transmitted and all PUs have already been acknowledged, a poll shall not be transmitted. This timer will not be stopped by a STATUS PDU. The value of the timer is signalled by RRC. 
c)
Timer_EPC.


This timer is only used when the EPC function is used and it accounts for the roundtrip delay, i.e. the time when the first retransmitted PU should be received after a status report has been sent. The timer is started when the first STATUS PDU of a status report is transmitted and when it expires EPC can start decrease (see subclause 9.7.3). The value of the timer is signalled by RRC.
d)
Timer_Discard.


This timer is used for the SDU discard function. In the transmitter, the timer is activated upon reception of a SDU from higher layer. One timer is used for each SDU that is received from higher layer. If the SDU has not been acknowledged and/or transmitted when the timer expires, the SDU is discarded. Following which, if the SDU discard function uses explicit signalling, a Move Receiving Window request is sent to the receiver. The value of the timer is signalled by RRC.

e)
Timer_Poll_Periodic.


This timer is only used when the timer based polling is used. The timer is started when the RLC entity is created. Each time the timer expires a poll is transmitted (either by the transmission of a PDU which was not yet sent, or by a retransmission) and the timer is restarted. If there is no PU to be transmitted and all PUs have already been acknowledged, a poll shall not be transmitted and the timer shall only be restarted. The value of the timer is signalled by RRC.

f)
Timer_Status_Prohibit.


This timer is only used when the STATUS prohibit function is used. It prohibits the receiving side from sending status reports containing any of the SUFIs LIST, BITMAP, RLIST or ACK. The timer is started when the last STATUS PDU in a status report is transmitted and no new status report containing the mentioned SUFIs can be transmitted before the timer has expired. The timer does not prohibit transmission of the SUFIs MRW, MRW_N_IFL, WINDOW or NO_MORE. The value of the timer is signalled by RRC.

g)
Timer_Status_Periodic.


This timer is only used when timer based status report sending is used. The timer is started when the RLC entity is created. Each time the timer expires a status report is transmitted and the timer is restarted. The value of the timer is signalled by RRC.

h)
Timer_RST.


This timer is used to detect the loss of RESET ACK PDU from the peer RLC entity. This timer is set when the RESET PDU is transmitted. It will only be stopped upon reception of RESET ACK PDU, i.e. this timer is not stopped when a RLC reset occurs which was initiated from the peer RLC entity. If it expires, RESET PDU will be retransmitted. The value of the timer is signalled by RRC.

i)
Timer_MRW.


This timer is used as part of the Move Receiving Window protocol. It is used to trigger the retransmission of a status report containing an MRW SUFI field. The timer is started when the last STATUS PDU of the status report is first transmitted. Each time the timer expires the status report is retransmitted and the timer is restarted (when the last STATUS PDU of the status report is retransmitted). It shall be stopped when a STATUS PDU is received that indicates that VR(R) ( SN_MRW. It shall also be stopped if a new MRW procedure is triggered while it is running. The value of the timer is signalled by RRC.

11.4
RLC reset procedure

11.4.1
Purpose

The RLC reset procedure is used to reset two RLC peer entities, which are operating in acknowledged mode. Figure 11.4 below illustrates the elementary procedure for a RLC reset. The sender can be either the UE or the network and the receiver is either the network or the UE.
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Figure 11.4: RLC reset procedure

11.4.2
Initiation

The procedure shall be initiated when a protocol error occurs.

The sender sends the RESET PDU when it is in data transfer ready state and enters reset pending state. The sender shall start the timer Timer_RST and increase VT(RST) with 1. The RESET PDU shall be transmitted on the DCCH logical channel if the sender is located in the control plane and on the DTCH if it is located in the user plane.

The RESET PDU has higher priority than data PDUs.

When a reset procedure has been initiated it can only be ended upon reception of a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU, i.e., a reset procedure is not interrupted by the reception of a RESET PDU from the peer entity.

11.4.2.1
RESET PDU contents to set

The size of the RESET PDU shall be equal to one of the allowed PDU sizes. The RSN field shall indicate the sequence number of the RESET PDU. This sequence number is incremented every time a new RESET PDU is transmitted.

11.4.3
Reception of the RESET PDU by the receiver

Upon reception of a RESET PDU the receiver shall respond with a RESET ACK PDU. The receiver resets the state variables in 9.4 to their initial value and resets configurable parameters to their configured value.
In the received RESET PDU the Receiver shall check the value of RSN (Reset Sequence Number) field. If the value of the RSN field is different from the RSN value in the previously received RESET PDU the Receiver shall increase the value of the HFN by one.

If the value of the RSN is equal to the RSN value in the previously received RESET PDU, (i.e. the RESET PDU is a retransmitted RESET PDU) the value of the HFN shall not be increased and only a RESET ACK PDU shall be sent to the peer RLC entity.

The RESET ACK PDU shall be transmitted on the DCCH logical channel if the sender is located in the control plane and on the DTCH if it is located in the user plane.

The RESET ACK PDU has higher priority than data PDUs.

11.4.3.1
RESET ACK PDU contents to set

The size of the RESET ACK PDU shall be equal to one of the allowed PDU sizes. The RSN field shall always be set to the same value as in the corresponding RESET PDU.

11.4.4
Reception of the RESET ACK PDU by the sender

When the sender is in reset pending state and receives a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU the Timer_RST shall be stopped and the value of the HFN shall be increased by one. The sender resets the state variables in 9.4 to their initial value and resets configurable parameters to their configured value. The sender shall enter data transfer ready state.

Upon reception of a RESET ACK PDU with a different RSN value as in the corresponding RESET PDU the RESET ACK PDU is discarded.

Upon reception of a RESET ACK PDU in data transfer ready state the RESET ACK PDU is discarded.

11.4.5
Abnormal cases

11.4.5.1
Timer_RST timeout

Upon expiry of Timer_RST the sender shall retransmit the RESET PDU and increase VT(RST) with 1. In the retransmitted RESET PDU the value of the RSN field shall not be incremented.

11.4.5.2
VT(RST) ( MaxRST
If VT(RST) becomes larger or equal to MaxRST the RRC layer shall be informed.
11.4.5.3
Reception of the RESET PDU by the sender

Upon reception of a RESET PDU in reset pending state the sender shall respond with a RESET ACK PDU. The sender resets the state variables in 9.4 to their initial value, resets configurable parameters to their configured value. However, VT(RST) and Timer_RST are not reset. The hyper frame number is incremented if the RSN field indicates that the RESET PDU is not a retransmitted RESET PDU. The sender shall stay in the reset pending state. The sender shall enter data transfer ready state only upon reception of a RESET ACK PDU with the same RSN value as in the corresponding RESET PDU.
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How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc
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