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R2-001473
agreed
25.331
356
3
Clarification on multiplicity of PCH and PICH and S-CCPCH selection
F
3.3.0
3.4.0

R2-001689
agreed
25.331
403
3
Parameters to be stored in the USIM
F
3.3.0
3.4.0

R2-001476
agreed
25.331
413
3
Optimisation of Inter-system handover message
F
3.3.0
3.4.0

R2-001659
agreed
25.331
416
2
Timing Advance in Handover Procedures
F
3.3.0
3.4.0

R2-001477
agreed
25.331
417
2
Synchronisation of Timing Advance and Timing Deviation Measurement
F
3.3.0
3.4.0

R2-001335
agreed
25.331
418

Downlink Physical Channels Per Timeslot
F
3.3.0
3.4.0

R2-001336
agreed
25.331
419

TDD Mode DCH Reception in Cell DCH State
F
3.3.0
3.4.0

R2-001479
agreed
25.331
420
2
Downlink Power Control During DTX in TDD Mode
F
3.3.0
3.4.0

R2-001478
agreed
25.331
421
1
Paging Indicator Length Definition
F
3.3.0
3.4.0

R2-001347
agreed
25.331
422

Updating & alignment of RRC containers & handover to UTRAN information transfer
F
3.3.0
3.4.0

R2-001349
agreed
25.331
424

Default values for UE timers and counters 
F
3.3.0
3.4.0

R2-001480
agreed
25.331
425
1
Security mode control 
F
3.3.0
3.4.0

R2-001481
agreed
25.331
426
1
Corrections and Editorial updates to chapter 8 
F
3.3.0
3.4.0

R2-001352
agreed
25.331
427

Corrections and editorial updates to chapter 10 
F
3.3.0
3.4.0

R2-001353
agreed
25.331
428

Transition from CELL_DCH to CELL_PCH and URA_PCH state
F
3.3.0
3.4.0

R2-001358
agreed
25.331
430

Assisted GPS Messaging and Procedures
F
3.3.0
3.4.0

R2-001542
agreed
25.331
431
2
Corrections to Activation Time use
F
3.3.0
3.4.0

R2-001360
agreed
25.331
432

Editorial Corrections to measurement reporting range
F
3.3.0
3.4.0

R2-001765
agreed
25.331
434
4
Default DPCH offset value and DPCH offset
F
3.3.0
3.4.0

R2-001527
agreed
25.331
435
3
RLC info
F
3.3.0
3.4.0

