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	Reason for change:
(

	The IE “AC-to-ASC mapping”, which is included in IE “PRACH system information list”, is currently optional. It is not clear which ASC the UE is supposed to select in case the mapping is not present. Since to select the signature for RACH access the knowledge of the ASC is necessary (see 8.6.6.29, 10.3.6.55, 10.3.6.54 and 10.3.6.6), the IE “AC-to-ASC mapping” can not be optional.

	
	

	Summary of change:
(

	The IE “AC-to-ASC mapping” is changed to MD (conditional to inclusion in SIB5) and default value is the value of " AC-to-ASC mapping" for the previous PRACH in the list (note : the first occurrence is then MP in SIB5)

Isolated Impact Change Analysis. 

This change clarifies the ASC procedures. 

It would not affect implementations behaving like indicated in the CR, it would affect implementations supporting the corrected functionality otherwise.  
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	UE may not be able to access the system if the IE “AC-to-ASC mapping” is not included in SIB 5
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10.3.6.55
PRACH system information list

	Information element
	Need
	Multi
	Type and reference
	Semantics description

	PRACH system information
	MP
	1 .. <maxPRACH>
	
	

	>PRACH info
	MP
	
	PRACH info (for RACH) 10.3.6.52
	

	>Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	

	>RACH TFS
	MD
	
	Transport format set 10.3.5.23
	Default value is the value of "RACH TFS" for the previous PRACH in the list

NOTE:
The first occurrence is then MP)

NOTE:
For TDD in this release there is a single TF within the RACH TFS.

	>RACH TFCS
	MD
	
	Transport Format Combination Set 10.3.5.20
	Default value is the value of "RACH TFCS" for the previous PRACH in the list.

NOTE:
The first occurrence is then MP).

NOTE:
For TDD in this release there is no TFCS required.

	>PRACH partitioning
	MD
	
	PRACH partitioning 10.3.6.53
	Default value is the value of "PRACH partitioning" for the previous PRACH in the list (note : the first occurrence is then MP)

	>Persistence scaling factors
	OP
	
	Persistence scaling factors 10.3.6.48
	This IE shall not be present if only ASC 0 and ASC 1 are defined. If this IE is absent, value is the value of "Persistence scaling factors" for the previous PRACH in the list if value exists

	>AC-to-ASC mapping
	CV-SIB5-MD
	
	AC-to-ASC mapping 10.3.6.1
	Only present in SIB 5

Default value is the value of "AC-to-ASC mapping" for the previous PRACH in the list (note : the first occurrence is then MP in SIB5)

	>CHOICE mode
	MP
	
	
	

	>>FDD
	
	
	
	

	>>>Primary CPICH TX power
	MD
	
	Primary CPICH TX power 10.3.6.61
	Default value is the value of "Primary CPICH TX power" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>Constant value
	MD
	
	Constant value 10.3.6.11
	Default value is the value of "Constant value" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>PRACH power offset 
	MD
	
	PRACH power offset 10.3.6.54
	Default value is the value of "PRACH power offset" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>RACH transmission parameters
	MD
	
	RACH transmission parameters 10.3.6.67
	Default value is the value of "RACH transmission parameters" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>>AICH info
	MD
	
	AICH info 10.3.6.2
	Default value is the value of "AICH info" for the previous PRACH in the list (note : the first occurrence is then MP)

	>>TDD
	
	
	
	(no data)


	Condition
	Explanation

	SIB5-MD
	The information element is present only in SIB 5 and in SIB 5 it is mandatory with default.


NOTE:
If the setting of the PRACH information results in that a combination of a signature, preamble scrambling code and subchannel corresponds to a RACH with different TFS and/or TFCS, then for that combination only the TFS/TFCS of the PRACH listed first is valid, where PRACHs listed in System Information Block type 5 shall be counted first.
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