3GPP TSG RAN WG4 Meeting #21                                      R4-020514

Sophia Antipolis, France 28th January - 1st February 2002

	CR-Form-v3

	CHANGE REQUEST

	

	(

	25.133
	CR
	301
	(

rev
	1
	(

Current version:
	4.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	SFN decoding for identification of a new cell

	
	

	Source:
(

	RAN WG4

	
	

	Work item code:
(

	TEI
	
	Date: (

	1/2/2002

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	The requirement for SFN decoding for detected FDD intra-frequency cells 

	
	

	Summary of change:
(

	In CELL_DCH state in order to decode the SFN and in the case when there are insufficient contiguous uncompressed frame then the UE may prioritise the decoding of the SFN during a compressed frame

In CELL_FACH state order to decode the SFN and in the case when the time between measurement occasions is insufficient then the UE may prioritise the decoding of the SFN frame 

Isolation impact.

This change does not propose any requirements for the UE, but clarifies how an UE can resolve the conflict. This has been made explicit to ensure a common behaviour for the UE

in CELL_DCH and CELL_FACH state 

	
	

	Consequences if 
(

not approved:
	The UE will not be able to decode the SFN and as a consequence a newly identified intra cell may not be able to be reported to the network so it can be included in the active set as a candidate cell for soft –handover. This failure could results in a dropped call or an un-necessary inter frequency FDD or GSM system handover

	
	

	Clauses affected:
(

	8.1.2.1, 8.1.2.2.1 and 8.4.2.1



	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	x
	 Test specifications
	TS34.121

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1) Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2) Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.1
General Measurement Requirements in CELL_DCH State

8.1.1
Introduction

This section contains requirements on the UE regarding measurement reporting in CELL_DCH state. The requirements are split in FDD intra frequency, FDD inter frequency, TDD and GSM measurements. These measurements may be used by the UTRAN, e.g. for handover decisions. The measurements are defined in TS 25.215, the measurement model is defined in TS 25.302 and measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 25.331 and parallel measurements are specified in section 8.2. Compressed mode is specified in TS 25.215.

8.1.2 Requirements

8.1.2.1
UE Measurement Capability

In CELL_DCH state the UE shall be able to monitor up to

-
32 intra frequency FDD cells (including active set), and

-
32 inter frequency cells, including

-
FDD cells distributed on up to 2 additional FDD carriers and

-
Depending on UE Capability, TDD cells, distributed on up to 3 TDD carriers and

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers.

If the UE utilises compressed mode for inter-frequency and/or inter-RAT measurements, in order for the requirements in the following subsections to apply the UTRAN must: 

-
provide transmission gap pattern sequences with TGPL1 > 1, and 

-
provide the patterns within a transmission gap pattern sequence that are identical (i.e., TGPL1 = TGPL2), and

· ensure that with the activation of one or more transmission gap pattern sequences, no more than two frames contain a transmission gap within any window of three consecutive frames, and

· ensure that there is a minimum of 8 slots between the end of the first transmission gap and the beginning of the second transmission gap in case of two successive compressed frames.

Performance requirements for different types of transmission gap pattern sequences and different number of cells is defined in the following sections.

The requirements in section 9 are applicable for a UE performing measurements according to this section.

The received CPICH Ec/Io is defined as
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and the received SCH Ec/Io is defined as
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8.1.2.2
FDD intra frequency measurements

During the CELL_DCH state the UE shall continuously measure identified intra frequency cells and search for new intra frequency cells in the monitoring set. In case the network requests the UE to report detected set cells, the UE shall also search for intra frequency cells outside the monitored and active set. Cells, which are neither included in the active set nor in the monitored set, and are identified by the UE belong to the detected set according to TS 25.331. If compressed mode pattern sequences are activated, intra frequency measurements can be performed between the transmission gaps simultaneously for data reception from the active set cell/s.

8.1.2.2.1 Identification of a new cell

The UE shall be able to identify and decode the SFN of a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -20 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected. 
In case of conflict when a compressed gap sequence is activated the UE may choose to prioritise the SFN decoding 

8.1.2.2.2 UE CPICH measurement capability 

--------------------------

8.4 Measurements in CELL_FACH State

8.4.1
Introduction

This section contains requirements on the UE regarding cell reselection and measurement reporting in CELL_FACH state. The requirements for cell re-selection are split in FDD intra frequency, FDD inter frequency, TDD and GSM measurements. The measurements are defined in TS 25.215, the measurement model is defined in TS 25.302 and measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 25.331. Measurement occasions in CELL_FACH state are described in TS 25.331.

8.4.2
Requirements

8.4.2.1
UE Measurement Capability

In CELL_FACH state, the UE shall be able to monitor up to

-
32 intra frequency FDD cells and

-
32 inter frequency cells, including

-
FDD cells distributed on up to 2 additional FDD carriers and

-
Depending on UE Capability, TDD mode cells, distributed on up to 3 TDD carriers, and

- 
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers.

The requirements in section 9 on CPICH Ec/Io and RSCP measurements are applicable for a UE performing measurements according to this section. For inter-frequency FDD, TDD and GSM cell re-selection, measurement occasions as specified in TS 25.331 are used to find and measure on other cells. 

It is defined below how the measurements on different systems and modes are performed given the time allocated to that system. The requirements in this section are based on an assumption that the time during the measurement occasions that is allocated to each of the different modes and systems shall be equally shared by the modes which the UE has capability for and that are in the monitored set signalled by the network. 

For this three parameters are defined:

NFDD is 0 or 1. If there are inter-frequency FDD cells in the neighbour list NFDD=1, otherwise NFDD=0.

NTDD is 0 or 1.  If the UE is capable of TDD and there are TDD cells in the neighbour list NTDD=1 otherwise NTDD =0.

NGSM is 0 or 1. If the UE is capable of GSM and there are GSM cells in the neighbour list, NGSM=1, otherwise NGSM =0.

The measurement time Tmeas is then defined as 
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where 

-
M_REP is the Measurement Occasion cycle length when K is 0,.. 6.   K is the FACH measurement occasion length cofficient as specified in TS25.331

-
The FACH Measurement Occasion of NTTI frames will be repeated every NTTI * M_REP frame.

-
NTTI is the number of frames in each measurement occasion, equal to the length of the largest TTI on the SCCPCH monitored by the UE.

The UE is assumed to measure periodically once every time period Tmeas on each of the modes and systems,  FDD interfrequency cells, TDD interfrequency cells and GSM carriers for which the corresponding parameter NFDD, NTDD  and NGSM is set to 1.

8.4.2.2
FDD intra frequency measurements

During the CELL_FACH state the UE shall continuously measure identified intra frequency cells and search for new intra frequency cells in the monitoring set. If a measurement occasion is activated, intra frequency measurements can be performed between the measurement occasions.

8.4.2.2.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within 
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where


Tbasic_identify_FDD, intra is specified in section 8.1.2.2.2, 


NTTI and M_REP is specified in section 8.4.2.1.

A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -20 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code.
In case of conflict when a measurement occasion is activated the UE may choose to prioritise the SFN decoding 
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