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Table 6.5: DPCH Spreading Code, Toffset and Power for Test Model 3
	Code
	Toffset
	Level settings

(dB) (16 codes)
	Level settings dB) (32 codes)

	64
	86
	-14
	-16

	69
	134
	-14
	-16

	74
	52
	-14
	-16

	78
	45
	-14
	-16

	83
	143
	-14
	-16

	89
	112
	-14
	-16

	93
	59
	-14
	-16

	96
	23
	-14
	-16

	100
	1
	-14
	-16

	105
	88
	-14
	-16

	109
	30
	-14
	-16

	111
	18
	-14
	-16

	115
	30
	-14
	-16

	118
	61
	-14
	-16

	122
	128
	-14
	-16

	125
	143
	-14
	-16

	67
	83
	
	-16

	71
	25
	
	-16

	76
	103
	
	-16

	81
	97
	
	-16

	86
	56
	
	-16

	90
	104
	
	-16

	95
	51
	
	-16

	98
	26
	
	-16

	103
	137
	
	-16

	108
	65
	
	-16

	110
	37
	
	-16

	112
	125
	
	-16

	117
	149
	
	-16

	119
	123
	
	-16

	123
	83
	
	-16

	126
	5
	
	-16


NOTE:
The figures for code power are nominal and have tolerance of ±1 dB.

6.1.1.4
Test Model 4

This model shall be used for tests on:

· EVM measurement.
· Total power dynamic range
· Frequency error
Table 6.6: Test Model 4 Active Channels
	Type


	Number of Channels
	Fraction of

Power (%)
	Level setting (dB)
	Channelization Code
	Timing offset

	PCCPCH+SCH 
when Primary CPICH is disabled
	1
	50 to 1.6
	-3 to -18
	1
	0

	PCCPCH+SCH 

when Primary CPICH is enabled
	1
	25 to 0.8
	-6 to -21
	1
	0

	Primary CPICH1
	1
	25 to 0.8
	-6 to -21
	0
	0

	Note 1: The CPICH channel is optional.


================== NEXT MODIFIED SECTION ===============

6.2.2.4
Method of test

6.2.2.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8
1)
Connect BS to code domain analyser as shown in annex B.
2)
Disable inner loop power control.

3)
Set-up BS transmission at maximum total power as specified by the supplier. Channel set-up shall be according to subclause 6.1.1.2.

6.2.2.4.2
Procedure

-
Measure the power in the PCCPCH and PCPICH according to annex E.

6.2.2.5
Test Requirement

The measured CPICH power shall be within (2.9dB of the ordered absolute value.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.3
Frequency error

6.3.1
Definition and applicability

Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation.

It is not possible to verify by testing that the data clock is derived from the same frequency source as used for RF generation. This may be confirmed by a manufacturers declaration

6.3.2
Minimum Requirement

The Frequency Error shall be within ± 0.05 PPM.

The normative reference for this requirement is in TS 25.104 [1] subclause 6.3
6.3.3
Test purpose

To verify that the Frecuency Error is within the limit specified in 6.3.2

6.3.4
Method of test

6.3.4.1
Initial Conditions

Test environment: 


normal; see subclause 4.4.1

RF channels to be tested: 
B, M and T; see subclause 4.8.

The following additional tests shall be performed:

a) On each of B, M and T, the test shall be performed under extreme power supply as defined in subclause 4.4.2

NOTE:
Tests under extreme power supply also test extreme temperature.
1)
Connect the base station RF output port to the test equipment. Refer to annex B.1.2 for a functional block diagram of the test set-up.
2)
Set the base station to transmit a signalaccording to 6.1.1.4 (test model 4). Total power at the RF output port shall be Pmax-3dB and Pmax-18dB.

6.3.4.2
Procedure
1)
Measure the  Frequency Error according to annex E.

6.3.5
Test requirement 

The Frequency Error shall be within the range (–0.05 PPM – 12 Hz) to (+0.05 PPM + 12 Hz).

6.4
Output power dynamics

Power control is used to limit the interference level. The BS transmitter uses a quality-based power control on the downlink. The physical channels for the following test(s) shall be set-up according to subclause 6.1.1.2.
6.4.1
Inner loop power control 

Inner loop power control in the downlink is the ability of the BS transmitter to adjust the transmitter output power of a code channel in accordance with the corresponding TPC symbols received in the uplink.

6.4.2
Power control steps

The power control step is the required step change in the DL transmitter output power of a code channel in response to the corresponding power control command. The combined output power change is the required total change in the DL transmitter output power of a code channel in response to multiple consecutive power control commands corresponding to that code channel.
6.4.2.1
Definition and applicability

Inner loop power control in the downlink is the ability of the BS transmitter to adjust the transmitter output power of a code channel in accordance with the corresponding TPC symbols received in the uplink.

The power control step is the required step change in the DL transmitter output power of a code channel in response to the corresponding power control command. The combined output power change is the required total change in the DL transmitter output power of a code channel in response to multiple consecutive power control commands corresponding to that code channel.
6.4.2.2
Minimum Requirement

The BS transmitter shall have the capability of setting the inner loop output power with a step sizes of 1 dB mandatory and 0,5 dB optional.

a)
The tolerance of the power control step due to inner loop power control shall be within the range shown in table 6.9.

b)
The tolerance of the combined output power change due to inner loop power control shall be within the range shown in table 6.10.
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