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8.9 
BS Functionality in Site Selection Diversity Transmission (SSDT) Mode
Site Selection Diversity Transmission (SSDT) is an optional feature of BS. This requirement for SSDT mode ensures that BS correctly reacts to Layer 1 feedback signalling messages from UE.

8.9.1
Minimum requirements

For the conditions specified, the BS shall transmit or not transmit the downlink DPDCH channel.

Table 8.15: Parameters for SSDT mode test

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Cell ID of BS under test
	-
	A
	A
	A
	A

	SSDT Quality threshold, Qth, set for radio link under test
	dB
	-3

	Target SIR, SIRtarget, set for radio link under test
	dB
	3

	Uplink SIR
 
	dB
	SIRtarget + Qth + 7.5
	SIRtarget + Qth + 7.5
	SIRtarget + Qth –7.5
	SIRtarget + Qth  – 7.5

	Cell ID transmitted by UE
	-
	A
	B
	A
	B

	Transmission of downlink DPCCH
	-
	Yes
	Yes
	Yes
	Yes

	Transmission of downlink DPDCH
	-
	Yes
	No
	Yes
	Yes


The above test should be for repeated for each of the three code sets "long", "medium" and "short" Cell ID code sets.
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