Page 1



3GPP TSG-RAN WG2 #37 
Tdoc (
R2-032004

Budapest, Hungary, 25th – 29th August 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.331
	CR
	2021
	(

rev
	1
	(

Current version:
	4.10.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction on PDCP Header Compression Configuration

	
	

	Source:
(

	RAN WG2

	
	

	Work item code:
(

	TEI4
	
	Date: (

	25/08/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
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	1) The order of configuration of header compression algorithms is not clear in case of re-configuration of already used header compression algorithms.

2) There are no means to replace one header compression algorithm by another in one message.

	
	

	Summary of change:
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	1) In case header compression algorithms are reconfigured, only algorithms listed in the reconfiguration message will be used for the RB.

2) The order of header compression protocols used in PDCP for mapping of PID values is explicitely specified.

Isolated Impact Analysis
Functionality corrected: PDCP Re-Configuration for header compression.


Isolated impact statement: Correction to a function where re-configuration could fail. The correction has only impact to header compression re-configuration in case more than one compression protocol is involved.

Impact if only implemented by either UE or UTRAN: Incompatible configurations in UE and UTRAN.
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8.6.4.10
PDCP Info

For RFC 3095:

1>
the chosen MAX_CID shall not be greater than the value "Maximum number of ROHC context sessions" as indicated in the IE "PDCP Capability";

1>
the configuration for the PACKET_SIZES_ALLOWED is FFS.

If IE "PDCP info" is included, the UE shall:

1>
if the radio bearer is connected to a CS domain radio access bearer:

2>

set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "absent":

2>
if the IE "Support for lossless SRNS relocation" is true:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "present":

2>
if the IE "Support for lossless SRNS relocation" is false:

3>
if the IE "Header compression information" is absent:

4>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "Header compression information" is absent:

2>
not use Header compression after the successful completion of this procedure;

2>
remove any stored configuration for the IE "Header compression information".

1>
if the IE "Header compression information" is present:
2>
only use header compression algorithms present in the IE "algorithm type" in that message for the configured radio bearer after the successful completion of this procedure;
2> configure the order in which the header compression algorithms appear in the IE "algorithm type" in that message to be used by PDCP for mapping of PID values.
1>
configure the PDCP entity for that radio bearer accordingly;

1>
configure the RLC entity for that radio bearer according to the value of the IE "Support for lossless SRNS relocation";
1>
set the PROFILES parameter, used by inband ROHC profile negotiation, for this PDCP entity for both UL and DL equal to the list of ROHC profiles received in the IE "PDCP info". A UE complying to this version of the protocol shall support ROHC profiles 0x0000 (ROHC uncompressed), 0x0001 (ROHC RTP), 0x0002 (ROHC UDP) and 0x0003 (ROHC ESP) (see [52]).
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