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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	1997
	-
	Rel-5
	Correction to UE behaviour on T317 expiry
	F
	5.5.0
	5.6.0
	R2-031883
	TEI5

	25.331
	2029
	-
	Rel-5
	Correcting value range of MAC-hs buffer ID
	F
	5.5.0
	5.6.0
	R2-031934
	HSDPA-L23

	25.331
	2030
	-
	Rel-5
	Correction of handling of IE "MAC-hs reset indicator" in Added or Reconfigured DL TrCH information
	F
	5.5.0
	5.6.0
	R2-031935
	HSDPA-L23

	25.331
	2035
	1
	Rel-5
	UE capability signalling for UMTS1800
	F
	5.5.0
	5.6.0
	R2-031968
	RlnImp-UMTS18

	25.331
	2039
	-
	Rel-5
	Handover between UTRAN and GERAN Iu mode
	F
	5.5.0
	5.6.0
	R2-031947
	TEI5

	25.331
	2040
	-
	Rel-5
	Updated references to the RRC State Indicator IE
	F
	5.5.0
	5.6.0
	R2-031948
	TEI5

	25.331
	2041
	-
	Rel-5
	Corrections to Event 1D
	C
	5.5.0
	5.6.0
	R2-031950
	TEI5


Note 1:

25.331 CR 2028 (Reconfiguration of MAC-d flow) is presented by RAN WG3 in RP-030449, as linked with 25.423 and 25.433 CRs.


Note 2:

25.331 CR 2061 (HS-SCCH transmit diversity mode) is presented by RAN WG1 in RP-030462, as linked with a CR on 25.211.

