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8.1.1.6.5
System Information Block type 5

The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in connected mode, and System Information Block type 6 is indicated as used in the cell:

2>
read and act on information sent in System Information Block type 6.

1>
replace the TFS of the RACH with the one stored in the UE if any;
1>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink for the PRACH if UE is in CELL_FACH state;

1>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" (FDD only) when given allocated PRACH is used;

1>
use the first instance of the list of transport formats as in the IE "RACH TFS" for the used RACH received in the IE "PRACH system information list" when using the CCCH;
1>
replace the TFS of the FACH/PCH with the one stored in the UE if any;

1>
select a Secondary CCPCH as specified in [4] and in subclause 8.5.19, and start to receive the physical channel of type PICH associated with the PCH carried by the selected Secondary CCPCH using the parameters given by the IE "PICH info" if UE is in Idle mode or in CELL_PCH or URA_PCH state;

1>
start to monitor its paging occasions on the selected PICH if UE is in Idle mode or in CELL_PCH or URA_PCH state;

1>
start to receive the selected physical channel of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info" if UE is in CELL_FACH state;

1>
in 3.84 Mcps TDD:

2>
use the IE "TDD open loop power control" as defined in subclause 8.5.7 when allocated PRACH is used.

1>
in TDD:

2>
if the IE "PDSCH system information" and/or the IE "PUSCH system information" is included:

3>
store each of the configurations given there with the associated identity given in the IE "PDSCH Identity" and/or "PUSCH Identity" respectively. For every configuration, for which the IE "SFN Time info" is included, the information shall be stored for the duration given there.

NOTE: A UE that has a lower capability than required to support a specific transport channel configuration on a Secondary CCPCH, shall still be able to decode a transport channel mapped on this Secondary CCPCH that does match the capability supported by the UE. In order to distinguish a transport channel configuration that is supported by the UE from a transport channel that is not supported by the UE on the same Secondary CCPCH, the UE shall use the TFCI bits for that Secondary CCPCH.
8.1.1.6.6
System Information Block type 6

If in connected mode, the UE should store all relevant IEs included in this system information block. The UE shall:

1>
replace the TFS of the RACH with the one stored in the UE if any;
1>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink if UE is in CELL_FACH state. If the IE "PRACH info" is not included, the UE shall read the corresponding IE(s) in System Information Block type 5 and use that information to configure the PRACH;

1>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" when associated PRACH is used. If the IE "AICH info" is not included, the UE shall read the corresponding IE in System Information Block type 5 and use that information (FDD only);

1>
replace the TFS of the FACH/PCH with the one stored in the UE if any;

1>
select a Secondary CCPCH as specified in [4] and in subclause 8.5.19, and start to receive the physical channel of type PICH associated with the PCH carried by the selected Secondary CCPCH using the parameters given by the IE "PICH info" if the UE is in CELL_PCH or URA_PCH state. If the IE "PICH info" is not included, the UE shall read the corresponding IE in System Information Block type 5 and use that information;

1>
start to monitor its paging occasions on the selected PICH if the UE is in CELL_PCH or URA_PCH state;

1>
start to receive the selected physical channel of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info" if the UE is in CELL_FACH state. If the IE "Secondary CCPCH info" is not included, the UE shall read the corresponding IE(s) in System Information Block type 5 and use that information;

1>
in 3.84 Mcps TDD: use the IE "TDD open loop power control" as defined in subclause 8.5.7;

1>
in TDD: if the IE "PDSCH system information" and/or the IE "PUSCH system information" is included, store each of the configurations given there with the associated identity given in the IE "PDSCH Identity" and/or "PUSCH Identity" respectively. For every configuration, for which the IE "SFN Time info" is included, the information shall be stored for the duration given there.

If in idle mode, the UE shall not use the values of the IEs in this system information block.

NOTE: A UE that has a lower capability than required to support a specific transport channel configuration on a Secondary CCPCH, shall still be able to decode a transport channel mapped on this Secondary CCPCH that does match the capability supported by the UE. In order to distinguish a transport channel configuration that is supported by the UE from a transport channel that is not supported by the UE on the same Secondary CCPCH, the UE shall use the TFCI bits for that Secondary CCPCH.
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