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	At RAN3#41 the CR 902 on TS25.423 was approved. The CR proposed to introduce “>” before “>HS-SICH reception quality” and “>>HS-SICH reception quality” in the tabular format of Measurement Threshold IE, chapter 9.2.1.39. This change was however missed during the CR implementation.
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	It is proposed to introduce “>” before “>HS-SICH reception quality” and “>>HS-SICH reception quality” in Measurement Threshold IE.
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9.2.1.39
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E, F or On Modification.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Measurement Threshold
	
	
	
	
	-
	

	 >SIR
	
	
	
	
	-
	

	>>SIR
	M
	
	INTEGER(0..63)
	According to mapping in ref. [23] and [24].
	-
	

	 >SIR Error
	
	
	
	FDD Only
	-
	

	>>SIR Error
	M
	
	INTEGER(0..125)
	According to mapping in [23]
	-
	

	 >Transmitted Carrier Power
	
	
	
	
	-
	

	>>Transmitted Code Power
	M
	
	INTEGER(0..127)
	According to mapping in ref. [23] and [24].
	-
	

	 >RSCP
	
	
	
	TDD Only
	-
	

	>>RSCP
	M
	
	INTEGER(0..127)
	According to mapping in ref. [24]
	-
	

	 >Rx Timing Deviation
	
	
	
	Applicable to 3.84Mcps TDD Only
	-
	

	>>Rx Timing Deviation
	M
	
	INTEGER(0..8191)
	According to mapping in [24]
	-
	

	 >Round Trip Time
	
	
	
	FDD Only
	-
	

	>>Round Trip Time
	M
	
	INTEGER(0..32767)
	According to mapping in [23]
	-
	

	>Additional Measurement Thresholds
	
	
	
	
	–
	

	>>TUTRAN-GPS Measurement Threshold Information
	
	
	
	
	-
	

	>>>TUTRAN-GPS Measurement Threshold Information
	M
	
	9.2.1.59C
	
	YES
	reject

	>>SFN-SFN Measurement Threshold Information
	
	
	
	
	-
	

	>>>SFN-SFN Measurement Threshold Information
	M
	
	9.2.1.52B
	
	YES
	reject

	 >>Load
	
	
	
	
	-
	

	>>>Load
	M
	
	INTEGER(0..100)
	0 is the minimum indicated load, and 100 is the maximum indicated load.
	YES
	reject

	>>Transmitted Carrier Power
	
	
	
	
	-
	

	>>>Transmitted Carrier Power
	M
	
	INTEGER(0..100)
	According to mapping in [23] and [24].
	YES
	reject

	 >>Received Total Wide Band Power
	
	
	
	
	-
	

	>>>Received Total Wide Band Power
	M
	
	INTEGER(0..621)
	According to mapping in [23] and [24].
	YES
	reject

	>>UL Timeslot ISCP
	
	
	
	TDD Only
	-
	

	>>>UL Timeslot ISCP
	M
	
	INTEGER(0..127)
	According to mapping in [24]
	YES
	reject

	>>RT Load
	
	
	
	
	-
	

	>>>RT Load
	M
	
	INTEGER(0..100)
	
	YES
	reject

	>>NRT Load Information
	
	
	
	
	-
	

	>>>NRT Load Information
	M
	
	INTEGER(0..3)
	
	YES
	reject

	>>Rx Timing Deviation LCR
	
	
	
	Applicable to 1.28Mcps TDD Only
	
	

	>>>Rx Timing Deviation LCR
	M
	
	INTEGER(0..511)
	According to mapping in [24]
	YES
	reject

	>>HS-SICH reception quality
	
	
	
	Applicable to TDD Only
	–
	

	>>>HS-SICH reception quality
	M
	
	INTEGER (0..20)
	According to mapping in [24]
	YES 
	reject

	>>UpPTS interference
	
	
	
	1.28Mcps TDD Only
	–
	

	>>>UpPTS interference Value
	M
	
	INTEGER (0..127,…)
	According to mapping in [24]
	YES
	reject
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