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11.2
PDU definitions


:

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING

OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL
}


:

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList



OPTIONAL,



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




v380NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v380ext

UECapabilityInformation-v380ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v3a0ext

UECapabilityInformation-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







ueCapabilityInformation-r3-add-ext

BIT STRING

OPTIONAL,







-- Reserved for future non critical extension







v4b0NonCriticalExtensions


SEQUENCE {








ueCapabilityInformation-v4b0ext

UECapabilityInformation-v4b0ext,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

UECapabilityInformation-v370ext::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}

UECapabilityInformation-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext


DL-PhysChCapabilityFDD-v380ext

}

UECapabilityInformation-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext

UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

UECapabilityInformation-v4b0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL
}


:

11.3
Information element definitions


:

UE-RadioAccessCapability-v4b0ext ::=
SEQUENCE {


pdcp-Capability-r4-ext



PDCP-Capability-r4-ext,


tdd-CapabilityExt




SEQUENCE {



rf-Capability





RF-Capability-r4-ext,



physicalChannelCapability-LCR

PhysicalChannelCapability-LCR-r4,



measurementCapability-r4-ext

MeasurementCapability-r4-ext


}







OPTIONAL,


-- IE " AccessStratumReleaseIndicator" is not needed in RRC CONNECTION SETUP COMPLETE


accessStratumReleaseIndicator



AccessStratumReleaseIndicator


OPTIONAL

}


:

11.5
RRC information between network nodes


:

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,




v380NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,





-- Reserved for future non critical extension





v390NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,






v3a0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,






v3b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,








v3c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,









laterNonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v3d0ext

SRNC-RelocationInfo-v3d0ext-IEs,










-- Container for additional R99 extensions










sRNC-RelocationInfo-r3-add-ext

BIT STRING










(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)
OPTIONAL,










v3g0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,











v4b0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,












-- Reserved for future non critical extension












nonCriticalExtensions


SEQUENCE {}
OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions
SEQUENCE {





sRNC-RelocationInfo-v4c0ext

SRNC-RelocationInfo-v4c0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





nonCriticalExtensions


SEQUENCE {}
OPTIONAL




}
OPTIONAL



},



criticalExtensions




SEQUENCE {}


}

}

SRNC-RelocationInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs


-- If the extension v380 is included use the extension for the ciphering status per CN domain



cipheringStatus




CipheringStatus,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



-- The order of occurrence in the IE cipheringInfoPerRB-List is the


-- same as the RBs in SRB-InformationSetupList in RAB-InformationSetupList.



-- The signalling RBs are supposed to be listed



-- first. Only UM and AM RBs that are ciphered are listed here



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,

     -- In the IE srb-SpecificIntegrityProtInfo, the first information listed corresponds to

     -- signalling radio bearer RB0 and after the order of occurrence is the same as the SRBs in

     -- SRB-InformationSetupList


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





transChDRAC-Info



DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



cn-DomainIdentity




CN-DomainIdentity,



cipheringStatusList




CipheringStatusList

}

SRNC-RelocationInfo-v390ext-IEs ::= SEQUENCE {



cn-DomainInformationList-v390ext
CN-DomainInformationList-v390ext

OPTIONAL,



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

OPTIONAL,



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext,


failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



cipheringInfoForSRB1-v3a0ext

CipheringInfoPerRB-List-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL,



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCiphering-v3a0ext

START-Value

}
SRNC-RelocationInfo-v3b0ext-IEs ::= SEQUENCE {


-- cn-domain identity for IE startValueForCiphering-v3a0ext included in previous extension



cn-DomainIdentity



CN-DomainIdentity,



-- the remaining start values are contained in IE startValueForCiphering-v3b0ext


startValueForCiphering-v3b0ext

STARTList2







OPTIONAL

}
SRNC-RelocationInfo-v3c0ext-IEs ::= SEQUENCE {


-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE "TargetRNC-ToSourceRNC-Container".



-- Only included if type is "UE involved"



rb-IdentityForHOMessage



RB-Identity  

OPTIONAL
}
SRNC-RelocationInfo-v3d0ext-IEs ::= SEQUENCE {

-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}
SRNC-RelocationInfo-v3g0ext-IEs ::= SEQUENCE {


ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}
SRNC-RelocationInfo-v3h0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList


TPC-CombinationInfoList

OPTIONAL,



nonCriticalExtension


SEQUENCE {}




OPTIONAL

}

SRNC-RelocationInfo-v4c0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList

TPC-CombinationInfoList

OPTIONAL

}

TPC-CombinationInfoList ::= SEQUENCE (SIZE (1..maxRL)) OF



TPC-Combination-Info

STARTList2 ::=





SEQUENCE (SIZE (2..maxCNdomains)) OF











STARTSingle

SRNC-RelocationInfo-v4b0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

OPTIONAL
}


:
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