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6.2.2
UE maximum output power with HS-DPCCH

The applicability of this clause for UEs that support E-DCH is FFS.

For all values of [image: image1.wmf]hs
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 defined in [8] the UE maximum output powers  as specified in Table 6.1a are applicable in the case when the HS-DPCCH is fully or partially transmitted during a DPCCH timeslot. In DPCCH time slots, where HS-DPCCH is not transmitted, the UE maximum output power shall fulfil the requirements specified in Table 6.1.

Table 6.1a: UE maximum output powers with HS-DPCCH
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	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1/15 ( (c/(d ( 12/15
	+24
	+1/-3
	+21
	+2/-2

	13/15 ( (c/(d ( 15/8
	+23
	+2/-3
	+20
	+3/-2

	15/7 ( (c/(d ( 15/0
	+22
	+3/-3
	+19
	+4/-2


6.3
Frequency Error

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of one timeslot compared to the carrier frequency received from the Node B. For the PRACH preambles the measurement interval is lengthened to 3904 chips (being the 4096 chip nominal preamble period less a 25 μs transient period allowance at each end of the burst). These signals will have an apparent error due to Node B frequency error and Doppler shift. In the later case, signals from the Node B must be averaged over sufficient time that errors due to noise or interference are allowed for within the above ±0.1PPM figure. The UE shall use the same frequency source for both RF frequency generation and the chip clock.

6.4
Output power dynamics

Power control is used to limit the interference level.

----- Change of Section ----

6.5.1
Transmit OFF power

Transmit OFF power is defined as the RRC filtered mean power when the transmitter is off. The transmitter is considered to be off when the UE is not allowed to transmit. During UL compressed mode gaps, the UE is not considered to be off.

6.5.1.1
Minimum requirement

The transmit OFF power is defined as the RRC filtered mean power in a duration of at least one timeslot excluding any transient periods. The requirement for the transmit OFF power shall be less than –56 dBm.  

6.5.2
Transmit ON/OFF Time mask

The time mask for transmit ON/OFF defines the transient period allowed for the UE between transmit OFF power and transmit ON power. During the transient period there are no additional requirements on UE transmit power beyond what is required in subclause 6.2 maximum output power observed over a period of at least one timeslot. ON/OFF scenarios include PRACH preamble bursts, the beginning or end of PRACH message parts and the beginning or end of UL DPCH transmissions.

6.5.2.1
Minimum requirement

The transmit power levels versus time shall meet the requirements in figure 6.2 for PRACH preambles and the requirements in figure 6.3 for all other cases. The off power observation period is defined as the RRC filtered mean power in a duration of at least one timeslot excluding any transient periods. The on power observation period is defined as the mean power over one timeslot excluding any transient periods. For PRACH preambles, the on power observation period is 3904 chips (4096 chips less the transient periods).

The off power specification in figures 6.2 and 6.3 is as defined in 6.5.1.1.

The average on power specification in figures 6.2 and 6.3 depends on each possible case.

-
First preamble of RACH: Open loop accuracy (Table 6.3).

-
During preamble ramping of the RACH, and between final RACH preamble and RACH message part: Accuracy depending on size of the required power difference.(Table 6.7). The step in total transmitted power between final RACH preamble and RACH message (control part + data part) shall be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude.

-
After transmission gaps in compressed mode: Accuracy as in Table 6.9.

-
Power step to Maximum Power: Maximum power accuracy (Table 6.1).
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Figure 6.2: Transmit ON/OFF template for PRACH preambles 
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Figure 6.3: Transmit ON/OFF template for all other On/Off cases

Table 6.7: Transmitter power difference tolerance for RACH preamble ramping, and between final RACH preamble and RACH message part

	Power step size (Up or down)*

P [dB]
	Transmitter power difference tolerance [dB]

	0
	+/- 1

	1
	+/- 1

	2
	+/- 1.5

	3
	+/- 2

	4 ( Δ P (10
	+/- 2.5

	11 ( Δ P (15
	+/- 3.5

	16 ( Δ P (20
	+/- 4.5

	21 ( Δ P
	+/- 6.5


NOTE:
 Power step size for RACH preamble ramping is from 1 to 8 dB with 1 dB steps.

6.5.3
Change of TFC

----- Change of Section ----

8.13
Detection of Acquisition Indicator (AI)

The receiver characteristics of Acquisition Indicator (AI) are determined by the probability of false alarm Pfa and probability of correct detection Pd. Pfa is defined as a conditional probability of detection of AI signature given that a AI signature was not transmitted. Pd is defined as a conditional probability of correct detection of AI signature given that the AI signature is transmitted.

8.13.1
Minimum requirement

For the parameters specified in Table8.44 the Pfa and 1-Pd shall not the exceed the specified values in Table 8.45. Power of downlink channels other than AICH is as defined in Table C.3 of Annex C.

Table 8.44: Parameters for AI detection

	Parameter
	Unit
	Test 1

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60

	Number of other transmitted AI signatures on AICH
	-
	0
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	dB
	-1

	AICH_Ec/Ior 
	dB
	-22.0

	AICH Power Offset
	dB
	-12.0

	Propagation condition
	-
	Static


Note that AICH_Ec/Ior can not be set. Its value is calculated from other parameters and it is given for information only. (AICH_Ec/Ior = AICH Power Offset + CPICH_Ec/Ior)

Table 8.45: Test requirements for AI detection

	Test Number
	Pfa
	1-Pd

	1
	0.01
	0.01


8.14
(Void) 

8.15
(Void) 

8.16
(Void) 


8.16.1
(V
oid) 


Table 8.46: (Void) 
	
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	
	


Table 8.47: (Void) 
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	

	
	
	
	



Table 8.48: (Void) 
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	

	
	
	
	



Table 8.49: (Void) 
	
	
	

	
	
	

	
	
	


8.16.2
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Table 8.51: (Void) 
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	
	

	
	
	

	
	
	

	
	
	
	



Table 8.52: (Void)
	
	
	

	
	
	

	
	
	



9
Performance requirement (HSDPA)

----- Change of Section ----
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