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6.6.5
Alarm Indication
Table 6.6.5.1: Elementary procedure Alarm Indication
	Name:

AlarmIndication

	Code:

0x07
	Issued by:

Secondary device
	Procedure class:

2
	DownloadMode state:
No
	Power mode:

Low


Table 6.6.5.2: Initiating message parameters and format for Alarm Indication
	Number
	Length
	Type
	Description

	2 i – 1
	1 octet
	Unsigned integer
	Return code i; see annex A

	2 i
	1 octet
	Unsigned integer
	State flag i


i = 1 … N

Description:

The secondary device uses this procedure to report alarm state changes to the primary device. This procedure shall only be performed if the secondary has performed an AlarmSubscribe procedure since its latest reset.

For each alarm, the current alarm state and alarm code shall be reported if and only if any change in its state has occurred during the period of time since the last reported state. An AlarmIndication procedure shall be performed if at least one alarm shall be reported. The first AlarmIndication procedure after the AlarmSubscribe procedure shall report the active alarms.
Alarm state changes are considered as reported at the time the message is passed to the transport layer.

State flag = 0 represents alarm state cleared.

State flag = 1 represents alarm state raised.
************************************ Unchanged Parts omitted ************************************
6.6.7
Get Device Data

Table 6.6.7.1: Elementary procedure Get Device Data

	Name:

GetDeviceData

	Code:

0x0F
	Issued by:

Primary device
	Procedure class:

1
	DownloadMode state:

No
	Power mode:

Low


Table 6.6.7.2: Initiating message parameters and format for Get Device Data
	Number
	Length
	Type
	Description

	1
	1 octet
	Unsigned integer
	Field number; see annex B


Table 6.6.7.3: Response message parameters and format for Get Device Data
	Number
	Length
	Type
	Description

	1
	1 octet
	ReturnCode
	Return code OK

	2
	See annex B
	See annex B
	Field value


Description:

In this procedure the secondary device shall return the data stored in the field for configuration data specified by the field number in the procedure and listed in annex B of this TS.

Table 6.6.7.4: Return codes for Get Device Data
	OK
	FAIL
	Comment

	
	FormatError

Busy

WorkingSoftwareMissing

UnknownParameter
	


************************************ Unchanged Parts omitted ************************************
6.7.5
Antenna Get Device Data

Table 6.7.5.1: Elementary procedure Antenna Get Device Data

	Name:

AntennaGetDeviceData

	Code:

0x84
	Issued by:

Primary device
	Procedure class:

1
	DownloadMode state:
No
	Power mode:

Low


Table 6.7.5.2: Initiating message parameters and format for Antenna Get Device Data
	Number
	Length
	Type
	Description

	1
	1 octet
	Unsigned integer
	Antenna number

	2
	1 octet
	Unsigned integer
	Field number to read; see annex B


Table 6.7.5.3: Response message parameters and format for Antenna Get Device Data 
	Number
	Length
	Type
	Description

	1
	1 octet
	Unsigned integer
	Antenna number

	2
	1 octet
	ReturnCode
	Return code OK

	3
	See annex B
	See annex B
	Field value


Description:

On receipt of the initiating message the secondary device shall return the data stored for the addressed antenna in the field for configuration data specified by the field number in the initiating message and listed in annex B of this TS.

Table 6.7.5.4: Return codes for Antenna Get Device Data
	OK
	FAIL
	Comment

	
	FormatError

Busy

WorkingSoftwareMissing

UnsupportedProcedure
UnknownParameter
	If the addressed antenna is not existing, FormatError is returned.


************************************ Unchanged Parts omitted ************************************
6.7.8
Antenna Get Alarm Status

Table 6.7.8.1: Elementary procedure Antenna Get Alarm Status

	Name:

AntennaGetAlarmStatus

	Code:

0x87
	Issued by:

Primary device
	Procedure class:

1
	DownloadMode state:
No
	Power mode:

Low


Table 6.7.8.2: Initiating message parameters and format for Antenna Get Alarm Status
	Number
	Length
	Type
	Description

	1
	1 octet 
	Unsigned integer
	Antenna number


Table 6.7.8.3: Response message parameters and format for Antenna Get Alarm Status
	Number
	Length
	Type
	Description

	1
	1 octet
	Unsigned integer
	Antenna number

	2
	1 octet
	ReturnCode
	Return code OK

	i + 2
	1 octet
	AlarmCode
	Active alarm number i


i = 1 ... N
Description:

On receipt of the initiating message the secondary device shall report the alarm codes of the active alarms for the addressed antenna.

Table 6.7.8.4: Return codes for Antenna Get Alarm Status
	OK
	FAIL
	Comment

	All return codes marked as used for alarms in Annex A
	FormatError

Busy

WorkingSoftwareMissing

UnsupportedProcedure
	If the addressed antenna is not existing, FormatError is returned.


********************************** End of Changes ************************************
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