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9.3.3
PDU Definitions

**** Unchanged parts omitted ****
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY TDD

--

-- **************************************************************

RadioLinkReconfigurationReadyTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-ReconfReadyTDD








CRITICALITY ignore
TYPE RL-InformationResponse-RL-ReconfReadyTDD
PRESENCE optional
} |


--This RL-InformationResponse-RL-ReconfReadyTDD is for the first RL repetition in the list.


--Repetitions 2 and on are defined in Multiple-RL-InformationResponse-RL-ReconfReadyTDD.

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-SIR





UL-SIR


OPTIONAL,


min-UL-SIR





UL-SIR


OPTIONAL,


maximumDLTxPower



DL-Power

OPTIONAL,


minimumDLTxPower



DL-Power

OPTIONAL,

secondary-CCPCH-Info-TDD

Secondary-CCPCH-Info-TDD
OPTIONAL,

ul-CCTrCH-Information


UL-CCTrCH-InformationList-RL-ReconfReadyTDD 
OPTIONAL,


dl-CCTrCH-Information


DL-CCTrCH-InformationList-RL-ReconfReadyTDD
OPTIONAL,


dCHInformationResponse


DCH-InformationResponseList-RL-ReconfReadyTDD
OPTIONAL,

dSCHsToBeAddedOrModified

DSCHToBeAddedOrModified-RL-ReconfReadyTDD
OPTIONAL,


uSCHsToBeAddedOrModified

USCHToBeAddedOrModified-RL-ReconfReadyTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-TimingAdvanceCtrl-LCR


CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional },


--For 1.28Mcps TDD only

...

}

UL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-ReconfReadyTDD}}
UL-CCTrCHInformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-ReconfReadyTDD
UL-CCTrCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


ul-DPCH-AddInformation


UL-DPCH-InformationAddList-RL-ReconfReadyTDD


OPTIONAL,


--For 3.84Mcps TDD only

ul-DPCH-ModifyInformation

UL-DPCH-InformationModifyList-RL-ReconfReadyTDD



OPTIONAL,


--For 3.84Mcps TDD only

ul-DPCH-DeleteInformation

UL-DPCH-InformationDeleteList-RL-ReconfReadyTDD



OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD   CRITICALITY ignore

EXTENSION 
UL-DPCH-LCR-InformationAddList-RL-ReconfReadyTDD

PRESENCE optional },


--For 1.28Mcps TDD only

...

}
UL-DPCH-LCR-InformationAddList-RL-ReconfReadyTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-TimeslotLCR-Info             UL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-LCR-InformationAddItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-LCR-InformationAddItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationAddList-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container {{UL-DPCH-InformationAddListIEs-RL-ReconfReadyTDD}}
UL-DPCH-InformationAddListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD

PRESENCE optional }
}
UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


rxTimingDeviationForTA


RxTimingDeviationForTA


OPTIONAL,

uL-Timeslot-Information


UL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationAddItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationAddItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModifyList-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container {{UL-DPCH-InformationModifyListIEs-RL-ReconfReadyTDD}}
UL-DPCH-InformationModifyListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD::= SEQUENCE {


repetitionPeriod



RepetitionPeriod


OPTIONAL,


repetitionLength



RepetitionLength


OPTIONAL,


tDD-DPCHOffset




TDD-DPCHOffset



OPTIONAL,


uL-Timeslot-InformationModifyList-RL-ReconfReadyTDD


UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,


--For 3.84Mcps TDD only

iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD   CRITICALITY ignore
EXTENSION  UL-TimeslotLCR-InformationModifyList-RL-ReconfReadyTDD

PRESENCE optional },


--For 1.28Mcps TDD only

...

}

UL-TimeslotLCR-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfTsLCR)) OF UL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD
UL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


timeSlotLCR





TimeSlotLCR,


midambleShiftLCR



MidambleShiftLCR


OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL,


tDD-uL-Code-LCR-Information


TDD-UL-Code-LCR-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

TDD-UL-Code-LCR-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHsLCR)) OF TDD-UL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD
TDD-UL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCodeLCR


TDD-ChannelisationCodeLCR

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TDD-UL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

TDD-UL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD
 CRITICALITY
reject
 EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR   PRESENCE  optional},

...

}
UL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD
UL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType




MidambleShiftAndBurstType


OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL,


uL-Code-Information


TDD-UL-Code-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TDD-UL-Code-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF TDD-UL-Code-InformationModifyItem-RL-ReconfReadyTDD
TDD-UL-Code-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TDD-UL-Code-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

TDD-UL-Code-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationDeleteList-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container {{UL-DPCH-InformationDeleteListIEs-RL-ReconfReadyTDD}}
UL-DPCH-InformationDeleteListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfDPCHs)) OF UL-DPCH-InformationDeleteItem-RL-ReconfReadyTDD

UL-DPCH-InformationDeleteItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationDeleteList-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationDeleteList-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-ReconfReadyTDD}} 

DL-CCTrCHInformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-ReconfReadyTDD
DL-CCTrCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


dl-DPCH-AddInformation


DL-DPCH-InformationAddList-RL-ReconfReadyTDD


OPTIONAL,


--For 3.84Mcps TDD only

dl-DPCH-ModifyInformation

DL-DPCH-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,



dl-DPCH-DeleteInformation

DL-DPCH-InformationDeleteList-RL-ReconfReadyTDD


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD   CRITICALITY ignore


EXTENSION
 DL-DPCH-LCR-InformationAddList-RL-ReconfReadyTDD

PRESENCE  optional}|


--For 1.28Mcps TDD only


{ ID id-CCTrCH-Maximum-DL-Power-RL-ReconfReadyTDD

CRITICALITY ignore
EXTENSION DL-Power
PRESENCE optional
}|


-- Applicable to 3.84Mcps TDD only, this is a DCH type CCTrCH power

{ ID id-CCTrCH-Minimum-DL-Power-RL-ReconfReadyTDD

CRITICALITY ignore
EXTENSION DL-Power
PRESENCE optional
},


-- Applicable to 3.84Mcps TDD only, this is a DCH type CCTrCH power

...

}
DL-DPCH-LCR-InformationAddList-RL-ReconfReadyTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-TimeslotLCR-Info             DL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-LCR-InformationAddItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-LCR-InformationAddItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-InformationAddList-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container {{DL-DPCH-InformationAddListIEs-RL-ReconfReadyTDD}}

DL-DPCH-InformationAddListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information


DL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationAddItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationAddItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModifyList-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container {{DL-DPCH-InformationModifyListIEs-RL-ReconfReadyTDD}}

DL-DPCH-InformationModifyListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod


OPTIONAL,


repetitionLength



RepetitionLength


OPTIONAL,


tDD-DPCHOffset




TDD-DPCHOffset



OPTIONAL,


dL-Timeslot-InformationModifyList-RL-ReconfReadyTDD


DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,


--For 3.84Mcps TDD only

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD   CRITICALITY ignore
EXTENSION  DL-TimeslotLCR-InformationModifyList-RL-ReconfReadyTDD

PRESENCE optional },


--For 1.28Mcps TDD only

...

}

DL-TimeslotLCR-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfTsLCR)) OF DL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD
DL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


timeSlotLCR





TimeSlotLCR,


midambleShiftLCR



MidambleShiftLCR


OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL,


tDD-dL-Code-LCR-Information

TDD-DL-Code-LCR-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

TDD-DL-Code-LCR-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHsLCR)) OF TDD-DL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD
TDD-DL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCodeLCR

TDD-ChannelisationCodeLCR

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TDD-DL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

TDD-DL-Code-LCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD
 CRITICALITY
reject
 EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR   PRESENCE  optional},
...

}
DL-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD   CRITICALITY ignore
EXTENSION   DL-Power

PRESENCE optional }|

{ ID id-Minimum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD   CRITICALITY ignore
EXTENSION   DL-Power

PRESENCE optional },

...

}
DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF DL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD
DL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType

MidambleShiftAndBurstType


OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL,


dL-Code-Information



TDD-DL-Code-InformationModifyList-RL-ReconfReadyTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TDD-DL-Code-InformationModifyList-RL-ReconfReadyTDD::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF TDD-DL-Code-InformationModifyItem-RL-ReconfReadyTDD
TDD-DL-Code-InformationModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TDD-DL-Code-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

TDD-DL-Code-InformationModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD
 CRITICALITY
reject
 EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR   PRESENCE  optional},
-- This IE shall not be used

...

}
DL-DPCH-InformationDeleteList-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container {{DL-DPCH-InformationDeleteListIEs-RL-ReconfReadyTDD}}

DL-DPCH-InformationDeleteListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD

PRESENCE mandatory }
}
DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNrOfDPCHs)) OF DL-DPCH-InformationDeleteItem-RL-ReconfReadyTDD

DL-DPCH-InformationDeleteItem-RL-ReconfReadyTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationDeleteList-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationDeleteList-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-ReconfReadyTDD



::= ProtocolIE-Single-Container { {DCH-InformationResponseListIEs-RL-ReconfReadyTDD} }

DCH-InformationResponseListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse

CRITICALITY ignore
TYPE DCH-InformationResponse

PRESENCE mandatory
}
}

DSCHToBeAddedOrModified-RL-ReconfReadyTDD


::= ProtocolIE-Single-Container { {DSCHToBeAddedOrModifiedIEs-RL-ReconfReadyTDD} }

DSCHToBeAddedOrModifiedIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD
CRITICALITY ignore
TYPE DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD

PRESENCE mandatory
}
}

DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNoOfDSCHs)) OF DSCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD

DSCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


transportFormatManagement
TransportFormatManagement,

dSCH-FlowControlInformation
DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {DSCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DSCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCHToBeAddedOrModified-RL-ReconfReadyTDD


::= ProtocolIE-Single-Container { {USCHToBeAddedOrModifiedIEs-RL-ReconfReadyTDD} }USCHToBeAddedOrModifiedIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD
CRITICALITY ignore
TYPE USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD

PRESENCE mandatory
}
}

USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (0..maxNoOfUSCHs)) OF USCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD

USCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD ::= SEQUENCE {


uSCH-ID




USCH-ID,


transportFormatManagement
TransportFormatManagement,

bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {USCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

USCHToBeAddedOrModifiedItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-DSCH-RNTI






CRITICALITY ignore

EXTENSION DSCH-RNTI









PRESENCE optional }|


{ ID id-HSDSCH-TDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-TDD-Information-Response

PRESENCE optional }|


{ ID id-MAChs-ResetIndicator



CRITICALITY ignore

EXTENSION MAChs-ResetIndicator





PRESENCE optional }|


{ ID id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD
CRITICALITY
ignore

EXTENSION 
Multiple-RL-InformationResponse-RL-ReconfReadyTDD

PRESENCE 
optional},
-- This is for RL repetitions 2 and on in RL list.

...

}

Multiple-RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF RL-InformationResponse-RL-ReconfReadyTDD
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