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9.4.3.6
Location updating /abnormal cases / CS domain is changed from barred to unbarred  because of domain specific access control 
9.4.3.6.1



Definition
This test is applicable for Rel-5 UEs which supporting DSAC or Rel-6 and later UEs.
9.4.3.6.2 
Conformance requirement 

TS 24.008 clause 4.1.1.2.2
If the PS or CS domain is barred because of domain specific access control, a GPRS MS operating in mode A or B in a network that operates in mode II or III shall use the MM specific procedures or GMM specific procedures, respectively, in the domain which is unbarred. If the MS detects that a domain changes from barred to unbarred, it shall behave as specified in subclauses 4.4.4.9, 4.5.1.2, 4.7.3.1.5, 4.7.5.1.5, and 4.7.13.5.

TS 24.008 clause 4.4.4.9

a)
Access barred because of common access class control or CS domain specific access control
The location updating procedure is not started. The mobile station stays in the current serving cell and applies normal cell reselection process. The procedure is started as soon as possible and if still necessary (when the barred state is ended or because of a cell change).
Reference

3GPP TS 24.008 clause 4.1.1.2.2;  4.4.4.9
9.4.3.6.3
Test purpose
To test the behaviour of the UE if the CS domain is barred and if it is then changed from barred to unbarred because of domain specific access control in a network that operates mode II.

9.4.3.6.4
Method of test

Initial condition
An access class x (0-15) is arbitrarily chosen. The USIM is programmed with this access class x. The UE is informed that the CS domain specific access class x is barred in cell B.

System Simulator:


-
two cells, A and B, belonging to different location areas with location area identification a and b of the same 
PLMN and operating in network operation mode II;

-
IMSI attach/detach is allowed in both cells;

-
the T3212 time-out value is 1/10 hour in both cells.

User Equipment:

The UE has a valid TMSI (=TMSI1) and CKSN (=CKSN1). It is "idle updated" on cell A.

Related ICS/IXIT statements

Support of  DSAC
 
Yes/No.
Test procedure
1 ) The UE is made to select cell B.The CS domain specific access class x is barred: the UE shall not initiate a location updating procedure in the CS domain.

 2) The SS informs the UE by paging that the CS domain specific access class x is not barred: The UE shall initiate a location updating procedure. The SS checks, by paging, that the UE has stored the newly allocated TMSI. The RRC CONNECTION is released.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	SS
	
	Set the cell type of cell B to the "Serving cell".

Set the cell type of cell A to the "non-suitable cell".

(see note)

	2
	UE 
	
	The UE shall not initiate a location updating procedure as CS domain specific access class x is barred . 

If PS mode: a routing area updating procedure should be performed.

	3
	SS
	
	The SS informs the UE by paging that the CS domain specific access class x is not barred anymore. 

	4
	UE
	
	The UE shall initiate a location updating procedure.

	5
	SS
	
	The SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to: Registration. 

	6
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "CKSN" = CKSN1, "location area identification" = a, "mobile station classmark 1" as given by the ICS and "mobile identity" = TMSI1. The MM message is included in the RRC message INITIAL DIRECT TRANSFER with the CN domain identity set to CS domain.

	7
	SS
	
	The SS starts integrity protection.

	8
	(
	LOCATION UPDATING ACCEPT
	"Mobile identity" = new TMSI (=TMSI2), LAI = b.

	9
	(
	TMSI REALLOCATION COMPLETE
	

	10
	SS
	
	SS waits 5 seconds to guarantee that the UE is in service.

	11
	(
	Mobile terminated establishment of RRC Connection
	See TS 34.108 clause 7.1.2 

"Initial UE identity" IE contains the new TMSI (= TMSI2) and the new LAI (=b).

Establishment Cause: Terminating Conversational Call.

	12
	(
	PAGING RESPONSE
	"Mobile identity" IE contains the new TMSI (= TMSI2).

	13
	SS
	
	The SS releases the RRC Connection.

	NOTE:
The definitions for "Serving cell" and "non-suitable cell" are specified in TS 34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


Specific message contents

None.
9.4.3.6.1.5
Test requirements

At step 2, cell B is serving cell, the CS domain specific access class x is barred:

- the UE shall not use the specific MM location updating procedure.
At step 6, cell B is serving cell, the CS domain specific access class x is not barred anymore:
- the UE shall initiate a location updating  procedure. 

<< END OF MODIFIED SECTION >>
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