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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 17.2.4.6. which is part of the AGPS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_17_2_4_6 

Test Group:
AGPS_MT

ATS Version:
iWD-TVB2004-12_D05wk38 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W together with Spirent GPS/SBAS Simulator GSS4200 

UEs used:
Qualcomm 6250

Verification Status:
PASS
4 Corrections required for test case 17.2.4.6

4.1 Introduction

This section describes the changes required to make test case 17.2.4.6 run correctly with a 3G UE. All modifications are marked with label “WA#AGPS<number>” for AGPS related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was AGPS_05wk38_B2004_12.mp which is part of the iWD-TVB2004-12_D05wk38 release.

The enclosed ATS [1] contains the integrated ASN.1 definitions as some of them had to be modified. All  additional changes (see list below) in common test steps which are required for other tests, but which are not applicable to test case 17.2.4.6: 

4.2 cs_FacilityIE_tlv (WA#AGPS0004)
Constraint name
cs_FacilityIE_tlv

Reason for change
Length calculation incorrect

Summary of change
Length calculation corrected for the specific test case.
A genral solution is to be implemented at an appropriate time.

Source of change
New Change

Label
WA#AGPS0004

Before:
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After:
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4.3 InvokeArgument (WA#AGPS0008)
ASN.1 type name
InvokeArgument

Reason for change
Tagging incorrect

Summary of change
Tagging corrected: context specific IMPLICIT changed to UNIVERSAL

Source of change
New Change

Label
WA#AGPS0008

Before:

InvokeArgument  ::= CHOICE {

                                 lcsNotification   [0] IMPLICIT LocationNotificationArg,

                                 lcs-MOLR          [1] IMPLICIT LCS-MOLRArg

                                }

After:
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ReturnRes (WA#AGPS0009)
ASN.1 type name
ReturnRes

Reason for change
Tagging incorrect

Summary of change
Tagging corrected: context specific IMPLICIT changed to UNIVERSAL

Source of change
New Change

Label
WA#AGPS0009

Before:

ReturnRes       ::= CHOICE {

                                lcsNotifficationRes [0] IMPLICIT LocationNotificationRes,

                                lcsMOLRRes          [1] IMPLICIT LCS-MOLRRes

                                }                      
After:
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ReturnErrPara (WA#AGPS0010)
ASN.1 type name
ReturnErrPara

Reason for change
Tagging incorrect

Summary of change
Tagging corrected: context specific IMPLICIT changed to UNIVERSAL

Source of change
New Change

Label
WA#AGPS0010

Before:

ReturnErrPara   ::= CHOICE {

                                lcsNotifficationErrPara    [0] IMPLICIT LcsNotificationErrPara,

                                lcs-MOLR-ResErrPara        [1] IMPLICIT Lcs-MOLR-ErrPara

                               }

After:
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tcv_AssistanceData (WA#AGPS0021)
Test Case Variable name
tcv_AssistanceData

Reason for change
Variable is not initialized.  Not all fields are set when used in send constraint. 

Summary of change
Initialized with all fields set to OMIT

Source of change
New Change

Label
WA#AGPS0021

Before:
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After:
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4.4 ts_MMI_AcceptLocationRequestOnTime (WA#AGPS0018)
Test step name
ts_MMI_AcceptLocationRequestOnTime

Reason for change
Timer not cancelled, runs out later.

Summary of change
Timer cancelled

Source of change
New Change

Label
WA#AGPS0018

Before:
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After:
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4.5 ts_MMI_DenieLocationRequestOnTime (WA#AGPS0017)
Test step name
ts_MMI_DenieLocationRequestOnTime

Reason for change
Timer not cancelled, runs out later.

Summary of change
Timer cancelled

Source of change
New Change

Label
WA#AGPS0017

Before:
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After:
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ts_RetrieveGPS_Data (WA#AGPS0019)
Test step name
ts_RetrieveGPS_Data 

Reason for change
Verdict assignment missing

Summary of change
Verdict assignment added

Source of change
New Change

Label
WA#AGPS0019

Before:
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After:
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Branches executed in test case 17.2.4.6

The test case implementation executed the CS branch and the PS branch, with Integrity activated, Ciphering enabled, AutoAttach on.

5 Execution Log Files

5.1 Qualcomm 6250

The Qualcomm 6250 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W together with Spirent GPS/SBAS Simulator GSS4200. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 17_2_4_6-Qualcomm-Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 17_2_4_6-Qualcomm-PICS-PIXIT.html
HTML file containing all PICS/PIXIT parameters used for testing.

6 References

[1]
R5s050479
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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