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UE’s performing the “physical layer synchronization procedure” will delay the transmission of the HANDOVER FROM UTRAN FAILURE until PHYSICAL CHANNEL RECONFIGURATION COMPLETE has been sent as required by the expected sequence of test case 8.3.7.12.

The requirement to perform the “physical layer synchronization procedure” is specified in Rel-5 version of TS25.331 whereas R99 version of TS25.331 does not require the UE to perform the “physical layer synchronization procedure” in the test scenario.

As per Rel-5 TS25.331 (v5.b.0):

8.3.7.5
UE fails to complete requested handover

If the UE does not succeed in establishing the connection to the target radio access technology, it shall:

1>
revert back to the UTRA configuration;

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is not set to TRUE:

2>
establish the UTRA physical channel(s) (including HS-DSCH related channels) used at the time for reception of HANDOVER FROM UTRAN COMMAND;

2> perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

As per R99 TS25.331 (v3.e.0):
8.3.7.5
UE fails to complete requested handover

If the UE does not succeed in establishing the connection to the target radio access technology, it shall:

1>
revert back to the UTRA configuration;

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is not set to TRUE:

2>
establish the UTRA physical channel(s) used at the time for reception of HANDOVER FROM UTRAN COMMAND.

In order to handle both R99 and Rel-5 UE, HANDOVER FROM UTRAN FAILURE and PHYSICAL CHANNEL RECONFIGURATION COMPLETE message are allowed in either order. 
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<< START OF MODIFIED SECTION >>

8.3.7.12
Inter system handover from UTRAN/To GSM/Speech/Failure (Physical channel Failure and Reversion Failure)

8.3.7.12.1
Definition
8.3.7.12.2
Conformance requirement
1. This section applies to R99 & Rel-4 releases: 

If the UE does not succeed in establishing the connection to the target radio access technology, it shall:

1>
revert back to the UTRA configuration;

1>
establish the UTRA physical channel(s) used at the time for reception of HANDOVER FROM UTRAN COMMAND;

1>
if the UE does not succeed to establish the UTRA physical channel(s):

2>
perform a cell update procedure according to subclause 8.3.1 in TS 25.331with cause "Radio link failure";

2>
when the cell update procedure has completed successfully:

3>
proceed as below.

1>
transmit the HANDOVER FROM UTRAN FAILURE message setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "Inter-RAT handover failure" to "physical channel failure".

1>
When the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layer for transmission:

2>
the procedure ends.
2. This section applies from Rel-5 releases onwards:

If the UE does not succeed in establishing the connection to the target radio access technology, it shall:

1>
revert back to the UTRA configuration;

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is not set to TRUE:
2>
establish the UTRA physical channel(s) (including HS-DSCH related channels) used at the time for reception of HANDOVER FROM UTRAN COMMAND;

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
after the establishment of the uplink physical channel, send DPCCH and no DPDCH according to [26] during the number of frames indicated in the IE "PC preamble" in the variable LATEST_CONFIGURED_SRB_DELAY_AND_PC_PREAMBLE; and

2>
then not send any data on signalling radio bearers RB0 to RB4 during the number of frames indicated in the IE "SRB delay" in the variable LATEST_CONFIGURED_SRB_DELAY_AND_PC_PREAMBLE.
Reference

3GPP TS 25.331 clause 8.3.7.5

8.3.7.12.3
Test purpose

The UE shall perform a cell update when the UE fails to revert to the old configuration after the detection of physical channel failure in the target RAT cell as given in the HANDOVER FROM UTRAN COMMAND message. After the UE completes the cell update procedure, the UE shall transmit a HANDOVER FROM UTRAN FAILURE message on the DCCH using AM RLC, including IE "failure cause" set to "physical channel failure".
8.3.7.12.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 section 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

UE: Idle state (state 2 or state 7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.
The 'timer poll' value in the SS RLC transmit entity should be set to 800 ms.
Related ICS/IXIT statement(s)

UE supports both GSM and UTRAN Radio Access Technologies,

UE supports GSM FR,

UE supports UTRAN AMR,

UE supports GSM-P, GSM-E, GSM-DCS, GSM-450, GSM-480, GSM-PCS.

Foreseen final state of the UE

The UE is in CC state U10 on cell 1.

Test Procedure

The SS and brings the UE into call active state (CC state U10) with AMR on the UTRAN cell. The SS configures a target dedicated channel on the GSM cell. The SS sends a HANDOVER FROM UTRAN COMMAND indicating a dedicated channel  of the target GSM cell to the UE through DCCH using the UTRAN configuration. The UE receives the command and configures itself accordingly but cannot complete the handover and wants to revert to the old configuration, but the UE cannot revert to the old configuration because the SS released the old configuration. The UE transmits a CELL UPDATE message on uplink CCCH with IE "Cell update cause" set to "radio link failure". The SS shall transmit CELL UPDATE CONFIRM message on downlink DCCH after receiving CELL UPDATE message. The UE transmits PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC and subsequently transmits the HANDOVER FROM UTRAN FAILURE message to the SS using the new UTRA configuration, on the DCCH using AM RLC, setting the value of IE "failure cause" to " physical channel failure". In case of R99 or Rel-4, UE may transmit HANDOVER FROM UTRAN FAILURE message using uplink AM RLC and subsequently PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.
Expected sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The SS brings the UE into UTRAN U10 state in cell 1

	2
	SS
	
	The SS configures a dedicated GSM FR channel on the GSM cell.

	3
	(
	HANDOVER FROM UTRAN COMMAND-GSM
	Send using the  UTRA configuration and the message indicates:

the target channel for GSM FR. 

	4
	UE
	
	The UE accepts the handover command and switches to the GSM traffic channel specified in the HANDOVER COMMAND message that is contained within the HANDOVER FROM UTRAN COMMAND -GSM message

	4a
	SS
	
	SS removes the UTRAN physical channel (DPCH) allocated to the mobile to ensure UE will not be able to revert back to the old UTRAN configuration when handover failed

	5
	(
	HANDOVER ACCESS
	The SS receives this burst on the traffic channel of cell 9 (GSM cell) It implies that the UE has switched to GSM cell. Upon receiving this burst, SS removes the target GSM Traffic Channel. As a result not only the handover will fail, but also the reversion to the old UTRA configuration.

	6
	(
	CELL UPDATE 
	The value "radio link failure" shall be set in IE "Cell update cause". 

	7
	(
	CELL UPDATE CONFIRM
	This message include IE "Physical channel information elements".

	8
	
	
	The SS configures the dedicated physical channel according to the IE "Physical channel information elements" included in the CELL UPDATE CONFIRM message.

	9
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	

	10
	(
	HANDOVER FROM UTRAN FAILURE
	The IE "failure cause" shall be set to "physical channel failure"

	
	
	
	NB
For R99 and Rel-4 UEs the messages in Steps 9 and 10 may be received in either order.


Specific message contents

Same as the message contents of clause 8.3.7.1 for Execution 3.

CELL UPDATE (Step 6)
The contents of CELL UPDATE message is identical as "Contents of CELL UPDATE message" as found in TS 34.108, clause 9,with the following exceptions:
	Information Element
	Value/remark

	U-RNTI
	

	
- SRNC Identity
	Check to see if set to '0000 0000 0001'

	
- S-RNTI
	Check to see if set to '0000 0000 0000 0000 0001'

	Cell Update Cause
	"radio link failure"


CELL UPDATE CONFIRM (Step 7) (FDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS 34.108, clause 9,with the following exceptions:
	Information Element
	Value/remark
	Version

	U-RNTI
	Same as CELL UPDATE message in step 3
	

	RRC State indicator
	CELL_DCH
	

	CHOICE channel requirement
	Uplink DPCH info
	

	         -UplinkDPCH Info
	Same as specified in “Contents of RADIO BEARER SETUP message: AM or UM” for condition A2 (Speech CS) in TS 34.108 clause 9.1
	

	         - DPCCH power offset
	-80dB  (i.e. ASN.1 IE value of –40)
	

	         - PC Preamble
	1 frame
	

	         - SRB delay
	7 frames
	

	         - Power Control Algorithm
	Algorithm1
	

	         - TPC step size
	1dB
	

	        - Scrambling code type
	Long
	

	        - Scrambling code number
	0 (0 to 16777215)
	

	        - Number of DPDCH
	Not Present(1)
	

	         - spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - Number of FBI bit
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - Puncturing Limit
	Reference to TS34.108 clause 6.10 Parameter Set 
	

	Downlink information common for all radio links
	Same as specified in “Contents of RADIO BEARER SETUP message: AM or UM” for condition A2 (Speech CS) in TS 34.108 clause 9.1
	

	CHOICE Mode
	FDD
	

	        - Downlink DPCH info common for all RL
	
	

	         - Timing indicator
	Initialise
	

	         - CFN-targetSFN frame offset
	Not Present
	

	         - Downlink DPCH power control information
	
	

	          - DPC mode
	0 (single)
	

	         - CHOICE mode
	FDD
	

	          - Power offset PPilot-DPDCH
	0
	

	          - DL rate matching restriction information
	Not Present
	

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set 
	

	          - Fixed or Flexible Position
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - TFCI existence
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - CHOICE SF
	Reference to TS34.108 clause 6.10 Parameter Set
	

	        - DPCH compressed mode info
	Not Present
	

	         - TX Diversity mode
	None
	

	         - SSDT information
	Not Present
	R99 and Rel-4 only

	         - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512
	

	Downlink information for each radio links
	
	

	         - Primary CPICH info
	
	

	          - Primary scrambling code
	100
	

	         - PDSCH with SHO DCH info
	Not Present
	R99 and Rel-4 only

	        - PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	        - Downlink DPCH info for each RL
	
	

	         - Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	         - DPCH frame offset
	Set to value: Default DPCH Offset value (as currently stored in SS) mod 38400
	

	         - Secondary CPICH info
	Not Present
	

	         - DL channelisation code
	
	

	          - Secondary scrambling code
	2
	

	          - Spreading factor
	Reference to TS34.108 clause 6.10 Parameter Set
	

	          - Code number
	SF-1(SF is reference to TS34.108 clause 6.10 Parameter Set)
	

	          - Scrambling code change
	No change
	

	         - TPC combination index
	0
	

	         - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	         - Closed loop timing adjustment mode
	Not Present
	

	        - SCCPCH information for FACH
	Not Present
	R99 and Rel-4 only


CELL UPDATE CONFIRM (Step 7) (3.84 Mcps TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS34.108, clause 9, with the following exceptions:
	Information Element
	Value/remark

	U-RNTI
	Same as CELL UPDATE message in step 3

	RRC State indicator
	CELL_DCH

	Frequency info
	

	   - CHOICE mode
	TDD

	        - UARFCN (Nt)
	Reference to TS34.108 clause 5.1 Test frequencies

	Maximum allowed UL TX power
	30dBm

	CHOICE Mode
	TDD

	Downlink information for each radio links
	

	         - Primary CCPCH info
	

	          - CHOICE mode
	TDD

	            - CHOICE TDD option
	3.84 Mcps TDD

	             - CHOICE SyncCase
	Not Present

	           - Cell Parameters ID
	Not Present

	           - Block STTD indicator
	FALSE

	         - Downlink DPCH info for each RL
	

	           - CHOICE mode
	TDD

	             - DL CCTrCh List
	

	              - TFCS ID
	1

	              - Time info
	

	                 - Activation time
	Not Present (default)

	                 - Duration
	Not Present (default)

	             - Common timeslot info
	Not Present (default)

	             - Downlink DPCH timeslots and codes
	Not Present (default)

	          - UL CCTrCH TPC List
	Not Present (default)


CELL UPDATE CONFIRM (Step 7) (1.28 Mcps TDD)
The contents of CELL UPDATE CONFIRM message is identical as "CELL UPDATE CONFIRM message" as found in TS34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	U-RNTI
	Same as CELL UPDATE message in step 3

	RRC State indicator
	CELL_DCH

	Frequency info
	

	   - CHOICE mode
	TDD

	        - UARFCN (Nt)
	Reference to TS34.108 clause 5.1 Test frequencies

	Maximum allowed UL TX power
	30dBm

	CHOICE Mode
	TDD

	Downlink information for each radio links
	

	         - Primary CCPCH info
	

	          - CHOICE mode
	TDD

	            - CHOICE TDD option
	1.28 Mcps TDD

	             - TSTD indicator
	FALSE

	           - Cell Parameters ID
	Not Present

	           - Block STTD indicator
	FALSE

	         - Downlink DPCH info for each RL
	

	           - CHOICE mode
	TDD

	             - DL CCTrCh List
	

	              - TFCS ID
	1

	              - Time info
	

	                 - Activation time
	Not Present (default)

	                 - Duration
	Not Present (default)

	             - Common timeslot info
	Not Present (default)

	             - Downlink DPCH timeslots and codes
	Not Present (default)

	          - UL CCTrCH TPC List
	Not Present (default)


HANDOVER FROM UTRAN COMMAND

The contents of this message is identical to the HANDOVER FROM UTRAN COMMAND-GSM message specified in [9] TS 34.108 clause 9 with the following exceptions:
	Information Element
	Value/remark

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as BIT STRING (1..512). The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of GSM 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 1


PHYSICAL CHANNEL RECONFIGURATION COMPLETE (Step 9)

Use the same message found in TS 34.108 clause 9, with the exceptions of the following IEs:

	Information Element
	Value/remark

	Uplink counter synchronisation info
	Not Checked


HANDOVER FROM UTRAN FAILURE (Step 10)
The contents of this message are identical to the HANDOVER FROM UTRAN FAILURE message specified in [9] TS 34.108 clause 9.
8.3.7.12.5
Test requirement

After step 5 the SS shall receive a CELL UPDATE message.

At step 9 the SS shall receive a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

At step 10 the SS shall receive a HANDOVER FROM UTRAN FAILURE message via the new UTRA configuration.
NB: For R99 and Rel-4 UEs the messages in Steps 9 and 10 may be received in either order.
<< END OF MODIFIED SECTION >>
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