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Reason for change:
(

ts_SendDefSysInfo_SpecialSIB3AndSIB4 is being used in the test cases 8_3_9_1 and 8_3_9_5 to broadcast special SIB3 and SIB4. In this test step the IE t_Reselection_S is assigned with 5seconds which is not according to default message content for SIB3 and SIB4 defined in 34.108. 

According to 34.108 the t_Reselection_S value should be 0 sec.




Summary of change:
(

Removed the assignment of IE t_Reselection_S for SIB3 and SIB4 from the test step ts_SendDefSysInfo_SpecialSIB3AndSIB4




Consequences if 
(

not approved:
TTCN implementation will not be as per test specification.
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tc_8_3_9_1 and tc_8_3_9_5





Y
N



Other specs
(


X
 Other core specifications
(



affected:

x
 Test specifications




X
 O&M Specifications





Other comments:
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Afftected test cases 8.3.9.1 and 8.3.9.5
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Change 1:

Testcase
ts_SendDefSysInfo_SpecialSIB3AndSIB4

Reason for change
ts_SendDefSysInfo_SpecialSIB3AndSIB4 is being used in the test cases 8_3_9_1 and 8_3_9_5 to broadcast special SIB3 and SIB4. In this test step the IE t_Reselection_S is assigned with 5seconds which is not according to default message content for SIB3 and SIB4 defined in 34.108. 

According to 34.108 the t_Reselection_S value should be 0 sec.

Summary of change
Removed the assignment of IE t_Reselection_S for SIB3 and SIB4 from the test step ts_SendDefSysInfo_SpecialSIB3AndSIB4

Source of change
New change

Before : 
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+1s SaveBackMIE SB1 (p Celld)

Test Step d: ts_SendDefSysinfo_SpecialSIB3AndSIB4 ( p_Cellld: INTEGER)
Test Step Group Ref. UMTS_Specific/
Objective; To broadcast default system infornation,
Defaults: InitotherwiseF ail
Comments:
ind_ || Label || Behaviour Description JI Caonstraint Ref
i +1s_InterRAT_Paralnit( p_Cellld )
1 (ttv_SIB3.cellSelectReselectinfo.modeSpecificinfo fdd.o_Rdevitin = -61, tov_SIB4.cellSelectR
eselectinfo.modeSpecificinfo.fd.q_Rxlein = -51,
Tov_SIB3. cellgelectReselectinfo. L Reselection 5 = 5,
2 +1s_CellDependentPara(p_Celld)
3 +ts_InitializeSIB2AndSIB1 8( tev_TmpCellinfo)
4 +1s_InitializeSIB11_SIB12 (p_Cellld )
5 (tt_MIB := c_MIB_DefLongNeighCellinfo. (te_TmpCellinfo) , tcv_SB1 := c_SB1_DefLongh
eighCellinfo )
6 [P_RAT = fud]
7 +ts_SendSIB1_LongNeighCellinfo (cb_SIB1_Def ( tev_TmpCellinfo),
p_Celld, tsc_Now')
i +ts_SendsIB2_LongheighCellinfo(c_SIB2_Def (tev_TmpCellinfo ),
p_Cellld, tsc_Now)
9 +ts_SendsIB3_LongheighCellinfo(tey_SIB3,
p_Cellld, tsc_Now)
10 +ts_SendSIB4_LangNeighCellinfo(tey_SIB4, p_Cellld, tsc_Now)
1 +ts_SendSIBS_LongNeighCellinfo(ch_SIBS_Defitcy_TmpCellinfo), p_Cellld, tsc_Now)
12 +ts_SendSIBA_LangNeighCellinfa(ch_SIB6_Deftey_TmpCellinfo), p_Cellld, tsc_Now)
13 +ts_SendSIB7_LongheighCellinfo(c_SIB7_Def, p_Cellld, tsc_Now)
14 +ts_SendSIB11_LongheighCellinfoitcy_SIB11, p_Cellld, tsc_Now)
15 +ts_SendsIB12_LongheighCellinfo( tcv_SIB12, p_Cellld, tsc_Now)
16 +ts_SendSIB18_LongheighCellinfo( tcv_SIB18, p_Cellld, tsc_Now)
17 +ts_SendSB1_LongNeighCellinfo tov_SB1, p_Cellld, tsc_Now)
18 +ts_SendMIBcy_MIE, p_Cellld, tsc_Now)
19 +ts_SendPaget_ModifySi(p_Cellld, tov_MIB.mib_valueTag)
20




After: 
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(cv_SIB3.cellSelectReselectinfo modeSpecifeinfo fid.o_Rudewiin = -51, tov_SIB4 cellSelectR
eselestinfo modeSpecificinfo fid.o_RxlewMin :=-51)

2 +ts_CellDependentPara(p_Csllid)

3 +1s_InitializeSIB2AndSIB1 8( tov_TmpCellinfo)

4 +1s_nitializeSIB11_SIB12 (p_Cellld)

5 (cv_MIB = c_MIB_DefLongNeighCellinfo (tev_TmpCellinio) , tov_SB1 = ¢_SB1_DefLongh
eighCeliinfo)

6 [PCRAT = fid]

7 +1s_SendSI81_LongheighCellnfo ( cb_S1B1_Def ( tov_TrmpCelinfo),
p_Cellld, tse_Now)

8

+1s_SendSIB2_LongheighCelllnfoc_SIB2_Def (tov_TrmpCellino),
p_Cellld,tse_Now)

a +s_SendSIB3_LongheighCellnfoicy_SIB3,

p_Cellld, tse_Now)

10 +15_SendSIB4_LongNeighCellinfo(icy_S1B4, p_Celll, tsc_Now)

11 +15_SendSIB5_LongNeighCellinfo(ch_SIBS_Defltey_TmpCellinfo), p_Cellld, tsc_Now)
12 +15_SendSIBE_LongNeighCellinfo(ch_SIBE_Defitey_TmpCellinfo), p_Celld, tsc_Naw)
13 +1s_SendSIB7_LongheighCellnfo(c_SIB7_Def, p_Celld, tsc_Now)

14 +15_SendSIB11_LongNeighCellinfo(icy_S1B11, p_Celll, tsc_Now)

15 +15_SendS1812_LongNeighCellinfol tev_SIE12, p_Celld, tsc_Now)

16 +15_SendSIB18_LongNeighCellinfo tev_SIE12, p_Celld, tsc_Now)

17

+15_SendSB1_LongNeighCelinfo (icv_SB1, p_Celld, tsc_Naw)
18 +1s_SendMIB(tev_MIB, p_Celld, tsc_Now)

19 +ts_SendPage1_ModifySi(p_Celld, tov_MIB.mib_ValueTag)
20 +ts_SaveBackMIB_5B1 (p_Cellld)

Test Step Id: ts_SendDefSysInfo_SpecialSIB3AndSIB4 ( p_Cellld: INTEGER)
st step Group Ref: UNTS_Specic/
onjectve o broadcast defaul system infomation
Defauts nfoterwseFal
comments
i [ Caver | Seavour Desorpton T Constrant et
0 +ts_InterRAT_Paralnit( p_Cellld )
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