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10.3.5.1b
Added or reconfigured E-DCH MAC-d flow

This IE is used in relation to MAC-d flows mapped to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH MAC-d  flow identity 
	MP
	
	E-DCH MAC-d flow identity 10.3.5.7e
	
	REL-6

	E-DCH MAC-d flow power offset
	OP
	
	Integer(0..6)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow, unit is dB
	REL-6

	E-DCH MAC-d flow maximum number of  retransmissions
	OP
	
	Integer (0..15)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	E-DCH MAC-d flow multiplexing list
	OP
	
	Bitstring (maxE-DCHMACdFlow)
	Indicates,if this is the first MAC-d flow for which PDU’s are placed in the MAC-e PDU, the other MAC-d flows from which MAC-d PDU’s are allowed to be included in the same MAC-e PDU.
Bit 0 is for MAC-d flow 0, Bit 1 is for MAC-d flow 1, … 

Value '1' for a bit means multiplexing is allowed.
NOTE: The bit that corresponds to the MAC-d flow itself is ignored
	REL-6

	CHOICE transmission grant type
	OP
	
	
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	>Non-scheduled transmission grant info
	
	
	
	
	REL-6

	>>Max MAC-e PDU contents size
	MP
	
	Integer (1..19982)
	
	REL-6

	>>2ms non-scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDU’s for this MAC-d flow are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed.
	

	>Scheduled transmission grant info
	
	
	NULL
	
	REL-6
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