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10.3.3.41
UE multi-mode/multi-RAT capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Multi-RAT capability 
	
	
	
	
	

	Support of GSM
	MP
	
	Boolean
	
	

	Support of multi-carrier
	MP
	
	Boolean
	
	

	Multi-mode capability 
	MP
	
	Enumerated (TDD, FDD, FDD/TDD)
	
	

	Support of UTRAN to GERAN NACC
	CV-not_iRAT_HoInfo
	
	Boolean
	
	REL-5

	Support of Handover to GAN
	OP
	
	Enumerated ( DoesSupportHandoverToGAN )
	Absence of this IE means that the UE does not support Handover to GAN.
	REL-6


	Condition
	Explanation

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.


<….  NEXT CHANGE  …>
11.2
PDU definitions

--**************************************************************
--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringModeInfo,


DelayRestrictionFlag,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UE-CapabilityContainer-IEs,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapabilityComp,


DL-PhysChCapabilityFDD-v380ext,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-SecurityInformation,


UE-SecurityInformation2,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList2,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DRAC-StaticInformationList,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DynamicPersistenceLevel,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SICH-Power-Control-Info-TDD384,

MaxAllowedUL-TX-Power,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


Scheduling-E-DCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirement-r6,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,
-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


GSMSecurityCapability-v6xyext,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-ModifedServiceList-r6,


MBMS-MSCHConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFreqRequest-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PtMActivationTime,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCouneters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6

FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

<….  NEXT CHANGE  …>
-- ***************************************************

--

-- INTER RAT HANDOVER INFO

--

-- ***************************************************

InterRATHandoverInfo ::= SEQUENCE {


-- This structure is defined for historical reasons, backward compatibility with 04.18


predefinedConfigStatusList

CHOICE {



absent






NULL,



present






PredefinedConfigStatusList


},


uE-SecurityInformation


CHOICE {



absent






NULL,



present






UE-SecurityInformation


},


ue-CapabilityContainer


CHOICE {



absent






NULL,



-- present is an octet aligned string containing Ie UE-RadioAccessCapabilityInfo


present






OCTET STRING (SIZE (0..63))


},


-- Non critical extensions


v390NonCriticalExtensions

CHOICE {



absent






NULL,



present






SEQUENCE {




interRATHandoverInfo-v390ext
InterRATHandoverInfo-v390ext-IEs,




v3a0NonCriticalExtensions

SEQUENCE  {





interRATHandoverInfo-v3a0ext
InterRATHandoverInfo-v3a0ext-IEs,





laterNonCriticalExtensions

SEQUENCE {






interRATHandoverInfo-v3d0ext 
InterRATHandoverInfo-v3d0ext-IEs,





-- Container for additional R99 extensions






interRATHandoverInfo-r3-add-ext

BIT STRING
OPTIONAL,






v3g0NonCriticalExtensions


SEQUENCE {







interRATHandoverInfo-v3g0ext
InterRATHandoverInfo-v3g0ext-IEs,







v4b0NonCriticalExtensions

SEQUENCE {








interRATHandoverInfo-v4b0ext
InterRATHandoverInfo-v4b0ext-IEs,







v4d0NonCriticalExtensions

SEQUENCE {









interRATHandoverInfo-v4d0ext
InterRATHandoverInfo-v4d0ext-IEs,








-- Reserved for future non critical extension









v590NonCriticalExtensions

SEQUENCE {










interRATHandoverInfo-v590ext

















InterRATHandoverInfo-v590ext-IEs,










v6xyNonCriticalExtensions

SEQUENCE {











interRATHandoverInfo-v6xy0ext

















InterRATHandoverInfo-v6xyext-IEs,











nonCriticalExtensions


SEQUENCE {}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}


}
}

InterRATHandoverInfo-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext
}

InterRATHandoverInfo-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

InterRATHandoverInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

InterRATHandoverInfo-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

InterRATHandoverInfo-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator

AccessStratumReleaseIndicator

}

InterRATHandoverInfo-v4d0ext-IEs ::= SEQUENCE {


-- User equipment IEs


tdd128-RF-Capability



RadioFrequencyBandTDDList

OPTIONAL

}

InterRATHandoverInfo-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



predefinedConfigStatusListComp

PredefinedConfigStatusListComp


OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp


OPTIONAL
}

InterRATHandoverInfo-v6xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-SecurityInformation2



UE-SecurityInformation2




OPTIONAL
}

<….  NEXT CHANGE  …>
-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









v590NonCriticalExtensions


SEQUENCE {










rrcConnectionSetupComplete-v590ext

















RRCConnectionSetupComplete-v590ext-IEs,










v5c0NonCriticalExtensions


SEQUENCE {











rrcConnectionSetupComplete-v5c0ext

















RRCConnectionSetupComplete-v5c0ext-IEs,











v6xyNonCriticalExtensions


SEQUENCE {












rrcConnectionSetupComplete-v6xyext

















RRCConnectionSetupComplete-v6xyext-IEs,












nonCriticalExtensions



SEQUENCE {}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-r3-add-ext-IEs ::= SEQUENCE {



rrcConnectionSetupComplete-v650ext

RRCConnectionSetupComplete-v650ext-IEs
OPTIONAL,



v680NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v680ext

RRCConnectionSetupComplete-v680ext-IEs,



nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

RRCConnectionSetupComplete-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext

InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

RRCConnectionSetupComplete-v5c0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

RRCConnectionSetupComplete-v650ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext

}
RRCConnectionSetupComplete-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
RRCConnectionSetupComplete-v6xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList



OPTIONAL,



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




v380NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v380ext

UECapabilityInformation-v380ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v3a0ext

UECapabilityInformation-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







ueCapabilityInformation-r3-add-ext

BIT STRING










(CONTAINING UECapabilityInformation-r3-add-ext-IEs)
OPTIONAL,







-- Reserved for future non critical extension







v4b0NonCriticalExtensions


SEQUENCE {








ueCapabilityInformation-v4b0ext

UECapabilityInformation-v4b0ext,








v590NonCriticalExtensions


SEQUENCE {









ueCapabilityInformation-v590ext

UECapabilityInformation-v590ext,









v5c0NonCriticalExtensions


SEQUENCE {










ueCapabilityInformation-v5c0ext


















UECapabilityInformation-v5c0ext,










v6xyNonCriticalExtensions


SEQUENCE {











ueCapabilityInformation-v6xyext

















UECapabilityInformation-v6xyext-IEs,











nonCriticalExtensions



SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

UECapabilityInformation-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}

UECapabilityInformation-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext


DL-PhysChCapabilityFDD-v380ext

}

UECapabilityInformation-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext

UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

UECapabilityInformation-r3-add-ext-IEs ::= SEQUENCE {



ueCapabilityInformation-v650ext

UECapabilityInformation-v650ext-IEs

OPTIONAL


v680NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v680ext

UECapabilityInformation-v680ext,



nonCriticalExtensions



SEQUENCE {}

OPTIONAL



}

OPTIONAL
}
UECapabilityInformation-v4b0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

UECapabilityInformation-v590ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext

UE-RadioAccessCapability-v3g0ext

OPTIONAL,



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

UECapabilityInformation-v5c0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

UECapabilityInformation-v650ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext
}

UECapabilityInformation-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
UECapabilityInformation-v6xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}
11.3
Information element definitions

<….  NEXT CHANGE  …>
-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

MultiModeCapability ::=



ENUMERATED {











tdd, fdd, fdd-tdd }

MultiRAT-Capability ::=



SEQUENCE {


supportOfGSM





BOOLEAN,


supportOfMulticarrier



BOOLEAN

} 

MultiModeRAT-Capability-v590ext ::=
SEQUENCE {


supportOfUTRAN-ToGERAN-NACC


BOOLEAN

}

MultiModeRAT-Capability-v680ext ::=
SEQUENCE {


supportOfHandoverToGAN

ENUMERATED { doesSupportHandoverToGAN }
OPTIONAL
}

N-300 ::=






INTEGER (0..7)

N-301 ::=






INTEGER (0..7)

N-302 ::=






INTEGER (0..7)

N-304 ::=






INTEGER (0..7)

N-308 ::=






INTEGER (1..8)

N-310 ::=






INTEGER (0..7)

N-312 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-312ext ::=





ENUMERATED {











s2, s4, s10, s20 }

N-312-r5 ::=






ENUMERATED {











s1, s2, s4, s10, s20,











s50, s100, s200, s400,











s600, s800, s1000 }

N-313 ::=






ENUMERATED {











s1, s2, s4, s10, s20,











 s50, s100, s200 }

N-315 ::=






ENUMERATED {











s1, s50, s100, s200, s400,











s600, s800, s1000 }

N-315ext ::=





ENUMERATED {











s2, s4, s10, s20 }

N-315-r5 ::=






ENUMERATED {











s1, s2, s4, s10, s20,











s50, s100, s200, s400,











s600, s800, s1000 }

<….  NEXT CHANGE  …>
UE-RadioAccessCapability-v590ext ::=
SEQUENCE {


dl-CapabilityWithSimultaneousHS-DSCHConfig
DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability-r5-ext



PDCP-Capability-r5-ext,


rlc-Capability-r5-ext



RLC-Capability-r5-ext,

physicalChannelCapability


PhysicalChannelCapability-hspdsch-r5,


multiModeRAT-Capability-v590ext

MultiModeRAT-Capability-v590ext
}

UE-RadioAccessCapability-v5c0ext ::= SEQUENCE {


pdcp-Capability-r5-ext2



PDCP-Capability-r5-ext2

}

UL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted


MaxNoDPDCH-BitsTransmitted,


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy







BOOLEAN


}

UE-RadioAccessCapability-v680ext ::= SEQUENCE {


multiModeRAT-Capability-v680ext

MultiModeRAT-Capability-v680ext
}

UL-PhysChCapabilityFDD-r6 ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted



MaxNoDPDCH-BitsTransmitted,


physicalchannelcapability-edch


PhysicalChannelCapability-edch-r6
}

UL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted


MaxNoDPDCH-BitsTransmitted,


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy







BOOLEAN


}

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRC-FailureInfo,


TransportChannelReconfiguration

FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


GSMSecurityCapability-v6xyext,

HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,

UE-RadioAccessCapability-v680ext,

UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,

UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,
-- Physical Channel IEs :


PrimaryCPICH-Info,


TPC-CombinationIndex,

ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,
-- Measurement IEs :


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,

IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,

MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


AdditionalMeasurementID-List,


PositionEstimate,
-- MBMS IEs :


MBMS-JoinedInformation-r6,

-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v6xyext,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

FROM InformationElements


maxCNdomains,

maxNoOfMeas,


maxRB,


maxRBallRABs,


maxRFC3095-CID,


maxSRBsetup,


maxRL,


maxTGPS
FROM Constant-definitions

;
-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)

OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v5a0ext



















SRNC-RelocationInfo-v5a0ext-IEs,












v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext



















SRNC-RelocationInfo-v5b0ext-IEs,















v5c0NonCriticalExtensions


SEQUENCE {
















sRNC-RelocationInfo-v5c0ext




















SRNC-RelocationInfo-v5c0ext-IEs,
















v6xyNonCriticalExtensions

SEQUENCE {

















sRNC-RelocationInfo-v6xyext




















SRNC-RelocationInfo-v6xyext-IEs,

















-- Reserved for future non critical extension

















nonCriticalExtensions
SEQUENCE {}
OPTIONAL















}

OPTIONAL















}

OPTIONAL













}

OPTIONAL












}

OPTIONAL










}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING









(CONTAINING SRNC-RelocationInfo-v650ext1-IEs)

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v6xyNonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v6xyext
















SRNC-RelocationInfo-v6xyext-IEs,










nonCriticalExtensions



SEQUENCE {}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,





v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v650NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v650ext2
SRNC-RelocationInfo-v650ext2-IEs,









v680NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v680ext

SRNC-RelocationInfo-v680ext-IEs,










v6xyNonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v6xyext

SRNC-RelocationInfo-v6xyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL








}
OPTIONAL







}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL



},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING

OPTIONAL,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





},





criticalExtensions




SEQUENCE {}




}



}


}

}

SRNC-RelocationInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs


-- If the extension v380 is included use the extension for the ciphering status per CN domain



cipheringStatus




CipheringStatus,



-- If ciphering status is started and the IE latestConfiguredCN-Domain should be included,



-- SRNC-RelocationInfo-r3-IEs can not be used. Since IE latestConfiguredCN-Domain is present 



-- in later-than-r3 branch, that should be used instead.


calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



-- The order of occurrence in the IE cipheringInfoPerRB-List is the


-- same as the RBs in SRB-InformationSetupList in RAB-InformationSetupList.



-- The signalling RBs are supposed to be listed



-- first. Only UM and AM RBs that are ciphered are listed here



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



-- In the IE srb-SpecificIntegrityProtInfo, the first information listed corresponds to

      -- signalling radio bearer RB0 and after the order of occurrence is the same as the SRBs in


 -- SRB-InformationSetupList


-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



cn-DomainIdentity




CN-DomainIdentity,



cipheringStatusList




CipheringStatusList

}

SRNC-RelocationInfo-v390ext-IEs ::= SEQUENCE {



cn-DomainInformationList-v390ext
CN-DomainInformationList-v390ext

OPTIONAL,



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

OPTIONAL,



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext,


failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



cipheringInfoForSRB1-v3a0ext

CipheringInfoPerRB-List-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL,



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCiphering-v3a0ext

START-Value

}
SRNC-RelocationInfo-v3b0ext-IEs ::= SEQUENCE {


-- cn-domain identity for IE startValueForCiphering-v3a0ext included in previous extension



cn-DomainIdentity



CN-DomainIdentity,



-- the IE startValueForCiphering-v3b0ext contains the start values for each CN Domain. The 


-- value of start indicated by the IE startValueForCiphering-v3a0ext should be set to the


-- same value as the start-Value for the corresponding cn-DomainIdentity in the IE 



-- startValueForCiphering-v3b0ext


startValueForCiphering-v3b0ext

STARTList2







OPTIONAL

}
SRNC-RelocationInfo-v3c0ext-IEs ::= SEQUENCE {


-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage



RB-Identity  

OPTIONAL
}
SRNC-RelocationInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

SRNC-RelocationInfo-v3g0ext-IEs ::= SEQUENCE {


ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}
SRNC-RelocationInfo-v3h0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList


TPC-CombinationInfoList

OPTIONAL,



v650NonCriticalExtensions

SEQUENCE {




ue-RadioAccessCapability-v650ext
UE-RadioAccessCapability-v650ext
OPTIONAL,




v680NonCriticalExtensions

SEQUENCE {





ue-RadioAccessCapability-v680ext
UE-RadioAccessCapability-v680ext,





nonCriticalExtension



SEQUENCE {}






OPTIONAL



}
OPTIONAL


}
OPTIONAL

}

SRNC-RelocationInfo-v4d0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList

TPC-CombinationInfoList

OPTIONAL

}

TPC-CombinationInfoList ::= SEQUENCE (SIZE (1..maxRL)) OF



TPC-Combination-Info

STARTList2 ::=





SEQUENCE (SIZE (2..maxCNdomains)) OF











STARTSingle

SRNC-RelocationInfo-v4b0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

OPTIONAL
}

SRNC-RelocationInfo-v590ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v590ext
UE-RadioAccessCapability-v590ext

OPTIONAL,


ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

SRNC-RelocationInfo-v5a0ext-IEs ::= SEQUENCE {



storedCompressedModeInfo

StoredCompressedModeInfo
OPTIONAL
}
SRNC-RelocationInfo-v5b0ext-IEs ::= SEQUENCE {

interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

SRNC-RelocationInfo-v5c0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v5c0ext
UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

SRNC-RelocationInfo-v650ext1-IEs ::= SEQUENCE {

ue-RadioAccessCapability-v650ext
UE-RadioAccessCapability-v650ext
OPTIONAL,


v680NonCriticalExtensions

SEQUENCE {



ue-RadioAccessCapability-v680ext
UE-RadioAccessCapability-v680ext,



nonCriticalExtension



SEQUENCE {}

OPTIONAL



}
OPTIONAL

}

SRNC-RelocationInfo-v650ext2-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext
}

CipheringInfoPerRB-List-v3a0ext ::= SEQUENCE {



dl-UM-SN





BIT STRING (SIZE (7))

}

CipheringStatusList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain

CipheringStatusCNdomain ::=



SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus
}

CodeChangeStatusList ::= SEQUENCE (SIZE (1..maxRL)) OF



CodeChangeStatus
CodeChangeStatus ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



scramblingCodeChange



ScramblingCodeChange
}

StoredCompressedModeInfo ::= SEQUENCE {



storedTGP-SequenceList

StoredTGP-SequenceList,


codeChangeStatusList

CodeChangeStatusList
OPTIONAL

}

StoredTGP-SequenceList ::=


SEQUENCE (SIZE (1..maxTGPS)) OF











StoredTGP-Sequence

StoredTGP-Sequence ::=



SEQUENCE {


tgpsi







TGPSI,


current-tgps-Status




CHOICE {



active







SEQUENCE {




tgcfn







TGCFN



},



inactive






NULL


},


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

SRNC-RelocationInfo-r4-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r4,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r4



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList-r4


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-r5-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r5,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r5



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r5,



rab-InformationList



RAB-InformationSetupList-r5


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-v680ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext
UE-RadioAccessCapability-v680ext
OPTIONAL
}

SRNC-RelocationInfo-v6xyext-IEs ::=
SEQUENCE {


-- User equipment IEs



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

SRNC-RelocationInfo-r6-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList-r6
OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r6
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r5



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r6,



rab-InformationList



RAB-InformationSetupList-r6


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

-- IE definitions

TPC-Combination-Info ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



tpc-CombinationIndex



TPC-CombinationIndex

}

UE-MultiModeRAT-Capability-r5 ::=
SEQUENCE {


multiRAT-CapabilityList



MultiRAT-Capability,


multiModeCapability




MultiModeCapability,


supportOfUTRAN-ToGERAN-NACC


BOOLEAN

}

UE-MultiModeRAT-Capability-r6 ::=
SEQUENCE {


multiRAT-CapabilityList



MultiRAT-Capability,


multiModeCapability




MultiModeCapability,


supportOfUTRAN-ToGERAN-NACC


BOOLEAN


supportOfHandoverToGAN





ENUMERATED { doesSupportHandoverToGAN }
OPTIONAL
}

UE-Positioning-Capability-r4 ::=
SEQUENCE {


standaloneLocMethodsSupported


BOOLEAN,


ue-BasedOTDOA-Supported




BOOLEAN,


networkAssistedGPS-Supported


NetworkAssistedGPS-Supported,


supportForUE-GPS-TimingOfCellFrames

BOOLEAN,


supportForIPDL






BOOLEAN,


rx-tx-TimeDifferenceType2Capable 

BOOLEAN,


validity-CellPCH-UraPCH 



ENUMERATED { true }

OPTIONAL,


sfn-sfnType2Capability




ENUMERATED { true }


OPTIONAL
}

UE-Positioning-LastKnownPos ::=

SEQUENCE { 



sfn







INTEGER (0..4095),



cell-id






CellIdentity,



positionEstimate



PositionEstimate
}

UE-RadioAccessCapability-r4 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


pdcp-Capability





PDCP-Capability-r4,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r4,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r5 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig










DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r5,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r5,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r5,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r6 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig











DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r6,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r6,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r6,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapabBandFDDList-r6 ::= SEQUENCE {


ue-RadioAccessCapability-ext

UE-RadioAccessCapabBandFDDList,


ue-RadioAccessCapabBandFDDList2

UE-RadioAccessCapabBandFDDList2,


-- IE 'ue-RadioAccessCapabBandFDDList-ext' shall be included if the UE supports Band I-VII

ue-RadioAccessCapabBandFDDList-ext
UE-RadioAccessCapabBandFDDList-ext
OPTIONAL

}
UL-RFC3095-Context ::=



SEQUENCE {


rfc3095-Context-Identity


INTEGER (0..16383),


ul-mode







ENUMERATED {u, o, r},


ul-ref-ir






OCTET STRING ( SIZE (1..3000)),


ul-ref-time






INTEGER (0..4294967295)

OPTIONAL,


ul-curr-time





INTEGER (0..4294967295)

OPTIONAL,


ul-syn-offset-id




INTEGER (0..65535)


OPTIONAL,


ul-syn-slope-ts





INTEGER (0..4294967295)

OPTIONAL,


ul-ref-sn-1






INTEGER (0..65535)


OPTIONAL

}

END
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