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1
Introduction

This document contains the list of Change Requests that were agreed (or Technically Endorsed) by TSG-RAN WG2 and which are presented for approval to TSG-RAN #31.

The companion document RP-060005 provides the status report of TSG-RAN WG2.

2
Approval of CRs to R'99, Rel-4, Rel-5 and Rel-6 with linked CRs (agenda item 7.3.3)
2.1
CRs to TR 25.993 (Rel-6 version, R'99 impacted)
The following CRs are in RP-060082:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.993
	0063
	-
	Rel-6
	Corrections to TR 25.993
	F
	6.12.0
	6.13.0
	R2-060635
	TEI

	25.993
	0067
	1
	Rel-6
	Uplink Streaming 128 kbps combinations
	B
	6.12.0
	6.13.0
	R2-060692
	TEI


2.2
Rel-5 CRs to 25.323, 25.331, 25.922, 25.993
The following CRs are in RP-060083:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.323
	0068
	-
	Rel-5
	Reference model for generating ROHC performance requirements
	F
	5.5.0
	5.6.0
	R2-060777
	RANimp-RABSE5

	25.323
	0069
	-
	Rel-6
	Reference model for generating ROHC performance requirements
	A
	6.4.0
	6.5.0
	R2-060778
	RANimp-RABSE5

	25.331
	2719
	-
	Rel-5
	Default configuration 11 for multirate AMR with SRB5
	F
	5.15.0
	5.16.0
	R2-060644
	TEI5

	25.331
	2720
	-
	Rel-6
	Default configuration 11 for multirate AMR with SRB5
	A
	6.8.0
	6.9.0
	R2-060645
	TEI5

	25.331
	2721
	-
	Rel-5
	Addition of synchronization parameters in RRC for HS-SICH in 1.28Mcps TDD
	F
	5.15.0
	5.16.0
	R2-060647
	HSDPA-L23

	25.331
	2722
	-
	Rel-6
	Addition of synchronization parameters in RRC for HS-SICH in 1.28Mcps TDD
	A
	6.8.0
	6.9.0
	R2-060648
	HSDPA-L23

	25.331
	2745
	1
	Rel-5
	7.95kbps NB AMR Default Configuration removal
	F
	5.15.0
	5.16.0
	R2-060779
	TEI5

	25.331
	2746
	1
	Rel-6
	7.95kbps NB AMR Default Configuration removal
	A
	6.8.0
	6.9.0
	R2-060780
	TEI5

	25.922
	0035
	-
	Rel-6
	Examples of RRM strategies for HSDPA
	F
	6.2.0
	6.3.0
	R2-060686
	HSDPA-L23

	25.993
	0064
	-
	Rel-6
	VT bearer configurations
	F
	6.12.0
	6.13.0
	R2-060637
	TEI5

	25.993
	0065
	-
	Rel-6
	Introduction of additional WB-AMR RAB combinations
	F
	6.12.0
	6.13.0
	R2-060643
	TEI5


2.3
FDD Enhanced Uplink: 25.309 and 25.321 Rel-6 CRs
The following CRs are in RP-060085:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.309
	0025
	-
	Rel-6
	Non-serving to total E-DCH power ratio clarification
	F
	6.5.0
	6.6.0
	R2-060763
	EDCH-L23

	25.321
	0246
	-
	Rel-6
	Definition of reference_ETPR
	F
	6.7.0
	6.8.0
	R2-060664
	EDCH-L23

	25.321
	0247
	1
	Rel-6
	AG_Timer for IE “Serving Grant”
	F
	6.7.0
	6.8.0
	R2-060747
	EDCH-L23

	25.321
	0248
	-
	Rel-6
	TEBS and HLBS Coding
	F
	6.7.0
	6.8.0
	R2-060667
	EDCH-L23

	25.321
	0249
	-
	Rel-6
	Correction related to automatic triggering of SI retransmissions
	F
	6.7.0
	6.8.0
	R2-060670
	EDCH-L23

	25.321
	0250
	-
	Rel-6
	Clarifications at TTI Change
	F
	6.7.0
	6.8.0
	R2-060671
	EDCH-L23

	25.321
	0251
	2
	Rel-6
	MAC-es/e and MAC-hs reset procedure
	F
	6.7.0
	6.8.0
	R2-060771
	EDCH-L23

	25.321
	0254
	-
	Rel-6
	Enhanced Uplink Corrections
	A
	6.7.0
	6.8.0
	R2-060745
	EDCH-L23

	25.321
	0255
	-
	Rel-6
	E-TFC Selection Pseudo Code Correction
	A
	6.7.0
	6.8.0
	R2-060746
	EDCH-L23

	25.321
	0257
	-
	Rel-6
	E-DCH Serving Grant Update
	F
	6.7.0
	6.8.0
	R2-060764
	EDCH-L23

	25.321
	0258
	-
	Rel-6
	One PDU size per logical channel per TTI
	F
	6.7.0
	6.8.0
	R2-060767
	EDCH-L23


Note:
25.309 CR 0022 ("correction to signalling of reference power offset") is presented by RAN WG3 in RP-060069, as linked with TS 25.423 CR 1146 and TS 25.433 CR1212.
2.4
FDD Enhanced Uplink: Support for different E-DCH and HS-DSCH serving cells: 25.309 and 25.331 Rel-6 CRs

The following CRs are in RP-060086:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.309
	0024
	1
	Rel-6
	Support for different E-DCH and HS-DSCH serving cells
	F
	6.5.0
	6.6.0
	R2-060768
	EDCH-L23

	25.331
	2760
	1
	Rel-6
	Support for different E-DCH and HS-DSCH serving cells
	F
	6.8.0
	6.9.0
	R2-060770
	EDCH-L23


2.5
FDD Enhanced Uplink: 25.331 and 25.993 Rel-6 CRs

The following CRs are in RP-060087:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2716
	5
	Rel-6
	E-DCH Measurement Event 1J
	B
	6.8.0
	6.9.0
	R2-060807
	EDCH-L23

	25.331
	2724
	-
	Rel-6
	E-DCH radio link addition using ASU of RL already in DCH active set
	F
	6.8.0
	6.9.0
	R2-060673
	EDCH-L23

	25.331
	2725
	-
	Rel-6
	Addition of SF128 and SF256 in E-DCH maximum channelisation codes
	F
	6.8.0
	6.9.0
	R2-060674
	EDCH-L23

	25.331
	2726
	2
	Rel-6
	RRC signaling efficiency changes for E-DCH
	F
	6.8.0
	6.9.0
	R2-060802
	EDCH-L23

	25.331
	2727
	-
	Rel-6
	E-DCH HARQ Info signalling
	F
	6.8.0
	6.9.0
	R2-060677
	EDCH-L23

	25.331
	2728
	-
	Rel-6
	Secondary Scrambling Code in F-DPCH RL information
	F
	6.8.0
	6.9.0
	R2-060678
	EDCH-L23

	25.331
	2729
	-
	Rel-6
	Correction to E-DCH IEs
	F
	6.8.0
	6.9.0
	R2-060679
	E-DCH-L23

	25.331
	2730
	-
	Rel-6
	Non-scheduled grant
	F
	6.8.0
	6.9.0
	R2-060680
	EDCH-L23

	25.331
	2731
	-
	Rel-6
	IE handling for E-DCH
	F
	6.8.0
	6.9.0
	R2-060681
	EDCH-L23

	25.331
	2732
	-
	Rel-6
	E-RNTI handling in Active Set Update procedure
	F
	6.8.0
	6.9.0
	R2-060682
	EDCH-L23

	25.331
	2733
	-
	Rel-6
	Editorial correction on “E-DCH information”
	F
	6.8.0
	6.9.0
	R2-060683
	EDCH-L23

	25.993
	0066
	-
	Rel-6
	Introduction of EUL RB configurations
	F
	6.12.0
	6.13.0
	R2-060666
	EDCH-L23

	25.993
	0068
	1
	Rel-6
	VoIP reference configuration for E-DCH
	B
	6.12.0
	6.13.0
	R2-060790
	E-DCH-L23


2.6
25.321, 25.331 and 25.993 Rel-6 CRs on MBMS

The following CRs are in RP-060088:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.321
	0256
	-
	Rel-6
	Correction of MBMS-Id field (MAC header of MTCH)
	F
	6.7.0
	6.8.0
	R2-060657
	MBMS-RAN

	25.331
	2753
	-
	Rel-6
	General error handling in case of ASN.1 violation and for MBMS channels
	F
	6.8.0
	6.9.0
	R2-060722
	MBMS-RAN, TEI6

	25.331
	2761
	-
	Rel-6
	Correction to S-CCPCH power offset for MBMS
	F
	6.8.0
	6.9.0
	R2-060660
	MBMS-RAN

	25.993
	0056
	2
	Rel-6
	Reference RAB configurations for MBMS
	B
	6.12.0
	6.13.0
	R2-060753
	MBMS-RAN


2.7
25.993 CR 0069 Rel-6 on alternative RB configurations for MBMS (conditionally agreed)
The following CR is in RP-060089:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.993
	0069
	-
	Rel-6
	Alternative reference RB configurations for MBMS
	B
	6.12.0
	6.13.0
	R2-060658
	MBMS-RAN


2.8
25.302, 25.304, 25.306, 25.322, 25.324, 25.922 Rel-6 CRs on TEI6
The following CRs are in RP-060090:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.302
	0166
	-
	Rel-6
	Editorial correction on the Model of the UE's physical layer - downlink TDD mode
	F
	6.5.0
	6.6.0
	R2-060718
	TEI6

	25.304
	0151
	1
	Rel-6
	Effect of partial roaming restrictions on cell reselection and proposed performance enhancement
	F
	6.8.0
	6.9.0
	R2-060784
	TEI6

	25.304
	0152
	1
	Rel-6
	Corrected UE behaviour at LR reject
	F
	6.8.0
	6.9.0
	R2-060787
	TEI6

	25.304
	0153
	-
	Rel-6
	Clarification regarding Access Class and Initial Direct Transfer
	F
	6.8.0
	6.9.0
	R2-060729
	TEI6

	25.306
	0138
	-
	Rel-6
	Correction to number of RLC AM instances for HS
	F
	6.7.0
	6.8.0
	R2-060690
	TEI6

	25.322
	0292
	2
	Rel-6
	Correction to RLC Re-establishment Procedure
	F
	6.6.0
	6.7.0
	R2-060634
	TEI6

	25.322
	0298
	-
	Rel-6
	Correction to RLC reset procedure
	F
	6.6.0
	6.7.0
	R2-060687
	TEI6

	25.324
	0028
	-
	Rel-6
	Introduction of Serial Number in BMC Schedule Message
	B
	6.4.0
	6.5.0
	R2-060703
	TEI6

	25.922
	0034
	-
	Rel-6
	Removal of DSCH
	F
	6.2.0
	6.3.0
	R2-060646
	TEI6

	25.922
	0036
	-
	Rel-6
	Clarification regarding ROHC context transfer
	F
	6.2.0
	6.3.0
	R2-060724
	TEI6


2.9
25.331 Rel-6 CRs on TEI6

The following CRs are in RP-060091:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2723
	-
	Rel-6
	Integrity Protection check for NAS messages
	F
	6.8.0
	6.9.0
	R2-060649
	TEI6

	25.331
	2735
	-
	Rel-6
	Correction to Modifying Integrity Protection Configuration for TM SRB
	F
	6.8.0
	6.9.0
	R2-060688
	TEI6

	25.331
	2736
	-
	Rel-6
	Correction to Security Mode Control Procedure
	F
	6.8.0
	6.9.0
	R2-060689
	TEI6

	25.331
	2737
	-
	Rel-6
	Resolving problems from CR implementation
	F
	6.8.0
	6.9.0
	R2-060691
	TEI6

	25.331
	2740
	-
	Rel-6
	Periodic URA Update in OOS
	F
	6.8.0
	6.9.0
	R2-060697
	TEI6

	25.331
	2741
	-
	Rel-6
	Correction in IE UE positioning capability
	F
	6.8.0
	6.9.0
	R2-060698
	TEI6

	25.331
	2742
	-
	Rel-6
	F-DPCH, HSDPA and E-DCH in HANDOVER TO UTRAN COMMAND (Rel-6 ASN.1 review issue 013)
	F
	6.8.0
	6.9.0
	R2-060653
	TEI6

	25.331
	2743
	-
	Rel-6
	Representation of IE "latestConfiguredCN-Domain" in the r3 branch of SRNS Relocation Info
	F
	6.8.0
	6.9.0
	R2-060652
	TEI6

	25.331
	2747
	-
	Rel-6
	Periodic BMC Schedule Message
	B
	6.8.0
	6.9.0
	R2-060702
	TEI6

	25.331
	2751
	-
	Rel-6
	Configuration of DL TFCS as 'Same as UL'
	F
	6.8.0
	6.9.0
	R2-060715
	TEI6

	25.331
	2752
	-
	Rel-6
	NAS synchronization indicator in RB setup
	B
	6.8.0
	6.9.0
	R2-060721
	TEI6

	25.331
	2754
	-
	Rel-6
	Clarification of UE action upon receiving the IE RB information to change list
	F
	6.8.0
	6.9.0
	R2-060723
	TEI6

	25.331
	2755
	-
	Rel-6
	Removal of unnecessary checking for HS-DSCH and E-DCH configuration
	F
	6.8.0
	6.9.0
	R2-060725
	TEI6

	25.331
	2756
	-
	Rel-6
	Introduction of WB-AMR default configuration without SRB#5
	B
	6.8.0
	6.9.0
	R2-060727
	TEI6

	25.331
	2757
	-
	Rel-6
	Initial DPCH frame offset for F-DPCH
	F
	6.8.0
	6.9.0
	R2-060728
	TEI6


2.10
25.331 Rel-6 CRs on additional default configurations - TEI6
The following CRs are in RP-060092:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2739
	1
	Rel-6
	Default configurations for Multi-mode AMR
	B
	6.8.0
	6.9.0
	R2-060786
	TEI6

	25.331
	2748
	1
	Rel-6
	Introduction of additional Default configuration identities
	B
	6.8.0
	6.9.0
	R2-060788
	TEI6


2.11
25.306 and 25.331 Rel-6 CRs on Support of PS Handover for GERAN A/Gb mode
The following CRs are in RP-060093:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0141
	1
	Rel-6
	Inter-RAT PS Handover capability
	F
	6.7.0
	6.8.0
	R2-060804
	SPSHAGB

	25.331
	2738
	-
	Rel-6
	Removal of GPRS encryption algorithm info
	F
	6.8.0
	6.9.0
	R2-060650
	SCSAGB-PSH

	25.331
	2764
	-
	Rel-6
	Inter-RAT PS Handover capability
	F
	6.8.0
	6.9.0
	R2-060794
	SPSHAGB


2.12
25.322 Rel-6 CR on Improved support for IMS Real time Services using HSDPA/EDCH
The following CR is in RP-060094:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.322
	0299
	-
	Rel-6
	Introducing missing "and" to the RLC UMD operation with LI optimisation
	F
	6.6.0
	6.7.0
	R2-060726
	RInImp-IMSRealTime


2.13
25.331 Rel-6 CRs on ASN.1 review (one CR only to be approved)
The following CR is in RP-060120 (agreed):
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2734
	1
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review)
	F
	6.8.0
	6.9.0
	R2-060809
	TEI6


The following CR is in RP-060121 (technically endorsed):
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2734
	2
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review), issue 224 reverted
	F
	6.8.0
	6.9.0
	R2-060810
	TEI6


3
Approval of linked CRs where the leading one originated from WG2 (agenda item 7.3.4)

3.1
FDD Enhanced Uplink: Rel-6 correction to signalling of load excess indicator (25.309 and 25.433)

The following CRs are in RP-060084:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.309
	0023
	-
	Rel-6
	Correction to signalling of load excess indicator
	F
	6.5.0
	6.6.0
	R2-060669
	EDCH-L23

	25.433
	1211
	1
	Rel-6
	Non-serving E-DCH Power Excess Indication
	F
	6.8.0
	6.9.0
	R3-060315
	EDCH-IurIub


3
Delay optimisation for procedures applicable to CS and PS connections (agenda item 9.1.4)
3.1
25.331 Rel-6 CRs on Delay Optimisation
The following CRs are in RP-060095:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2749
	1
	Rel-6
	PS default configurations
	C
	6.8.0
	6.9.0
	R2-060800
	RANimp-DelayOpt

	25.331
	2765
	-
	Rel-6
	Indication of HSPA capability and conversation call type for CS
	C
	6.8.0
	6.9.0
	R2-060799
	RANimp-DelayOpt ,TEI6


4
Optimisation of Channelisation Code Utilisation for 1.28 Mcps TDD (agenda item 9.2.1.1)

4.1
25.331 Rel-7 CR on Code Utilisation for 1.28 Mcps TDD
The following CRs are in RP-060096:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2758
	-
	Rel-7
	Release 7 HS-DSCH operation without a DL DPCH for 1.28 Mcps TDD - synchronisation and power control of UL DPCH via PLCCH
	B
	6.8.0
	7.0.0
	R2-060730
	RANimp-RADSE-CodeOPTLCRTDD


5
LCS Enhancements Related to Location-Based Services (agenda item 9.3.2)

5.1
25.331 Rel-7 CR on enabling the providing of Velocity
The following CRs are in RP-060097:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2713
	3
	Rel-7
	Enabling the Providing of Velocity
	B
	6.8.0
	7.0.0
	R2-060356
	LCS3-UEPos-Velocity


6
7.68 Mcps TDD Option (agenda item 9.6)

6.1
25.301, 25.302, 25.304, 25.305, 25.306, 25.321, 25.331 Rel-7 CRs on the introduction of 7.68 Mcps TDD Option
The following CRs are in RP-060098:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.301
	0082
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	6.4.0
	7.0.0
	R2-060738
	VHCRTDD-L23

	25.302
	0167
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	6.5.0
	7.0.0
	R2-060737
	VHCRTDD-L23

	25.304
	0154
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	6.8.0
	7.0.0
	R2-060736
	VHCRTDD-L23

	25.305
	0108
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	7.1.0
	7.2.0
	R2-060735
	VHCRTDD-L23

	25.306
	0139
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	6.7.0
	7.0.0
	R2-060734
	VHCRTDD-L23

	25.321
	0253
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	6.7.0
	7.0.0
	R2-060733
	VHCRTDD-L23

	25.331
	2759
	-
	Rel-7
	7.68 Mpcs TDD Option (Release 7)
	B
	6.8.0
	7.0.0
	R2-060732
	VHCRTDD-L23


7
TEI7 (agenda item 9.15)

7.1
25.306 and 25.331 Rel-7 CRs on the Introduction of Rel-7 AS Release Indicator
The following CRs are in RP-060099:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0140
	-
	Rel-7
	Introduction of REL-7 access stratum release indicator
	B
	6.7.0
	6.8.0
	R2-060772
	TEI7

	25.331
	2762
	-
	Rel-7
	Introduction of REL-7 access stratum release indicator
	B
	6.8.0
	7.0.0
	R2-060773
	TEI7
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