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2 Corrections required for RRC_r3_wk47 test suite

Change 2.1:

Testcase
tc_8_4_1_29: ts_SysInfoModifySIB12_MIB_RRC

Reason for change
System Information change Indication message has been sent twice in this test step.

Summary of change
At row# 7, removed +ts_SendSystemInfoChangeInd ( p_CellId,tcv_MIB.mib_ValueTag ).

Source of change
New change

Test cases affected
tc_8_4_1_29

MCC 160 comments


Before change:
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After Change:
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3 Corrections required for MAC_r3_wk47 test suite

Change 3.1:

Testcase
tc_7_1_2_4a: ts_ReceiveLoopBackDataAndCheckASC

Reason for change
UE may send more than one preambles before it gets an Acknowledgement on AICH

Summary of change
In test step ts_ReceiveLoopBackDataAndCheckASC, MAC_PRACH_MeasRecDef changed to MAC_PRACH_MeasRecDef_2ASC.

Source of change
New change

Test cases affected
tc_7_1_2_4a

MCC 160 comments


Before Change:
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After Change:
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4 Corrections required for IR_U_r3_wk47 test suite

Change 4.1:

Testcase
tc_8_3_7_12

Reason for change
In order to give more time to SS to configure the DPCH channel, the timer T312 needs to be set to 2s. This modification requires a prose change, similar prose changes have already been agreed by RAN5.

Summary of change
After row# 4, added row# 5 and 6 to assign t_312 to 2s. And then at row# 7, called new test step “ts_SendDefSysInfo_LongNeighCellInfo_NewSIB1” to provide this new SIB1.

Please refer change 4.3 for the details of test step “ts_SendDefSysInfo_LongNeighCellInfo_NewSIB1”. 

Source of change
New change

Test cases affected
tc_8_3_7_12

MCC 160 comments


Before Change:
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After Change:
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Change 4.2:

Testcase
tc_8_3_11_4

Reason for change
In order to give more time to SS to configure the DPCH channel, the timer T312 needs to be set to 2s. This modification requires a prose change, similar prose changes have already been agreed by RAN5.

Summary of change
After row# 4, added row# 5 and 6 to assign t_312 to 2s. And then at row# 6, called new test step “ts_SendDefSysInfo_LongNeighCellInfo_NewSIB1” to provide this new SIB1.

Please refer change 4.3 for the details of test step “ts_SendDefSysInfo_LongNeighCellInfo_NewSIB1”. 

Source of change
New change

Test cases affected
tc_8_3_11_4

MCC 160 comments


Before Change:
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After Change:
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Change 4.3:

Teststep
ts_SendDefSysInfo_LongNeighCellInfo_NewSIB1

Reason for change
New Object created.

Summary of change
1. New test step ts_SendDefSysInfo_LongNeighCellInfo_NewSIB1 created by copying existing test step ts_SendDefSysInfo_LongNeighCellInfo and added new parameter p_SIB : SysInfoType1 in the argument list. Also at row 7  ts_SendSIB1_LongNeighCellInfo ( cb_SIB1_Def(  tcv_TmpCellInfo) changed to ts_SendSIB1_LongNeighCellInfo ( p_SIB, p_CellId, tsc_Now ). p_CellId, tsc_Now ). 

Source of change
New change

Test cases affected


MCC 160 comments


New Object:
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