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[Change part 1]

10.3.6.36a
HS-SCCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-5

	>FDD
	
	
	
	
	REL-5

	>>DL Scrambling Code
	MD
	
	Secondary scrambling code  10.3.6.74
	DL Scrambling code to be applied for HS-DSCH and  HS-SCCH. Default is same scrambling code as for the primary CPICH.
	REL-5

	>>HS-SCCH Channelisation Code Information
	MP
	1 to <maxHSSCCHs >
	
	
	REL-5

	>>>HS-SCCH Channelisation Code
	MP
	
	Integer

(0..127)
	
	REL-5

	>TDD
	
	
	
	
	REL-5

	>>CHOICE TDD option
	MP
	
	
	
	REL-5

	>>>3.84 Mcps
	
	
	
	
	REL-5

	>>>> Ack-Nack Power Offset 
	MP
	
	Integer (-7..8 by step of 1) 
	dB

Note
	REL-5

	>>>> HS-SICH Power Control Info

	MP
	
	HS-SICH Power Control Info 10.3.6.36b 
	
	REL-5 

	>>>> BLER target
	MP
	
	Real

(-3.15..0 by step of 0.05)
	Signalled value is Log10(HS-SCCH BLER quality target).This IE is Not Present in REL-5.
	REL-6

	>>>> Dhs-sync
	OP
	
	Integer (-20..+10)
	Value in dB set to indicate the dB difference between the maximum allowed HS-SCCH physical channel transmit power [33] and the beacon reference power (it is one means of controlling the area of HS-DSCH operation within the cell).
	REL-6

	>>>>HS-SCCH Set Configuration
	MP
	1 to <maxHSSCCHs>
	
	
	REL-5

	>>>>>Timeslot number
	MP
	
	Integer

(0..14)
	
	REL-5

	>>>>>Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>Midamble Allocation mode
	MP
	
	Enumerated (Default midamble, Common midamble, UE specific midamble)
	HS-SCCH always uses burst type 1.
	REL-5

	>>>>>Midamble configuration
	MP
	
	Integer

(4, 8, 16)
	
	REL-5

	>>>>>Midamble Shift
	CV-UE
	
	Integer(0..15)
	
	REL-5

	>>>>>BLER target
	MP
	
	Real

(-3.15..0 by step of 0.05)
	Signalled value is Log10(HS-SCCH BLER quality target).

This IE is Not Present in REL-6 and beyond..
	REL-5

	>>>>>HS-SICH configuration
	
	
	
	
	REL-5

	>>>>>>Timeslot number
	MP
	
	Integer

(0..14)
	
	REL-5

	>>>>>>Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>>Midamble Allocation mode
	MP
	
	Enumerated

(Default midamble, UE specific midamble)
	 HS-SICH always uses burst type 1.
	REL-5

	>>>>>>Midamble configuration
	MP
	
	Integer

(4, 8, 16)
	
	REL-5

	>>>>>>Midamble Shift
	CV-UE
	
	Integer

(0..15)
	
	REL-5

	
	
	
	
	
	

	
	
	
	
	
	

	>>>1.28 Mcps
	
	
	
	
	REL-5

	>>>>Ack-Nack Power Offset
	MP
	
	Integer

(-7..8 by step of 1)
	dB. 
This IE is Not Present in REL-5.
Note
	REL-6

	>>>>PRXHS-SICH
	MP
	
	Integer

(-120..-58 by step of 1)
	dBm. Desired power level for HS-SICH. 
This IE is Not Present in REL-5
	REL-6

	>>>>TPC step size
	MP
	
	Integer

(1, 2, 3)
	dB. 
This IE is Not Present in REL-5.
	REL-6

	>>>>BLER target
	MP
	
	Real

(-3.15..0 by step of 0.05)
	Signalled value is Log10(HS-SCCH BLER quality target).
This IE is Not Present in REL-5.
	REL-6

	>>>>HS-SCCH Set Configuration
	MP
	1 to <maxHSSCCHs>
	
	
	REL-5

	>>>>>Timeslot number
	MP
	
	Integer

(0..6)
	
	REL-5

	>>>>>First Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>Second Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>Midamble Allocation mode
	MP
	
	Enumerated

(Default midamble, Common midamble, UE specific midamble)
	
	REL-5

	>>>>> Midamble Shift  
	CV-UE 
	
	Integer (0..15) 
	
	REL-5 

	>>>>>Midamble configuration
	MP
	
	Integer

(2, 4, 6, 8, 10, 12, 14, 16)
	
	REL-5

	>>>>>BLER target
	MP
	
	Real

(-3.15..0 by step of 0.05)
	Signalled value is Log10(HS-SCCH BLER quality target).

This IE is Not Present in REL-6
	REL-5

	>>>>>HS-SICH configuration
	
	
	
	
	REL-5

	>>>>>>Timeslot number
	MP
	
	Integer

(0..6)
	
	REL-5

	>>>>>>Channelisation code
	MP
	
	Enumerated

((16/1) ..(16/16))
	
	REL-5

	>>>>>>Midamble Allocation mode
	MP
	
	Enumerated (Default midamble, UE specific midamble)
	
	REL-5

	>>>>>>Midamble configuration
	MP
	
	Integer

(2, 4, 6, 8, 10, 12, 14, 16)
	
	REL-5

	>>>>>>Midamble Shift
	CV-UE
	
	Integer

(0..15)
	
	REL-5

	>>>>>>Ack-Nack Power Offset
	MP
	
	Integer

(-7..8 by step of 1)
	dB. This IE is Not Present in REL-6 and beyond.
Note
	REL-5

	>>>>>>PRXHS-SICH
	MP
	
	Integer

(-120..-58 by step of 1)
	dBm. Desired power level for HS-SICH. This IE is Not Present in REL-6 and beyond.
	REL-5

	>>>>>>TPC step size
	MP
	
	Integer

(1, 2, 3)
	dB. This IE is Not Present in REL-6 and beyond.
	REL-5

	Note:
Ack-Nack Power Offset is the difference in the desired RX power between HS-SICH transmissions conveying an acknowledgement and transmissions conveying a negative acknowledgement signalled to the UE in IE "HS-SCCH Info".


	Condition
	Explanation

	UE
	This IE is mandatory present when the value of the IE "Midamble Allocation Mode" is "UE specific midamble" and not needed otherwise.


…
[Change part 2]
11.2
PDU definitions
…

HS-SCCH-Info-r6 ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-Codes,




dl-ScramblingCode




SecondaryScramblingCode


OPTIONAL



},



tdd








CHOICE {




tdd384







SEQUENCE {





nack-ack-power-offset



INTEGER (-7..8), 





hs-SICH-PowerControl-Info


HS-SICH-Power-Control-Info-TDD384,





dhs-sync






DHS-Sync




OPTIONAL,




bler-target






Bler-Target,




hS-SCCH-SetConfiguration


SEQUENCE (SIZE (1..maxHSSCCHs)) OF















HS-SCCH-TDD384-r6





},




tdd128







SEQUENCE {





nack-ack-power-offset



INTEGER (-7..8), 




power-level-HSSICH




INTEGER (-120..-58),




tpc-step-size





ENUMERATED { s1, s2, s3 , spare1},




bler-target






Bler-Target,




hS-SCCH-SetConfiguration


SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128-r6




},


}


}

}

HS-SCCH-Codes ::=




INTEGER (0..127)

HS-SCCH-TDD128 ::=



SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


firstChannelisationCode



HS-ChannelisationCode-LCR,


secondChannelisationCode


HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




INTEGER(0..15)


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


bler-target






Bler-Target,


hs-sich-configuration



HS-SICH-Configuration-TDD128

}
HS-SCCH-TDD128-r6 ::=



SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


firstChannelisationCode



HS-ChannelisationCode-LCR,


secondChannelisationCode


HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




INTEGER(0..15)


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


hs-sich-configuration



HS-SICH-Configuration-TDD128-r6
HS-SICH-Configuration-TDD128 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


channelisationCode




HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


nack-ack-power-offset



INTEGER (-7..8),


power-level-HSSICH




INTEGER (-120..-58),


tpc-step-size





ENUMERATED { s1, s2, s3 , spare1}

}

HS-SICH-Configuration-TDD128-r6 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


channelisationCode




HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {



midambleShift





MidambleShiftLong



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),

}
……
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